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	1) The current condition for including the PHR in a MAC PDU incorrectly only considers the Rel-8/9 PHR MAC CE. As a consequence the UE shall include the Extended PHR MAC CE even though it does not fit in the MAC PDU to be transmitted. The condition in 5.4.6 should consider the Extended MAC CE if extendedPHR is configured.
2) The current text 6.1.3.6a incorrectly states that the Type 2 PHR is included directly after the MAC subheader. This creates a mismatch towards the figures which show an octet containing a bitmap to be included directly after the MAC subheader. The general description should be aligned with the figure which is correct. 

3) In 5.4.3.1 it is currently somewhat unclear if the PHR mentioned in the priority list of the LCP refers to both the PHR MAC CE and the Extended PHR MAC CE. 

4) In 5.4.5 it is mentioned that which MAC PDU the BSR MAC CE is included in is up to UE implementation. The same should apply also for other control elements and should be clarified in 5.4.3.1. Also, the text from 5.4.5 should be removed to avoid duplicating this informaiton.
5) The font size in figure 6.1.3.6a-1 varies and should be aligned (editorial change).
6) The current text in 6.1.3.6a is incomplete as it does not describe that the Type 1 PH of the PCell and associated Pcmax,c (if reported) is included.

7) The informative text in 6.1.3.6a and the desciption of the Ci field states that it indicates the activation status of SCells. As PH is only reported for activated SCells with a configured UL CC, it would be more clear to say that the bitmap indicates presence of a PH. In the PHR section 5.4.6 it is clear that PH is only included for activated SCells with configured UL.
8) In 6.1.3.6a and 6.1.3.8 the term Cell Index is used. This sometimes refers to the ServCellIndex and sometimes to the SCellIndex, both specified in RRC. The MAC specification should be updated to avoid ambiguity. 
9) SCell should be used in Figure 6.1.3.6a-1 instead of Scell.
10) In 5.4.6 and 6.1.3.6a, PCMAX,c is not subscripted.
11) In 6.1.3.1, 6.1.3.6a there are minor grammatical: “was” instead of “is” and “have” instead of “has”.
12) It is clarified that the Serving Cell associated with the HARQ entity for UL data transfer has a configured UL.
13) The d in deactivation in 3.6.1.8 should be capital D.

	
	

	Summary of change:
(

	1) The condition for including the Extended PHR MAC CE if extendedPHR is configured is added to the current description of the PHR procedure.

2) Correction of the current in 6.1.3.6a to say that the octet containing the bitmap is included first after the MAC subheader.
3) Clarify that the MAC CE for power headroom being prioritized in LCP can be either the PHR MAC CE or the Extended PHR MAC CE.

4) Add description that which MAC PDU (if multiple are available for transmission in a TTI) a MAC CE is included in is left to UE implementation. Remove the corresponding text from 5.4.5.
5) Align the font size in figure 6.1.3.6a-1

6) Add text to 6.1.3.6a saying where the Type 1 PH and associated Pcmax,c (if reported) are included in the Extended PHR MAC CE.

7) Update the text in 6.1.3.6a to state that the Ci field indicates if a PH is present for a SCell with Cell Index i.

8) Align 6.1.3.6a and 6.1.3.8 with RRC spec and use the term ServCellIndex and SCellIndex  instead of Cell Index to avoid ambiguity. 
9) Capitalize the C in SCell for alignment with the rest of the specification.

10) All PCMAX,c should be subscripted correctly.

11) Correct the grammatical errors.
12) Add text saying that the Serving Cell in 5.4.2.1 has a configured UL.
13) Change “d” -> “D”.
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	1) The UE is forced to include the Extended PHR MAC CE even if there is not enough room in the MAC PDU to be transmitted.

2) There is ambiguity between the description and the illustrations of the Extended PHR MAC CE.

3) It is not clear whether PHR refers to any of the PHR MAC CE and Extended PHR  MAC CE or only to the PHR MAC CE.
4) It is not clear which MAC PDU (if multiple) a certain CE may be included in. 

5) None (Editorial)
6) The description of the Extended PHR MAC CE is incomplete.
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8) It is ambiguous if Cell Index refers to the ServCellIndex or the SCellIndex, both defined in RRC
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FIRST CHANGE
5.4.2.1
HARQ entity

There is one HARQ entity at the UE for each Serving Cell with configured uplink, which maintains a number of parallel HARQ processes allowing transmissions to take place continuously while waiting for the HARQ feedback on the successful or unsuccessful reception of previous transmissions.

The number of parallel HARQ processes per HARQ entity is specified in [2], clause 8.
When the physical layer is configured for uplink spatial multiplexing [2], there are two HARQ processes associated with a given TTI. Otherwise there is one HARQ process associated with a given TTI.
At a given TTI, if an uplink grant is indicated for the TTI, the HARQ entity identifies the HARQ process(es) for which a transmission should take place. It also routes the received HARQ feedback (ACK/NACK information), MCS and resource, relayed by the physical layer, to the appropriate HARQ process(es).

When TTI bundling is configured, the parameter TTI_BUNDLE_SIZE provides the number of TTIs of a TTI bundle. TTI bundling operation relies on the HARQ entity for invoking the same HARQ process for each transmission that is part of the same bundle. Within a bundle HARQ retransmissions are non-adaptive and triggered without waiting for feedback from previous transmissions according to TTI_BUNDLE_SIZE. The HARQ feedback of a bundle is only received for the last TTI of the bundle (i.e the TTI corresponding to TTI_BUNDLE_SIZE), regardless of whether a transmission in that TTI takes place or not (e.g. when a measurement gap occurs). A retransmission of a TTI bundle is also a TTI bundle. TTI bundling is not supported when the UE is configured with one or more SCells.

TTI bundling is not supported for RN communication with the E-UTRAN in combination with an RN subframe configuration.
For transmission of Msg3 during Random Access (see section 5.1.5) TTI bundling does not apply.

For each TTI, the HARQ entity shall:

-
identify the HARQ process(es) associated with this TTI, and for each identified HARQ process:
-
if an uplink grant has been indicated for this process and this TTI:

-
if the received grant was not addressed to a Temporary C-RNTI on PDCCH and if the NDI provided in the associated HARQ information has been toggled compared to the value in the previous transmission of this HARQ process; or

-
if the uplink grant was received on PDCCH for the C-RNTI and the HARQ buffer of the identified process is empty; or

-
if the uplink grant was received in a Random Access Response:

-
if there is a MAC PDU in the Msg3 buffer and the uplink grant was received in a Random Access Response:

-
obtain the MAC PDU to transmit from the Msg3 buffer.

-
else:

-
obtain the MAC PDU to transmit from the "Multiplexing and assembly" entity;

-
deliver the MAC PDU and the uplink grant and the HARQ information to the identified HARQ process;

-
instruct the identified HARQ process to trigger a new transmission.

-
else:

-
deliver the uplink grant and the HARQ information (redundancy version) to the identified HARQ process;

-
instruct the identified HARQ process to generate an adaptive retransmission.

-
else, if the HARQ buffer of this HARQ process is not empty:

-
instruct the identified HARQ process to generate a non-adaptive retransmission.

When determining if NDI has been toggled compared to the value in the previous transmission UE shall ignore NDI received in all uplink grants on PDCCH for its Temporary C-RNTI.

NEXT CHANGE
5.4.3.1
Logical channel prioritization

The Logical Channel Prioritization procedure is applied when a new transmission is performed.

RRC controls the scheduling of uplink data by signalling for each logical channel: priority where an increasing priority value indicates a lower priority level, prioritisedBitRate which sets the Prioritized Bit Rate (PBR), bucketSizeDuration which sets the Bucket Size Duration (BSD).

The UE shall maintain a variable Bj for each logical channel j. Bj shall be initialized to zero when the related logical channel is established, and incremented by the product PBR × TTI duration for each TTI, where PBR is Prioritized Bit Rate of logical channel j. However, the value of Bj can never exceed the bucket size and if the value of Bj is larger than the bucket size of logical channel j, it shall be set to the bucket size. The bucket size of a logical channel is equal to PBR × BSD, where PBR and BSD are configured by upper layers.

The UE shall perform the following Logical Channel Prioritization procedure when a new transmission is performed:

-
The UE shall allocate resources to the logical channels in the following steps:

-
Step 1: All the logical channels with Bj > 0 are allocated resources in a decreasing priority order. If the PBR of a radio bearer is set to “infinity”, the UE shall allocate resources for all the data that is available for transmission on the radio bearer before meeting the PBR of the lower priority radio bearer(s);

-
Step 2: the UE shall decrement Bj by the total size of MAC SDUs served to logical channel j in Step 1

NOTE:
The value of Bj can be negative.

-
Step 3: if any resources remain, all the logical channels are served in a strict decreasing priority order (regardless of the value of Bj) until either the data for that logical channel or the UL grant is exhausted, whichever comes first. Logical channels configured with equal priority should be served equally.

-
The UE shall also follow the rules below during the scheduling procedures above:

- 
the UE should not segment an RLC SDU (or partially transmitted SDU or retransmitted RLC PDU) if the whole SDU (or partially transmitted SDU or retransmitted RLC PDU) fits into the remaining resources; 

-
if the UE segments an RLC SDU from the logical channel, it shall maximize the size of the segment to fill the grant as much as possible;

-
UE should maximise the transmission of data.

The UE shall not transmit data for a logical channel corresponding to a radio bearer that is suspended (the conditions for when a radio bearer is considered suspended are defined in [8]).

For the Logical Channel Prioritization procedure, the UE shall take into account the following relative priority in decreasing order:
-
MAC control element for C-RNTI or data from UL-CCCH;

-
MAC control element for BSR, with exception of BSR included for padding;

-
MAC control element for PHR or Extended PHR;

-
data from any Logical Channel, except data from UL-CCCH;

-
MAC control element for BSR included for padding.
NOTE:
When the UE is requested to transmit multiple MAC PDUs in one TTI, steps 1 to 3 and the associated rules may be applied either to each grant independently or to the sum of the capacities of the grants. Also the order in which the grants are processed is left up to UE implementation. It is up to the UE implementation to decide in which MAC PDU a MAC control element is included when UE is requested to transmit multiple MAC PDUs in one TTI.
NEXT CHANGE
5.4.5
Buffer Status Reporting

The Buffer Status reporting procedure is used to provide the serving eNB with information about the amount of data  available for transmission in the UL buffers of the UE. RRC controls BSR reporting by configuring the two timers  periodicBSR-Timer and retxBSR-Timer and by, for each logical channel, optionally signalling logicalChannelGroup which allocates the logical channel to an LCG [8].

For the Buffer Status reporting procedure, the UE shall consider all radio bearers which are not suspended and may consider radio bearers which are suspended.

A Buffer Status Report (BSR) shall be triggered if any of the following events occur:

-
UL data, for a logical channel which belongs to a LCG, becomes available for transmission in the RLC entity or in the PDCP entity (the definition of what data shall be considered as available for transmission is specified in [3] and [4] respectively) and either the data belongs to a logical channel with higher priority than the priorities of the logical channels which belong to any LCG and for which data is already available for transmission, or there is no data available for transmission for any of the logical channels which belong to a LCG, in which case the BSR is referred below to as "Regular BSR";

-
UL resources are allocated and number of padding bits is equal to or larger than the size of the Buffer Status Report MAC control element plus its subheader, in which case the BSR is referred below to as "Padding BSR";

-
retxBSR-Timer expires and the UE has data available for transmission for any of the logical channels which belong to a LCG, in which case the BSR is referred below to as "Regular BSR";

-
periodicBSR-Timer expires, in which case the BSR is referred below to as "Periodic BSR".

For Regular and Periodic BSR:

-
if more than one LCG has data available for transmission in the TTI where the BSR is transmitted: report Long BSR;

-
else report Short BSR.

For Padding BSR:

-
if the number of padding bits is equal to or larger than the size of the Short BSR plus its subheader but smaller than the size of the Long BSR plus its subheader:

-
if more than one LCG has data available for transmission in the TTI where the BSR is transmitted: report Truncated BSR of the LCG with the highest priority logical channel with data available for transmission;

-
else report Short BSR.

-
else if the number of padding bits is equal to or larger than the size of the Long BSR plus its subheader, report Long BSR.

If the Buffer Status reporting procedure determines that at least one BSR has been triggered and not cancelled:

-
if the UE has UL resources allocated for new transmission for this TTI:

-
instruct the Multiplexing and Assembly procedure to generate the BSR MAC control element(s);

-
start or restart periodicBSR-Timer except when all the generated BSRs are Truncated BSRs;

-
start or restart retxBSR-Timer.

-
else if a Regular BSR has been triggered:

-
if an uplink grant is not configured or the Regular BSR was not triggered due to data becoming available for transmission for a logical channel for which logical channel SR masking (logicalChannelSR-Mask) is setup by upper layers:

-
a Scheduling Request shall be triggered.

A MAC PDU shall contain at most one MAC BSR control element, even when multiple events trigger a BSR by the time a BSR can be transmitted in which case the Regular BSR and the Periodic BSR shall have precedence over the padding BSR.

The UE shall restart retxBSR-Timer upon indication of a grant for transmission of new data on any UL-SCH.

All triggered BSRs shall be cancelled in case the UL grant can accommodate all pending data available for transmission but is not sufficient to additionally accommodate the BSR MAC control element plus its subheader. All triggered BSRs shall be cancelled when a BSR is included in a MAC PDU for transmission.
The UE shall transmit at most one Regular/Periodic BSR in a TTI. If the UE is requested to transmit multiple MAC PDUs in a TTI, it may include a padding BSR in any of the MAC PDUs which do not contain a Regular/Periodic BSR.
All BSRs transmitted in a TTI always reflect the buffer status after all MAC PDUs have been built for this TTI. Each LCG shall report at the most one buffer status value per TTI and this value shall be reported in all BSRs reporting buffer status for this LCG.
NEXT CHANGE
5.4.6
Power Headroom Reporting

The Power Headroom reporting procedure is used to provide the serving eNB with information about the difference between the nominal UE maximum transmit power and the estimated power for UL-SCH transmission per activated Serving Cell and also with information about the difference between the nominal UE maximum power and the estimated power for UL-SCH and PUCCH transmission on PCell.
The reporting period, delay and mapping of Power Headroom are defined in subclause 9.1.8 of [9]. RRC controls Power Headroom reporting by configuring the two timers periodicPHR-Timer and prohibitPHR-Timer, and by signalling dl-PathlossChange which sets the change in measured downlink pathloss to trigger a PHR [8].

A Power Headroom Report (PHR) shall be triggered if any of the following events occur:

-
prohibitPHR-Timer expires or has expired and the path loss has changed more than dl-PathlossChange dB for at least one activated Serving Cell which is used as a pathloss reference since the last transmission of a PHR when UE has UL resources for new transmission;

-
periodicPHR-Timer expires;

-
upon configuration or reconfiguration of the power headroom reporting functionality by upper layers [8], which is not used to disable the  function;
-
activation of an SCell with configured uplink.

If the UE has UL resources allocated for new transmission for this TTI:

-
if it is the first UL resource allocated for a new transmission since the last MAC reset, start periodicPHR-Timer;

-
if the Power Headroom reporting procedure determines that at least one PHR has been triggered since the last transmission of a PHR or this is the first time that a PHR is triggered, and;

-
if the allocated UL resources can accommodate a PHR MAC control element plus its subheader if extendedPHR is not configured, or the Extended PHR MAC control element plus its subheader if extendedPHR is configured, as a result of logical channel prioritization:
-
if extendedPHR is configured:

-
for each activated Serving Cell with configured uplink:

-
obtain the value of the Type 1 power headroom and [FFS if only for Serving cells with valid grant for this TTI] the corresponding PCMAX,c associated with this Serving Cell from the physical layer;

-
if simultaneousPUCCH-PUSCH is configured:

-
obtain the value of the Type 2 power headroom for the PCell and [FFS if only if the UE will make a PUCCH transmission in this TTI] [FFS if only if different than PCMAX,c for Type 1 power headroom for the PCell] the corresponding PCMAX,c  from the physical layer;

-
instruct the Multiplexing and Assembly procedure to generate and transmit an Extended PHR MAC control element as defined in subclause 6.1.3.6a based on the values reported by the physical layer;

-
else:
-
obtain the value of the Type 1 power headroom from the physical layer;

-
instruct the Multiplexing and Assembly procedure to generate and transmit a PHR MAC control element as defined in subclause 6.1.3.6 based on the value reported by the physical layer;

-
start or restart periodicPHR-Timer;

-
start or restart prohibitPHR-Timer;

-
cancel all triggered PHR(s).

NEXT CHANGE
6.1.3.1
Buffer Status Report MAC Control Elements

Buffer Status Report (BSR) MAC control elements consist of either:

-
Short BSR and Truncated BSR format: one LCG ID field and one corresponding Buffer Size field (figure 6.1.3.1-1); or

-
Long BSR format: four Buffer Size fields, corresponding to LCG IDs #0 through #3 (figure 6.1.3.1-2).

The BSR formats are identified by MAC PDU subheaders with LCIDs as specified in table 6.2.1-2.

The fields LCG ID and Buffer Size are defined as follow:

-
LCG ID: The Logical Channel Group ID field identifies the group of logical channel(s) which buffer status is being reported. The length of the field is 2 bits;

-
Buffer Size: The Buffer Size field identifies the total amount of data available across all logical channels of a logical channel group after all MAC PDUs for the TTI have been built. The amount of data is indicated in number of bytes. It shall include all data that is available for transmission in the RLC layer and in the PDCP layer; the definition of what data shall be considered as available for transmission is specified in [3] and [4] respectively. The size of the RLC and MAC headers are not considered in the buffer size computation. The length of this field is 6 bits. If extendedBSR-Sizes is false, the values taken by the Buffer Size field are shown in Table 6.1.3.1-1. If extendedBSR-Sizes is true, the values taken by the Buffer Size field are shown in Table 6.1.3.1-2.
NEXT CHANGE
6.1.3.6a
Extended Power Headroom MAC Control Element 

The Extended Power Headroom MAC control element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-2. It has a variable size and is defined in Figure 6.1.3.6a-1 for the case when only Type 1 PH is reported for the PCell and in Figure 6.1.3.6a-2 for the case when both Type 1 and Type 2 PH are reported for the PCell. The octet containing the Type 2 PH field (if reported) is included first after the octet indicating the presence of PH per SCell and followed by an octet containing the associated PCMAX,c value (FFS: if reported). Then follows in ascending order based on the ServCellIndex [8] an octet with the Type 1 PH field and an octet with the associated PCMAX,c (FFS: if reported),for the PCell and for each SCell indicated in the bitmap.

The Extended Power Headroom MAC Control Element is defined as follows:
-
Ci: this field indicates the presence of a PH field for the SCell with SCellIndex i as specified in [8]. The Ci field set to "1" indicates that a PH field for the SCell with SCellIndex i is reported. The Ci field set to "0" indicates that a PH field for the SCell with SCellIndexCell i is not reported;

-
R: reserved bit, set to "0";

-
V: this field indicates if the PH value is based on a real transmission or a reference format. For Type 1 PH, V=0 indicates real transmission on PUSCH and V=1 indicates that a PUSCH reference format is used. For Type 2 PH, V=0 indicates real transmission on PUCCH and V=1 indicates that a PUCCH reference format is used; 
-
Power Headroom (PH): this field indicates the power headroom level. The length of the field is 6 bits. The reported PH and the corresponding power headroom levels are shown in Table 6.1.3.6-1 (the corresponding measured values in dB can be found in subclause 9.1.8.4 of [9]). [FFS: If the corresponding V=1, the octet containing the PCMAX,c field is omitted]; 
-
PCMAX,c: this field contains the PCMAX,c used for calculation of the preceding PH field.
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Figure 6.1.3.6a-1: Extended Power Headroom MAC control element when Type 2 PHR is not reported
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Figure 6.1.3.6a-2: Extended Power Headroom MAC Control Element when Type 2 PHR is reported
NEXT CHANGE
6.1.3.8
Activation/Deactivation MAC Control Element

The Activation/Deactivation MAC control element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-1. It has a fixed size and consists of a single octet containing seven C-fields and one R-field. The Activation/Deactivation MAC control element is defined as follows (figure 6.1.3.8-1).

· Ci: this field indicates the activation/deactivation status of the SCell with SCellIndex i as specified in [8]. The Ci field is set to "1" to indicate that the SCell with SCellIndex i shall be activated. The Ci field is set to "0" to indicate that the SCell with SCellIndex i shall be deactivated; 

· R: Reserved bit, set to “0”.
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Figure 6.1.3.8-1: Activation/Deactivation MAC control element
END CHANGE
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