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<start of change>
6.2.4.1
Initial conditions

Test environment: 


normal; see Annex D2.

RF channels to be tested: 
B, M and T; see subclause 4.7
In addition, on one EARFCN only, the test shall be performed under extreme power supply as defined in Annex D.5.
NOTE:
Tests under extreme power supply also test extreme temperature.

1)
Connect the power measuring equipment to the base station antenna connector as shown in Annex I.1.1.
6.2.4.2
Procedure

1)
Set the base station to transmit a signal according to E-TM1.1.
2)
Measure the mean power at the antenna connector.

<next section>
6.3.2.4
Method of test

6.3.2.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.
Connect the signal analyzer to the base station antenna connector as shown in Annex I.1.1.
6.3.2.4.2
Procedure

1)
Set-up BS transmission at maximum total power as specified by the supplier. Channel set-up shall be according to E-TM 3.1.
2)  Measure the average OFDM symbol power as defined in Annex F.

3)
Set the BS to transmit a signal according to E-TM 2. 

4)
Measure the average OFDM symbol power as defined in Annex F. The measured OFDM symbols shall not contain RS, PBCH or synchronisation signals.

<next section>
6.5.2.4
Method of test

6.5.2.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.
Connect the signal analyzer to the base station antenna connector as shown in Annex I.1.1.
6.5.2.4.2
Procedure

1)
Start BS transmission at Pmax

2)  Set the BS to transmit a signal according to E-TM 3.1

3)
Measure the EVM and frequency error as defined in Annex F.

4)
Repeat steps 2 and 3 for E-TM 3.2 , E-TM 3.3 and E-TM 2. For E-TM2 the OFDM symbol power shall be at the lower limit of the dynamic range according to the test procedure in subclause 6.3.2.4.2 and test requirements in subclause 6.3.2.5.
<next section>
6.5.4.4
Method of test

6.5.4.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.
Connect the signal analyzer to the base station antenna connector as shown in Annex I.1.1.

6.5.4.4.2
Procedure

Set-up BS transmission at maximum total power (Pmax) as specified by the supplier. Channel set-up shall be according to E-TM 1.1.
Measure the RS transmitted power according to annex F.

<next section>
6.6.2.4
Method of test

6.6.2.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T with multiple carriers if supported; see subclause 4.7.

1)
Connect measurement device to the base station antenna connector as shown in Annex I.1.1.

2)
The measurement device characteristics shall be:
-
measurement filter bandwidth: defined in subclause 6.6.2.5;
-
detection mode: true RMS voltage or true average power.

3)
Set the base station to transmit a signal according to E-TM1.1. The mean power at the antenna connector shall be the maximum output power as specified by the manufacturer.

4)
Set carrier frequency within the frequency band supported by BS.
6.6.2.4.2
Procedure

1)
Measure Adjacent channel leakage power ratio for the frequency offsets both side of channel frequency as specified in Table 6.6.2-1 (Paired spectrum case) or Table 6.6.2-2 (Unpaired spectrum case) respectively. In multiple carrier case only offset frequencies below the lowest and above the highest carrier frequency used shall be measured.

2) 
Repeat the test with the channel set-up according to E-TM1.2.

<next section>
6.6.3.4
Method of test

6.6.3.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.
1) Connect the signal analyzer to the base station antenna connector as shown in Annex I.1.1.

As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity, efficiency and avoiding e.g. carrier leakage, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
2) Detection mode: True RMS.  

6.6.3.4.2
Procedure

1)
Set the BS transmission at maximum total power (Pmax) as specified by the supplier. Channel set-up shall be according to E-TM 1.1.

2)
Step the centre frequency of the measurement filter in contiguous steps and measure the emission within the specified frequency ranges with the specified measurement bandwidth.

3) Repeat the test with the channel set-up according to E-TM 1.2
<next section>
6.6.4.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. This is measured at the base station antenna connector.

The transmitter spurious emission limits apply from 9 kHz to 12.75 GHz, excluding the frequency range from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band (see Table 5.5-1). Exceptions are the requirement in Table 6.6.4.5.4-2, 6.6.4.5.4-3 and 6.6.4.5.4-4 that apply also closer than 10 MHz from the downlink operating band. For some operating bands the upper frequency limit is higher than 12.75 GHz.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
Unless otherwise stated, all requirements are measured as mean power (RMS).

<next section>
6.7.4
Method of test

6.7.4.1
Initial conditions

Test environment: 


normal; see Annex D.2.

RF channels to be tested: 
B, M and T; see subclause 4.7.
Connect the signal analyzer to the base station  antenna connector.as shown in Annex I.1.2.
6.7.4.2
Procedures

1)
Generate the wanted signal according to E-TM1.1 at specified maximum output power, Pmax.

2)
Generate the interfering signal according to E-TM1.1, with 5 MHz channel bandwidth and a centre frequency offset  according to the conditions of Table 6.7.1-1.

3)
Adjust ATT1 so that level of the E-UTRA modulated interfering signal is as defined in subclause 6.7.5.

4)
Perform the Out-of-band emission tests as specified in subclauses 6.6.2 and 6.6.3, for all third and fifth order intermodulation products which appear in the frequency ranges defined in subclauses 6.6.2 and 6.6.3. The width of the intermodulation products shall be taken into account.

5)
Perform the Transmitter spurious emissions test as specified in subclause 6.6.4, for all third and fifth order intermodulation products which appear in the frequency ranges defined in subclause 6.6.4. The width of the intermodulation products shall be taken into account.

6)
Verify that the emission level does not exceed the required level with the exception of interfering signal frequencies.

7)
Repeat the test for the remaining interfering signal centre frequency offset s according to the conditions of Table 6.7.1-1. 

NOTE: 

The third order intermodulation products are centred at 2F1(F2 and 2F2(F1. The fifth order intermodulation products are centred at 3F1(2F2, 3F2(2F1, 4F1(F2, and 4F2(F1 where F1 represents the wanted signal centre frequency and F2 represents the interfering signal centre frequency.
The width of intermodulation products are

·  (n*BWChannel + m*5MHz) for the nF1(mF2 products

· (n*5MHz + m*BWChannel) for the nF2(mF1 products

<end of change>
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