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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	< Text skipped here >
	
	
	
	
	

	7
	LAYER 2
	
	
	
	

	7.1.1.1
	CCCH mapped to RACH/FACH / Invalid TCTF
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.1.1.2
	DTCH or DCCH mapped to RACH/FACH / Invalid TCTF
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.1.1.3
	DTCH or DCCH mapped to RACH/FACH / Invalid C/T Field
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.1.1.4
	DTCH or DCCH mapped to RACH/FACH / Invalid UE ID Type Field
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.1.1.5
	DTCH or DCCH mapped to RACH/FACH / Incorrect UE ID
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.1.1.6 
	DTCH or DCCH mapped to DSCH or USCH
	R99 and Rel-4 only
	C397
	UEs supporting PDSCH (FDD)
	

	
	
	R99
	C67
	UEs supporting PDSCH and/or PUSCH (TDD)
	

	7.1.1.7
	DTCH or DCCH mapped to CPCH
	R99 and Rel-4 only
	C66
	UEs supporting PCPCH
	

	7.1.1.8
	DTCH or DCCH mapped to DCH / Invalid C/T Field 
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.1.1.9
	MTCH mapped to FACH / Invalid TCTF (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.1.1.9a
	MTCH mapped to FACH / Invalid TCTF (3.84 Mcps TDD IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.1.1.10
	MTCH mapped to FACH / Invalid MBMS-Id (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	
	
	
	C643
	UEs supporting 1.28 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.1.1.10a
	MTCH mapped to FACH / Invalid MBMS-Id (3.84 Mcps TDD IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.1.2.1.1
	Void
	
	
	
	

	7.1.2.1.2
	Selection and control of Power Level (3.84 Mcps TDD option)
	R99
	[FFS]
	[FFS]
	

	7.1.2.1.3
	Selection and control of Power Level (1.28 Mcps TDD option)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)
	

	7.1.2.2.1
	Void
	
	
	
	

	7.1.2.2.2
	Correct application of Dynamic Persistence (3.84 TDD Mcps option)
	R99
	[FFS]
	[FFS]
	

	7.1.2.2.3
	Void
	
	
	
	

	7.1.2.3.1
	Correct Selection of RACH parameters (FDD)
	R99
	C01
	UEs supporting FDD
	1 Execution: PS preferred

	7.1.2.3.2
	Correct Selection of RACH parameters (3.84 Mcps TDD option)
	R99
	[FFS]
	[FFS]
	

	7.1.2.3.3
	Correct Selection of RACH parameters (1.28 Mcps TDD option)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)
	

	7.1.2.4
	Correct Detection and Response to FPACH (1.28 Mcps TDD option)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD option (LCR TDD)
	

	7.1.2.4a
	Access Service class selection for RACH transmission
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS preferred

	7.1.2.5
	Void
	
	
	
	

	7.1.3.1
	Priority handling between data flows of one UE
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.1.3.2
	TFC Selection
	R99
	C386
	UE supporting FDD and radio bearer configuration “Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:16 DL:64 kbps / PS RAB + UL:13.6 DL:13.6 kbps SRBs for DCCH”
	1 Execution: PS preferred

	7.1.4.1
	Control of CPCH transmissions for FDD
	R99 and Rel-4 only
	C66
	UEs supporting PCPCH
	

	7.1.5.1
	MAC-hs reordering and stall avoidance
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting 1.28 Mcps TDD and HS-PDSCH
	

	
	
	
	C465
	UEs supporting 3.84 Mcps TDD and HS-PDSCH
	

	
	
	
	C531
	UEs supporting 7.68 Mcps TDD and HS-PDSCH
	

	7.1.5.2
	MAC-hs priority queue handling
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting 1.28 MCps TDD and HS-PDSCH
	

	
	
	
	C465
	UEs supporting 3.84 Mcps TDD and HS-PDSCH
	

	
	
	
	C531
	UEs supporting 7.68 Mcps TDD and HS-PDSCH
	

	7.1.5.3
	MAC-hs PDU header handling
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting 1.28 MCps TDD and HS-PDSCH
	

	
	
	
	C465
	UEs supporting 3.84 Mcps TDD and HS-PDSCH
	

	
	
	
	C531
	UEs supporting 7.68 Mcps TDD and HS-PDSCH
	

	7.1.5.4
	MAC-hs retransmissions
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting 1.28 MCps TDD and HS-PDSCH
	

	
	
	
	C465
	UEs supporting 3.84 Mcps TDD and HS-PDSCH
	

	
	
	
	C531
	UEs supporting 7.68 Mcps TDD and HS-PDSCH
	

	7.1.5.5
	MAC-hs reset
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	
	
	
	C443
	UEs supporting 1.28 MCps TDD and HS-PDSCH
	

	
	
	
	C465
	UEs supporting 3.84 Mcps TDD and HS-PDSCH
	

	
	
	
	C531
	UEs supporting 7.68 Mcps TDD and HS-PDSCH
	

	7.1.5.6
	MAC-hs transport block size selection
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	7.1.5.6a
	MAC-hs transport block size selection (1.28 Mcps TDD)
	Rel-5
	C443
	UEs supporting 1.28Mcps TDD and HS-PDSCH
	1 Execution: PS

	7.1.5.7
	MAC-hs transport block size selection (3.84Mcps TDD)
	Rel-5
	C465
	UEs supporting 3.84 Mcps TDD and HS-PDSCH
	

	7.1.5.8
	MAC-hs transport block size selection (7.68Mcps TDD)
	Rel-7
	C531
	UEs supporting 7.68 Mcps TDD and HS-PDSCH
	

	7.1.5a.1
	MAC-ehs multiplexing / multiple logical channels on same queue
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.1.5a.2
	MAC-ehs multiplexing / multiple logical channels on multiple queues
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.1.5a.3
	MAC-ehs segmentation / UE handling of partial and full PDUs
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.1.5a.4
	MAC-ehs reordering and stall avoidance
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.1.5a.5.2
	MAC-ehs transport block size selection /QPSK and 16QAM
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	7.1.5a.5.3
	MAC-ehs transport block size selection / 64QAM
	Rel-7
	C588
	UEs supporting FDD and MAC-ehs and (FDD HS-DSCH category 13 or FDD HS-DSCH category 14 or FDD HS-DSCH category 17 or FDD HS-DSCH category 18) or FDD HS-DSCH category 19 or FDD HS-DSCH category 20
	1 Execution: PS

	7.1.5a.5.4
	MAC-ehs transport block size selection (1.28Mcps TDD)
	Rel-7
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	1 Execution: PS

	7.1.5a.6
	UE Identification on HS-PDSCH in CELL FACH
	Rel-7
	C591
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	
	
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	

	7.1.5a.7
	HARQ retransmissions without ACK/NACK signalling in CELL_FACH
	Rel-7
	C591
	UEs supporting FDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	7.1.5a.8
	HARQ retransmissions without ACK/NACK signalling in CELL_FACH when Dedicated H-RNTI is not allocated
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	

	7.1.5a.9
	HARQ retransmissions with ACK/NACK signalling in CELL_FACH when Dedicated H-RNTI is allocated
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	

	7.1.5b.1
	HARQ procedure for HS-SCCH less operation
	Rel-7
	C580
	UEs supporting FDD and HS-SCCH less operation
	1 Execution: PS

	7.1.5c.1
	HARQ procedure for HS-DSCH SPS operation
	Rel-8
	C729
	UEs supporting TDD and SPS operation
	1 Execution: PS

	7.1.6.1.1
	MAC-es/e multiplexing without RRC restrictions
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.1.2
	MAC-es/e multiplexing with RRC restrictions
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.1.3
	Correct settings of MAC-es/e header fields
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.2.1
	Correct settings of MAC-es/e scheduling information
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.2.2
	Happy bit setting
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	7.1.6.2.3
	MAC-es/e non-scheduled transmissions
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.2.4
	MAC-es/e correct handling of scheduled transmissions when absolute grant varies
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.2.5
	MAC-es/e de-activation and re-activation of HARQ processes
	Rel-6
	C442
	UEs supporting FDD and HS-PDSCH and E-DPDCH and E-DCH 2ms TTI (E-DCH category 2, 4 or 6)
	1 Execution: PS

	
	
	Rel-7
	C442a
	UEs supporting FDD and HS-PDSCH and E-DPDCH and E-DCH 2ms TTI (E-DCH category 2, 4, 6 or 7)
	

	7.1.6.2.6
	MAC-es/e correct handling of relative grants
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	7.1.6.2.7
	MAC-es/e correct handling of absolute grants on Primary and Secondary E-RNTI
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	7.1.6.2.8
	MAC-es/e combined non-scheduled and scheduled transmissions
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.2.9
	MAC-es/e Correct handling of HARQ profile power offsets
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	7.1.6.2.9a
	MAC-es/e Correct handling of HARQ profile (1.28Mcps TDD)
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6.2.10
	MAC-es/e Correct handling of minimum set of E-TFCI
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	7.1.6.2.10a
	Smallest E-TFC (1.28Mcps TDD)
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6.2.11
	MAC-es/e correct handling of absolute and relative grants in discontinuous downlink reception operation
	Rel-7
	C581
	UEs supporting FDD and UL DTX and DL DRX
	1 Execution: PS

	7.1.6.3.1
	MAC-es/e E-TFC priority
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.3.2
	MAC-es/e transport block size selection
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	7.1.6.3.2a
	MAC-es/e transport block size selection/ UL 16QAM
	Rel-7
	C585
	UEs supporting FDD and HS-PDSCH and E-DPDCH and UL 16QAM
	1 Execution: PS

	7.1.6.3.3
	Impact on E-TFCI selection on MAC at UE for UL DRX at Node B/ MAC Inactivity Threshold>1
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	7.1.6.3.4
	Impact on E-TFCI selection on MAC at UE for UL DRX at Node B/ MAC Inactivity Threshold =1
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS

	7.1.6.3.5
	MAC-es/e transport block size selection(1.28Mcps TDD)
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6.4.1
	MAC-es/e process handling
	Rel-6
	C442
	UEs supporting FDD and HS-PDSCH and E-DPDCH and E-DCH 2ms TTI (E-DCH category 2, 4 or 6)
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.4.2
	MAC-es/e maximum number of retransmissions
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	
	
	Rel-7
	C630
	UEs supporting 1.28Mcps TDD and HS-PDSCH and E-PUCH
	

	7.1.6.4.3
	MAC-es/e Correct handling of MAC-es/e reset
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	7.1.6a.1.1
	MAC-es/e multiplexing without RRC restrictions
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.1.2
	MAC-es/e multiplexing with RRC restrictions
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.1.3
	Correct settings of MAC-es/e header fields
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.2.1
	Correct settings of MAC-es/e scheduling information
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.2.2
	Correct settings of MAC-es/e scheduling information when scheduling delay timer expires
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.2.3
	MAC-es/e correct handling of scheduled transmissions
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.2.4
	MAC-es/e combined non-scheduled and scheduled transmissions
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.2.5
	MAC-es/e Correct handling of HARQ profile power offsets
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.3.1
	MAC-es/e E-TFC priority
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.3.2
	MAC-es/e transport block size selection/ UL QPSK
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.4.1
	MAC-es/e process handling
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.6a.4.2
	MAC-es/e maximum number of retransmissions
	Rel-7
	C584
	UEs supporting 3.84 Mcps TDD option 7.68 Mcps TDD option and HS-PDSCH and E-PUCH
	1 Execution: PS

	7.1.7.1
	MAC-i/is multiplexing (multiple PDUs from different LC in one TTI)
	Rel-8
	C638
	UEs supporting FDD and MAC-i/is
	1 Execution: PS

	
	
	
	C728
	UEs supporting 1.28Mcps TDD and MAC-i/is
	

	7.1.7.2
	MAC-i/is segmentation / Correct Usage of Segmentation Status Field
	Rel-8
	C638
	UEs supporting FDD and MAC-i/is
	1 Execution: PS

	
	
	
	C728
	UEs supporting 1.28Mcps TDD and MAC-i/is
	

	7.1.7.3
	Correct settings of MAC-i/is header fields
	Rel-8
	C638
	UEs supporting FDD and MAC-i/is
	1 Execution: PS

	
	
	
	C728
	UEs supporting 1.28Mcps TDD and MAC-i/is
	

	7.1.7.4
	MAC-is/i transport block size selection/ UL QPSK
	Rel-8
	C638
	UEs supporting FDD and MAC-i/is
	1 Execution: PS

	7.1.7.5
	MAC-is/i transport block size selection/ UL 16QAM
	Rel-8
	C638a
	UEs supporting FDD, MAC-i/is and 16QAM
	1 Execution: PS

	7.1.7.6
	MAC-is/i transport block size selection (1.28Mcps TDD)
	Rel-8
	C728
	UEs supporting 1.28Mcps TDD and MAC-i/is
	1 Execution: PS

	7.1.8.1
	Release of common E-DCH resource when maximum resource allocation for E-DCH expires or uplink transmission ends for CCCH transmission
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.2
	Activation of HS-DPCCH based on the received SIB5/SIB5bis information
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.3
	DTCH/DCCH transmission - implicit common E-DCH resource release without receiving E-AGCH
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.4
	DTCH/DCCH transmission – explicit common E-DCH resource release by E-AGCH
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.5
	RACH procedure with both normal AIs and extended AIs (using E-AICH).
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.6
	DTCH/DCCH transmission - Implicit release with E-DCH transmission continuation back off Timer Based
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.7
	Physical Channel Failure for EUL in CELL-FACH during initial access preamble
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.8
	Radio Link Failure for Enhanced UL in CELL-FACH with DTCH/DCCH active
	Rel-8
	C647
	UEs supporting E-DCH in CELL_FACH
	1 Execution: PS preferred

	7.1.8.9
	CCCH transmission E-DCH access, the UL transmission within the Scheduling Windows
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	7.2.1.1
	RLC testing / Transparent mode / Segmentation and reassembly
	R99
	R
	All UEs
	

	7.2.2.2
	UM RLC / Segmentation and reassembly / Selection of 7 or 15 bit "Length Indicators"
	R99
	R
	All UEs
	

	7.2.2.3
	UM RLC / Segmentation and Reassembly / 7-bit "Length Indicators" / Padding
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.2.4
	UM RLC / Segmentation and Reassembly / 7-bit "Length Indicators" / LI = 0
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.2.5
	UM RLC / Reassembly / 7-bit "Length Indicators" / Invalid LI value
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.2.6
	UM RLC / Reassembly / 7-bit "Length Indicators" / LI value > PDU size
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.2.7
	UM RLC / Reassembly / 7-bit "Length Indicators" / First data octet LI
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.2.8
	UM RLC / Segmentation and Reassembly / 15-bit "Length Indicators" / Padding
	R99
	R
	All UEs 
	

	7.2.2.9
	UM RLC / Segmentation and Reassembly / 15-bit "Length Indicators" / LI = 0
	R99
	R
	All UEs
	

	7.2.2.10
	UM RLC / Segmentation / 15-bit "Length Indicators" / One octet short LI
	R99
	R
	All UEs
	

	7.2.2.11
	UM RLC / Reassembly/ 15-bit "Length Indicators" / Invalid LI value
	R99
	R
	All UEs
	

	7.2.2.12
	UM RLC / Reassembly/ 15-bit "Length Indicators" / LI value > PDU size
	R99
	R
	All UEs
	

	7.2.2.13
	UM RLC / Reassembly / 15-bit "Length Indicators" / First data octet LI
	R99
	R
	All UEs
	

	7.2.2.14
	UM RLC / Flexible handling of RLC PDU sizes for UM RLC in downlink
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.2.2.15
	UM RLC / Flexible handling of RLC PDU sizes for UM RLC in uplink
	Rel-8
	C638
	UEs supporting FDD and MAC-i/is
	1 Execution: PS

	
	
	
	C728
	UEs supporting 1.28Mcps TDD and MAC-i/is
	

	7.2.2a.2
	Reassembly / 7-bit "Length Indicators" / Invalid LI value (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.2.2a.3
	Reassembly / 7-bit "Length Indicators" / LI value > PDU size (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.2.2a.4
	Reassembly / 7-bit "Length Indicators" / First data octet LI (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.2.2a.5
	Reassembly / 15-bit "Length Indicators" / Invalid LI value (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.2.2a.6
	Reassembly / 15-bit "Length Indicators" / LI value > PDU size (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.2.2a.7
	Reassembly / 15-bit "Length Indicators" / First data octet LI (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.2.2b.2
	Reassembly / 7-bit "Length Indicators" / Invalid LI value (MBSFN IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.2.2b.3
	Reassembly / 7-bit "Length Indicators" / LI value > PDU size (MBSFN IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.2.2b.4
	Reassembly / 7-bit "Length Indicators" / First data octet LI (MBSFN IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.2.2b.5
	Reassembly / 15-bit "Length Indicators" / Invalid LI value (MBSFN IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.2.2b.6
	Reassembly / 15-bit "Length Indicators" / LI value > PDU size (MBSFN IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.2.2b.7
	Reassembly / 15-bit "Length Indicators" / First data octet LI (MBSFN IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.2.3.2
	AM RLC / Segmentation and reassembly / Selection of 7 or 15 bit "Length Indicators"
	R99
	R
	All UEs
	

	7.2.3.3
	AM RLC / Segmentation and Reassembly / 7-bit "Length Indicators" / Padding or Piggy-backed Status
	R99
	R
	All UEs
	

	7.2.3.4
	AM RLC / Segmentation and Reassembly / 7-bit "Length Indicators" / LI = 0
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.5
	AM RLC / Reassembly / 7-bit "Length Indicators" / Reserved LI value
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.6
	AM RLC / Reassembly/ 7-bit "Length Indicators" / LI value > PDU size
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.7
	AM RLC / Segmentation and Reassembly / 15-bit "Length Indicators" / Padding or Piggy-backed Status
	R99
	R
	All UEs
	

	7.2.3.8
	AM RLC / Segmentation and Reassembly / 15-bit "Length Indicators" / LI = 0
	R99
	R
	All UEs
	

	7.2.3.9
	AM RLC / Segmentation and Reassembly / 15-bit "Length Indicators" / One octet short LI
	R99
	R
	All UEs
	

	7.2.3.10
	AM RLC / Reassembly/ 15-bit "Length Indicators" / Reserved LI value
	R99
	R
	All UEs
	

	7.2.3.11
	AM RLC / Reassembly/ 15-bit "Length Indicators" / LI value > PDU size
	R99
	R
	All UEs
	

	7.2.3.12
	AM RLC / Correct use of Sequence Numbering
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.13
	AM RLC / Control of Transmit Window
	R99
	R
	All UEs 
	1 Execution: PS preferred

	7.2.3.14
	AM RLC / Control of Receive Window
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.15
	AM RLC / Polling for status / Last PDU in transmission queue
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.16
	AM RLC / Polling for status / Last PDU in retransmission queue
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.17
	AM RLC / Polling for status / Poll every Poll_PDU PDUs
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.18
	AM RLC / Polling for status / Poll every Poll_SDU SDUs
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.19
	AM RLC / Polling for status / Timer triggered polling (Timer_Poll_Periodic)
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.20
	AM RLC / Polling for status / Polling on Poll_Window% of transmission window
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.21
	AM RLC / Polling for status / Operation of Timer_Poll timer / Timer expiry
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.22
	AM RLC / Polling for status / Operation of Timer_Poll timer / Stopping Timer_Poll timer
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.23
	AM RLC / Polling for status / Operation of Timer_Poll timer / Restart of the Timer_Poll timer
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.24
	AM RLC / Polling for status / Operation of timer Timer_Poll_Prohibit
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.25
	AM RLC / Receiver Status Triggers / Detection of missing PDUs
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.26
	AM RLC / Receiver Status Triggers / Operation of timer Timer_Status_Periodic
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.27
	AM RLC / Receiver Status Triggers / Operation of timer Timer_Status_Prohibit
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.28
	AM RLC / Status reporting / Abnormal conditions / Reception of LIST SUFI with Length set to zero
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.29
	AM RLC / Timer based discard, with explicit signalling / Expiry of Timer_Discard
	R99
	R
	All UEs
	

	7.2.3.29a
	AM RLC / Timer based discard, with explicit signalling / Expiry of Timer_Discard when Timer_STATUS_prohibit is active
	R99
	R
	All UEs
	

	7.2.3.30
	AM RLC / Timer based discard, with explicit signalling / Obsolete MRW_ACK
	R99
	R
	All UEs
	

	7.2.3.31
	AM RLC / Timer based discard, with explicit signalling / Failure of MRW procedure
	R99
	R
	All UEs
	

	7.2.3.32
	AM RLC / SDU discard after MaxDAT number of retransmissions
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.33
	AM RLC / Operation of the RLC Reset procedure / UE Originated
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.34
	AM RLC / Operation of the RLC Reset procedure / UE Terminated
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.35
	AM RLC / Reconfiguration of RLC parameters by upper layers
	R99
	R
	All UEs
	1 Execution: PS preferred

	7.2.3.36
	AM RLC / Flexible handling of RLC PDU sizes for AM RLC
	Rel-7
	C578
	UEs supporting FDD and MAC-ehs
	1 Execution: PS

	
	
	
	C727
	UEs supporting 1.28Mcps TDD and MAC-ehs
	

	7.2.3.37
	RLC PDU Size Adaptation in Uplink
	Rel-8
	C638
	UEs supporting FDD and MAC-i/is
	1 Execution: PS

	
	
	
	C728
	UEs supporting 1.28Mcps TDD and MAC-i/is
	

	7.2.3.38
	AM RLC / Flexible handling of RLC PDU sizes for AM RLC in uplink
	Rel-8
	C638
	UEs supporting FDD and MAC-i/is
	1 Execution: PS

	
	
	
	C728
	UEs supporting 1.28Mcps TDD and MAC-i/is
	

	7.2.4.2
	MTCH duplicate avoidance and reordering / MBMS Broadcast Service
	Rel-6
	C480
	UEs supporting PS domain services and MBMS broadcast services.
	1 Execution: PS

	7.2.4.2a
	MTCH duplicate avoidance and reordering / MBSFN (FDD)
	Rel-7
	C642
	UEs supporting MBSFN FDD
	1 Execution: PS

	7.2.4.2m
	MTCH duplicate avoidance and reordering / MBMS Multicast Service
	Rel-6
	C542
	UEs supporting PS domain services and MBMS multicast services.
	1 Execution: PS

	7.2.4.3
	MCCH Out Of Sequence Delivery handling / MBMS Broadcast Service
	Rel-6
	C480
	UEs supporting PS domain services and MBMS broadcast services.
	1 Execution: PS

	7.2.4.3a
	MCCH Out Of Sequence Delivery handling / MBSFN (FDD)
	Rel-7
	C642
	UEs supporting MBSFN FDD
	1 Execution: PS

	7.2.4.3m
	MCCH Out Of Sequence Delivery handling / MBMS Multicast Service
	Rel-6
	C542
	UEs supporting PS domain services and MBMS multicast services.
	1 Execution: PS

	7.2.4.3s
	MCCH Out Of Sequence Delivery handling / MBMS Broadcast Service (3.84/7.68 Mcps TDD MBSFN)
	Rel-7
	C599
	UEs supporting 3.84 or 7.68 Mcps TDD option and MBMS broadcast services in MBSFN mode
	

	7.2.4.3x
	MCCH Out Of Sequence Delivery handling / MBMS Broadcast Service (IMB)
	Rel-8
	C664
	UEs supporting 3.84 Mcps TDD IMB
	

	7.3.2.1.1
	IP Header Compression and PID assignment / UE in RLC AM / Transmission of uncompressed Header
	R99
	C12
	UE supporting PS
	

	7.3.2.1.2
	IP Header Compression and PID assignment / UE in RLC AM / Transmission of compressed Header
	R99
	C213
	UE supporting PS and IP Header Compression protocol IETF RFC 2507
	

	7.3.2.2.1
	IP Header Compression and PID assignment / UE in RLC UM / Transmission of uncompressed Header
	R99
	C12
	UE supporting PS
	

	7.3.2.2.2
	IP Header Compression and PID assignment / UE in RLC UM / Transmission of compressed Header
	R99
	C213
	UE supporting PS and IP Header Compression protocol IETF RFC 2507
	

	7.3.2.2.3
	IP Header Compression and PID assignment / UE in RLC UM / Extension of used compression methods
	R99
	C213
	UE supporting PS and IP Header Compression protocol IETF RFC 2507
	

	7.3.2.2.4
	IP Header Compression and PID assignment / UE in RLC UM / Compression type used for different entities
	R99
	C214
	UE supporting PS, IP Header Compression protocol IETF RFC 2507 and establishment of more than one PDCP entities supporting two radio bearer RLC AM and RLC UM as defined in this test case
	

	7.3.2.2.5
	IP Header Compression and PID assignment / UE in RLC UM / Reception of not defined PID values
	R99
	C213
	UE supporting PS and IP Header Compression protocol IETF RFC 2507
	

	7.3.3.1
	PDCP sequence numbering when lossless SRNS Relocation / Data transmission if lossless SRNS Relocation is supported
	R99
	C215
	UE supporting PS, IP Header Compression protocol IETF RFC 2507 and lossless SRNS relocation
	

	7.3.3.2
	PDCP sequence numbering when lossless SRNS Relocation / Synchronisation of PDCP sequence numbers
	R99
	C215
	UE supporting PS, IP Header Compression protocol IETF RFC 2507 and lossless SRNS relocation
	

	7.3.3.5
	UTRAN MOBILITY INFORMATION: Lossless SRNS relocation in CELL_FACH (without pending of ciphering)
	R99
	C389
	UE supporting PS and lossless SRNS relocation
	

	7.3.3.6
	Cell Update: Lossless SRNS relocation in CELL_FACH (without pending of ciphering)
	R99
	C389
	UE supporting PS and lossless SRNS relocation
	

	7.3.3.7
	URA Update: Lossless SRNS relocation in CELL_FACH (without pending of ciphering)
	R99
	C389
	UE supporting PS and lossless SRNS relocation
	

	7.3.3.8
	Radio Bearer Establishment for transition from CELL_DCH to CELL_DCH: Success (Lossless SRNS relocation) (without pending of ciphering)
	R99
	C389
	UE supporting PS and lossless SRNS relocation
	

	7.3.3.9
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Lossless SRNS relocation) (without pending of ciphering)
	R99
	C389
	UE supporting PS and lossless SRNS relocation
	

	7.3.3.10
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (Lossless SRNS relocation) (without pending of ciphering)
	R99
	C389
	UE supporting PS and lossless SRNS relocation
	

	7.3.3.11
	Transport Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Lossless SRNS relocation) (without pending of ciphering)
	R99
	C389
	UE supporting PS and lossless SRNS relocation
	

	7.3.5.3.2
	UDP/IPv6 or ESP/IPv6 or IPv6 Unacknowledged - Normal U-mode Transmission (without ack)
	Rel-4
	C382
	UE supporting PS and IP Header Compression protocol IETF RFC 3095
	

	7.3.6.2
	Base test of ROHC RTP O-mode compressor 
	Rel-5
	C558
	UE supporting PS or IMS and RFC 3095

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.6.3
	Base test of ROHC RTP R-mode compressor 
	Rel-5
	C558
	UE supporting PS or IMS and RFC 3095

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.6.4
	Re-establishment of TS function after DTX in O-mode
	Rel-5
	C558
	UE supporting PS or IMS and RFC 3095

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.6.5
	Re-establishment of TS function after DTX in R-mode
	Rel-5
	C558
	UE supporting PS or IMS and RFC 3095

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.6.6
	Compressor response to single lost packets in O-mode
	Rel-5
	C558
	UE supporting PS or IMS and RFC 3095

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.6.7
	Compressor response to single lost packets in R-mode
	Rel-5
	C558
	UE supporting PS or IMS and RFC 3095

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.6.8
	TS function during DTX with varying delta in O-mode
	Rel-5
	C558
	UE supporting PS or IMS and RFC 3095

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.6.9
	TS function during DTX with varying delta in R-mode
	Rel-5
	C558
	UE supporting PS or IMS and RFC 3095

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.6.10
	SRNS relocation for ROHC RTP O-mode compressor
	Rel-5
	C559
	UE supporting PS or IMS, RFC 3095 and RFC 3095 context relocation

Note:

For Rel-5 PS or IMS UEs RoHC support is optional.

For Rel-6 PS UEs RoHC support is optional.

For Rel-6 or later UEs supporting IMS RoHC support is mandatory.
	

	7.3.7.1
	PDCP AMR Data PDU testing
	Rel-7
	C592
	UE supporting FDD and CS Voice over HSPA.
Note: CS Voice over HSPA is an optional Rel-8 feature that may be implemented in Rel-7 UEs.
	1 Execution: CS 

	7.3.7.2
	PDCP Unrecoverable Error Detection
	Rel-7
	C592
	UE supporting FDD and CS Voice over HSPA.
Note: CS Voice over HSPA is an optional Rel-8 feature that may be implemented in Rel-7 UEs.
	1 Execution: CS

	7.4.2.1
	General BMC message reception / UE in Idle mode
	R99
	C216
	UE supporting PS, BMC and CBS
	

	7.4.2.2
	General BMC message reception / UE in RRC connected mode, state CELL_PCH
	R99
	C216
	UE supporting PS, BMC and CBS
	

	7.4.2.3
	General BMC message reception / UE in RRC connected mode, state URA_PCH
	R99
	C216
	UE supporting PS, BMC and CBS
	

	7.4.2.4
	General BMC message reception / UE in Idle mode (ANSI-41 CB data)
	R99
	C217
	UE supporting PS, BMC and ANSI-41 CB data
	

	7.4.2.5
	General BMC message reception / UE in RRC connected mode, state CELL_PCH (ANSI-41 CB data)
	R99
	C217
	UE supporting PS, BMC and ANSI-41 CB data
	

	7.4.2.6
	General BMC message reception / UE in RRC connected mode, state URA_PCH (ANSI-41 CB data)
	R99
	C217
	UE supporting PS, BMC and ANSI-41 CB data
	

	7.4.3.1
	Reception of certain CBS message types
	R99
	C218
	UE supporting PS, BMC, CBS and BMC DRX Scheduling
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	

	8.1.1.1
	RRC / Paging for Connection in idle mode
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	8.1.1.2
	RRC / Paging for Connection in connected mode (CELL_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.3
	RRC / Paging for Connection in connected mode (URA_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.4
	RRC / Paging for notification of BCCH modification in idle mode
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	8.1.1.5
	RRC / Paging for notification of BCCH modification in connected mode (CELL_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.5b
	Paging on HS-DSCH for notification of BCCH modification in CELL_PCH (1.28Mcps TDD)
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.1.1.5a
	Paging on HS-DSCH for notification of BCCH modification in CELL_PCH
	Rel-7
	C616
	UEs supporting FDD and HS-PDSCH in CELL_PCH and URA_PCH
	1 Execution: PS

	8.1.1.6
	RRC / Paging for notification of BCCH modification in connected mode (URA_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.6a
	RRC / Paging for notification of synchronised BCCH modification in idle mode using BCCH modification time
	Rel-5
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.
	

	8.1.1.7
	RRC / Paging for Connection in connected mode (CELL_DCH)
	R99
	C90d
	UEs supporting FDD and PS domain services and CS domain services and CS call establishment.
	2 Executions: CS+PS, PS+CS

	
	
	
	C91
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and PS domain services and CS domain services.
	

	8.1.1.8
	RRC / Paging for Connection in connected mode (CELL_FACH)
	R99
	C90d
	UEs supporting FDD and PS domain services and CS domain services and CS call establishment.
	1 Execution: CS+PS

	
	
	
	C91
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and PS domain services and CS domain services.
	

	8.1.1.9
	RRC / Paging for Connection in idle mode (multiple paging records)
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	8.1.1.10
	RRC / Paging for Connection in connected mode (URA_PCH, multiple paging records)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.1.1.11
	RRC / Paging for Connection in idle mode (Shared Network environment)
	Rel-6
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.1.1.12
	Paging for Connection in connected mode (CELL_PCH) without HS-SCCH
	Rel-7
	C616
	UEs supporting FDD and HS-PDSCH in CELL_PCH and URA_PCH
	1 Execution: PS

	8.1.1.12a
	Paging for Connection in connected mode (CELL_PCH) without legacy PCH configured (1.28Mcps TDD)
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.1.1.13
	ETWS primary and secondary notification without security reception via S-CCPCH in idle mode, URA_PCH and CELL_PCH state / CELL_FACH state
	Rel-8
	C679
	UE supporting FDD and ETWS
	1 Execution: PS

	8.1.1.14
	ETWS primary and secondary notification without security reception via HS-DSCH in URA_PCH and CELL_PCH state / CELL_FACH state
	Rel-8
	C683
	UE supporting FDD and ETWS and HS-PDSCH in CELL_FACH and CELL_PCH and URA_PCH
	1 Execution: PS

	8.1.1.15
	ETWS primary and secondary notification with security reception via S-CCPCH in idle mode, URA_PCH and CELL_PCH state / CELL_FACH state
	Rel-8
	C679
	UE supporting FDD and ETWS
	1 Execution: PS

	8.1.1.16
	ETWS primary and secondary notification with security reception via HS-DSCH in URA_PCH and CELL_PCH state
	Rel-8
	C680
	UE supporting FDD and ETWS and HS-PDSCH in CELL_PCH and URA_PCH
	1 Execution: PS

	8.1.1.17
	ETWS primary and secondary notification with security reception via HS-DSCH in CELL_FACH state, DRX not configured
	Rel-8
	C681
	UE supporting FDD and ETWS and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.1.1.18
	ETWS primary and secondary notification with security reception via HS-DSCH in CELL_FACH state, DRX configured
	Rel-8
	C682
	UE supporting FDD and ETWS and HS-PDSCH in CELL_FACH. And DL DRX
	1 Execution: PS

	8.1.1.19
	Cell reselection from non ETWS cell to ETWS cell.
	Rel-8
	C679
	UE supporting FDD and ETWS
	1 Execution: PS

	8.1.2.1
	RRC / RRC Connection Establishment in CELL_DCH state: Success
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option.
	

	< Part of specification skipped here >
	
	
	
	
	

	14.5.2
	Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH


	R99
	C65
	UE supporting FDD and reference radio bearer configuration “Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRB for CCCH + SRB for DCCH”


	

	14.5.3
	Interactive/Background / UL:32 DL: [max bit rate depending on UE category] with fixed RLC and MAC-ehs / PS RAB + SRBs for DCCH on RACH and SRB with fixed RLC and MAC-ehs on HS-DSCH / DL:QPSK
	Rel-7
	C639
	UE supporting FDD and HS-PDSCH reception in CELL_FACH and reference radio bearer configuration “Interactive/Background / UL:32 DL: [max bit rate depending on UE category] with fixed RLC and MAC-ehs / PS RAB + SRBs for DCCH on RACH and SRB with fixed RLC and MAC-ehs on HS-DSCH / DL:QPSK”
	1 Execution: PS

	14.6
	Combinations on DPCH and HS-PDSCH
	
	
	
	

	<Rest of specification skipped here >
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