Page 1



3GPP TSG-RAN WG5 Meeting #51 
(
R5-112462
Barcelona, Spain, 09 – 13 May 2011

	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	36.521-1
	CR
	0448
	(

rev
	-
	(

Current version:
	9.4.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Test tolerances for EVM with exclusion period

	
	

	Source to WG:
(

	Rohde & Schwarz

	Source to TSG:
(

	RAN5

	
	

	Work item code:
(

	LTE-UEconTest_RF
	
	Date: (

	09/05/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Test system uncertainty and test tolerances for EVM with exclusion period  are undefined

	
	

	Summary of change:
(

	Introduced test tolerances for EVM with exclusion period by copying the exisiting TT for EVM (without exclusion)   

	
	

	Consequences if 
(

not approved:
	Unclear, which TT to apply

	
	

	Clauses affected:
(

	Annex F.1.2,  F.3.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... rev ...

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... rev ...

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... rev ...

	
	

	Other comments:
(

	


Annex F: (normative)
Measurement uncertainties and Test Tolerances

Editor’s note: Annex is incomplete. The following aspects are either missing or not yet determined:

In Annex F.1 the Acceptable uncertainty of Test System has not yet been defined for all tests

In Annex F.3 the Derivation of Test Requirements has not yet been defined for all test

The references to other specifications need to be formalised 

The requirements of this clause apply to all applicable tests in the present document.

F.1
Acceptable uncertainty of Test System (normative)
The maximum acceptable uncertainty of the Test System is specified below for each test, where appropriate. The Test System shall enable the stimulus signals in the test case to be adjusted to within the specified range, and the equipment under test to be measured with an uncertainty not exceeding the specified values. All ranges and uncertainties are absolute values, and are valid for a confidence level of 95 %, unless otherwise stated.

A confidence level of 95 % is the measurement uncertainty tolerance interval for a specific measurement that contains 95 % of the performance of a population of test equipment.

For RF tests it should be noted that the uncertainties in clause F.1 apply to the Test System operating into a nominal 50 ohm load and do not include system effects due to mismatch between the DUT and the Test System.

The downlink signal uncertainties apply at each receiver antenna connector.

F.1.1
Measurement of test environments
The measurement accuracy of the UE test environments defined in TS 36.508 subclause 4.1, Test environments shall be.
· Pressure
5 kPa.
· Temperature
2 degrees.
· Relative Humidity
5 %.
· DC Voltage
1,0 %.

· AC Voltage
1,5 %.

· Vibration
10 %.

· Vibration frequency
0,1 Hz.

The above values shall apply unless the test environment is otherwise controlled and the specification for the control of the test environment specifies the uncertainty for the parameter.

F.1.2
Measurement of transmitter
Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.2.2. UE Maximum Output Power
	±0.7 dB
	

	6.2.3 Maximum Power Reduction
	±0.7 dB
	

	6.2.4 UE Maximum Output Power with additional requirements
	±0.7 dB
	

	6.2.5 Configured UE transmitted Output Power
	±0.7 dB
	

	6.3.2 Minimum Output Power
	±1.0 dB
	

	6.3.3 Transmission ON/OFF Power
	Transmission OFF Power: ±1.5 dB 
	

	6.3.4.1 General ON/OFF time mask
	Transmission ON/OFF Power: ±1.5 dB
	

	6.3.4.2 PRACH and SRS time mask
	Transmission ON/OFF Power: ±1.5 dB
	

	6.3.5.1 Power Control Absolute power tolerance
	±1.0 dB
	

	6.3.5.2 Power Control 

Relative power tolerance
	±0.7 dB
	

	6.3.5.3 Aggregate power control tolerance
	±0.7 dB
	

	6.5.1 Frequency Error
	±15 Hz
DL Signal level: ±0.7 dB
	

	6.5.2.1
Error Vector Magnitude
	PUSCH :  ± 2.5%
PUCCH:   ± 2.5%
PRACH:   ± 2.5%
	

	6.5.2.1A 
PUSCH-EVM with exclusion period
	PUSCH :  ± 2.5%


	

	6.5.2.2
Carrier leakage
	±0.8dB
	

	6.5.2.3
In-band emissions for non allocated RB
	±0.8dB
	

	6.5.2.4 EVM equalizer Spectrum flatness
	±1.4dB
	

	6.6.1
Occupied bandwidth
	1.4MHz, 3MHz:   30kHz

5MHz, 10MHz:    100kHz

15MHz, 20MHz:  300kHz

	

	6.6.2.1
Spectrum Emission Mask
	±1.5 dB
	

	6.6.2.2
Additional Spectrum Emission Mask
	±1.5 dB
	

	6.6.2.3
Adjacent Channel Leakage power Ratio
	±0.8 dB
	

	6.6.2.4
Additional ACLR requirements
	±0.8 dB
	

	6.6.3.1 Transmitter Spurious emissions
	9kHz < f ≤ 4 GHz: ± 2.0 dB

4 GHz < f ≤ 12.75 GHz: ± 4.0 dB
	

	6.6.3.2 Spurious emission band UE co-existence
	± 2.0 dB  for results > -60 dBm
± 3.0 dB  for results ≤ -60 dBm

	

	6.6.3.3 Additional spurious emissions
	9kHz < f ≤ 4 GHz: ± 2.0 dB


	

	6.7 Transmit intermodulation
	± 2.6 dB
	Overall system uncertainty comprises four quantities:

1. Wanted signal setting error

2. CW Interferer level error

3. Wanted signal meas. error

4. Intermodulation product  measurement  error

The relative level of the wanted signal and the CW interferer has 2 x effect on the intermodulation product.

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared to provide the combined effect.

Test System uncertainty = SQRT [(2 x SQRT (Wanted setting_error2 + CW_level_error2 ) 2 + Wanted_level_meas error2 + Intermodulation product  measurement  error2]

Wanted signal setting ± 0.7dB

CW Interferer level ± 1.0dB

Wanted signal meas ± 0.7dB

Intermodulation product  measurement  error ± 0.7dB


F.2
Interpretation of measurement results (normative)
The measurement results returned by the Test System are compared – without any modification – against the Test Requirements as defined by the shared risk principle.

The Shared Risk principle is defined in ETR 273-1-2 clause 6.5.
The actual measurement uncertainty of the Test System for the measurement of each parameter shall be included in the test report.

The recorded value for the Test System uncertainty shall be, for each measurement, equal to or lower than the appropriate figure in clause F.1 of the present document.

If the Test System for a test is known to have a measurement uncertainty greater than that specified in clause F.1, it is still permitted to use this apparatus provided that an adjustment is made value as follows:

Any additional uncertainty in the Test System over and above that specified in clause F.1 shall be used to tighten the Test Requirement, making the test harder to pass. For some tests, for example receiver tests, this may require modification of stimulus signals. This procedure will ensure that a Test System not compliant with clause F.1does not increase the chance of passing a device under test where that device would otherwise have failed the test if a Test System compliant with clause F.1 had been used.

F.3
Test Tolerance and Derivation of Test Requirements (informative)
The Test Requirements in the present document have been calculated by relaxing the Minimum Requirements of the core specification using the Test Tolerances defined in this clause. When the Test Tolerance is zero, the Test Requirement will be the same as the Minimum Requirement. When the Test Tolerance is non-zero, the Test Requirements will differ from the Minimum Requirements, and the formula used for the relaxation is given in this clause.

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Tolerances may sometimes be set to zero.

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

The downlink Test Tolerances apply at each receiver antenna connector.

F.3.1
Measurement of test environments
The UE test environments are set to the values defined in TS 36.508 subclause 4.1, without any relaxation. The applied Test Tolerance is therfore zero.
F.3.2
Measurement of transmitter
Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.2.2. UE Maximum Output Power
	Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2 dB

Power class 4: [FFS]
	0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

Power class 1: [FFS]

Power class 2: [FFS]

Power class 3: 23dBm ±2.7 dB

Power class 4: [FFS]

	6.2.3 Maximum Power Reduction
	Power class 3:
QPSK: MPR ≤ 1dB

16QAM: Depending on the number RB allocated:

16QAM: MPR ≤ 1dB 

16QAM: MPR ≤ 2dB 
	0.7 dB


	Formula:

Upper limit + TT, 

Lower limit – MPR – TT

Power class 3:

QPSK: 23dBm +2.7 / - 3.7dB

16QAM:

23dBm +2.7 / - 3.7dB

23dBm +2.7 / - 4.7dB



	6.2.4 UE Maximum Output Power with additional requirements
	For the UE maximum output power modified by MPR and A-MPR, the power limits specified in TS 36.101 [2] clause 6.2.5 apply.

For transmission configurations (Figure 5.4.2-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.

Power class 3:
QPSK: MPR ≤ 1dB 

16QAM: Depending on the number RB allocated:

16QAM: MPR ≤ 1dB 

16QAM: MPR ≤ 2dB

For network signalled value NS_03 , NS_04 (5MHz only), NS_05, to NS_06: A-MPR ≤ 1dB

For network signalled value    NS-04; Depending on the RB_start and RB allocation (10MHz, 15MHz and 20MHz):

For 10MHz

Region A with RB_start=0 – 12: A-MPR ≤ 3dB.

Region B with  RB_start=13 – 36 : A-MPR ≤ 2dB.

Region C with RB_start=37 – 49 : A-MPR ≤ 3dB. 

For 15MHz

Region A with RB_start=0 – 18: A-MPR ≤ 3dB.

Region B with  RB_start=19 – 55 : A-MPR ≤ 2dB.

Region C with RB_start=56 – 74 : A-MPR ≤ 3dB. 

For 20MHz

Region A with RB_start=0 – 24: A-MPR ≤ 3dB.

Region B with  RB_start=25 – 74 : A-MPR ≤ 2dB.

Region C with RB_start=75 – 99 : A-MPR ≤ 3dB. 


	0.7 dB


	Formula:

Upper limit + TT, 

A: Lower limit – TT,

B: (UE Maximum Output Power from 6.2.2) - T(PCMAX) – MPR – TT,

C: (UE Maximum Output Power from 6.2.2) - T(PCMAX) – A-MPR – TT,

D: (UE Maximum Output Power from 6.2.2) - T(PCMAX) – A-MPR – MPR – TT   

Power class 3:

Test Requirement Configuration ID versus Formula Above

Network signalled value NS_03:

[A]:
2, 5, 10, 15, 20, 25

[B]:
1, 3, 7

[C]:
9, 14, 19, 24

[D]:
4, 6, 8, 11, 12, 13, 16, 17, 18, 21, 22, 23, 26, 27

Network signalled value NS_04 (5, 10, 15, 20MHz):

[A] 3

[B] 10, 11, 19, 20,  28, 29

[C] 2, 6, 7, 14, 15, 16, 23, 24, 25, 32

[D] 1, 4, 5, 8, 9, 12, 13, 17, 18, 21, 22, 26, 27, 30, 31

Network signalled value NS_05:

[A]:
1, 3, 4, 7, 8, 11, 12

[B]:
2, 5, 9, 13

[C]:
None

[D]:
6, 10, 14

Network signalled value NS_06:

[A]:
2, 5, 8, 11, 14, 17

[B]:
1, 3, 4, 6, 7, 9, 10, 12, 13, 15, 16, 18

[C]:
None

[D]:
None

Network signalled value NS_07:

[A]:3, 8, 12

[B]:
7, 9

[C]:
1, 2, 5, 13, 15

[D]:
4, 6, 10, 11, 14, 16

Network signalled value NS_08:

[A]:1, 2, 4, 5, 11, 12

[B]:
3, 6, 13

[C]:
None

[D]:
7, 8, 9, 10, 14, 15, 16, 17


13 ≤PCMAX < 18 ± 5.0

 8 ≤ PCMAX   < 13 ± 6.0


13 ≤PCMAX < 18 ± 5.7

 8 ≤ PCMAX   < 13 ± 6.7

	-40 ≤ PCMAX < 8 ± 7.7



	6.3.2 Minimum Output Power
	-40 dBm
	1 dB
	Formula:

Minimum Requirement  + TT

UE minimum ouput power =–39 dBm


	6.3.3 Transmission ON/OFF Power
	Transmission OFF Power ( -50 dBm


	1.5 dB 
	Transmission OFF power formula:

Transmission OFF power Minimum Requirement  + TT

Transmission OFF Power = –48.5 dBm


	6.3.4.1 General ON/OFF time mask
	Transmission OFF Power ( -50 dBm

Transmission ON Power  value depends on the test parameters. In the particular test case parameters the ON power measurement has minimum requirements of ±6.0 dB.

	1.5 dB
	Transmission OFF power formula:

Transmission OFF power Minimum Requirement  + TT

Transmission OFF Power ( –48.5 dBm

Transmission ON power formula:

Transmission ON Power = specific test  value ± 7.5 dBm



	6.3.4.2 Prach and SRS time mask
	Transmission OFF Power ( -50 dBm

Transmission ON Power  value depends on the test parameters. In the particular test case parameters the ON power measurement has minimum requirements of ±6.0 dB.

	1.5 dB
	Transmission OFF power formula:

Transmission OFF power Minimum Requirement  + TT

Transmission OFF Power ( –48.5 dBm

Transmission ON power formula:

Transmission ON Power = specific test  value ± 7.5 dBm



	6.3.5.1 Power Control Absolute power tolerance
	Normal conditions ± 9.0 dB

Extremed conditions ± 12.0 dB


	1.0 dB


	Formula:

Upper limit + TT, Lower limit - TT

Normal conditions ± 10.0 dB

Extremed conditions ± 13.0 dB



	6.3.5.1 Power Control Relative power tolerance


	TS 36.101 [2] clause 6.3.5.1

All combinations of PUSCH and PUCCH transitions:

ΔP < 2; ±2.5 dB
2 ≤ ΔP < 3;  ±3.0 dB

3 ≤ ΔP < 4; ±3.5 dB

4 ≤ ΔP ≤ 10; ±4.0 dB

10 ≤ ΔP < 15; ±5.0 dB

15 ≤ ΔP; ±6.0 dB

	0.7 dB


	Formula:

Upper limit + TT, Lower limit – TT

All combinations of PUSCH and PUCCH transitions:

ΔP < 2; ±3.2 dB
2 ≤ ΔP < 3;  ±3.7 dB

3 ≤ ΔP < 4; ±4.2 dB

4 ≤ ΔP < 10; ±4.7 dB

10 ≤ ΔP < 15; ±5.7 dB

15 ≤ ΔP; ±6.7 dB


	6.3.5.1 Aggregate power control tolerance
	Aggregate power control tolerance within 21 ms:

PUCCH = ±2.5 dB

PUSCH = ±3.5 dB


	0.7 dB


	Formula:

Upper limit + TT, Lower limit - TT

PUCCH = ±3.2 dB

PUSCH = ±4.2 dB



	6.5.1 Frequency Error
	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the E-UTRA Node B.


	15 Hz 
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 15 Hz). 

	6.5.2.1
Error Vector Magnitude
	 EVM limit:
BPSK :17.5 %

QPSK: 17.5 %

16QAM: 12.5 %
	0%
	Formula:

Minimum Requirement + TT  

	6.5.2.1A 
PUSCH-EVM with exclusion period


	EVM limit:

QPSK: 17.5 %

16QAM: 12.5 %
	0%
	Formula:

Minimum Requirement + TT  

	6.5.2.2
Carrier leakage

	For Output power >0 dBm 
-25dBc

For -30 dBm ≤ Output power ≤0 dBm 
-20dBc

For -40 dBm ≤  Output power < -30 dBm 
-10dBc
	0.8dB
	Formula:

Minimum Requirement + TT  

	6.5.2.3

In-band emissions for non allocated RB
	For general emissions:
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For IQ image:

-25dB

For Carrier leakage:

Output power >0 dBm 
-25dBc

-30 dBm ≤ Output power ≤0 dBm 
-20dBc

-40 dBm ≤  Output power < -30 dBm 
-10dBc
For each evaluated RB, the test requirement is calculated as the higher of PRB – 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage)
	0.8dB
	Formula:

Minimum Requirement + TT  

	6.5.2.4 EVM equalizer Spectrum flatness
	Normal conditions : 

If (F-FUL_low ≥ [3MHz])&(FUL_high-F≥ [3MHz])    4 dB
else 

8 dB
maximum coefficient in Range 1 - the minimum coefficient in Range 2 
5 dB 

the maximum coefficient in Range 2 - the minimum coefficient in Range 
7 dB
Extreme conditions: 

If (F-FUL_low ≥ [5MHz])&(FUL_high-F≥ [5MHz])    4 dB
else 

12 dB

maximum coefficient in Range 1 - the minimum coefficient in Range 2 
6 dB 

the maximum coefficient in Range 2 - the minimum coefficient in Range 
10 dB

	1.4dB
	Formula:

Minimum Requirement + TT  

	6.6.1
Occupied bandwidth
	For 1.4 MHz channel bandwidth: 

Occupied channel bandwidth = 1.4 MHz

For 3.0 MHz channel bandwidth: 

Occupied channel bandwidth = 3.0 MHz

For 5 MHz channel bandwidth: 

Occupied channel bandwidth =  5 MHz

For 10 MHz channel bandwidth: 

Occupied channel bandwidth = 10 MHz

For 15 MHz channel bandwidth: 

Occupied channel bandwidth = 15 MHz

For 20 MHz channel bandwidth: 

Occupied channel bandwidth = 20 MHz


	0kHz
	Formula:

Minimum Requirement + TT


	6.6.2.1
Spectrum Emission Mask
	For 1.4 MHz BW: 

-10 dBm / 30kHz

-25dBm to -10dBm / 1MHz

For 3 MHz BW: 

-10 dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 5 MHz BW: 

-15dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 10 MHz BW: 

-18dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 15 MHz BW: 

-20dBm / 30kHz

-25dBm to -10dBm / 1MHz 

For 20 MHz BW: 

-21dBm / 30kHz

-25dBm to -10dBm / 1MHz
	1.5dB  

(ΔfOOB < 2 x Channel Bandwidth)
0dB
(ΔfOOB ≥ 2 x Channel Bandwidth)  
1.5dB

1.5dB

1.5dB

1.5dB

1.5dB
	Formula:

Minimum Requirement + TT  



	6.6.2.2
Additional Spectrum Emission Mask
	For 1.4 MHz BW: 

NS_03, NS_04

-10 dBm / 30 kHz
-25 dBm to -13 dBm / 1MHz

NS_06 or NS_07

-13 dBm / 30 kHz
-13 dBm / 100 kHz
-25 dBm to -13 dBm / 1MHz

For 3 MHz BW: 

NS_03, NS_04

-13 dBm / 30 kHz
-25 dBm to -13 dBm / 1 MHz

NS_06 or NS_07

-13 dBm / 30 kHz
-13 dBm /  100kHz
-25 dBm to -13 dBm / 1 MHz

For 5 MHz BW: 

NS_03, NS_04
-15 dBm / 30 kHz
-25 dBm to -13 dBm / 1 MHz 

NS_06 or NS_07

-15 dBm / 30 kHz
-13 dBm / 100 kHz
-25 dBm to -13 dBm / 1 MHz 

For 10 MHz BW: 

NS_03, NS_04, 
-18 dBm / 30 kHz
-25 dBm to - 13dBm / 1 MHz
NS_06 or NS_07

-18 dBm / 30 kHz
-13 dBm / 100 kHz

-25 dBm to - 13dBm / 1 MHz 

For 15 MHz BW: 

NS_03, NS_04

-20 dBm / 30kHz
-25 dBm to -13 dBm / 1 MHz 

For 20 MHz BW: 

NS_03, NS_04

-21 dBm / 30 kHz
-25 dBm to -13 dBm / 1 MHz


	1.5dB  

(ΔfOOB < 2 x Channel Bandwidth)
0dB
(ΔfOOB ≥ 2 x Channel Bandwidth)

1.5dB

1.5dB

1.5dB

1.5dB

1.5dB
	Formula:

Minimum Requirement + TT

	6.6.2.3
Adjacent Channel Leakage power Ratio
	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
E-UTRA ACLR:

30 dB

UTRA ACLR:

33 dB for UTRA ACLR 1

36 dB for UTRA ACLR 2


	0 dB
0.8 dB

0.8 dB

0.8 dB
	Formula:

ACLR Minimum Requirement + TT
Formula:

ACLR Minimum Requirement - TT 

E-UTRA ACLR:

29.2 dB

UTRA ACLR:

32.2 dB for UTRA ACLR 1

35.2 dB for UTRA ACLR 2



	6.6.2.4
Additional ACLR requirements
	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
E-UTRA ACLR:

43 dB for UTRA ACLR 2


	0 dB
0.8 dB


	Formula:

ACLR Minimum Requirement + TT
Formula:

ACLR Minimum Requirement – TT

 E-UTRA ACLR:

42.2 dB for UTRA ACLR 2



	6.6.3.1 Transmitter Spurious emissions
	9 kHz ( f < 150 kHz: 

-36dBm / 1kHz 

150 kHz ( f < 30 MHz: 

-36dBm / 10kHz 

30 MHz ( f < 1 GHz: 

-36dBm / 100kHz 

1 GHz ( f < 12.75 GHz: 

-30dBm / 1MHz


	0 dB
	Formula:

Minimum Requirement + TT

	6.6.3.2 Spurious emission band UE co-existence
	-35 dBm / 6.25kHz
-36 dBm / 100kHz
-41 dBm / 300kHz

-37 dBm / 1MHz
-40 dBm / 1MHz
-50 dBm / 1MHz
Frequencies as detailed in core requirement
	0 dB
	Formula:

Minimum Requirement + TT

	6.6.3.3 Additional spurious emissions
	1884.5MHz ( f ( 1919.6MHz: 

-41dBm / 300kHz
1884.5MHz ( f ( 1915.7MHz: 

-41dBm / 300kHz

860 ≤ f  ≤ 895
-40dBm / 1MHz
	0 dB
	Formula:

Minimum Requirement + TT

	6.7 Transmit intermodulation
	Intermodulation Product

5MHz

-29 dBc
10MHz
 -35 dBc

CW Interferer level = -40 dBc
	0 dB
	Formula: CW interferer Minimum Requirement– TT
Intermod Products limits remain unchanged.

CW interferer level = -40 dBc


NOTE: Section 6.6.3.3 in the table shall be reviewed after June 2012 because of PHS band operation change
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