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<Start of modified section>
4.9.3
Default settings for the Elementary Files (EFs)

<Text skipped>
Contents of the EFs at the CSIM ADF (application DF) level.
<Text skipped>
EFRUIMID (Removable UIMID)

This EF stores a 32-bit electronic identification number (ID) unique to the CSIM or a 32-bit pseudo-UIMID of the CSIM. It is specified by the CSIM manufacturer.

EFCSIM_ST (CSIM Service Table)

Services will be allocated and activated as follows.

	Services
	
	Activated
	Version

	Service n°1 :
	Local Phone Book
	Option
	

	Service n°2 :
	Fixed Dialling Numbers (FDN)
	Option
	

	Service n°3 :
	Extension 2
	Option
	

	Service n°4 :
	Service Dialling Numbers (SDN)
	Option
	

	Service n°5 :
	Extension3
	Option
	

	Service n°6:
	Short Message Storage
	Yes
	

	Service n°7:
	Short Message Parameters (SMP)
	Yes
	

	Service n°8:
	HRPD
	Yes
	

	Service n°9:
	Service Category Program for BC-SMS
	Option
	

	Service n°10:
	CDMA Home Service Provider Name
	Yes
	

	Service n°11:
	Data Download via SMS Broadcast (for CCAT)
	Option
	

	Service n°12:
	Data Download via SMS-PP (for CCAT)
	Option
	

	Service n°13:
	Call Control (for CCAT)
	Option
	

	Service n°14:
	3GPD-SIP
	Option
	

	Service n°15:
	3GPD-MIP
	Option
	

	Service n°16:
	AKA
	Yes
	

	Service n°17:
	IP-based Location Services (LCS)
	Option
	

	Service n°18:
	BCMCS
	Option
	

	Service n°19:
	Multimedia Messaging Service (MMS)
	Option
	

	Service n°20:
	Extension 8
	Option
	

	Service n°21:
	MMS User Connectivity Parameters
	Option
	

	Service n°22:
	Application Authentication
	Option
	

	Service n°23:
	Group Identifier Level 1
	Option
	

	Service n°24:
	Group Identifier Level 2
	Option
	

	Service n°25:
	De-Personalization Control Keys
	Option
	

	Service n°26:
	Cooperative Network List
	Option
	

	Service n°27:
	Outgoing Call Information (OCI)
	Option
	

	Service n°28:
	Incoming Call Information (ICI)
	Option
	

	Service n°29:
	Extension 5
	Option
	

	Service n°30:
	Multimedia Storage
	Option
	

	Service n°31:
	Image (EFIMG)
	Option
	

	Service n°32:
	Enabled Services Table
	Yes
	

	Service n°33:
	Capability Configuration Parameters (CCP)
	Option
	

	Service n°34:
	SF_EUIMID-based EUIMID
	Option
	

	Service n°35:
	Messaging and 3GPD Extensions
	Option
	

	Service n°36:
	Root Certificates
	Option
	

	Service n°37:
	WAP Browser
	Option
	

	Service n°38:
	Java
	Option
	

	Service n°39:
	Reserved for CDG
	No
	

	Service n°40:
	Reserved for CDG
	No
	

	Service n°41:
	IPv6
	Option
	

	Service n°42:
	Proactive CSIM (for CCAT)
	Option
	


<Text skipped>
EFESN_MEID_ME (ESN_ME or MEID_ME)


The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E.

EFLI (Language Indication)

The programming of this EF is a test house option.

EFFDN (Fixed Dialing Numbers)

The programming of this EF is a test house option.
<Text skipped>
EFUSGIND (UIMID/SF_EUIMID Usage Indicator)

The programming of this EF is a test house option.

<Text skipped>
EFSDN (Service Dialing
Numbers)

The programming of this EF is a test house option.

<Text skipped>
EFCCP2 (Capability Configuration Parameters 2)

The programming of this EF is a test house option.


EFAppLabels (Application Labels)

The programming of this EF is a test house option.

<Text skipped>
EF3GPDUPPExt (3GPD User Profile Parameters Extension)

The programming of this EF is a test house option.



EFIPV6CAP (IPv6 Capabilities)

The programming of this EF is a test house option.

<End of modified section>
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