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An Operation Mode C UE for which [pc_AutomaticAttachSwitchON=FALSE] may still attach automatically (i.e. without the need for an AT command from the SS) in the following test cases / steps:


12.2.1.4.1  Step18

12.2.1.5a.1 Step10

Because these steps do not correspond to cases where the UE has just been switched-on. An AT command for requesting Attach has already been performed earlier in the test sequence (in the same UE power-on cycle).  
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2 Correction to NAS test case 12.2.1.4.1
2.1 12.2.1.4.1 Change 1

Test case
12.2.1.4.1

Reason for change
An Operation Mode C UE for which [pc_AutomaticAttachSwitchON=FALSE] may still attach automatically (i.e. without the need for an AT command from the SS) at step 18, because this steps do not correspond to cases where the UE has just been switched-on. An AT command for requesting Attach has already been performed earlier in the test sequence (in the same UE power-on cycle) at step 9.

Summary of change
Replace ts_MM_RegistrationHandleAttachReqIMSI with ts_MM_RegistrationHandleAttachReqIMSI_12_2_1_4_2. 

Source of change
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Correction to NAS test case 12.2.1.5a.1
2.2 12.2.1.5a.1 Change 1

Test case
12.2.1.5a.1

Reason for change
An Operation Mode C UE for which [pc_AutomaticAttachSwitchON=FALSE] may still attach automatically (i.e. without the need for an AT command from the SS) at step 10, because this steps do not correspond to cases where the UE has just been switched-on. An AT command for requesting Attach has already been performed earlier in the test sequence (in the same UE power-on cycle) at step 3.

Summary of change
Replace ts_MM_RegistrationHandleAttachReqIMSI with ts_MM_RegistrationHandleAttachReqIMSI_12_2_1_4_2. 

Source of change
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