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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of RRC test case 6.2.2.2 which are part of the LTE test suite. Changes submitted in R5s110168 are also applicable to this test case.

The test case can be demonstrated to run with one LTE UE (see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Cases:
tc_6_2_2_2
Test Group:
Idle mode

ATS Version:
iwd-EUTRA-TVB2009-12_D11wk11
System Simulator used:
Anite Conformance Toolset
UE(s) used:                       Qualcomm MCM 9600
Verification Status:
PASS
4 Corrections required for test case 6.2.2.2

4.1 Introduction

This section describes the changes required to make test case 6.2.2.2 run correctly with a LTE UE. The TTCN used to pass this test case belongs to iwd-EUTRA-TVB2009-12_D10wk11 release.

4.2 Change 1

Testcase name
6.2.2.2

Reason for change
When returning to E-UTRAN, the UE does not need to perform the EPS attach procedure since the default EPS bearer has already been activated in the preamble.

Summary of change
When calling f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(), set the third parameter p_PDPContext to TRUE (was FALSE) to indicate default bearer was established in EUTRAN and preserved in GERAN.

Source of change
InterRat_CellSelection_EtoG.ttcn

Before:

  function f_TC_6_2_2_2_EUTRA ( ) runs on EUTRA_PTC {

…………..

   f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT ( eutra_Cell1, v_CSInOtherRAT, false, true );

………..

}

After:

    function f_TC_6_2_2_2_EUTRA ( ) runs on EUTRA_PTC {

…………..

   f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT ( eutra_Cell1, v_CSInOtherRAT, true, true );

………..

}

4.3 Change 2

Testcase name
6.2.2.2

Reason for change
The RAU procedure on the GERAN cell should include the AUTHENTICATION AND CIPHERING REQUEST / RESPONSE exchange to align with 36.508 6.4.2.9

Summary of change
When calling f_GERAN_RAU() from f_GERAN_508CheckCampOnNewGeranCell(), set the 4th parameter (p_DoAuth) to TRUE.

Source of change
GERAN_CommonFunctions.ttcn

Before:

  //----------------------------------------------------------------------------

  /*

   * @desc       Procedure which aims at checking whether the UE is camping on a new GERAN cell of a test case or not.

   *             The procedure is defined in 36.508 table 6.4.2.9-1.

   * @param     p_CellId

   * @status    APPROVED

   */

  function f_GERAN_508CheckCampOnNewGeranCell ( GERAN_CellId_Type p_CellId ) runs on GERAN_PTC

  {

    f_GERAN_RAU (p_CellId, '0'B, (tsc_I_UpdateTypeRAOnly, tsc_I_UpdateTypeCombined));
    f_GERAN_PreliminaryPass(__FILE__, __LINE__, "");

  }



After:

  //----------------------------------------------------------------------------

  /*

   * @desc       Procedure which aims at checking whether the UE is camping on a new GERAN cell of a test case or not.

   *             The procedure is defined in 36.508 table 6.4.2.9-1.

   * @param     p_CellId

   * @status    APPROVED

   */

  function f_GERAN_508CheckCampOnNewGeranCell ( GERAN_CellId_Type p_CellId ) runs on GERAN_PTC

  {

    f_GERAN_RAU (p_CellId, '0'B, (tsc_I_UpdateTypeRAOnly, tsc_I_UpdateTypeCombined), true);
    f_GERAN_PreliminaryPass(__FILE__, __LINE__, "");

  }

5 Execution Log Files.

5.1 Qualcomm MCM 9600

The Qualcomm MCM 9600 UE passed this test case on the Anite Conformance Toolset solution. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log files TC_6_2_2_2_20110325_140436.html:

In the log files (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log files.

6 References

[1]
R5s110088: This archive comprises html format execution log file.
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