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5.1
Multi-RAT capable Base Stations 

Table 5.1-1: Test configurations for capability sets for Multi-RAT capable BS

	Capability Set
	UTRA + E-UTRA 
(CS 3)
	GSM+ UTRA 
(CS 4)
	GSM + 

E-UTRA
(CS 5)
	GSM + UTRA + E-UTRA
(CS 6)

	BS test case
	BC1
	BC2
	BC3
	BC2
	BC2
	BC2

	6.2 Base Station output power
	- 
	- 
	- 
	- 
	- 
	- 

	6.2.1Minimum requirement
	TC3a
	TC3a
	TC3b
	TC4a
	TC4b
	TC4c

	6.2.2 Additional requirement
(only for band 34)
	N/A
	N/A
	Compliance stated by manufacturer declaration
	N/A
	N/A
	N/A

	6.2.3 E-UTRA minimum requirement for DL RS power
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	6.2.4 UTRA FDD minimum requirement for primary CPICH power
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	6.2.5 UTRA TDD minimum requirement for primary CCPCH power
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.3 Output power dynamics
	- 
	- 
	- 
	- 
	- 
	- 

	6.3.1 E-UTRA minimum requirement
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	6.3.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	6.3.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.3.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	6.4 Transmit ON/OFF power
	- 
	- 
	- 
	- 
	- 
	- 

	6.4.1 Transmitter OFF power
	N/A
	N/A
	TC3b
	N/A
	N/A
	N/A

	6.4.2 Transmitter transient period
	N/A
	N/A
	TC3b
	N/A
	N/A
	N/A

	6.5 Transmitted signal quality
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.1 Modulation quality
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.1.1 E-UTRA minimum requirement
	TC3a
	TC3a
	TC3b
	N/A
	TC4b
	TC4c

	6.5.1.2 UTRA FDD minimum requirement
	TC3a
	TC3a
	N/A
	TC4a
	N/A
	TC4c

	6.5.1.3 UTRA TDD minimum requirement
	N/A
	N/A
	TC3b
	N/A
	N/A
	N/A

	6.5.1.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	TC4a
	TC4b
	TC4c

	6.5.2 Frequency error
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.2.1 E-UTRA minimum requirement
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	N/A
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 

	6.5.2.2 UTRA FDD minimum requirement
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	N/A
	Same TC as used in 6.5.1 
	N/A
	Same TC as used in 6.5.1 

	6.5.2.3 UTRA TDD minimum requirement
	N/A
	N/A
	Same TC as used in 6.5.1 
	N/A
	N/A
	N/A

	6.5.2.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 

	6.5.3 Time alignment between transmitter branches
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.3.1 E-UTRA minimum requirement
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	6.5.3.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	6.5.3.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.6 Unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.1Transmitter spurious emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.1.1.1 Minimum requirement (Category A)
	TC3a
	TC3a
	TC3b
	TC4a
	TC4b
	TC4c

	6.6.1.1.2 Minimum requirement (Category B)
	TC3a
	TC3a
	TC3b
	TC4a
	TC4b
	TC4c

	6.6.1.1.3 Additional minimum requirement for BC2 (Category B)
	N/A
	N/A
	N/A
	TC4a
	TC4b
	TC4c

	6.6.1.2 Protection of the BS receiver of own or different BS
	TC3a
	TC3a
	TC3b
	TC4a
	TC4b
	TC4c

	6.6.1.3 Additional spurious emissions requirements
	TC3a
	TC3a
	TC3b
	TC4a
	TC4b
	TC4c

	6.6.1.4 Co-location with other Base Stations
	TC3a
	TC3a
	TC3b
	TC4a
	TC4b
	TC4c

	6.6.2 Operating band unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.2.1 General minimum requirement for Band Categories 1 and 3
	TC3a, 
(TS 25.141) and 
(TS 36.141)
	N/A
	TC3b, 
(TS 25.142) and 
(TS 36.141)
	N/A
	N/A
	N/A

	6.6.2.2 General minimum requirement for Band Category 2
	N/A
	(TS 25.141) and 
(TS 36.141)

TC3a
	N/A
	(TS 25.141)

TC4a 
TC4d (note1)
	(TS 36.141)

TC4b 
TC4e (note1)
	(TS 25.141) and 
(TS 36.141)

TC4c 
TC4e (note1)

	6.6.2.3 GSM/EDGE single-RAT requirement
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	6.6.2.4 Additional requirements
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration

	6.6.3 Occupied bandwidth
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.3.1 Minimum requirement
	(TS 25.141) and 

(TS 36.141)
	(TS 25.141) and 

(TS 36.141)
	(TS 25.142) and

(TS 36.141)
	(TS 25.141)
	(TS 36.141)
	(TS 25.141) and 

(TS 36.141)

	6.6.4 Adjacent Channel Leakage power Ratio (ACLR)
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.4.1 E- UTRA minimum requirement
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	6.6.4.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	6.6.4.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.7 Transmitter intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	6.7.1 General minimum requirement
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6

	6.7.2 Additional minimum requirement (BC2)
	N/A
	Same TC as used in 6.6
	N/A
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6

	6.7.3 Additional minimum requirement (BC3)
	N/A
	N/A
	Same TC as used in 6.6
	N/A
	N/A
	N/A

	7.2 Reference sensitivity level
	- 
	- 
	- 
	- 
	- 
	- 

	7.2.1 E-UTRA minimum requirement
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	7.2.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	7.2.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	7.2.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	7.3 Dynamic range
	- 
	- 
	- 
	- 
	- 
	- 

	7.3.1 E-UTRA minimum requirement
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	7.3.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	(TS 25.141)
	N/A
	(TS 25.141)

	7.3.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	7.3.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	7.4 In- band selectivity and blocking
	- 
	- 
	- 
	
	 
	- 

	7.4.1 General blocking minimum requirement
	TC3a
	TC3a
	TC3b
	TC5a 
	TC5b
	TC5b

	7.4.2 General narrowband blocking minimum requirement
	TC3a and TC6b
	TC3a and TC6b
	TC3b and TC6b


	TC5a and TC6a
	TC5b and TC6b
	TC5b and TC6a

	7.4.3 Additional narrowband blocking minimum requirement for GSM/EDGE
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	7.4.4 GSM/EDGE requirements for AM suppression
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	7.4.5 Additional BC3 blocking minimum requirement
	N/A
	N/A
	TC3b
	N/A
	N/A
	N/A

	7.5 Out-of-band blocking
	- 
	- 
	- 
	- 
	- 
	- 

	7.5.1 General minimum requirement
	TC3a
	TC3a
	TC3b
	TC5a
	TC5b
	TC5b

	7.5.2 Co-location minimum requirement
	TC3a
	TC3a
	TC3b
	TC5a
	TC5b
	TC5b

	7.6 Receiver spurious emissions
	- 
	- 
	- 
	- 
	- 
	- 

	7.6.1 General minimum requirement
	TC3a
	TC3a
	TC3b
	TC4a
	TC4b
	TC4c

	7.6.2 Additional minimum requirement for BC2 (Category B)
	N/A
	N/A
	N/A
	TC4a
	TC4b
	TC4c

	7.7 Receiver intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	7.7.1 General intermodulation minimum requirement
	TC3a
	TC3a 
	TC3b
	TC5a
	TC5b
	TC5b

	7.7.2 General narrowband intermodulation minimum requirement
	TC3a and TC6b
	TC3a and TC6b
	TC3b and TC6b
	TC5a and TC6a
	TC5b and TC6b
	TC5b and TC6a

	7.7.3 Additional narrowband intermodulation minimum requirement for GSM/EDGE
	N/A
	N/A
	N/A
	(TS 51.021)
	(TS 51.021)
	(TS 51.021)

	7.8 In-channel selectivity
	- 
	- 
	- 
	- 
	- 
	- 

	7.8.1 E-UTRA minimum requirement
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)
	N/A
	(TS 36.141)
	(TS 36.141)

	NOTE 1:
The TC shall be used for performing tests when [the declared RF bandwidth for GSM is not equal to the declared RF bandwidth for multi-RAT operations and] the frequency range within the frequency band supported by the BS is a subset of the operating band, or when the maximum supported RF bandwidth covers the entire operating band.


5.2
Single-RAT Multi-carrier capable Base Stations 

Table 5.2-1: Test configurations for capability sets for Single-RAT capable BS

	Capability Set
	UTRA (MC) capable BS (CS1)
	E-UTRA (MC) capable BS (CS2)

	BS test case
	BC1
	BC2
	BC3
	BC1
	BC2
	BC3

	6.2 Base Station output power
	- 
	- 
	- 
	- 
	- 
	- 

	6.2.1 Minimum requirement
	TC1a
	TC1a
	TC1b
	TC2
	TC2
	TC2

	6.2.2 Additional requirement 
(only for band 34)
	N/A
	N/A
	N/A
	N/A
	N/A
	Compliance stated by manufacturer declaration

	6.2.3 E-UTRA minimum requirement for DL RS power
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	6.2.4 UTRA FDD minimum requirement for primary CPICH power
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	6.2.5 UTRA TDD minimum requirement for primary CCPCH power
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.3 Output power dynamics
	- 
	- 
	- 
	- 
	- 
	- 

	6.3.1 E-UTRA minimum requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	6.3.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	6.3.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.3.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	6.4 Transmit ON/OFF power
	- 
	- 
	- 
	- 
	- 
	- 

	6.4.1 Transmitter OFF power
	N/A
	N/A
	TC1b
	N/A
	N/A
	TC2

	6.4.2 Transmitter transient period
	N/A
	N/A
	TC1b
	N/A
	N/A
	TC2

	6.5 Transmitted signal quality
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.1 Modulation quality
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.1.1 E-UTRA minimum requirement
	N/A
	N/A
	N/A
	TC2
	TC2
	TC2

	6.5.1.2 UTRA FDD minimum requirement
	TC1a
	TC1a
	N/A
	N/A
	N/A
	N/A

	6.5.1.3 UTRA TDD minimum requirement
	N/A
	N/A
	TC1b
	N/A
	N/A
	N/A

	6.5.1.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	6.5.2 Frequency error
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.2.1 E-UTRA minimum requirement
	N/A
	N/A
	N/A
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 

	6.5.2.2 UTRA FDD minimum requirement
	Same TC as used in 6.5.1 
	Same TC as used in 6.5.1 
	N/A
	N/A
	N/A
	N/A

	6.5.2.3 UTRA TDD minimum requirement
	N/A
	N/A
	Same TC as used in 6.5.1 
	N/A
	N/A
	N/A

	6.5.2.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	6.5.3 Time alignment between transmitter branches
	- 
	- 
	- 
	- 
	- 
	- 

	6.5.3.1 E-UTRA minimum requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	6.5.3.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	6.5.3.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.6 Unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.1 Transmitter spurious emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.1.1.1 Minimum requirement (Category A)
	TC1a 
	TC1a 
	TC1b 
	TC2 
	TC2 
	TC2 

	6.6.1.1.2 Minimum requirement (Category B)
	TC1a 
	TC1a 
	TC1b 
	TC2 
	TC2 
	TC2 

	6.6.1.1.3 Additional minimum requirement for BC2 (Category B)
	
N/A
	
N/A
	
N/A
	
N/A
	
N/A
	
N/A

	6.6.1.2 Protection of the BS receiver of own or different BS
	TC1a 
	TC1a 
	TC1b 
	TC2 
	TC2 
	TC2 

	6.6.1.3 Additional spurious emissions requirements
	TC1a 
	TC1a 
	TC1b 
	TC2 
	TC2 
	TC2 

	6.6.1.4 Co-location with other Base Stations
	TC1a 
	TC1a 
	TC1b 
	TC2 
	TC2 
	TC2 

	6.6.2 Operating band unwanted emissions
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.2.1 General minimum requirement for Band Categories 1 and 3
	TC1a and 

(TS 25.141)


	N/A
	TC1b and 

(TS 25.142) 


	TC2 and 

(TS 36.141) 


	N/A
	TC2 and 

(TS 36.141) 

	6.6.2.2 General minimum requirement for Band Category 2
	N/A
	TC1a and 

(TS 25.141)
	N/A
	N/A
	TC2 and 
(TS 36.141)
	N/A

	6.6.2.3 GSM/EDGE single-RAT requirements
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	6.6.2.4 Additional requirements
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration
	Compliance stated by manufacturer declaration

	6.6.3 Occupied bandwidth
	- 
	- 
	- 
	- 
	- 
	- 

	6.6.3.1 Minimum requirement
	
(TS 25.141)
	
(TS 25.141)
	 
(TS 25.142)
	 
(TS 36.141)
	 
(TS 36.141)
	
(TS 36.141)

	6.6.4 Adjacent Channel Leakage power Ratio (ACLR)
	
	- 
	- 
	- 
	- 
	- 

	6.6.4.1 E-UTRA minimum requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	6.6.4.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	6.6.4.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	6.7 Transmitter intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	6.7.1 General minimum requirement
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6
	Same TC as used in 6.6

	6.7.2 Additional minimum requirement (BC2)
	N/A
	Same TC as used in 6.6
	N/A
	N/A
	Same TC as used in 6.6
	N/A

	6.7.3 Additional minimum requirement (BC3)
	N/A
	N/A
	Same TC as used in 6.6
	N/A
	N/A
	Same TC as used in 6.6

	7.2 Reference sensitivity level
	- 
	- 
	- 
	- 
	- 
	- 

	7.2.1 E-UTRA minimum requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	7.2.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	7.2.3 UTRA TDD minimum requirement
	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	7.2.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.3 Dynamic range
	- 
	- 
	- 
	- 
	- 
	- 

	7.3.1 E-UTRA minimum requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)

	7.3.2 UTRA FDD minimum requirement
	(TS 25.141)
	(TS 25.141)
	N/A
	N/A
	N/A
	N/A

	7.3.3 UTRA TDD minimum requirement


	N/A
	N/A
	(TS 25.142)
	N/A
	N/A
	N/A

	7.3.4 GSM/EDGE minimum requirement
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.4 In-band selectivity and blocking
	- 
	- 
	- 
	- 
	- 
	- 

	7.4.1 General blocking minimum requirement
	TC1a
	TC1a
	TC1b
	TC2
	TC2
	TC2

	7.4.2 General narrowband blocking minimum requirement
	TC1a and 

TC6a
	TC1a and TC6a
	TC1b and TC6c
	TC2 and 

TC6b
	TC2 and TC6b
	TC2 and TC6b

	7.4.3 Additional narrowband blocking minimum requirement for GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.4.4 GSM/EDGE requirements for AM suppression
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.4.5 Additional BC3 blocking minimum requirement
	N/A
	N/A
	TC1b
	N/A
	N/A
	TC2

	7.5 Out-of-band blocking
	- 
	- 
	- 
	- 
	- 
	- 

	7.5.1 General minimum requirement
	TC1a
	TC1a
	TC1b
	TC2
	TC2
	TC2

	7.5.2 Co-location minimum requirement
	TC1a
	TC1a
	TC1b
	TC2
	TC2
	TC2

	7.6 Receiver spurious emissions
	
	
	
	
	
	

	7.6.1 General minimum requirement
	TC1a
	TC1a
	TC1b
	TC2
	TC2
	TC2

	7.6.2 Additional minimum requirement for BC2 (Category B)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.7 Receiver intermodulation
	- 
	- 
	- 
	- 
	- 
	- 

	7.7.1 General intermodulation minimum requirement
	TC1a
	TC1a
	TC1b
	TC2
	TC2
	TC2

	7.7.2 General narrowband intermodulation minimum requirement
	TC1a and TC6a
	TC1a and TC6a
	TC1b and TC6c
	TC2 and TC6b
	TC2 and TC6b
	TC2 and TC6b

	7.7.3 Additional narrowband intermodulation minimum requirement for GSM/EDGE
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	7.8 In-channel selectivity
	- 
	- 
	- 
	- 
	- 
	- 

	7.8.1 E-UTRA minimum requirement
	N/A
	N/A
	N/A
	(TS 36.141)
	(TS 36.141)
	(TS 36.141)


<Next changed section>

7.6.5.2
Additional test requirement for BC2 (Category B)

For a BS operating in Band Category 2 when GSM/EDGE is configured and where Category B spurious emissions apply, the power of any spurious emissions shall not exceed the limits in Table 7.6.5.2-1.

Table 7.6.5.2-1: Additional BS spurious emissions limits for BC2, Category B

	Frequency range
	Frequency offset from transmitter operating band edge
	Maximum level
	Measurement Bandwidth

	30 MHz – 1 GHz
	10 – 20 MHz
	-57 dBm
	300 kHz

	
	20 – 30 MHz
	-57 dBm
	1 MHz

	
	≥ 30 MHz
	-57 dBm
	3 MHz

	1 GHz – 12.75 GHz
	≥ 30 MHz
	-47 dBm
	3 MHz
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