Page 1



3GPP TSG-RAN WG4 Meeting #59 
(
R4-112938
Barcelona, Spain, 9th-13th May, 2011
	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	36.101
	CR
	827
	(

rev
	-
	(

Current version:
	9.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	TDD MBMS performance requirements for 64QAM mode

	
	

	Source to WG:
(

	CATT, Huawei, HiSilicon

	Source to TSG:
(

	RAN4

	
	

	Work item code:
(

	TEI9
	
	Date: (

	28/04/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The reference channel of MBMS in 64QAM mode is missing for UE category1.

The existing MBMS 64QAM requirement for UE category2-5 is [24.2dB], which would be too high to be tested when considering the imperfect RF implementation.

	
	

	Summary of change:
(

	The reference channel of MBMS in 64QAM mode is defined for UE category1.

The coding rate for TDD MBMS 64QAM is lowered to 64QAM 2/3 for UE category 2~5.

	
	

	Consequences if 
(

not approved:
	Incomplete specification. The high SNR can not be tested.

	
	

	Clauses affected:
(

	10.2, A3.8.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS36.521-1

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


10
Performance requirement (MBMS)
<< Unchanged sections omitted >>
10.2 TDD (Fixed Reference Channel)

The parameters specified in Table 10.2-1 are valid for all TDD tests unless otherwise stated.

Table 10.2-1: Common Test Parameters (TDD)

	Parameter
	Unit
	Value

	Number of HARQ processes
	Processes
	None

	Subcarrier spacing
	kHz
	15 kHz

	Allocated subframes per Radio Frame (Note 1)
	
	5 subframes

	Number of OFDM symbols for PDCCH (Note 2)
	
	2 symbols in the case of 3 PHICH symbols or 4 RS Ports;
1 or 2 symbols for other scenarios.

	Cyclic Prefix
	
	Extended

	Note1:   For TDD mode, in line with TS 36.331, Uplink-Downlink Configuration 5 is proposed, up to 5 subframes (#3/4/7/8/9) are available for MBMS.
Note2:   2 OFDM symbols are reserved for PDCCH in this subclause.


10.2.1 Minimum requirement
The receive characteristic of MBMS is determined by the BLER. The requirement is valid for all RRC states for which the UE has capabilities for MBMS.
For the parameters specified in Table 10.2-1 and Table 10.2.1-1 and Annex A.3.8.2, the average downlink SNR shall be below the specified value for the BLER shown in Table 10.2.1-2.

Table 10.2.1-1: Test Parameters for Testing

	Parameter

	Unit
	Test 1-4

	Downlink power allocation
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	dB
	0 (Note 1)
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Table 10.2.1-2: Minimum performance
	Test number
	Bandwidth
	Reference Channel 
	OCNG Pattern
	Propagation

condition
	Correlation Matrix and antenna
	Reference value
	MBMS UE Category

	
	
	
	
	
	
	BLER (%)
	SNR(dB)
	

	1
	10 MHz
	R.37 TDD
	OP.4 TDD
	MBSFN channel mode(Table B.2.6-1)
	1x2 low
	1
	3.4
	1-5

	2
	10 MHz
	R.38 TDD
	OP.4 TDD
	
	
	
	11.1
	1-5

	3
	10 MHz
	R.39 TDD
	OP.4 TDD
	
	
	
	TBD
	2-5

	
	5MHz
	R.39-1 TDD
	OP.4 TDD
	
	
	
	TBD
	1

	4
	1.4 MHz
	R.40 TDD
	OP.4 TDD
	
	
	
	5.8
	1-5


<< Unchanged sections omitted >>
A.3.8
Reference measurement channels for MBMS performance requirements 

<< Unchanged sections omitted >>
A.3.8.2 TDD

· Table A.3.8.2-1: Fixed Reference Channel QPSK R=1/3

	Parameter
	PMCH

	
	Unit
	Value

	Reference channel
	
	R.40 TDD
	
	
	R.37 TDD
	
	

	Channel bandwidth 
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	
	
	50
	
	

	· Uplink-Downlink Configuration(Note 1)
	· 
	· 5
	· 
	· 
	· 5
	· 
	· 

	Allocated subframes per Radio Frame
	
	5
	
	
	5
	
	

	Modulation
	
	QPSK
	
	
	QPSK
	
	

	Target Coding Rate
	
	1/3
	
	
	1/3
	
	

	Information Bit Payload (Note 2)
	

	For Sub-Frames 3,4,7,8,9
	Bits
	408
	
	
	3624
	
	

	For Sub-Frames 0,1,2,5,6
	Bits
	n/a
	
	
	n/a
	
	

	Number of Code Blocks per Subframe (Note 3)
	
	1
	
	
	1
	
	

	Binary Channel Bits Per Subframe
	

	For Sub-Frames 3,4,7,8,9
	Bits
	1224
	
	
	10200
	
	

	For Sub-Frames 0,1,2,5,6
	Bits
	n/a
	
	
	n/a
	
	

	MBMS UE Category
	
	1-5
	
	
	1-5
	
	

	Note 1:   For TDD mode, in line with TS 36.331, Uplink-Downlink Configuration 5 is proposed, up to 5 subframes (#3/4/7/8/9) are available for MBMS.
Note 2:   2 OFDM symbols are reserved for PDCCH; reference signal allocated as per TS 36.211.
Note 3:  If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


Table A.3.8.2-2: Fixed Reference Channel 16QAM R=1/2

	Parameter
	PMCH

	
	Unit
	Value

	Reference channel
	
	
	
	
	R.38 TDD
	
	

	Channel bandwidth 
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	
	50
	
	

	Uplink-Downlink Configuration(Note 1)
	
	
	
	
	5
	
	

	Allocated subframes per Radio Frame
	
	
	
	
	5
	
	

	Modulation
	
	
	
	
	16QAM
	
	

	Target Coding Rate
	
	
	
	
	1/2
	
	

	Information Bit Payload (Note 2)
	

	For Sub-Frames 3,4,7,8,9
	Bits
	
	
	
	9912
	
	

	For Sub-Frames 0,1,2,5,6
	Bits
	
	
	
	n/a
	
	

	Number of Code Blocks per Subframe (Note 3)
	
	
	
	
	2
	
	

	Binary Channel Bits Per Subframe
	

	For Sub-Frames 3,4,7,8,9
	Bits
	
	
	
	20400
	
	

	For Sub-Frames 0,1,2,5,6
	Bits
	
	
	
	n/a
	
	

	MBMS UE Category
	
	
	
	
	1-5
	
	

	Note 1:     For TDD mode, in line with TS 36.331, Uplink-Downlink Configuration 5 is proposed, up to 5 subframes (#3/4/7/8/9) are available for MBMS.
Note 2:     2 OFDM symbols are reserved for PDCCH; reference signal allocated as per TS 36.211.
Note 3:   If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


Table A.3.8.2-3: Fixed Reference Channel 64QAM R=2/3
	Parameter
	PMCH

	
	 Unit
	Value

	Reference channel
	
	
	
	R.39-1TDD
	R.39 TDD
	
	

	Channel bandwidth 
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	
	
	25
	50
	
	

	Uplink-Downlink Configuration(Note 1)
	
	
	
	5
	5
	
	

	Allocated subframes per Radio Frame
	
	
	
	5
	5
	
	

	Modulation
	
	
	
	64QAM
	64QAM
	
	

	Target Coding Rate
	
	
	
	2/3
	2/3
	
	

	Information Bit Payload (Note 2)
	

	For Sub-Frames 3,4,7,8,9
	Bits
	
	
	9912
	19848
	
	

	For Sub-Frames 0,1,2,5,6
	Bits
	
	
	n/a
	n/a
	
	

	Number of Code Blocks per Sub-Frame (Note 3)
	
	
	
	2
	4
	
	

	Binary Channel Bits Per Subframe
	

	For Sub-Frames 3,4,7,8,9
	Bits
	
	
	15300
	30600
	
	

	For Sub-Frames 0,1,2,5,6
	Bits
	
	
	n/a
	n/a
	
	

	MBMS UE Category
	
	
	
	1
	2-5
	
	

	Note 1:    For TDD mode, in line with TS 36.331, Uplink-Downlink Configuration 5 is proposed, up to 5 subframes (#3/4/7/8/9) are available for MBMS.
Note 2:  2 OFDM symbols are reserved for PDCCH; reference signal allocated as per TS 36.211.
Note 3:    If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).
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