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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 25.323: "Packet Data Convergence Protocol (PDCP) specification".

[2]
3GPP TS 34.108: "Common Test Environments for User Equipment (UE) Conformance Testing".

[3]
3GPP TS 34.123-2: "User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification".

[4]
3GPP TS 25.101 "UE Radio Transmission and Reception (FDD)".

[5]
3GPP TS 25.102 "UTRA (UE) TDD; Radio transmission and reception".

[6]
3GPP TS 25.215 "Physical layer; Measurements (FDD)".

[7]
RFC 2507: "IP Header Compression".

[8]
RFC 3095: "RObust Header Compression (ROHC): Framework and four profiles".

[9]
3GPP TS 25.321 "Medium Access Control (MAC) protocol specification".

[10]
3GPP TS 25.322 "Radio Link Control (RLC) protocol specification".

[11]
3GPP TS 25.211 "Physical channels and mapping of transport channels onto physical channels (FDD)".

[12]
3GPP TS 25.331 "Radio Resource Control (RRC); Protocol Specification".

[13]
3GPP TS 25.308 "High Speed Downlink Packet Access (HSDPA); Overall description; Stage 2".

[14]
3GPP TS 25.221 "Physical channels and mapping of transport channels onto physical channels (TDD)".

[15]
RFC 4815: “RObust Header Compression (ROHC): Corrections and Clarifications to RFC 3095”.
***********************************next change***************************************************

Support for RFC 3095

This parameter defines whether the UE supports robust header compression according to  [8] and [15], as defined in [1] or not. 'IMS capable UEs supporting voice' shall support ROHC profiles 0x0000, 0x0001, 0x0002 and be able to compress and decompress headers of PDCP SDUs at a PDCP SDU rate corresponding to supported IMS voice codecs.

Support for RFC 3095 context relocation

This parameter defines whether the UE supports ROHC, [8] and [15], context relocation as defined in [1] or not.

***********************************next change***************************************************

Maximum number of ROHC context sessions

This parameter is only applicable if the UE supports header compression according to [8] and [15]. It is defined as the maximum number of header compression context sessions supported by the UE.
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