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	SA3 have given the following recommendation regarding relevance of user consent for MDT:

· For both, signaling based MDT and management based MDT, user consent is required.
RAN2 and RAN3 have agreed that user consent information is signalled to to the eNB/RNC to fulfill the requirement from SA3.  

The need to check user consent before involving UE in signaling and management based MDT is captured in TS 37.320.
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	The CN indicates to the RAN the status of user consent for MDT related to the serving PLMN of the UE for the purpose of UE selection.
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	The eNB/RNC might select a UE  for management based MDT even though there is no user consent for this. 
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	Start of the change


5.1.3
MDT Initiation

There are two cases that RAN should initiate a MDT measurements collection task. One is that the MDT task is initiated towards a PLMN or a limited region within a PLMN (limited by a cell list, a TA list, a LA list or a RA list) without targeting a specific UE  by the cell traffic trace, i.e. management based trace function from OAM. The other is that the MDT task is initiated towards a specific UE and a PLMN or a limited region within a PLMN (limited by cell list, a TA list, a LA list or a RA list) by the signaling trace activation messages from CN nodes, i.e. the Initial Context Setup message and the Trace Start message in E-UTRAN, the CN Invoke Trace message in UTRAN. The detailed procedures to transfer the MDT configurations to RAN are specified in TS 32.422[6].
The CN indicates to the RAN whether MDT is allowed to be configured for this user considering e.g. user consent and roaming status (see TS 32.422 [6]).
	End of the change
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