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<Start of modified section>
8.3.2
Inter-RAT measurements

8.3.2.1
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of GERAN cells

8.3.2.1.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)
with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

.....

Table 8.3.2.1.3.3-2: MeasConfig (Table 8.3.2.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.3.2.2
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of GERAN cells

8.3.2.2.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell }

ensure that {

  when { The UE receives reference signal power for cells on the GERAN frequencies where measurements are configured }

    then { UE sends MeasurementReport message at regular intervals for these GERAN cells }

            }

(2)
with { UE in E-UTRA RRC_CONNECTED state and a MeasurementReport message for a configured periodic measurement reporting of GERAN cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable and the UE receives reference signal power on a reported GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport message at regular intervals for the available GERAN cells }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of GERAN cells ongoing }

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of GERAN cells }

    then { UE stops sending MeasurementReport message for GERAN cells }

            }

.....

Table 8.3.2.2.3.3-2: MeasConfig (Table 8.3.2.2.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f12
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f12)
	
	

	    measObjectId[3]
	IdMeasObject-f13
	
	

	    measObject[3]
	MeasObjectGERAN-GENERIC(f13)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f12
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f13
	
	

	    reportConfigId[2]
	IdReportConfigInterRAT -PERIODICAL
	
	

	  }
	
	
	

	}
	
	
	


.....

8.3.2.4
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of UTRAN cells

8.3.2.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of UTRA cells }

ensure that {

  when { The UE receives reference signal power for cells on the UTRA frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these UTRA cells }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of UTRA cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported UTRA frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available UTRA cells }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRA cells ongoing}

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of UTRA cells }

   then { UE stops sending MeasurementReport message for UTRA cells }

}

.....

Table 8.3.2.4.3.3-2 MeasConfig (step 1, Table 8.3.2.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 with condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f8
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	UTRA frequency
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL-UTRA
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-PERIODICAL
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE { 
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


.....

8.3.2.5
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurements of E-UTRAN, UTRAN and GERAN cells

8.3.2.5.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for UTRAN and GERAN cells }

ensure that {

  when { The UE receives reference signal power for cells on either UTRAN or GERAN frequency where measurements are configured }

    then { UE sends MeasurementReport message at regular intervals for UTRAN or GERAN cell }

            }

(2)
with { UE in E-UTRA RRC_CONNECTED state and a MeasurementReport message for a configured periodic measurement reporting of UTRAN or GERAN cell on a configured frequency was sent }

ensure that {

  when { A previously reported cell become unavailable and the UE receives reference signal power on a reported UTRAN or GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport message at regular intervals for the available UTRAN or GERAN cell }

            }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRAN or GERAN cells ongoing }

ensure that {

when { The UE receives reference signal power on a reported UTRAN or GERAN frequency for a cell which was previously not reported }

    then { UE sends MeasurementReport messages at regular intervals for the available UTRAN and GERAN cells }

            }

(4)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of UTRAN and GERAN cells ongoing }

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measId of periodic reporting of UTRAN and GERAN cells }

    then { UE stops sending MeasurementReport message for UTRAN and GERAN cells }

            }

.....

Table 8.3.2.5.3.3-2: MeasConfig (Table 8.3.2.5.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f8
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	
	

	    measObjectId[3]
	IdMeasObject-f11
	
	

	    measObject[3]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfigInterRAT -PERIODICAL
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    reportConfigId[2]
	IdReportConfigInterRAT -PERIODICAL
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	    }
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset CHOICE {
	
	
	

	        gp1
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


.....
8.3.2.7
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 (measurement HRPD cells)

8.3.2.7.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for HRPD cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

.....

Table 8.3.2.7.3.3-2: MeasConfig (Table 8.3.2.7.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f14
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.3.2.8
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of HRPD cells)

8.3.2.8.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of HRPD cells }

ensure that {

  when { The UE receives reference signal power for cells on the HRPD frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these HRPD cells }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of HRPD cells on a configured frequency were sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported HRPD frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available HRPD cells }

}

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of HRPD cells ongoing}

ensure that {

  when { The UE receives a RRCConnectionReconfiguration message removing the measID of periodic reporting of HRPD cells }

   then { UE stops sending MeasurementReport message for HRPD cells }

}

.....

Table 8.3.2.8.3.3-2: MeasConfig (Table 8.3.2.8.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModifyList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f14
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT- PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.3.2.9
Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of 1xRTT cells)

8.3.2.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is not met }

    then { UE does not transmit any MeasurementReport }

            }

(2)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }

(3)

with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for 1xRTT cell and detected entering condition for the event B2 is met }

ensure that {

  when { UE detects leaving condition for the event B2 is met }

    then { UE does not transmit any MeasurementReport }

            }

.....



Table 8.3.2.9.3.3-2: MeasConfig (Table 8.3.2.9.3.3-1)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f17
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.3.2.10
Measurement configuration control and reporting / Inter-RAT measurements / Periodic reporting / Measurement of 1xRTT cells

8.3.2.10.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of 1xRTT cells }

ensure that {

  when { The UE receives reference signal power for cells on the 1xRTT frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these 1xRTT cells }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and a Measurement Report message for a configured periodic measurement reporting of 1xRTT cells on a configured frequency was sent }

ensure that {

  when { A previously reported cell become unavailable or the UE receives reference signal power on a reported 1xRTT frequency for a cell which was previously not reported }

   then { UE sends MeasurementReport message at regular intervals for the available 1xRTT cells }

             }

(3)

with { UE in E-UTRA RRC_CONNECTED state and periodic measurement reporting of 1xRTT cells ongoing}

ensure that {

  when { The UE receives an RRCConnectionReconfiguration message removing the measID of periodic reporting of 1xRTT cells }

   then { UE stops sending MeasurementReport message for 1xRTT cells }

            }

.....

Table 8.3.2.10.3.3-2: MeasConfig (step 1, Table 8.3.2.10.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f17
	
	

	    measObject[2]
	MeasObjectCDMA2000
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-f17
	
	

	    reportConfig[1]
	ReportConfigInterRAT-PERIODICAL
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-f17
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigEUTRA
	Not present
	
	

	    quantityConfigUTRA 
	Not present
	
	

	    quantityConfigGERAN
	Not present
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	Not present
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.3.3.2
Measurement configuration control and reporting / SON / ANR / CGI reporting of UTRAN cell

8.3.3.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for periodic reporting of UTRA cells with the purpose of SON }

ensure that {

  when { The UE receives reference signal power for cells on the UTRA frequency where measurements are configured }

   then { UE sends MeasurementReport message at regular intervals for these UTRA cells }

}

(2)
with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to report the global cell identity of the inter-RAT(UTRAN) neighbour cell }

   then { UE determines the global cell identity of the inter-RAT(UTRAN) cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport message}

}

.....

Table 8.3.3.2.3.3-3 MeasConfig (step 1, Table 8.3.3.2.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 condition UTRAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f8
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	UTRA frequency
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-P-UTRA
	
	

	    reportConfig[1]
	ReportConfigInterRAT-P-UTRA
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f8
	
	

	    reportConfigId[1]
	IdReportConfig-P-UTRA
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigUTRA SEQUENCE {
	
	
	

	      measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	      measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


.....

8.3.3.3
Measurement configuration control and reporting / SON / ANR / CGI reporting of GERAN cell
8.3.3.3.1
Test Purpose (TP)
(1)
with { UE having completed the radio bearer establishment, initial security activation procedure and performed the inter RAT measurement for GERAN cell and not detected entering condition for the event B2 is met }

ensure that {

  when { UE detects entering condition for the event B2 is met }

    then { UE transmits a MeasurementReport }

            }
(2)
with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  when { UE is commanded to report the global cell identity of the inter-RAT(GERAN) neighbour cell }

   then { UE determines the global cell identity of the inter-RAT(GERAN) cell included in the associated measurement object by acquiring the relevant system information from the concerned cell and reports the global cell identity in the MeasurementReport }

}

.....

Table 8.3.3.3.3.3-3: MeasConfig (step 1, Table 8.3.3.3.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1 with condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, -79)
	EUTRA-Thres = -69;

GERAN-Thres = -79;

threshold-RSRP =  EUTRA-Thres+140 = 71;

b2-Threshold2GERAN =  GERAN-Thres + 110 = 31.
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11 
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	


.....

8.3.3.4
Measurement configuration control and reporting / SON / ANR / CGI reporting of HRPD cell

8.3.3.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE detects that entering conditions for event B2 are met }

  

then { UE sends MeasurementReport for event B2 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE is commanded to report the global cell identity of the 


          neighbour cell }

  

then { UE determines the global cell identity of the cell included 



          in the associated measurement object by acquiring the 




          relevant system information from the concerned cell and     

          reports the global cell identity in the MeasurementReport }



 }

.....

Table 8.3.3.4.3.3-3: MeasConfig (step 1, Table 8.3.3.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f14
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.3.3.5
Measurement configuration control and reporting / SON / ANR / CGI reporting of 1xRTT cell

8.3.3.5.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE detects that entering conditions for event B2 are met }

  

then { UE sends MeasurementReport for event B2 }

}

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {  

  
when { UE is commanded to report the global cell identity of the 


          neighbour cell }

  

then { UE determines the global cell identity of the cell included 



          in the associated measurement object by acquiring the 




          relevant system information from the concerned cell and     

          reports the global cell identity in the MeasurementReport }




}

.....

Table 8.3.3.5.3.3-3: MeasConfig (step 1, Table 8.3.3.5.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f17
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.4.3.2
Inter-RAT cell change order / From E-UTRA data RRC_CONNECTED to GPRS / Without NACC

8.4.3.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA (data) RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message including information facilitating access of the target cell }

    then { UE successfully completing the cell change order and leaves the RRC_CONNECTED,enter the GPRS_Paccket_Idle}

            }
.....

Table 8.4.3.2.3.3-2: MeasConfig (step 1, Table 8.4.3.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.4.3.3
Inter-RAT cell change order / From E-UTRA data to GPRS / With NACC

8.4.3.3.1
Test Purpose (TP)

(1)

with { UE in E-UTRA (data) RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message including information facilitating access of the target cell }

    then { UE successfully completing the cell change order and leaves the RRC_CONNECTED,enter the GPRS_Paccket_Idle}

            }
.....

Table 8.4.3.3.3.3-2: MeasConfig (step 1, Table 8.4.3.3.3.2-2)

	Derivation Path: 36.508, Table 4.6.6-1, condition GERAN

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f11
	
	

	    measObject[2]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-GERAN(-69, [-79])
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f11
	
	

	    reportConfigId[1]
	IdReportConfig-B2-GERAN
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigGERAN SEQUENCE {
	
	
	

	      measQuantityGERAN
	rssi
	
	

	      filterCoefficient
	fc0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.4.5.4
Pre-registration at HRPD and inter-RAT handover / From E-UTRA to HRPD Active / Data
8.4.5.4.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and UE has performed pre-registration on HRPD neighbor cell }

ensure that {

  when { UE receives a HandoverFromEUTRAPreparationRequest message with cdma2000-type set to ‘HRPD’ }

    then { UE transmits a ULHandoverPreparationTransfer message containing a tunneled HRPD ConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state and UE has performed pre-registration on HRPD neighbor cell }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message containing a tunneled HRPD TrafficChannelAssignment message }

    then { UE transmits a TrafficChannelComplete message on the target HRPD cell }

            }

.....

Table 8.4.5.4.3.3-2: MeasConfig (step 1, Table 8.4.5.4.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f14
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f14
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....

8.4.7.1
Inter-RAT handover / SRVCC from E-UTRA to 1xRTT(CS) / Speech
8.4.7.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a HandoverFromEUTRAPreparationRequest message with cdma2000-type set to ‘type1XRTT’ }

    then { UE transmits an ULHandoverPreparationTransfer message containing a tunneled 1xRTT Origination message }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE receives a MobilityFromEUTRACommand message containing a tunneled 1xRTT Handoff Direction message }

    then { UE transmits a 1xRTT Handoff Completion message on the target 1xRTT cell }

            }

.....

Table 8.4.7.1.3.3-2: MeasConfig (step 1, Table 8.4.7.1.3.2-2)
	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f17
	
	

	    measObject[2]
	MeasObjectCDMA2000-GENERIC
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	    reportConfig[1]
	ReportConfigInterRAT-B2-CDMA2000(-69, -18)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	1 entry
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f17
	
	

	    reportConfigId[1]
	IdReportConfig-B2-CDMA2000
	
	

	  }
	
	
	

	  quantityConfig SEQUENCE {
	
	
	

	    quantityConfigEUTRA
	Not present
	
	

	    quantityConfigUTRA 
	Not present
	
	

	    quantityConfigGERAN
	Not present
	
	

	    quantityConfigCDMA2000 SEQUENCE {
	Not present
	
	

	      measQuantityCDMA2000
	pilotStrength
	
	

	    }
	
	
	

	  }
	
	
	

	  measGapConfig SEQUENCE {
	
	
	

	    gapActivation CHOICE {
	
	
	

	      activate SEQUENCE {
	
	
	

	        gapPattern CHOICE {
	
	
	

	          gp1 SEQUENCE {
	
	
	

	            gapOffset
	0
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


.....
<End of modified section>
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