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	In RAN5#51 R5-112850 (revised from R5-112409) was agreed adding new test UL test points for FDD 10MHz with 15 allocated RB-s. The corresponding UL RMC is missing in specification (this RMC was part of R5-112409, but removed in R5-112850).
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	- In Table A.2.2.2.1-4a UL RMC for 15 RBs added. 

- UL RMC for 25 RBs moved from A.2.2.2.1-4a  to Table A.2.2.2.1-4b (for maintaining the same table size) 
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< Unchanged sections omitted >

Table A.2.2.2.1-4a: Reference Channels for 10MHz QPSK with partial RB allocation
	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	12
	15
	16
	18
	20
	24

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	1224
	1320
	1384
	1864
	1736
	2472

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	3456
	4320
	4608
	5184
	5760
	6912

	Total symbols per Sub-Frame
	
	1728
	2160
	2304
	2592
	2880
	3456

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


Table A.2.2.2.1-4b: Reference Channels for 10MHz QPSK with partial RB allocation
	Parameter
	Unit
	Value
	Value
	Value
	Value
	Value
	Value

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	10

	Allocated resource blocks
	
	25
	27
	30
	36
	40
	48

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size
	Bits
	2216
	2792
	2664
	3752
	4136
	4264

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame (Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	7200
	7776
	8640
	10368
	11520
	13824

	Total symbols per Sub-Frame
	
	3600
	3888
	4320
	5184
	5760
	6912

	UE Category
	
	1-5
	1-5
	1-5
	1-5
	1-5
	1-5

	Note 1:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
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