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4
E-UTRAN RRC_IDLE State Mobility

After the UE has switched on and a PLMN has been selected, the cell selection process takes place. This process allows the UE to select a suitable cell where to camp on in order to access available services. In this process the UE can use stored information (Stored information cell selection) or not (Initial cell selection).

When the UE is in either Camped Normally state or Camped on Any Cell state on a cell, the UE attempts to detect, synchronise, and monitor intra-frequency, inter-frequency and inter-RAT cells indicated by the serving cell, the cell re-selection evaluation process takes place. This process allows the UE to select a more suitable cell and camp on it. In this process the UE measurement activity is controlled by measurement rules defined in TS 36.304 [6] clause 5.2.4.2, allowing the UE to limit its measurement activity.
4.1
E-UTRAN Cell Selection
Editor’s note: There are currently no tests defined for E-UTRAN cell selection.
4.2
E-UTRAN Cell Re-Selection

4.2.1
E-UTRAN FDD - FDD cell re-selection intra frequency case

4.2.1.1
Test purpose

To verify that when the current and target cell operates on the same carrier frequency the UE is able to search and measure cells to meet the intra-frequency cell re-selection requirements.

4.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.2.2
E-UTRAN TDD - TDD cell re-selection intra frequency case

4.2.2.1
Test purpose

To verify that when the current and target cell operates on the same carrier frequency the UE is able to search and measure cells to meet the intra-frequency cell re-selection requirements.
4.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.2.3
E-UTRAN FDD - FDD cell re-selection inter frequency case

4.2.3.1
Test purpose

To verify that when the neighbour cell operates on a different carrier frequency, compared to the current cell the UE is able to search and measure cells to meet the inter-frequency cell re-selection requirements.

4.2.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.2.6
E-UTRAN TDD - TDD cell re-selection inter frequency case

4.2.6.1
Test purpose

To verify that when the neighbour cell operates on a different carrier frequency, compared to the current cell the UE is able to search and measure cells to meet the inter-frequency cell re-selection requirements.

4.2.6.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.3.1
E-UTRAN FDD - UTRAN FDD cell re-selection
4.3.1.1
E-UTRA FDD - UTRAN FDD cell reselection: UTRA FDD is of higher priority

4.3.1.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA FDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA is of higher priority.

4.3.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.3.1.2
E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority

4.3.1.2.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA FDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA is of lower priority.

4.3.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.3.1.3
E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined.

4.3.1.3.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA FDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA is of lower priority. The E-UTRA cell is in fading propagation conditions and the UTRA cell is in AWGN propagation conditions.

4.3.1.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.3.2
E-UTRAN FDD - UTRAN TDD cell re-selection

4.3.2.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRAN TDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA cell is of lower priority.

4.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRAN TDD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.3.3
E-UTRAN TDD - UTRAN FDD cell re-selection

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined.

· Statistical testing of cell re-selection delay performance requirements are undefined
4.3.3.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA FDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA is of lower priority.

4.3.3.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA FDD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.3.4
E-UTRAN TDD - UTRAN TDD cell re-selection

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· Statistical testing of UE measurement performance requirements are undefined

4.3.4.1
E-UTRA TDD - UTRAN TDD cell re-selection : UTRA is of higher priority

4.3.4.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA TDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA is of higher priority.

4.3.4.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA TDD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.3.4.2
E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of lower priority 
4.3.4.2.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA TDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA is of lower priority.

4.3.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA TDD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.3.4.3
EUTRA TDD-UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined.

4.3.4.3.1
Test purpose

To verify that the UE is able to search and measure neighbouring UTRA TDD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the UTRA is of lower priority. The E-UTRA cell is in fading propagation conditions and the UTRA cell is in AWGN propagation conditions.

4.3.4.3.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA TDD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.4.1
E-UTRAN FDD - GSM cell re-selection

4.4.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring GSM cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.4.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GSM. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.4.2
E-UTRAN TDD - GSM cell re-selection

4.4.2.1
Test purpose

To verify that the UE is able to search and measure neighbouring GSM cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.4.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support GSM. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.5
E-UTRAN to HRPD Cell Re-Selection

4.5.1
E-UTRAN FDD - HRPD Cell re-selection
4.5.1.1
E-UTRAN FDD - HRPD Cell Reselection: HRPD is of Lower Priority
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The intra-frequency cell reselection criteria related to scaling of measurement rules parameters need to be specified when parameters are finalized

· The intra-frequency cell reselection criteria related to exact scaling parameters for different mobility states are undefined

· Measurement bandwidth (current assumption is 6RB) is undefined

· The “out of service” criteria is undefined

· The transmission scheme (1Tx or 2Tx) undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

4.5.1.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring HRPD cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements.

4.5.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support HRPD. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

4.6
E-UTRAN to cdma2000 1xRTT Cell Re-Selection

4.6.1
E-UTRAN FDD - cdma2000 1xRTT Cell re-selection
4.6.1.1
E-UTRAN FDD - cdma2000 1x Cell Reselection: cdma2000 1X is of Lower Priority
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The intra-frequency cell reselection criteria related to scaling of measurement rules parameters need to be specified when parameters are finalized

· The intra-frequency cell reselection criteria related to exact scaling parameters for different mobility states are undefined

· Measurement bandwidth (current assumption is 6RB) is undefined

· The “out of service” criteria is undefined

· The transmission scheme (1Tx or 2Tx) undefined

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· Test tolerances have not yet been applied to the wanted and interfering signal levels

4.6.1.1.1
Test purpose

To verify that the UE is able to search and measure neighbouring cdma2000 1xRTT cells and compare to the E-UTRA serving cell to meet the inter-RAT cell re-selection requirements when the cdma2000 1x is of lower priority.

4.6.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support cdma2000 1xRTT. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

5.1.3
E-UTRAN FDD-FDD Handover inter frequency case

5.1.3.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an inter-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bits 5, 13, and 25.
[NEXT MODIFIED SECTION]

5.1.4
E-UTRAN TDD-TDD Handover inter frequency case

5.1.4.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an inter-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bits 5, 13, and 25.
[NEXT MODIFIED SECTION]

5.1.5
E-UTRAN FDD-FDD inter frequency Handover: unknown target cell

5.1.5.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an inter-frequency handover: unknown target cell is commanded by meeting the handover to an unknown target cell delay requirements.

5.1.5.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bits 13, and 25.
[NEXT MODIFIED SECTION]

5.1.6
E-UTRAN TDD-TDD inter frequency handover: unknown target cell

5.1.6.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when the target cell is unknown and an inter-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.6.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bits 13, and 25.
[NEXT MODIFIED SECTION]

5.2
Handover from E-UTRAN to other RATs

5.2.1
E-UTRAN FDD - UTRAN FDD handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.2.1.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to UTRAN in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD. Applicability requires support for FGI bits 8, and 22.
[NEXT MODIFIED SECTION]

5.2.2
E-UTRAN TDD - UTRAN FDD handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.2.2.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to UTRAN in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA FDD. Applicability requires support for FGI bits 8, and 22.
[NEXT MODIFIED SECTION]

5.2.3
E-UTRAN FDD - GSM handover

5.2.3.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to GSM in RRC_CONNECTED state by meeting the UE handover delay and interruption time requirements.

5.2.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GSM. Applicability requires support for FGI bits 9, and 23.
[NEXT MODIFIED SECTION]

5.2.4
E-UTRAN TDD - UTRAN TDD handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.2.4.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to UTRAN in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.2.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA TDD. Applicability requires support for FGI bits 8, and 22.
[NEXT MODIFIED SECTION]

5.2.5
E-UTRAN FDD - UTRAN TDD handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.2.5.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN FDD to UTRAN TDD in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.2.5.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA TDD. Applicability requires support for FGI bits 8, and 22.
[NEXT MODIFIED SECTION]

5.2.6
E-UTRA TDD - GSM handover

5.2.6.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to GSM in RRC_CONNECTED state by meeting the UE handover delay and interruption time requirements.

5.2.6.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support GSM. Applicability requires support for FGI bits 9, and 23.
[NEXT MODIFIED SECTION]

5.2.7
E-UTRAN FDD - UTRAN FDD handover: unknown target cell

5.2.7.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to UTRAN handover: unknown target cell in RRC_CONNECTED state by meeting the handover to an unknown target cell delay requirements.

5.2.7.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD. Applicability requires support for FGI bits 8, and 22.
[NEXT MODIFIED SECTION]

5.2.8
E-UTRAN FDD - GSM handover: unknown target cell

5.2.8.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to GSM handover: unknown target cell in RRC_CONNECTED state by meeting the handover to an unknown target cell delay requirements.

5.2.8.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GSM. Applicability requires support for FGI bits 9, and 23.
[NEXT MODIFIED SECTION]

5.2.9
E-UTRAN TDD - GSM handover: unknown target cell

5.2.9.1
Test purpose
To verify the UE’s ability to transfer a connection between the UE and E-UTRAN TDD to GSM in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements when the target cell is unknown.

5.2.9.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support GSM. Applicability requires support for FGI bits 9, and 23.
[NEXT MODIFIED SECTION]

5.2.10
E-UTRAN TDD - UTRAN TDD handover: unknown target cell

5.2.10.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN TDD to UTRAN TDD in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements when the target cell is unknown.

5.2.10.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support UTRA TDD. Applicability requires support for FGI bits 8, and 22.
[NEXT MODIFIED SECTION]

5.3
Handover from E-UTRAN to non-3GPP RATs

5.3.1
E-UTRAN FDD - HRPD handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Mobility From EUTRA Command message parameters are undefined

· InterRAT-Target and InterRAT-Message field description is FFS

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.3.1.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to HRPD in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.3.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support HRPD. Applicability requires support for FGI bits 12, and 26.
[NEXT MODIFIED SECTION]

5.3.2
E-UTRAN FDD - cdma2000 1xRTT handover

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Mobility From EUTRA Command message parameters are undefined

· InterRAT-Target and InterRAT-Message field description is FFS

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.3.2.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to cdma2000 1xRTT in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements.

5.3.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support cdma2000 1xRTT. Applicability requires support for FGI bits 11, and 24.
[NEXT MODIFIED SECTION]

5.3.3
E-UTRAN FDD - HRPD handover: unknown target cell

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The MobilityFromEUTRACommand message parameters are undefined

· targetRAT-Type and targetRAT-MessageContainer field descriptions are FFS

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.3.3.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to HRPD handover: unknown target cell in RRC_CONNECTED state by meeting the handover to an unknown target cell delay requirements.

5.3.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support HRPD. Applicability requires support for FGI bits 12, and 26.
[NEXT MODIFIED SECTION]

5.3.4
E-UTRAN FDD - cdma2000 1xRTT handover: unknown target cell

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Mobility From EUTRA Command message parameters are undefined 

· targetRAT-Type and targetRAT-MessageContainer field descriptions are FFS

· The Message contents are undefined

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.3.4.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to cdma2000 1xRTT handover: unknown target cell in RRC_CONNECTED state by meeting the handover to an unknown target cell delay requirements.

5.3.4.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support cdma2000 1xRTT. Applicability requires support for FGI bits 11, and 24.
[NEXT MODIFIED SECTION]

6.1.2
E-UTRAN FDD Inter-frequency RRC Re-establishment
6.1.2.1
Test purpose

To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.

6.1.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 25.
[NEXT MODIFIED SECTION]

6.1.4
E-UTRAN TDD Inter-frequency RRC Re-establishment 

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined
· The Test tolerances applicable to this test are undefined

6.1.4.1
Test purpose

To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.

6.1.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 25.
[NEXT MODIFIED SECTION]

7.1
UE Transmit Timing
7.1.1
E-UTRAN FDD - UE Transmit Timing Accuracy
Editor’s note: The applicability of this test case for Release 8 UEs not supporting FGI bit 5 is TBD.
7.1.1.1
Test purpose

To verify the UE have the capability to follow the frame timing change of the connected System Simulator. The method used is that the UE initial transmit timing accuracy, the maximum amount of timing change in one adjustment, and the minimum and maximum adjustment rate are within the specified limits based on the requirements.
7.1.1.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

7.1.2
E-UTRAN TDD - UE Transmit Timing Accuracy

Editor’s note: The applicability of this test case for Release 8 UEs not supporting FGI bit 5 is TBD.
7.1.2.1
Test purpose

To verify the UE have the capability to follow the frame timing change of the connected System Simulator. The method used is that the UE initial transmit timing accuracy, the maximum amount of timing change in one adjustment, and the minimum and maximum adjustment rate are within the specified limits based on the requirements.
7.1.2.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 5. 
[NEXT MODIFIED SECTION]

7.3.5
E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync in DRX

7.3.5.1
Test purpose

The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in TS 36.133 section 7.6.

7.3.5.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

7.3.6
E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX

7.3.6.1
Test purpose

The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN FDD radio link monitoring requirements in TS 36.133 section 7.6.

7.3.6.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 5.
[NEXT MODIFIED SECTION]

7.3.7
E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX

7.3.7.1
Test purpose

The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in TS 36.133 section 7.6.

7.3.7.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 5. 
[NEXT MODIFIED SECTION]
7.3.8
E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX

7.3.8.1
Test purpose

The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink radio link quality of the serving cell when DRX is used. This test will partly verify the E-UTRAN TDD radio link monitoring requirements in TS 36.133 section 7.6.

7.3.8.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 5. 
[END OF MODIFICATIONS]
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