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6
Message definitions and contents

In this clause, only TC protocol messages are described. TC messages are intended to be sent using the DLInformationTransfer and ULInformationTransfer procedures, see TS 36.331 [25], sub clause 5.6.1 and 5.6.2.

NOTE 1:
A message received with skip indicator different from 0 will be ignored.

NOTE 2:
For general definition of Layer 3 message format see TS 24.007 [5], clause 11.

NOTE 3:
E-UTRA, UTRA and GSM/GPRS test control messages uses the same protocol discriminator value ("1111"). Following message type value series are reserved for GSM/GPRS testing commands as specified by TS 44.014 [33]: 0000xxxx, 0001xxxx and 0010xxxx where x represent 0 or 1. Following message type value series are reserved for UTRA testing commands as specified by TS 34.109 [11]: 0100xxxx where x represent 0 or 1. For E-UTRA test commands the message type value series 1000xxxx is reserved.

6.1
CLOSE UE TEST LOOP

This message is only sent in the direction SS to UE.
	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], sub clause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], sub clause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1

	UE test loop mode
	
	M
	V
	1

	UE test loop mode A LB setup
	
	CV-ModeA
	LV
	1-25

	UE test loop mode B LB setup
	
	CV-ModeB
	V
	1

	UE test loop mode C setup
	
	CV-ModeC
	V
	3


	Condition
	Explanation

	CV-ModeA
	This IE is mandatory present if the IE "UE test loop mode " is set to UE test loop Mode A. Else it shall be absent.

	CV-ModeB
	This IE is mandatory present if the IE "UE test loop mode " is set to UE test loop Mode B. Else it shall be absent.

	CV-ModeC
	This IE is mandatory present if the IE "UE test loop mode " is set to UE test loop Mode C. Else it shall be absent.


where message type is:

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	1
	0
	0
	0
	0
	0
	0
	0
	octet 1


where UE test loop mode is:

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	0
	0
	0
	0
	0
	0
	X2
	X1
	octet 1


X2=0 and X1=0 then UE test loop mode A is selected.

X2=0 and X1=1 then UE test loop mode B is selected.

X2=1 and X1=0 then UE test loop mode C is selected.

Other combinations of X1 and X2 are reserved for future versions of the protocol.

where UE test loop mode A LB setup is:

	
	8

7

6

5

4

3

2

1
	

	
	Length of UE test loop mode A LB setup list in bytes
	Octet 1

	
	LB setup list
	Octet 2

Octet N*3+1


N is the number of LB entities in the LB setup list and is less than or equal to MAX_ModeA_LB_entities.

where LB setup list is:

	
	8

7

6

5

4

3

2

1
	

	
	LB setup DRB IE#1
	Octet 2

Octet 3

Octet 4

	
	LB setup DRB IE#2
	Octet 5

Octet 6

Octet 7

	
	…
	

	
	LB setup DRB IE#N
	Octet N*3-1

Octet N*3

Octet N*3+1


where LB Setup DRB#k IE is:

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	Z15
	Z14
	Z13
	Z12
	Z11
	Z10
	Z9
	Z8
	octet 1

	Z7
	Z6
	Z5
	Z4
	Z3
	Z2
	Z1
	Z0
	octet 2

	Reserved
	Q4
	Q3
	Q2
	Q1
	Q0
	octet 3


Z15..Z0 = Uplink PDCP SDU size in bits 0.. 12160 (binary coded, Z15 is most significant bit and Z0 least significant bit). See Note 1.

Q4..Q0 = Data Radio Bearer identity number, 1..32 (binary coded value of ‘DRB-Identity’ -1, Q4 is most significant bit and Q0 least significant bit), where Data Radio Bearer identity identifies the radio bearer, see TS 36.331 [25].

NOTE 1:
The UL PDCP SDU size is limited to 12160 bits (1520 octets).

NOTE 2:
A "LB Setup DRB IE" is only needed for a DRB if UL PDCP SDU scaling is needed. If there is no "LB Setup DRB IE" associated with a DRB in the CLOSE UE TEST LOOP message then the same size of the PDCP SDU received in downlink is returned in uplink.
NOTE 3:
The UL PDCP SDU size shall be byte aligned (i.e. multiple of 8 bits) according to TS 36.323 [24] clause 6.2.1.
And where UE test loop mode B setup is:

	
	8
7
6
5
4
3
2
1
	

	
	IP PDU delay
	Octet 1


Where IP PDU delay is:
	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	T7
	T6
	T5
	T4
	T3
	T2
	T1
	T0
	octet 1


T7..T0 = value of T_delay_modeB timer 0..255 seconds (binary coded, T7 is most significant bit and T0 least significant bit).
NOTE:
For E-UTRAN to CDMA2000 test cases, the SS should not sent any downlink U-plane data in E-UTRAN after sending a CLOSE UE TEST LOOP message with an IP PDU delay parameter set to value different from zero. In CDMA2000, the T_delay_modeB timer is not used to buffer downlink U-plane data, and at expiry of this timer, if there are buffered data received while in E-UTRAN, it is not specified what the UE will do with these data. See clause 7.3 for the definition of the T_delay_modeB timer.
And where UE test loop mode C setup is:

	
	8
7
6
5
4
3
2
1
	

	
	MTCH ID
	octet 1
octet 2
octet 3



Where MTCH ID is

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	A7
	A6
	A5
	A4
	A3
	A2
	A1
	A0
	Octet 1

	Reserved
	M3
	M2
	M1
	M0
	octet 2

	Reserved
	L4
	L3
	L2
	L1
	L0
	octet 3


A7..A0 = MBSFN area identity 0.. 255 (binary coded, A7 is most significant bit and A0 least significant bit). See Note.
M3..M0 = MCH identity 0.. 14 (binary coded, M3 is most significant bit and M0 least significant bit). See Note.

L4..L0 = Logical channel identity 0..28 (binary coded, L4 is most significant bit and L0 least significant bit), See Note.

NOTE:
A MTCH is identified by the MCH in the pmch-InfoList-r9 (0..14) and the logicalChannelIdentity-r9 (0..28) in the mbms-SessionInfoList-r9 of the MCH. The pmch-Info-List-r9 is broadcasted on the MCCH in the MBSFNAreaConiguration message, see TS 36.331 [25] clause 5.8. The MBSFN area the UE is to monitior is checked against the mbsfn-AreaId-r9 of the cell, which is broadcasted in the SystemInformationBlockType13-r9 message, see TS 36.331 [25] clause 6.3.1.
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