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Change 1

Testcase name
9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15, 

Reason for change
 As per 36.523-1 section 9.2.3.1.10 1, 9.2.3.1.11 1, 9.2.3.1.12 1, 9.2.3.1.15 1   if pc_UTRAN and is set to trueand AND px_RATComb_Tested = EUTRA_UTRA the UE is previously registered on UTRAN or if pc_GERAN is set to true and px_RATComb_Tested = EUTRA_GERAN the UE is previously registered on GERAN cell . However the Cell 5 or Cell 24 is put as Non Suitable Cell OFF  in Initial Condition. The Cell 5 or Cell 24 should be set as Non Suitable Cell OFF only after UTRAN or GERAN registration is completed respectively

Summary of change
Removed the Setting the cell power of A as Suitable and Cell B Cell G, as Non suitable and placed it after completing Initial Registration(Preamble) on other RAT as shown below.

The changes need to be done for 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15 also

Source of change
NAS_TrackingArea_UG.ttcn

Before change:

NAS_TrackingArea_UG.ttcn

function f_TC_9_2_3_1_10_EUTRA() runs on EUTRA_PTC

  { /* Normal tracking area update / rejected / IMSI invalid */

    /* (1)

     *  with { UE has sent a TRACKING AREA UPDATE REQUEST message}

     * ensure that {

     *   when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to ''Illegal UE'' }

     *   then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

     *

     * (2)

     * with { The UE is in the state EMM-DEREGISTERED }

     * ensure that {

     *   when { UE is powered up }

     *   then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI''}

     * }

     *

     * Pre-test conditions

     * -------------------

     * System Simulator:

     * -   Cell A, Cell B and Cell G are configured according to Table 6.3.2.2-1 in TS 36.508.

     * -   Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''

     * -   Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Non- Suitable cell''

     * -   Cell G belongs to TAI-7(visited PLMN) and is set to ''Non- Suitable cell''

     * -   Cell 5 (UTRAN) or Cell 24 (GERAN).

     * - Cell 5 and Cell 24 belong to RAI-1 as specified TS34.123-1 clause 12 and is set to ''Non- Suitable cell''

     * UE:

     * -   The UE is configured to initiate EPS attach.

     * -   The UE has a valid GUTI (GUTI-1).

     * -   The UE is registered on TAI-1.

     * -   IF pc_GERAN or pc_UTRAN THEN the UE has a valid P-TMSI.

     * Preamble:

     * -   UE is in state Registered, Idle Mode (state 2) on Cell A according to TS 36.508.

     */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init(LTE_CellsOnDifferentPLMN, c10); // @sic R5-112638 sic@

    f_UT_ConfigureEPSAttach (UT); // @sic R5-103811 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def( eutra_CellB );

    f_EUTRA_CellConfig_SRBs_Only( eutra_CellG );

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellG, tsc_NonSuitableCellRS_EPRE )

    }

    f_EUTRA_SetCellPowerList ( v_CellPowerList );
    if (not f_EUTRA_PreambleOtherRAT (eutra_CellA, EPS_Only, true)) { // @sic R5-112638 sic@

      f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, EPS_Only); // @sic R5s110176 sic@

    }

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_1_10_11_AND_12_Body(tsc_EmmCause_IllegalUe);

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, EPS_Only); // @sic R5s110176 sic@

  } // function f_TC_9_2_3_1_10_EUTRA



After change:

function f_TC_9_2_3_1_10_EUTRA() runs on EUTRA_PTC

  { /* Normal tracking area update / rejected / IMSI invalid */

    /* (1)

     *  with { UE has sent a TRACKING AREA UPDATE REQUEST message}

     * ensure that {

     *   when { UE receives a TRACKING AREA UPDATE REJECT message with the reject cause set to ''Illegal UE'' }

     *   then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

     *

     * (2)

     * with { The UE is in the state EMM-DEREGISTERED }

     * ensure that {

     *   when { UE is powered up }

     *   then { UE send ATTACH REQUEST message with Old GUTI or IMSI IE = ''IMSI''}

     * }

     *

     * Pre-test conditions

     * -------------------

     * System Simulator:

     * -   Cell A, Cell B and Cell G are configured according to Table 6.3.2.2-1 in TS 36.508.

     * -   Cell A belongs to TAI-1(home PLMN) and is set to ''Serving cell''

     * -   Cell B belongs to TAI-2(home PLMN, another TAC) and is set to ''Non- Suitable cell''

     * -   Cell G belongs to TAI-7(visited PLMN) and is set to ''Non- Suitable cell''

     * -   Cell 5 (UTRAN) or Cell 24 (GERAN).

     * - Cell 5 and Cell 24 belong to RAI-1 as specified TS34.123-1 clause 12 and is set to ''Non- Suitable cell''

     * UE:

     * -   The UE is configured to initiate EPS attach.

     * -   The UE has a valid GUTI (GUTI-1).

     * -   The UE is registered on TAI-1.

     * -   IF pc_GERAN or pc_UTRAN THEN the UE has a valid P-TMSI.

     * Preamble:

     * -   UE is in state Registered, Idle Mode (state 2) on Cell A according to TS 36.508.

     */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init(LTE_CellsOnDifferentPLMN, c10); // @sic R5-112638 sic@

    f_UT_ConfigureEPSAttach (UT); // @sic R5-103811 sic@

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def( eutra_CellB );

    f_EUTRA_CellConfig_SRBs_Only( eutra_CellG );

    if (not f_EUTRA_PreambleOtherRAT (eutra_CellA, EPS_Only, true)) { // @sic R5-112638 sic@

      f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, EPS_Only); // @sic R5s110176 sic@

    }

v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_ServingCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellG, tsc_NonSuitableCellRS_EPRE )

    }

    f_EUTRA_SetCellPowerList ( v_CellPowerList );
    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_1_10_11_AND_12_Body(tsc_EmmCause_IllegalUe);

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, EPS_Only); // @sic R5s110176 sic@

  } // function f_TC_9_2_3_1_10_EUTRA



Change 2

Test case  name
9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15, 9.3.1.4, 9.3.1.5, 9.2.1.1.12, 9.2.3.1.17, 9.2.3.1.1, 9.3.1.6

Reason for change
In these testcases as per RAN5#52 meeting System Information Combination 10 is used. As per this Combination SIB7 needs to be sent from LTE which requires information from GERAN cell, but the GERAN cell initilisation will not happen if pc_GERAN= false and px_RATCombTested=EUTRA_GERAN. 

Summary of change
Moved the condition (pc_GERAN and (px_RATComb_Tested == EUTRA_GERAN) after doing f_GERAN_Init as shown below. 

The changes need to be done for 9.2.3.1.15, 9.3.1.4, 9.3.1.5, 9.2.1.1.12, 9.2.3.1.17, 9.2.3.1.1, 9.3.1.6

Source of change
NAS_TrackingArea_UG_GERAN.ttcn

Before change:

function fl_TC_9_2_3_1_10_11_AND_12_Body () runs on GERAN_PTC

  {

    function fl_TC_9_2_3_1_10_11_AND_12_Body () runs on GERAN_PTC

  {

    if (pc_GERAN and (px_RATComb_Tested == EUTRA_GERAN)) { //  @sic R5-112638 sic@

      f_GERAN_Init(EUTRA_GERAN); // This is still only a 2 PTC test
      f_GERAN_CreateCell (geran_Cell24);

      f_GERAN_Pre_Preamble (geran_Cell24, PS_Only); // @sic R5s110176 sic@

      f_GERAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

      f_GERAN_TestBody_Set( true );

After change:

function fl_TC_9_2_3_1_10_11_AND_12_Body () runs on GERAN_PTC

  {

    f_GERAN_Init(EUTRA_GERAN); // This is still only a 2 PTC test
    if (pc_GERAN and (px_RATComb_Tested == EUTRA_GERAN)) { //  @sic R5-112638 sic@

      //f_GERAN_Init(EUTRA_GERAN); // This is still only a 2 PTC test

      f_GERAN_CreateCell (geran_Cell24);

      f_GERAN_Pre_Preamble (geran_Cell24, PS_Only); // @sic R5s110176 sic@

      f_GERAN_InterRAT_InitialiseAuthParams();  // The UE starts in EUTRA, so wait for it to send the Auth Params

      f_GERAN_TestBody_Set( true );  
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