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1 Change 1

Testcase name
6.1.2.10

Reason for change
1) Incorrect PLMN id is set in cell info due to which incorrect PLMN id is sent in TAU accept (Step 5-7). It should match the selectedPLMN-Identity (HPLMN (second PLMN in the list)) received in RRC Connection Setup Complete (Step 4), otherwise UE on receiving TAU complete from the SS will try to camp again on the HPLMN.

2) Incorrect selectedPLMN_Identity expected in RRC connection setup complete in Postamble

Summary of change
1) Passed correct PLMN index as a parameter when updating cell information (f_EUTRA_CellInfo_SetPLMN_2Entries) to make sure corrected PLMN id is used for TAU accept
2) Passed expected selectedPLMN_Identity as a parameter (f_EUTRA_Postamble) to override the default value


Source of change
Idle_CellReselection.ttcn

Before change:

  function f_TC_6_1_2_10_EUTRA ( ) runs on EUTRA_PTC

  {

   …    

    //Set Sys info and cell infor for cell 12 to be used @ creation

    f_EUTRA_CellInfo_SetPLMN_2Entries (eutra_Cell12, cs_HPLMN_001_02, cs_HPLMN_Def);

   …    

    //Switch/Power off UE

    f_EUTRA_Postamble (eutra_Cell12, E1_IDLE);

  }

After change:

  function f_TC_6_1_2_10_EUTRA ( ) runs on EUTRA_PTC

  {

   …    

    //Set Sys info and cell infor for cell 12 to be used @ creation

    f_EUTRA_CellInfo_SetPLMN_2Entries (eutra_Cell12, cs_HPLMN_001_02, cs_HPLMN_Def, 1); // Anite change
   …    

    //Switch/Power off UE

    f_EUTRA_Postamble (eutra_Cell12, E1_IDLE, NORMAL, tsc_RRC_TI_Def, 2); // Anite change
  }

2 Change 2

Method name(s)
f_EUTRA_CellInfo_SetPLMN_2Entries, f_EUTRA_CellInfo_SetPLMN_Common

Reason for change
TTCN incorrectly sets the PLMN_Identity in cell info. Refer to details in Change 1.

Summary of change
Added parameter to pass the correct index

Source of change
EUTRA_Component.ttcn

Before change:

  function f_EUTRA_CellInfo_SetPLMN_Common ( CellId_Type p_CellId,

                                             template (value) PLMN_IdentityList_Type p_PlmnList ) runs on EUTRA_PTC

  {

    …

    v_NewCellInfo.NAS_Parameters.Guti_Parameters.PLMN_Identity := p_PlmnList[0];

    …

}

  function f_EUTRA_CellInfo_SetPLMN_2Entries ( CellId_Type p_CellId,

                                               template (value) PLMN_Identity p_PLMN1,

                                               template (value) PLMN_Identity p_PLMN2 ) runs on EUTRA_PTC

  {

    f_EUTRA_CellInfo_SetPLMN_Common (p_CellId, {p_PLMN1, p_PLMN2});

  };

After change:

  function f_EUTRA_CellInfo_SetPLMN_Common ( CellId_Type p_CellId,

                                             template (value) PLMN_IdentityList_Type p_PlmnList,

                                             integer p_PlmnIndex := 0) runs on EUTRA_PTC //Anite change

  {

   …

    // Anite change

    v_NewCellInfo.NAS_Parameters.Guti_Parameters.PLMN_Identity := p_PlmnList[p_PlmnIndex];

   …

}

  function f_EUTRA_CellInfo_SetPLMN_2Entries ( CellId_Type p_CellId,

                                               template (value) PLMN_Identity p_PLMN1,

                                               template (value) PLMN_Identity p_PLMN2,

                                               integer p_PlmnIndex := 0) runs on EUTRA_PTC //Anite change

  {

    //Anite change

    f_EUTRA_CellInfo_SetPLMN_Common (p_CellId, {p_PLMN1, p_PLMN2}, p_PlmnIndex);

  };

3 Change 3

Method name(s)
f_EUTRA_Postamble, f_EUTRA_RRC_ConnEst_DefWithNas, f_EUTRA_UE_Detach_SwitchOffUe

Reason for change
Added parameter to pass selected PLMN. Refer to details in Change 1.

Summary of change
Added parameter to pass selected PLMN”. Refer to details in Change 1.

Source of change
EUTRA_CommonProcedures.ttcn, EUTRA_NASSteps.ttcn

Before change:

  function f_EUTRA_Postamble (CellId_Type p_CellId,

                              EUTRA_POSTAMBLE_STATE_Type p_E_State,

                              EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                              RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def ) runs on EUTRA_PTC

  { /* @sic This function has been completely changed in R5-103847 sic@ */

           …

            //Expect the UE to detach and release RRC connection

            f_EUTRA_UE_Detach_SwitchOffUe ( p_CellId, RRC_IDLE, p_RRC_TI, p_ForcedAttach, omit ); // @sic R5s110176 sic@

           …

            //Expect the UE to detach and release RRC connection

            f_EUTRA_UE_Detach_SwitchOffUe ( p_CellId, RRC_CONNECTED, p_RRC_TI, p_ForcedAttach, omit ); // @sic R5s110176 sic@

           …

            //Expect the UE to detach and release RRC connection

            f_EUTRA_UE_Detach_SwitchOffUe ( p_CellId, RRC_IDLE, p_RRC_TI, p_ForcedAttach, omit ); // @sic R5s110176 sic@

           …

  } // end of f_EUTRA_Postamble

  function f_EUTRA_RRC_ConnEst_DefWithNas(CellId_Type p_CellId,

                                          RRC_TransactionIdentifier p_RRC_TI,

                                          template (present) EstablishmentCause p_EstablishmentCause,

                                          template (present) NAS_MSG_Indication_Type p_ExpectedNasMsg) runs on EUTRA_PTC return NAS_MSG_Indication_Type

  {

    …

    // receive RRC Connection Setup Complete with piggy-backed NAS message on SRB1 (DCCH):

    SRB.receive(car_SRB1_RrcNasPdu_IND(p_CellId,

                                       cr_508_RRCConnectionSetupComplete(p_RRC_TI, ?),

                                       p_ExpectedNasMsg))

      -> value v_ReceivedAsp;

    return v_ReceivedAsp.Signalling.Nas[0];

  };

  function f_EUTRA_UE_Detach_SwitchOffUe ( CellId_Type p_CellId,

                                           EUTRA_RRC_STATE_Type p_RRCState,

                                           RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                                           EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                                           template (omit) DetachType p_DetachType := omit ) runs on EUTRA_PTC  // WS: shall be changed to "template"

  {

            …

            case (RRC_IDLE)

              {

                f_EUTRA_RRC_ConnEst_DefWithNas( p_CellId,

                                                p_RRC_TI, ?, // @sic R5s100766 sic@

                                                cr_NAS_Indication ( tsc_SHT_IntegrityProtected,

                                                                    cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), //  @sic R5s110031 sic@

                                                                                             f_GutiParameters2MobileIdentity(omit, v_Guti),

                                                                                             v_DetachType)) );

              }

            …

  } //end of f_EUTRA_UE_Detach_SwitchOffUe

After change:

  function f_EUTRA_Postamble (CellId_Type p_CellId,

                              EUTRA_POSTAMBLE_STATE_Type p_E_State,

                              EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                              RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                              integer p_PlmnIndex := 1) runs on EUTRA_PTC // Anite change

  { /* @sic This function has been completely changed in R5-103847 sic@ */

           …

            // Anite change

            f_EUTRA_UE_Detach_SwitchOffUe ( p_CellId, RRC_IDLE, p_RRC_TI, p_ForcedAttach, omit, p_PlmnIndex ); // @sic R5s110176 sic@

           …

            //Expect the UE to detach and release RRC connection

            // Anite change

            f_EUTRA_UE_Detach_SwitchOffUe ( p_CellId, RRC_CONNECTED, p_RRC_TI, p_ForcedAttach, omit, p_PlmnIndex ); // @sic R5s110176 sic@

           …

            // Anite change

            f_EUTRA_UE_Detach_SwitchOffUe ( p_CellId, RRC_IDLE, p_RRC_TI, p_ForcedAttach, omit, p_PlmnIndex ); // @sic R5s110176 sic@

           …

  } // end of f_EUTRA_Postamble

  function f_EUTRA_RRC_ConnEst_DefWithNas(CellId_Type p_CellId,

                                          RRC_TransactionIdentifier p_RRC_TI,

                                          template (present) EstablishmentCause p_EstablishmentCause,

                                          template (present) NAS_MSG_Indication_Type p_ExpectedNasMsg,

                                          integer p_PlmnIndex := 1 ) runs on EUTRA_PTC return NAS_MSG_Indication_Type

  {

    …

    // receive RRC Connection Setup Complete with piggy-backed NAS message on SRB1 (DCCH):

    SRB.receive(car_SRB1_RrcNasPdu_IND(p_CellId,

                                       cr_508_RRCConnectionSetupComplete(p_RRC_TI, ?, -, p_PlmnIndex),

                                       p_ExpectedNasMsg))

      -> value v_ReceivedAsp;

    return v_ReceivedAsp.Signalling.Nas[0];

  };

  function f_EUTRA_UE_Detach_SwitchOffUe ( CellId_Type p_CellId,

                                           EUTRA_RRC_STATE_Type p_RRCState,

                                           RRC_TransactionIdentifier p_RRC_TI := tsc_RRC_TI_Def,

                                           EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,

                                           template (omit) DetachType p_DetachType := omit, // WS: shall be changed to "template"

                                           integer p_PlmnIndex := 1) runs on EUTRA_PTC  // Anite change

  {

            …

            case (RRC_IDLE)

              {

                f_EUTRA_RRC_ConnEst_DefWithNas( p_CellId,

                                                p_RRC_TI, ?, // @sic R5s100766 sic@

                                                cr_NAS_Indication ( tsc_SHT_IntegrityProtected,

                                                                    cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, ?), //  @sic R5s110031 sic@

                                                                                             f_GutiParameters2MobileIdentity(omit, v_Guti),

                                                                                             v_DetachType)) , p_PlmnIndex ); // Anite change

              }

            …

  } //end of f_EUTRA_UE_Detach_SwitchOffUe
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