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3GPP TR 25.931: "UTRAN Functions, Examples on Signalling Procedures".

[5]
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3GPP TS 23.236: "Intra-domain connection of Radio Access Network (RAN) nodes to multiple Core Network (CN) nodes".

[27]
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[29]
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3GPP TR 25.995 (version.5.0.0): "Measures employed by the UMTS Radio Access Network (UTRAN) to cater for legacy User Equipment (UE) which conforms to superseded versions of the RAN interface specification".

[33]
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3GPP TS 49.031: "Location Services (LCS) – Base Station System Application Part LCS Extension – (BSSAP-LE)".
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[46]
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[47]
3GPP TS 43.055: "3rd Generation Partnership Project; Technical Specification Group GSM/EDGE Radio Access Network; Dual Transfer Mode (DTM) - Stage 2".

[48]
3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".

[49]
3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".

[50]
3GPP TS 25.104: "Base Station (BS) radio transmission and reception(FDD)".

[51]
3GPP TS 25.446: "MBMS Synchronisation Protocol(SYNC)".

[52]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA), Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; stage 2".

[53]
3GPP TS 23.007: "Restoration procedures"

[54]
3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2"

[55]
3GPP TS 25.467: "UTRAN architecture for 3G Home Node B (HNB) - Stage 2"

[56]
3GPP TS 22.220: "Service requirements for Home NodeBs and Home eNodeBs".

[57]
3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp Interface".

[58]
3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception".
[59]
3GPP TS 29.281: "General Packet Radio Service (GPRS); Tunnelling Protocol User Plane (GTPv1-U)".
[60]
3GPP TS 33.102: "3G Security; Security architecture".

[61]
3GPP TS 32.240: "Charging management; Charging architecture and principles".
[xx]
3GPP TS 52.008: "Telecommunication management; GSM subscriber and equipment trace".
9.2.1.6
Trace Type

Indicates the type of trace information to be recorded. Applicable to GERAN Iu Mode only, not applicable to UTRAN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Trace Type
	M
	
	OCTET STRING (1)
	Coded as the Trace Type specified in 3GPP TS, as defined in TS 52.008 [xx].
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