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	Reason for change:
(

	RRM test cases A.5.2.4 and A.5.2.5 require E-UTRA Cell 1 and UTRA Cell 2 to be above, or below, a certain threshold for Event B2 to occur as intended. The UE’s measurement accuracy affects the measurement value as seen by the UE, and therefore affects the comparison with the signalled thresholds.
Under the Io conditions defined for Cell 1 the UE RSRP measurement accuracy for cell 1 is +/-8dB, but with existing parameter values the margins are only 7dB above and 7dB below the b2-Threshold1.

Under the Io conditions defined for Cell 2 the UE PCCPCH_RSCP measurement accuracy for cell 1 is +/-6dB during T1 and +/-8dB during T2 and T3. With existing parameter values the margin below the threshold is 7dB during T1 (which is OK), but only 7dB above the b2-Threshold2 during T2 and T3.

In summary, several of the the margins are insufficient, and the test case may give an unpredictable or incorrect verdict.



	
	

	Summary of change:
(

	For test cases A.5.2.4 and A.5.2.5, make the following changes:

· Increase “b2-Threshold1” to -93dBm. This gives an 8dB margin below the threshold, which allows for the UE RSRP measurement accuracy of Cell 1 during T2 and T3.

· Increase Cell 1 Es/Noc to +13dB during T1. This increases the RSRP to –85dBm and gives an 8dB margin above b2-Threshold1, which allows for the UE RSRP measurement accuracy of Cell 1 during T1.

· Add a row in the Cell 1 specific parameters table giving the derived parameter Io in dBm/9MHz. This helps to select the applicable UE RSRP reporting accuracy.
· Decrease “b2-Threshold2” to -80dBm, and keep the existing Cell 2  
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 values. This gives a 6dB margin below b2-Threshold2 during T1, and an 8dB margin above b2-Threshold2 during T2 and T3. This allows enough for the UE RSRP measurement accuracy of Cell 2. 
· Add a row in the Cell 2 specific parameters table giving the derived parameter Io in dBm/1.28MHz. This helps to select the applicable UE PCCPCH_RSCP reporting accuracy. 
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	Consequences if 
(

not approved:
	A conformant UE could make the wrong decision about whether the E-UTRA and UTRA cells are above or below the signalled thresholds. The test could wrongly fail a conformant UE.

Isolated impact analysis:

No change to UE requirements. Changes Test conditions only
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<< Unchanged sections omitted >>
A.5.2.4
E-UTRAN TDD - UTRAN TDD Handover

A.5.2.4.1
Test Purpose and Environment

A.5.2.4.1.1
3.84 Mcps TDD option
A.5.2.4.1.2
1.28 Mcps TDD option

This test is to verify the requirement for E-UTRAN TDD to UTRAN TDD handover requirements specified in section 5.3.2.
The test scenario comprises of 1 E-UTRA TDD cell and 1 UTRA TDD cell as given in tables Table A.5.2.4.1.2-1, Table A.5.2.4.1.2-2, and Table A.5.2.4.1.2-3. Gap pattern configuration #0 as defined in table 8.1.2.1-1 is provided.

The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively.

E-UTRAN shall send a RRC message implying handover to UE. The RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event B2. The end of the last TTI containing handover message is begin of T3 duration.
Table A.5.2.4.1.2-1: General test parameters for E-UTRA TDD to UTRA(1.28 Mcps TDD OPTION) handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	Initial conditions
	Active cell
	
	Cell 1
	E-UTRA TDD cell

	
	Neighbour cell
	
	Cell 2
	UTRA 1.28Mcps TDD Cell

	Final conditions
	Active cell
	
	Cell 2
	

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	Uplink-downlink configuration of cell 1
	
	1
	As specified in table 4.2.2 in TS 36.211

	Special subframe configuration of cell 1
	
	6
	As specified in table 4.2.1 in TS 36.211

	CP length of cell 1
	
	Normal
	

	Time offset between cells
	
	3 ms
	Asynchronous cells

	Access Barring Information
	
	Not Sent
	No additional delays in random access procedure.

	Hysteresis
	dB
	0
	

	Time To Trigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	

	Ofn
	dB
	0
	

	Hys
	dB
	0
	

	Thresh1
	dBm
	-93
	E-UTRA event B2 threshold

	Thresh2
	dBm
	-80
	UTRA event B2 threshold

	T1
	s
	5
	

	T2
	s
	(10
	

	T3
	s
	1
	


Table A.5.2.4.1.2-2: Cell specific test parameters for E-UTRA TDD to UTRA TDD handover test case (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	 BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2  TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	dB
	
	
	

	PSS_RB
	dB
	
	
	

	SSS_RB
	dB
	
	
	

	PCFICH_PA
	dB
	
	
	

	PHICH_PA
	dB
	
	
	

	PHICH_PB
	dB
	
	
	

	PDCCH_PA
	dB
	
	
	

	PDCCH_PB
	dB
	
	
	

	PDSCH_PA
	dB
	
	
	

	PDSCH_PB
	dB
	
	
	

	OCNG_RANote 1
	dB
	
	
	

	OCNG_RBNote 1 
	dB
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	dBm/15kHz
	-98

	RSRP Note 2
	dBm/15kHz
	-85
	-101
	-101

	SCH_RP Note 2
	dBm/15 kHz
	-85
	-101
	-101

	Io Note 2 
	dBm/9MHz
	-57.01
	-68.45
	-68.45

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves


Table A.5.2.4.1.2-3: Cell specific test parameters for cell search E-UTRA to UTRA case (cell 2)

	Parameter
	Unit
	Cell 2 (UTRA)

	Timeslot Number
	
	0
	DwPTS

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number Note 1
	
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	dB
	-3
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	dBm/1.28 MHz
	-80

	PCCPCH RSCP Note 2
	dBm
	 -86
	-72
	-72
	n.a.

	Io Note 2 
	dBm/1.28 MHz
	-78.24
	-68.67
	-68.67
	

	Propagation Condition 
	
	AWGN

	Note 1: 
In the case of multi-frequency cell, the UTRA RF Channel Number is the primary frequency’s channel number.
Note 2: PCCPCH_RSCP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves


A.5.2.4.1.3
7.68 Mcps TDD option

A.5.2.4.2
Test Requirements

A.5.2.4.2.1
3.84 Mcps TDD option
A.5.2.4.2.2
1.28 Mcps TDD option

The UE shall start to transmit the SYNCH-UL sequence in the UpPTS to Cell 2 less than 90 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.

NOTE:
The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:

RRC procedure delay = 50 ms, which is specified in section 5.3.2.2.1.
Tinterrupt = 40 ms in the test; Tinterrupt is defined in section 5.3.2.2.2.

This gives a total of 90 ms.
A.5.2.4.2.3
7.68 Mcps TDD option

A.5.2.5
E-UTRAN FDD – UTRAN TDD Handover
A.5.2.5.1
Test Purpose and Environment
A.5.2.5.1.1
3.84 Mcps TDD option
A.5.2.5.1.2
1.28 Mcps TDD option

This test is to verify the requirement for the E-UTRAN FDD to UTRAN TDD handover requirements specified in section 5.3.2.
The test scenario comprises of two cells, E-UTRA TDD cell1 and UTRA TDD cell2. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. Gap pattern configuration with id #1 as specified in Table 8.1.2.1-1 is configured before T2 begins to enable inter-RAT frequency monitoring. The test parameters are given in Tables A.5.2.5.1-1, A.5.2.5.1-2 and A.5.2.5.1-3.
A RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event B2. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. The handover message shall contain cell 2 as the target cell.
Table A.5.2.5.1.2-1: General test parameters for E-UTRA FDD to UTRA (1.28 Mcps TDD option) handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1

	Initial conditions
	Active cell
	
	Cell 1
	E-UTRA FDD cell

	
	Neighbour cell
	
	Cell 2
	UTRA 1.28Mcps TDD Cell

	Final conditions
	Active cell
	
	Cell 2
	

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	E-UTRAN FDD measurement quantity

	
	RSRP
	

	UTRAN TDD measurement quantity
	
	RSCP
	

	CP length of cell 1
	
	Normal
	

	Access Barring Information
	
	Not Sent
	No additional delays in random access procedure.

	Hysteresis
	dB
	0
	

	Time To Trigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	

	Ofn
	dB
	0
	

	Hys
	dB
	0
	

	Thresh1
	dBm
	-93
	Absolute E-UTRAN RSRP threshold for event B2

	Thresh2
	dBm
	-80
	Absolute UTRAN RSCP threshold for event B2

	T1
	s
	5
	

	T2
	s
	( 10
	

	T3
	s
	1
	


Table A.5.2.5.1.2-2: Cell specific test parameters for E-UTRAN FDD to UTRAN (1.28 Mcps TDD option) handover test case (cell 1)

	Parameter
	Unit
	Cell 1 (E-UTRA)

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.2 

FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dBm/15 kHz
	-98
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	dB
	13 
	-3 
	-3

	RSRP Note 2
	dBm/15 KHz
	-85 
	-101 
	-101

	Io Note 2 
	dBm/9MHz
	-57.01
	-68.45
	-68.45

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves


Table A.5.2.5.1.2-3: Cell specific test parameters for E-UTRAN FDD to UTRAN (1.28 Mcps TDD option) handover test case (cell 2)

	Parameter
	Unit
	Cell 2 (UTRA)

	Timeslot Number
	
	0
	DwPTS

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number Note 1
	
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	dB
	-3
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	dB
	-3
	11
	11
	-3
	11
	11
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	dBm/1.28 MHz
	-80

	PCCPCH RSCP Note 2
	dBm
	 -86
	-72
	-72
	n.a.

	Io Note 2 
	dBm/1.28 MHz
	-78.24
	-68.67
	-68.67
	

	Propagation Condition 
	
	AWGN

	Note 1: 
In the case of multi-frequency cell, the UTRA RF Channel Number is the primary frequency’s channel number.
Note 2: PCCPCH_RSCP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves


A.5.2.5.1.3
7.68 Mcps TDD option
A.5.2.5.2
Test Requirements
A.5.2.5.2.1
3.84 Mcps TDD option

A.5.2.5.2.2
1.28 Mcps TDD option

The UE shall start to transmit the SYNCH-UL sequence in the UpPTS to Cell 2 less than 90 ms from the beginning of time period T3.
The rate of correct handovers observed during repeated tests shall be at least 90%.

NOTE:
The handover delay can be expressed as: RRC procedure delay + Tinterrupt, where:

RRC procedure delay = 50 ms, which is specified in section 5.3.2.2.1.
Tinterrupt = 40 ms in the test; Tinterrupt is defined in section 5.3.2.2.2.

This gives a total of 90 ms.
A.5.2.5.2.3
7.68 Mcps TDD option

<< End of changes >> RD 36521-3-921_s08-sAnnexes.doc 
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