Page 1



3GPP TSG- RAN4 Meeting #60 
(
 R4-114141
Athens, Greece, 22 - 26 August 2011
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	25.133
	CR
	1125
	(

rev
	-
	(

Current version:
	8.14.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Thresholds and margins for Inter-system Handover from UTRAN FDD to E-UTRAN in RRM tests A.5.4a, A.5.4b.

	
	

	Source to WG:
(

	Anritsu

	Source to TSG:
(

	RAN4

	
	

	Work item code:
(

	LTE-RF
	
	Date: (

	20/07/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	For the RRM test cases which aim to test Inter-system Handover from UTRAN FDD to E-UTRAN FDD and TDD, event-triggered reporting is used and the UE is expected to send a measurement report when another cell exceeds or falls below a threshold value.

When the UE reacts to such an event, the UE’s measurement accuracy affects the measurement value as seen by the UE, and therefore affects the comparison with the signalled threshold. In test cases A.5.4a and A.5.4b, insufficient margin has been allowed for the UE measurement accuracy under the conditions chosen, and these test cases may give an unpredictable or incorrect verdict.

In Test case A.5.4b, the comment for “Threshold other system” refers to Event 3C, but is intended to be Event 3A.
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	For Test cases A.5.4a and A.5.4b, make the following changes:

· Decrease Threshold other system to 99dBm. This gives an 8dB margin for UE reporting accuracy above the threshold during T2 and T3.
· In Test case A.5.4b, change the Event to 3A.

· Add a row in the cell 2 specific parameters table giving the derived parameter Io in dBm/9MHz. This helps to select the applicable UE RSRP reporting accuracy. 
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<< Unchanged sections omitted >>
A.5.4a
Inter-system Handover from UTRAN FDD to E-UTRAN FDD

A.5.4a.1
Test Purpose and Environment
This test is to verify the requirement for the UTRAN FDD to E-UTRAN FDD handover requirements specified in section 5.4a.

The test parameters are given in Table A.5.0G, A.5.0H and A.5.0I below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3A shall be used. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. 

The UTRAN shall send a Handover from UTRAN command with activation time "now" with a new active cell, cell 2. In the E-UTRAN Handover command contained in that message, the IE starting time shall not be included. The RRC HANDOVER FROM UTRAN COMMAND message shall be sent to the UE. The start of T3 is defined as the end of last TTI containing the HO command.
The requirements are also applicable for a UE not requiring compressed mode, in which case no compressed mode pattern should be sent for the parameters specified in table A.5.0G.
Table A.5.0G: General test parameters for UTRAN FDD to E-UTRAN FDD handover test case

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.001
	

	Compressed mode
	
	DL Compressed mode reference pattern 2 in Set 5
	Only applicable for UE requiring compressed mode patterns
As specified in table A.22 TS 25.101 section A.5

	Active cell
	
	Cell 1
	

	UTRAN FDD measurement quantity
	
	CPICH Ec/N0
	

	Inter-RAT (E-UTRAN) measurement quantity
	
	RSRP
	

	Threshold own system
	dB
	-10
	Absolute UTRAN CPICH Ec/N0 threshold for event 3A

	Threshold other system
	dBm
	-99
	Absolute E-UTRAN RSRP threshold for event 3A

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored UTRA FDD cell list size
	
	24 UTRA FDD neighbours on Channel 1
	Measurement control information is sent before the compressed mode patterns starts.

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in TS 36.133 section A.3.1.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in TS 36.133 section A.3.1.2.1

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in 3GPP TS 36.211

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	T1
	s
	5
	

	T2
	s
	(7
	

	T3
	s
	1
	


Table A.5.0H: Cell specific test parameters for UTRAN FDD to E-UTRAN FDD handover test case (cell 1)

	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1, T2, T3

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	DCH_Ec/Ior
	dB
	Note 1

	OCNS_Ec/Ior
	dB
	Note 2
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	dB
	0
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	dBm/3,84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition 
	
	 AWGN 

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .


Table A.5.0I: Cell specific test parameters for UTRAN FDD to E-UTRAN FDD handover test case (cell 2)

	Parameter
	Unit
	Cell 1 (E-UTRA)

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and in A.3.2.1.2 (OP.2  FDD)
	
	OP.2 FDD
	OP.2 FDD
	OP.1 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	-infinity
	7
	7
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Note 2
	dBm/15 kHz
	-98
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Note 3
	dB
	-infinity
	7
	7

	RSRP Note 3
	dBm/15 KHz
	-infinity
	-91
	-91

	Io Note 3
	dBm/9 MHz
	-70.22
	-62.43
	-62.43

	Propagation Condition 
	
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the 
test is assumed to be constant over subcarriers and time and shall 
be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.5.4a.2
Test Requirements

The UE shall start to transmit the PRACH to Cell 2 less than 85 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.

A.5.4b
Inter-system Handover from UTRAN FDD to E-UTRAN TDD
A.5.4b.1
Test Purpose and Environment
This test is to verify the requirement for the UTRAN FDD to E-UTRAN TDD handover requirements specified in section 5.4b.

The test parameters are given in Table A.5.0J, A.5.0K and A.5.0L below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3A shall be used. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. 

The UTRAN shall send a Handover from UTRAN command with activation time "now" with a new active cell, cell 2. In the E-UTRAN Handover command contained in that message, the IE starting time shall not be included. The RRC HANDOVER FROM UTRAN COMMAND message shall be sent to the UE. The start of T3 is defined as the end of last TTI containing the HO command.
The requirements are also applicable for a UE not requiring compressed mode, in which case no compressed mode pattern should be sent for the parameters specified in table A.5.0J.
Table A.5.0J: General test parameters for UTRAN FDD to E-UTRAN TDD handover test case

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.001
	

	Compressed mode
	
	DL Compressed mode reference pattern 2 in Set 5
	Only applicable for UE requiring compressed mode patterns
As specified in table A.22 TS 25.101 section A.5

	Active cell
	
	Cell 1
	

	UTRAN FDD measurement quantity
	
	CPICH Ec/N0
	

	Inter-RAT (E-UTRAN) measurement quantity
	
	RSRP
	

	Threshold own system
	dB
	-10
	Absolute UTRAN CPICH Ec/N0 threshold for event 3A

	Threshold other system
	dBm
	-99
	Absolute E-UTRAN RSRP threshold for event 3A

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored UTRA FDD cell list size
	
	24 UTRA FDD neighbours on Channel 1
	Measurement control information is sent before the compressed mode patterns starts.

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	PRACH configuration
	
	4
	As specified in table 5.7.1-2 in 3GPP TS 36.211

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211

	PRACH configuration
	
	53
	As specified in table 5.7.1-3 in 3GPP TS 36.211

	T1
	s
	5
	

	T2
	s
	(7
	

	T3
	s
	1
	


Table A.5.0K: Cell specific test parameters for UTRAN FDD to E-UTRAN TDD handover test case (cell 1)

	Parameter
	Unit
	Cell 1 (UTRA)

	
	
	T1, T2, T3

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB
	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	DCH_Ec/Ior
	dB
	Note 1

	OCNS_Ec/Ior
	dB
	Note 2
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	dBm/3,84 MHz
	‑70

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition 
	
	 AWGN 

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .


Table A.5.0L: Cell specific test parameters for UTRAN FDD to E-UTRAN TDD handover test case (cell 2)

	Parameter
	Unit
	Cell 1 (E-UTRA)

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2  TDD)
	
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	-infinity
	7
	7
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Note 2
	dBm/15 kHz
	-98

	
[image: image12.wmf]oc

s

N

Ê

Note 3
	dB
	-infinity
	7
	7

	RSRP Note 3
	dBm/15 KHz
	-infinity
	-91
	-91

	Io Note 3
	dBm/9 MHz
	-70.22
	-62.43
	-62.43

	Propagation Condition 
	
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the 
test is assumed to be constant over subcarriers and time and shall 
be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
RSRP and Io levels have been derived from other parameters for 
information purposes. They are not settable parameters themselves.


A.5.4b.2
Test Requirements

The UE shall start to transmit the PRACH to Cell 2 less than 85 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.
<< End of changes >> RD 36521-3-921_s08-sAnnexes.doc 
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