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<Start of change>
7.4
In-band selectivity and blocking

7.4.1
Definition and applicability

The in-band selectivity and blocking characteristics are measures of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer inside the operating band and are defined by a wideband and a narrowband blocking requirement. 

7.4.2
Minimum requirement

The minimum requirement is in TS 37.104 [2] subclauses 7.4.1, 7.4.2, 7.4.3, and 7.4.4, and 7.4.5.

7.4.3
Test purpose

The test stresses the ability of the BS receiver to withstand high-level interference from unwanted signals at specified frequency offsets without undue degradation of its sensitivity.

7.4.4
Method of test

7.4.4.1
Initial conditions

Test environment: 


Normal; see Annex B.2.

RF bandwidth position to be tested: 
MRFBW, see subclause 4.9.1.
1)
Set up the equipment as shown in Annex  D.2.1.

2)
Start to transmit according to the applicable test configuration in clause 5 using applicable reference measurement channel to the BS under test as follows:

-
For E-UTRA see Annex A.1 in TS 36.141 [9].

-
For UTRA FDD see Annex A.2 in TS 25.141 [10].

-
For UTRA TDD see Annex A.2.1 in TS 25.142 [12].

-
For GSM see subclause 7.6.2 in TS 51.021 [11] and Annex P in TS 45.005 [6] for reference channels to test. 

7.4.4.2
Procedure for general blocking

1)
Adjust the signal generators to the type of interfering signal, levels and the frequency offsets as specified in Table 7.4.5.1-1.

2)
The interfering signal shall be swept with a step size of 1 MHz starting from the minimum offset to the channel edges of the wanted signals as specified in Table 7.4.5.1-1

3)
Measure the performance of the wanted signal at the BS receiver, as defined in subclause 7.4.5, for the relevant carriers specified by the test configuration in subclause 4.8.

7.4.4.3
Procedure for narrowband blocking

1)
Adjust the signal generators to the type of interfering signal, levels and the frequency offsets as specified in Table 7.4.5.2-1 

2)
Set-up and sweep the interfering RB centre frequency offset to the channel edge of the wanted signal according to Table 7.4.5.2-1.

3)
Measure the performance of the wanted signal at the BS receiver, as defined in subclause 7.4.5, for the relevant carriers specified by the test configuration in subclause 4.8.

7.4.4.4
Procedure for additional narrowband blocking for GSM/EDGE

The GSM/EDGE in-band blocking method of test is stated in TS 51.021 [11], applicable parts of subclause 7.6.

The conditions specified in TS 45.005 [6], Annex P.2.1 apply for GSM/EDGE in-band narrowband blocking. 

7.4.4.5
Procedure for GSM/EDGE AM suppression

The GSM/EDGE in-band blocking method of test is stated in TS 51.021 [11], applicable parts of subclause 7.8.

The conditions specified in TS 45.005 [6], Annex P.2.3 apply for GSM/EDGE AM suppression. 

7.4.4.6
Procedure for additional BC3 blocking requirement

1) 
Adjust the signal generators to the type of interfering signal, levels and the frequency offsets as specified in Table 7.4.5.5-1 

2) 
Measure the performance of the wanted signal at the BS receiver, as defined in subclause 7.4.5, for the relevant carriers specified by the test configuration in subclause 4.8.

<Next section>
7.5
Out-of-band blocking

7.5.1
Definition and applicability

The Out-of-band blocking characteristic is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer outside the uplink operating band. 

The blocking performance requirement applies as specified in the Table 7.5.5.1-1 and Table 7.5.5.2-1. 

7.5.2
Minimum requirement


The general minimum requirement is in TS 37.104 [2] subclause 7.5.1. The co-location minimum requirement is in TS 37.104 [2] subclause 7.5.2.

7.5.3
Test purpose

The test stresses the ability of the BS receiver to withstand high-level interference from unwanted signals at specified frequency bands, without undue degradation of its sensitivity.

7.5.4
Method of test

7.5.4.1
Initial conditions

Test environment: 


normal; see Annex B.2.

RF bandwidth position to be tested: 
MRFBW see subclause 4.9.1.
1)
Set up the equipment as shown in Annex D.2.1.

2)
Start to transmit according to the applicable test configuration in clause 5 using reference measurement channel to the BS under test as follows:

-
For E-UTRA see Annex A.1 in TS 36.141 [9].

-
For UTRA FDD see Annex A.2 in TS 25.141 [10].

-
For UTRA TDD see Annex A.2.1 in TS 25.142 [12].

-
For GSM see subclause 7.6.2 in TS 51.021 [11] and Annex P in TS 45.005 [6] for reference channels to test. 

7.5.4.2
Procedure

1)
Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in Table 7.5.5.1-1 and, when applicable, for co-location test requirements in Table 7.5.5.2-1.

2) The CW interfering signal shall be swept with a step size of 1 MHz within the specified range.

3)
Measure the performance of the wanted signal at the BS receiver, as defined in the subclause 7.5.5, for the relevant carriers specified by the test configuration in subclause 4.8.

<Next section>
7.6
Receiver spurious emissions

7.6.1
Definition and applicability

The receiver spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the BS receiver antenna connector. The requirements apply to all BS with separate RX and TX antenna ports. In this case for FDD BS the test shall be performed when both TX and RX are on, with the TX port terminated. 

For TDD BS with common RX and TX antenna port the requirement applies during the Transmitter OFF period. For FDD BS with common RX and TX antenna port the transmitter spurious emission limits as specified in subclause 6.6.1 are valid.

7.6.2
Minimum requirements

The minimum requirement is in TS 37.104 [2] subclause 7.6.1.

7.6.3
Test purpose

The test purpose is to verify the ability of the BS to limit the interference caused by receiver spurious emissions to other systems.

7.6.4
Method of test

7.6.4.1
Initial conditions

Test environment: 


Normal; see Annex B.2.

RF bandwidth position to be tested: 
MRFBW, see subclause 4.9.1.

1)
Set up the equipment as shown in Annex D.2.1.

7.6.4.2
Procedure

1)
Set the measurement equipment parameters as specified in Table 7.6.5.1-1. For BC2, the parameters in Table 7.6.5.2-1 apply in addition.

2)
Start BS transmission according to the applicable test configuration in clause 5 at Pmax.

3)
Measure the spurious emissions over each frequency range described in subclause 7.6.5.

<Next section>
7.7
Receiver intermodulation

7.7.1
Definition and applicability

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. 

7.7.2
Minimum requirement

The minimum requirement is in TS 37.104 [2], subclauses 7.7.1, 7.7.2 and 7.7.3.

7.7.3
Test purpose

The test purpose is to verify the ability of the BS receiver to inhibit the generation of intermodulation products in its non-linear elements caused by the presence of two high-level interfering signals at frequencies with a specific relationship to the frequency of the wanted signal.

7.7.4
Method of test

7.7.4.1
Initial conditions

Test environment: Normal; see Annex B.2.

RF bandwidth position to be tested: 
MRFBW if TC6 is applicable; BRFBW and TRFBW for other TC, see subclause 4.9.1.
1)
Set-up the measurement system as shown in Annex D.2.3. 

2) 
Start to transmit according to the applicable test configuration in clause 5 using reference measurement channel to the BS under test as follows:

-
For E-UTRA see Annex A.1 in TS 36.141 [9].

-
For UTRA FDD see Annex A.2 in TS 25.141 [10].

-
For UTRA TDD see Annex A.2.1 in TS 25.142 [12].

-
For GSM see subclause 7.7.2 in TS 51.021 [11] and Annex P in TS 45.005 [6] for reference channels to test. 

7.7.4.2
Procedure for general and narrowband intermodulation

1)
Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified in Table 7.7.5.1-1 and Table 7.7.5.1-2 for general intermodulation requirement, and Table 7.7.5.2-1 and Table 7.7.5.2-2 for narrowband intermodulation requirement.

2)
Measure the performance of the wanted signal at the BS receiver, as defined in subclause 7.7.5.1 and 7.7.5.2, for the relevant carriers specified by the test configuration in subclause 4.8.

7.7.4.3
Procedure for additional narrowband intermodulation for GSM/EDGE

The GSM/EDGE MC-BTS receiver intermodulation method of test is stated in TS 51.021 [11], applicable parts of subclause 7.7, shall apply for GSM/EDGE carriers.

The conditions specified in TS 45.005 [6], Annex P.2.2 apply for the GSM/EDGE intermodulation requirement.

<End of change>
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