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	Reason for change:
(

	In suclause 8.5.57, it is specified that the Precoding Weight set restriction (PWR) can be set per secondary DL carrier as below:

“2>
if the IE "Precoding weight set restriction" is included in the IE "Secondary cell MIMO parameters":

3>
store the value of the IE "Precoding weight set restriction" in the corresponding entry in the SECONDARY_CELL_MIMO_PARAMS variable;”
Hence for 4C-HSDPA+MIMO operation, there must be 1 to 3 entries for PWR in the variable “SECONDARY_CELL_MIMO_PARAMS”, which is still missing at present.

	
	

	Summary of change:
(

	This CR provides corresponding misssing part in the Multi field of variable “SECONDARY_CELL_MIMO_PARAMS”.
Impact analysis

Impacted functionality

Impacts 4C-HSDPA+MIMO functionality.
Inter-operability

If NW is implemented with this CR, but UE not, when NW configures multple PWR values for more than 1 DL secondary carrier, UE can’t store the corresponding PWR value for the following correct operations.

If UE is implemented with this CR, but NW not, no inter-operability issue exists.


	
	

	Consequences if 
(

not approved:
	In variable “SECONDARY_CELL_MIMO_PARAMS”, the PWR setting per secondary DL carrier for 4C-HSDPA+MIMO operaton is still missing, and UE can' t perform PWR operation with more than 1 DL secondary carrier.
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	Other comments:
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// START//
13.4.39
SECONDARY_CELL_MIMO_PARAMS

This variable indicates the values of the parameters for operation in MIMO mode in the secondary serving HS-DSCH cell. See subclause 8.5.57 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	MIMO N_cqi_typeA/M_cqi ratio
	OP
	1 to 3
	Enumerated(1/2, 2/3, 3/4, 4/5, 5/6, 6/7, 7/8, 8/9, 9/10, 1/1)
	
	REL-9

	MIMO pilot configuration
	OP
	1 to 3
	MIMO pilot configuration 10.3.6.41b
	
	REL-9

	Precoding weight set  restriction
	OP
	1 to 3
	Enumerated (TRUE)
	
	REL-9


// END//
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