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Title
List of CRs from RAN WG3
Source
TSG RAN WG3

Agenda Item
8.3.1

8.3.5.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI9]
RP-111645: DTXDRX HS-SCCH order CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111645
	R3-113094
	Indicator for DTXDRX HS-SCCH order
	25.435
	0274
	1
	F
	9.4.0
	RANimp-CPC, TEI9
	Rel-9

	RP-111645
	R3-113095
	Indicator for DTXDRX HS-SCCH order
	25.435
	0275
	1
	A
	10.3.0
	RANimp-CPC, TEI9
	Rel-10

	RP-111645
	R3-113127
	Indicator for DTXDRX HS-SCCH order
	25.425
	0161
	-
	F
	9.2.0
	RANimp-CPC, TEI9
	Rel-9

	RP-111645
	R3-113128
	Indicator for DTXDRX HS-SCCH order
	25.425
	0162
	-
	A
	10.1.0
	RANimp-CPC, TEI9
	Rel-10

	RP-111645
	R3-113161
	Support of dynamic HS-SCCH order for DTXDRX
	25.423
	1723
	2
	F
	9.7.0
	RANimp-CPC, TEI9
	Rel-9

	RP-111645
	R3-113162
	Support of dynamic HS-SCCH order for DTXDRX
	25.423
	1724
	2
	A
	10.4.0
	RANimp-CPC, TEI9
	Rel-10

	RP-111645
	R3-113163
	Support of dynamic HS-SCCH order for DTXDRX
	25.433
	1924
	2
	F
	9.7.0
	RANimp-CPC, TEI9
	Rel-9

	RP-111645
	R3-113164
	Support of dynamic HS-SCCH order for DTXDRX
	25.433
	1925
	2
	A
	10.4.0
	RANimp-CPC, TEI9
	Rel-10


RP-111646: TEI9 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111646
	R3-112733
	Correct missing SPI reference in tabular
	25.433
	1913
	-
	F
	9.7.0
	TEI9
	Rel-9

	RP-111646
	R3-112734
	Correct missing SPI reference in tabular
	25.433
	1914
	-
	A
	10.4.0
	TEI9
	Rel-10

	RP-111646
	R3-112746
	Correction of emergency call
	25.413
	1142
	-
	F
	9.7.0
	TEI9
	Rel-9

	RP-111646
	R3-112747
	Correction of emergency call
	25.413
	1143
	-
	A
	10.3.0
	TEI9
	Rel-10

	RP-111646
	R3-112790
	Correction of emergency call
	25.467
	0163
	-
	F
	9.5.0
	TEI9
	Rel-9

	RP-111646
	R3-112791
	Correction of emergency call
	25.467
	0164
	-
	A
	10.3.0
	TEI9
	Rel-10


8.3.6
Approval of linked CRs where the leading one originated from RAN WG3

RP-111647: Correction of emergency call
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111647
	R3-112738
	Correction of Emergency call
	36.413
	0942
	-
	F
	9.7.0
	TEI9
	Rel-9

	RP-111647
	R2-116529
	Correction of Emergency call
	36.300
	0412
	-
	F
	9.8.0
	TEI9
	Rel-9


10.1


Closed REL-10 work items
RP-111648: Closed Rel-10 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111648
	R3-113158
	Correction on ABS Information
	36.423
	0480
	2
	F
	10.3.0
	eICIC_LTE-Core
	Rel-10

	RP-111648
	R3-113075
	GW Context Release Indication correction
	36.413
	0945
	1
	F
	10.3.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111648
	R3-113167
	Access Control in RNSAP Relocation between HNBs
	25.467
	0160
	1
	F
	10.3.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-111648
	R3-112737
	Correction of Counting Request
	36.443
	0060
	-
	F
	10.3.0
	MBMS_LTE_enh-Core
	Rel-10 

	RP-111648
	R3-112732
	Definition of Maximum no. of candidate cells
	36.413
	0941
	-
	F
	10.3.0
	SONenh_LTE-Core
	Rel-10


RP-111649: MDT CRs (*)
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111649
	R3-113117
	Alignment on privacy requirements for MDT
	36.413
	0954
	3
	F
	10.3.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111649
	R3-113156
	Addition of TCE IP in IUR INVOKE TRACE
	25.423
	1715
	2
	F
	10.4.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-111649
	R3-113157
	Addition of TCE IP in CN INVOKE TRACE
	25.413
	1141
	2
	F
	10.3.0
	MDT_UMTSLTE-Core
	Rel-10


(*) This set is to be conditionally approved pending on the approval of linked CRs in SA5.

10.3


Small Technical Enhancements and Improvements for Rel-10 [TEI10]
RP-111650: TEI10 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111650
	R3-112736
	Measurement configuration for Inbound Mobility
	25.467
	0161
	-
	F
	10.3.0
	EHNB-RAN3, TEI10
	Rel-10

	RP-111650
	R3-112774
	Correction on MBMS Session Stop
	36.444
	0022
	-
	F
	10.2.0
	MBMS_LTE, TEI10
	Rel-10

	RP-111650
	R3-113058
	Correction on the Spare Extension
	25.446
	0014
	1
	F
	10.1.0
	MBMS_LTE, TEI10
	Rel-10

	RP-111650
	R3-113154
	Correction on the Length of Spare Extension
	25.446
	0013
	1
	F
	10.1.0
	MBMS_LTE, TEI10
	Rel-10


RP-111651: TEI10 CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111650
	R3-112741
	Correction of Emergency call
	36.413
	0943
	-
	F
	10.3.0
	TEI10
	Rel-10

	RP-111650
	R3-112742
	Correction of the annex on the processing of transparent containers at MME
	36.413
	0944
	-
	F
	10.3.0
	TEI10
	Rel-10

	RP-111650
	R3-112743
	Introduction of the annex on the processing of transparent containers at SGSN
	25.413
	1140
	-
	F
	10.3.0
	TEI10
	Rel-10

	RP-111650
	R3-113073
	Introduction of frequency specific compressed mode
	25.433
	1916
	1
	F
	10.4.0
	TEI10
	Rel-10

	RP-111650
	R3-113076
	Support for frequency specific compressed mode 
	25.423
	1718
	1
	F
	10.4.0
	TEI10
	Rel-10

	RP-111650
	R3-113081
	Correction of Routing
	25.413
	1149
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-111650
	R3-113098
	Clarification on the timing of PICH/HS-SCCH
	25.435
	0272
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-111650
	R3-113118
	Fast Return after CSFB
	25.413
	1148
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-111650
	R3-113153
	Rapporteur update on specification references
	25.467
	0159
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-111650
	R3-113155
	Correction to the eNB Configuration Update procedure, and the MCE Configuration Update procedure
	36.443
	0061
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-111650
	R3-113159
	Corrections on UE Registration Procedure
	25.467
	0162
	2
	F
	10.3.0
	TEI10
	Rel-10


11.2.2.1

Eight carrier HSDPA - Core part [500119, 8C_HSDPA-Core, 06/2012]
RP-111652: 8C_HSDPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111652
	R3-113062
	Introduction of 8-carrier HSDPA
	25.423
	1722
	1
	B
	10.4.0
	8C_HSDPA-Core
	Rel-11

	RP-111652
	R3-113063
	Introduction of 8-carrier HSDPA
	25.433
	1923
	1
	B
	10.4.0
	8C_HSDPA-Core
	Rel-11


11.2.3.1

Uplink Transmit Diversity for HSPA - Core part: Closed Loop [500122, HSPA_UL_TxDiv-CL-Core, 03/2012]

RP-111653: HSPA_UL_TxDiv-CL CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111653
	R3-113064
	Introduction of UL CLTD
	25.433
	1915
	1
	B
	10.4.0
	HSPA_UL_TxDiv-CL-Core
	Rel-11

	RP-111653
	R3-113065
	Introduction of UL CLTD
	25.423
	1716
	1
	B
	10.4.0
	HSPA_UL_TxDiv-CL-Core
	Rel-11

	RP-111653
	R3-113160
	Indicator to the old UL CLTD Control Node B
	25.427
	0154
	2
	B
	10.1.0
	HSPA_UL_TxDiv-CL-Core
	Rel-11


11.3.1.1

Extending 850 MHz Upper Band (814 – 849 MHz) - Core part [500120, e850_UB-Core, 12/2011]

RP-111654: Band 26 for E850 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111654
	R3-112724
	Addition of new Band 26 for E850
	25.466
	0041
	-
	B
	10.2.0
	e850_UB-Core
	Rel-10

	RP-111654
	R3-112725
	Addition of new Band 26 for E850
	25.423
	1714
	-
	B
	10.4.0
	e850_UB-Core
	Rel-10

	RP-111654
	R3-113103
	Addition of new Band 26 for E850
	25.461
	0075
	1
	B
	10.2.0
	e850_UB-Core
	Rel-10


11.6


Small Technical Enhancements and Improvements for Rel-11 [TEI11]

RP-111655: TEI11 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-111655
	R3-113165
	Addition of M3 Setup
	36.444
	0026
	5
	C
	10.2.0
	TEI11
	Rel-11

	RP-111655
	R3-113166
	Correction of MCCH Update Synchronization mechanism
	36.444
	0025
	4
	C
	10.2.0
	TEI11
	Rel-11


page 5/9

