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<Start of first modified section>
4.7.3
Contents of ESM messages

<<Text skipped…>>
-
ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
This message is sent by the SS to the UE.

Table 4.7.3-6: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

	Derivation Path: 24.301 clause 8.3.6

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	ESM
	
	

	EPS bearer identity
	An arbitrarily selected value between '0101'B and '1111'B.
	
	

	Procedure transaction identity
	The same value as the value set in the latest PDN CONNECTIVITY REQUEST message sent prior to this message.
	
	

	Activate default EPS bearer context request message identity
	'1100 0001'B
	Activate default EPS bearer context request
	

	EPS QoS
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	NOT IMS APN

	EPS QoS
	See Reference default EPS bearer context #2 in table 6.6.1-1
	
	IMS APN

	Access point name
	The SS defines a Default APN or, if the UE transmits an ESM INFORMATION RESPONSE message providing an APN, the SS shall use this value
	
	NOT IMS APN

	Access point name
	IMS.apn.epc.mnc<MNC>.mcc<MCC>.3gppnetwork.org

The <MNC> and  <MCC> are set to the same values as in IMSI.
	
	IMS APN

	PDN address
	
	
	IPv4 

	  Length of PDN address contents
	5 octets
	
	

	  PDN type value
	‘001’B
	IPv4
	

	  PDN address information
	IPv4 address
	The SS provides a valid IPv4 address
	NOT IPv4-DHCP

	
	0.0.0.0
	DHCPv4 is to be used to allocate the IPv4 address
	IPv4-DHCP

	PDN address
	
	
	IPv6

	  Length of PDN address contents
	9 octets
	
	

	  PDN type value
	‘010’B
	IPv6
	

	  PDN address information
	IPv6 interface identifier
	The SS provides a valid IPv6 interface identifier
	

	PDN address
	
	
	IPv4v6

	  Length of PDN address contents
	13 octets
	
	

	  PDN type value
	‘011’B
	IPv4v6
	

	  PDN address information (Octets 4 to 11)
	IPv6 interface identifier
	The SS provides a valid IPv6 interface identifier
	

	  PDN address information (Octets 12 to 15)
	IPv4 address
	The SS provides a valid IPv4 address
	NOT IPv4-DHCP

	
	0.0.0.0
	DHCPv4 is to be used to allocate the IPv4 address
	IPv4-DHCP

	Transaction identifier
	Not present or any allowed value
	
	

	Negotiated QoS
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	Negotiated LLC SAPI
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	Radio priority
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	Packet flow Identifier
	Not present
	
	

	APN-AMBR
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	ESM cause
	Not present
	
	

	Protocol configuration options
	
	
	

	  Configuration protocol
	See Reference default EPS bearer context #1 in table 6.6.1-1
	
	

	  Container ID 1
	‘0001’H
	
	P-CSCF IPv6

	    Length of container ID 1 contents
	
	Length value determined by the TTCN implementation
	

	    Container ID 1 contents
	IPv6 address
	P-CSCF IPv6 Address
	

	  Container ID 1
	‘000C’H
	
	P-CSCF IPv4

	    Length of container ID 1 contents
	
	Length value determined by the TTCN implementation
	

	    Container ID 1 contents
	IPv4 address
	P-CSCF IPv4 Address
	


	Condition
	Explanation

	IPv4
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = '001'B

	IPv6
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = '010'B

	IPv4v6
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = '011'B

	IPv4-DHCP
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the IE Protocol configuration options contains a configuration protocol option = '000B00H' ("IPv4 address allocation via DHCPv4", length of contents = 0).

Note: This condition is used in conjunction with IPv4 or IPv4v6 as indicated in the "PDN address row" just above.

	P-CSCF IPv6
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the Protocol configuration options and the additional parameter list was included with a “P-CSCF IPv6 Address Request”

Note: This condition is only applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25).

	P-CSCF IPv4
	If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the Protocol configuration options and the additional parameter list was included with a “P-CSCF IPv4 Address Request”

Note: This condition is only applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25).

	IMS APN
	If the UE indicate IMS support (TS 36.523-2 A.4.4-1/25). 


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.
<End of modified section>
<Start of second modified section>
6.6.1
Reference default EPS bearer contexts
The following table defines Reference default EPS bearer contexts. Default EPS bearer context1 is the default "default EPS bearer context" which is used in the common procedures and test cases where no particular default EPS bearer context is specified.
Table 6.6.1-1: Reference default EPS bearer contexts

	Parameters
	Reference default EPS bearer context #1
	Reference default EPS bearer context #2
	Reference default EPS bearer context #3

	EPS QoS

	QCI 

(Note 1)
	9

(non-GBR QCI)
	5

(non-GBR QCI)
	FFS

	Maximum bit rate for uplink
	64 kbps

(Note 2)
	64 kbps

(Note 2)
	FFS

	Maximum bit rate for downlink
	64 kbps

(Note 2)
	64 kbps

(Note 2)
	FFS

	Guaranteed bit rate for uplink
	64 kbps

(Note 2)
	64 kbps

(Note 2)
	FFS

	Guaranteed bit rate for downlink
	64 kbps

(Note 2)
	64 kbps

(Note 2)
	FFS

	Maximum bit rate for uplink (extended)
	0
	0
	FFS

	Maximum bit rate for downlink (extended)
	0
	0
	FFS

	Guaranteed bit rate for uplink (extended)
	0
	0
	FFS

	Guaranteed bit rate for downlink (extended)
	0
	0
	FFS

	APN
	Arbitrarily chosen
	FFS
	FFS

	PDN address
	Static
	FFS
	FFS

	Negotiated QoS
	Note 3, Note 4
	FFS
	FFS

	Negotiated LLC SAPI
	Note 4
	FFS
	FFS

	Radio priority
	Note 4
	FFS
	FFS

	APN-AMBR
	Not present
	FFS
	FFS

	Configuration protocol
	PPP
	FFS
	FFS

	Note 1:
For all non-GBR QCIs, the maximum and guaranted bit rates shall be ignored.

Note 2:
According to TS 24.301, the UE ignores these parameters for a non-GBR QCI.

Note 3:
Parameters included for UEs capable of UTRAN according to TS 51.010 clause 40.5 – Test PDP Context 2.

Note 4:
Parameters included for UEs capable of GERAN according to TS 51.010 subclause 40.5.


<End of modified section>
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