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9.2.3.2.1a
Combined tracking area update / Successful / Check of last visited TAI and handling of TAI list, LAI and TMSI
9.2.3.2.1a.1
Test Purpose (TP)
(1)

with { a combined EPS/IMSI attached UE has sent a combined TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating', including a last visited registered TAI }

ensure that {

  when { the UE receives a TRACKING AREA UPDATE ACCEPT message containing a new TAI list, a location area information(LAI) and a TMSI as the mobile identity }

   then { the UE shall delete its old TMSI and shall store the new TMSI and transmits a TRACKING AREA UPDATE COMPLETE message and enters EMM-REGISTERED state }

             }
(2)
with { UE in state EMM-REGISTERED, EMM-IDLE mode and ISR not activated }

ensure that {

  when { UE performs a cell reselection from E-UTRAN to UTRAN and enters a location area stored on the USIM }

   then { the UE shall perform location and routine updating }

             }
(3)

with { UE in state GMM-REGISTERED mode }
ensure that {

  when { the UE receives a Paging message including an ue-Identity set to an unmatched TMSI i.e. other than the one allocated to the UE at the UE registration procedure }

   then { the UE doesn’t establish an RRC connection to answer the paging }

             }
(4)
with { UE in state GMM-REGISTERED mode }
ensure that {

  when { the UE receives a Paging message including an ue-Identity set to the TMSI which was allocated to the UE }

   then { the UE establishes an RRC connection to answer the paging and the TMSI and the location area information(LAI) as Initial UE Identity are included in RRCConnectionRequest message }

             }
(5)

with { a combined EPS/IMSI attached UE has sent a combined TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating with IMSI attach', including a last visited registered TAI }

ensure that {

  when { the UE receives a TRACKING AREA UPDATE ACCEPT message containing a new TAI list, a location area information(LAI) (Neither a TMSI nor an IMSI as the mobile identity is included)  }

   then { the UE shall keep the old TMSI if any available and enters EMM-REGISTERED state }

             }
(6)

void

 (7)

Void

 (8)

with { a combined EPS/IMSI attached UE has sent a combined TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating with IMSI attach', including a last visited registered TAI }

ensure that {

  when { the UE receives a TRACKING AREA UPDATE ACCEPT message containing a new TAI list, a location area information(LAI) and an IMSI as the mobile identity }

   then { the UE shall delete any old TMSI and enters EMM-REGISTERED state }

             }
(9)

Void

 (10)
with { UE in state GMM-REGISTERED mode }
ensure that {

  when { the UE receives a Paging message including an ue-Identity set to a TMSI }

   then { the UE doesn’t establishe an RRC connection to answer the paging }

             }
9.2.3.2.1a.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 5.5.3.3.1, 5.5.3.3.2 , 5.5.3.3.4.1 and 5.5.3.3.4.2; TS 24.008, clause 4.4.1.
[TS24.301 clause 5.5.3.3.1]

Within a combined tracking area updating procedure the messages TRACKING AREA UPDATE ACCEPT and TRACKING AREA UPDATE COMPLETE carry information for the tracking area updating and the location area updating.
The combined tracking area updating procedure follows the normal tracking area updating procedure described in subclause 5.5.3.2.

[TS24.301 clause 5.5.3.3.2]

The UE operating in CS/PS mode 1 or CS/PS mode 2, in state EMM-REGISTERED, shall initiate the combined tracking area updating procedure:

a)
when the UE that is attached for both EPS and non-EPS services detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the MME;

b)
when the UE that is attached for EPS services wants to perform an attach for non-EPS services. In this case the EPS update type IE shall be set to "Combined TA/LA updating with IMSI attach";

c)
when the UE performs an intersystem change from A/Gb mode to S1 mode and the EPS services were previously suspended in A/Gb mode;

d)
when the UE performs an intersystem change from A/Gb or Iu mode to S1 mode and the UE previously performed a location area update procedure in A/Gb or Iu mode, in order to re-establish the SGs association;

e)
when the UE enters EMM-REGISTERED.NORMAL-SERVICE and the UE's TIN indicates "P-TMSI";

f)
when the UE receives an indication from the lower layers that the RRC connection was released with cause "load balancing TAU required";

g)
when the UE deactivated EPS bearer context(s) locally while in EMM-REGISTERED.NO-CELL-AVAILABLE, and then returns to EMM-REGISTERED.NORMAL-SERVICE;

h)
when the UE changes the UE core network capability information or the UE specific DRX parameter or both;

i)
when the UE receives an indication of "RRC Connection failure" from the lower layers and has no user uplink data pending; or

j)
when the UE has selected a CSG cell whose CSG identity is not included in the UE's Allowed CSG list.
To initiate a combined tracking area updating procedure the UE sends the message TRACKING AREA UPDATE REQUEST to the network, starts timer T3430 and changes to state EMM-TRACKING-AREA-UPDATING-INITIATED. The value of the EPS update type IE in the message shall indicate "combined TA/LA updating" unless explicitly specified otherwise.
The UE shall include the TMSI status IE if no valid TMSI is available. Furthermore, if the UE has stored a valid location area identification, the UE shall include it in the Old location area identification IE in the TRACKING AREA UPDATE REQUEST message.

[TS24.301 clause 5.5.3.3.4.1]
Depending on the value of the EPS update result IE received in the TRACKING AREA UPDATE ACCEPT message, two different cases can be distinguished:

1)
The EPS update result IE value indicates "combined TA/LA updated": Tracking and location area updating is successful;

2)
The EPS update result IE value indicates "TA updated": Tracking area updating is successful, but location area updating is not successful.

A TRACKING AREA UPDATE COMPLETE message shall be returned to the network if the TRACKING AREA UPDATE ACCEPT message contains a GUTI or a mobile identity or both.
[TS24.301 clause 5.5.3.3.4.2]

The description for normal tracking area update as specified in subclause 5.5.3.2.4 shall be followed. In addition, the following description for location area updating applies.
The TMSI reallocation may be part of the combined tracking area updating procedure. The TMSI allocated is then included in the TRACKING AREA UPDATE ACCEPT message together with the location area identification (LAI). In this case the MME shall change to state EMM-COMMON-PROCEDURE-INITIATED and shall start the timer T3450 as described in subclause 5.4.1. The LAI may be included in the TRACKING AREA UPDATE ACCEPT message without TMSI.

The UE, receiving a TRACKING AREA UPDATE ACCEPT message, stores the received location area identification, resets the location update attempt counter, sets the update status to U1 UPDATED and enters MM state MM IDLE.
How to handle the old TMSI stored in the UE depends on the mobile identity included in the TRACKING AREA UPDATE ACCEPT message.

-
If the TRACKING AREA UPDATE ACCEPT message contains an IMSI, the UE is not allocated any TMSI, and shall delete any old TMSI accordingly.
-
If the TRACKING AREA UPDATE ACCEPT message contains a TMSI, the UE shall use this TMSI as new temporary identity. The UE shall delete its old TMSI and shall store the new TMSI. In this case, a TRACKING AREA UPDATE COMPLETE message is returned to the network to confirm the received TMSI. 
-
If neither a TMSI nor an IMSI has been included by the network in the TRACKING AREA UPDATE ACCEPT message, the old TMSI, if any is available, shall be kept.
The network receiving a TRACKING AREA UPDATE COMPLETE message stops timer T3450, changes to state EMM-REGISTERED and considers the new TMSI as valid.

[TS 24.008 clause 4.4.1]

The location updating procedure is a general procedure which is used for the following purposes:

.....
-
indicating to the network that the MS, configured to use CS fallback and SMS over SGs, or SMS over SGs only, has entered a GERAN or UTRAN cell in NMO II or III, after intersystem change from S1 mode to Iu or A/Gb mode, the TIN indicates "GUTI" and the location area of the current cell is the same as the stored location area; or

NOTE 1:
The location updating procedure can be delayed when the intersystem change is due to CS fallback. In this case, the MS has to remember that it has to perform a location updating procedure after the RR connection is released, if the MS is still in GERAN/UTRAN.

.....

The normal location updating procedure shall also be started if the MS is configured to use CS fallback and SMS over SGs, or SMS over SGs only, and the TIN indicates "RAT-related TMSI",

-
when the periodic tracking area update timer T3412 expires and the network operates in network operation mode II or III; or

-
when the MS enters a GERAN or UTRAN cell in network operation mode II or III and the E-UTRAN deactivate ISR timer T3423 is running.

NOTE 2:
The timers T3412 and T3423 are specified in 3GPP TS 24.301 [120].

The normal location updating procedure shall also be started when the MS, configured to use CS fallback and SMS over SGs, or SMS over SGs only, enters a GERAN or UTRAN cell in network operation mode II or III and the E-UTRAN deactivate ISR timer T3423 has expired.
If the MS, configured to use CS fallback and SMS over SGs, enters a GERAN or UTRAN cell in network operation mode II or III, after intersystem change from S1 mode to Iu or A/Gb mode due to CS fallback, and the location area of the current cell is not available, the MS should initiate the location updating procedure.
.....

In the case that the mobile station is initiating an emergency call but, due to cell re-selection or redirection by the network, it moves to a different LAI then the mobile station may delay the location updating procedure in the new LA until after the emergency call is completed.
9.2.3.2.1a.3
Test description

9.2.3.2.1a.3.1
Pre-test conditions

System Simulator:
-
cell A (belongs to TAI-1) is set to ''Serving cell'';
-
cell B (belongs to TAI-2) is set to ''Non-suitable cell''; 

-
System information combination 9 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.
-
if pc_UTRAN: 
-
cell 5 (UTRA FDD or UTRA TDD, belongs to LAI-1) is set to ''Non-suitable “off” cell''.

-
cell 7 (UTRA FDD or UTRA TDD, as exception contains LAI-2) is set to ''Non-suitable cell''.

-
UTRAN is NOT using Gs interface. (NMO in System Information Block 1 indicates NMO II).

UE:

-
the UE is configured to initiate combined EPS/IMSI attach.

Preamble:

-
the UE is in state Registered, Idle mode (state 2) with condition CombinedAttach on Cell A according to [18].     

9.2.3.2.1a.3.2
Test procedure sequence
Table 9.2.3.2.1a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	1
	Set cell type of Cell A to the "non-Suitable cell" Set cell type of Cell B to the "Serving cell". 
	
	
	
	

	2
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-1?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	3
	The SS sends TRACKING AREA UPDATE ACCEPT message including with LAI set to LAI-2, including a new TMSI (TMSI-2) as MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	4
	Check: Does the UE send TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	1
	P

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell 7.
	-
	-
	-
	-

	6
	Set cell type of Cell B to the "non-Suitable cell" Set cell type of Cell 7 to the "Serving cell".
	-
	-
	-
	-

	7
	The UE performs Cell Reselection from Cell B (E-UTRAN cell) to Cell 7 (UTRAN cell).
	-
	-
	-
	-

	8
	Void
	
	
	
	

	-
	EXCEPTION: The behaviour in table 9.2.3.2.1a.3.2-2 occurs in parallel with steps 9-9B.
	
	
	
	

	9
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message?
	-->
	ROUTING AREA UPDATE REQUEST
	2
	P

	9A
	The SS transmits a ROUTING AREA UPDATE ACCEPT message
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	9B
	The UE transmits a ROUTING AREA UPDATE COMPLETE message
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	10
	The SS send Paging message including an unmatched identity.
	<--
	Paging
	-
	-

	11
	Check: Does the UE transmit RRCConnectionRequest to answer the Paging?
	-->
	RRCConnectionRequest
	3
	F

	12
	The SS send Paging message including a matched identity (UE Identity = TMSI-2).
	<--
	Paging
	-
	-

	13
	Check: Does the test results of Mobile terminated establishment of Radio Resource Connection [5] indicate that the UE transmit RRCConnectionRequest with Initial UE identity set to TMSI-2 and LAI-2 to answers on Paging message?
	-
	-
	4
	P

	13a
	The UE sends a PAGING RESPONSE message
	-->
	PAGING RESPONSE
	-
	-

	14
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	15
	Set cell type of Cell 7 to the "non-Suitable cell" Set cell type of Cell A to the "Serving cell".
	-
	-
	-
	-

	16
	The UE performs Cell Reselection from Cell 7 (UTRAN cell) to Cell A (E-UTRAN cell).
	
	
	
	

	17
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-2?
	-->
	TRACKING AREA UPDATE REQUEST
	5
	P

	18
	The SS sends TRACKING AREA UPDATE ACCEPT message with LAI set to LAI-1, not including MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	19
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell 5.
	-
	-
	-
	-

	20
	Set cell type of Cell A to the "non-Suitable cell. Set cell type of Cell 7 to the "non-Suitable “off” cell". " Set cell type of Cell 5 to the "Serving cell".
	-
	-
	-
	-

	21
	The UE performs Cell Reselection from Cell A (E-UTRAN cell) to Cell 5(UTRAN cell).
	-
	-
	-
	-

	22
	Void
	
	
	
	

	-
	EXCEPTION: The behaviour in table 9.2.3.2.1a.3.2-3 occurs in parallel with steps 23-23B.
	
	
	
	

	23
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message?
	-->
	ROUTING AREA UPDATE REQUEST
	2
	P

	23A
	The SS transmits a ROUTING AREA UPDATE ACCEPT message
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	23B
	The UE transmits a ROUTING AREA UPDATE COMPLETE message
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	24
	The SS send Paging message including a matched identity (UE Identity = TMSI-2).
	<--
	Paging
	-
	-

	25
	Check: Does the test results of Mobile terminated establishment of Radio Resource Connection [5] indicate that the UE transmit RRCConnectionRequest with Initial UE identity set to TMSI-2 and LAI-1 to answers on Paging message?
	-
	-
	4
	P

	25a
	The UE sends a PAGING RESPONSE message
	-->
	PAGING RESPONSE
	-
	-

	26
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell B.
	-
	-
	-
	-

	27
	Set cell type of Cell 5 to the "non-Suitable cell" Set cell type of Cell B to the "Serving cell".
	-
	-
	-
	-

	28
	The UE performs Cell Reselection from Cell 5(UTRAN cell) to Cell B (E-UTRAN cell).
	-
	-
	-
	-

	29
	Check: Does the UE transmit a combined TRACKING AREA UPDATE REQUEST message with Last visited registered TAI set to TAI-1?
	-->
	TRACKING AREA UPDATE REQUEST
	8
	P

	30
	The SS sends TRACKING AREA UPDATE ACCEPT message with LAI set to LAI-2, including the IMSI as MS identity.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	30a
	The UE sends a TRACKING AREA UPDATE COMPLETE message
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	31
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	The following messages are sent and shall be received on Cell 7.
	-
	-
	-
	-

	32
	Set cell type of Cell B to the "non-Suitable cell". Set cell type of Cell A to the "non-Suitable “off” cell". Set cell type of Cell 7 to the "Serving cell".
	-
	-
	-
	-

	33
	The UE performs Cell Reselection from Cell B (E-UTRAN cell) to Cell 7 (UTRAN cell).
	-
	-
	-
	-

	34
	Void
	
	
	
	

	-
	EXCEPTION: The behaviour in table 9.2.3.2.1a.3.2-3 occurs in parallel with steps 35-35B.
	
	
	
	

	35
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message?
	-->
	ROUTING AREA UPDATE REQUEST
	2
	P

	35A
	The SS transmits a ROUTING AREA UPDATE ACCEPT message
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	35B
	The UE transmits a ROUTING AREA UPDATE COMPLETE message
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-

	36
	The SS sends Paging message including a TMSI.
	<--
	Paging
	-
	-

	37
	Check: Does the UE transmit RRCConnectionRequest to answer the Paging?
	-->
	RRCConnectionRequest
	10
	F


Table: 9.2.3.2.1a.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does UE perform Location updating procedure?
	-->
	LOCATION UPDATING REQUEST
	2
	P

	2
	The SS transmits an AUTHENTICATION REQUEST message.
	<--
	AUTHENTICATION REQUEST
	-
	-

	3
	The UE transmits an AUTHENTICATION RESPONSE message.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	4
	The SS transmits a LOCATION UPDATING ACCEPT message.
	<--
	LOCATION UPDATING ACCEPT
	-
	-


Table: 9.2.3.2.1a.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does UE perform Location updating procedure?
	-->
	LOCATION UPDATING REQUEST
	2
	P

	2
	The SS transmits a LOCATION UPDATING ACCEPT message.
	<--
	LOCATION UPDATING ACCEPT
	-
	-


9.2.3.2.1a.3.3
Specific message contents

Table 9.2.3.2.1a.3.3-1: Message TRACKING AREA UPDATE REQUEST (step 2, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	Old GUTI is included by UE if valid, IMSI otherwise.
	

	Last visited registered TAI
	TAI-1
	If available, the last TAI is included by UE and will be used to establish a good list of TAIs in subsequent ATTACH ACCEPT message.
	

	Old LAI
	 LAI-1
	
	

	TMSI status
	Not present
	
	


Table 9.2.3.2.1a.3.3-2: Message TRACKING AREA UPDATE ACCEPT (step 3, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	Not present
	
	

	GUTI
	Not present
	This IE may be included to assign a new GUTI
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	00001000
	8 octets
	

	  Number of elements
	000001
	1 element
	

	  Type of list
	000
	One PLMN with non-consecutive TACs
	

	    MCC

    MNC
    TAC 1
	TAI-2
	
	

	LAC
	2 (LAI-2)
	
	

	MS identity
	TMSI-2
	
	

	T3402 value
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	EMM cause
	Not present
	
	


Table 9.2.3.2.1a.3.3-3: Message PAGING TYPE 1 (step 10, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 7.1.2.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	Paging record list
	
	
	

	    Paging record
	
	
	

	      CN originator
	
	
	

	         Paging cause

         CN domain identity

         UE identity
	Terminating Speech Call
CS domain
TMSI other than TMSI-2
	
	


Table 9.2.3.2.1a.3.3-4: Message PAGING TYPE 1 (step 12, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 7.1.2.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	Paging record list
	
	
	

	    Paging record
	
	
	

	      CN originator
	
	
	

	         Paging cause

         CN domain identity

         UE identity
	Terminating Speech Call
CS domain
TMSI-2
	
	


Table 9.2.3.2.1a.3.3-5: Message RRC CONNECTION REQUEST (step 13, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 9.1.1

	Information Element
	Value/Remark
	Comment
	Condition

	Initial UE identity
	
	
	

	  TMSI(GSM-MAP)

  LAI   (GSM-MAP)
	TMSI-2

LAI-2
	
	

	Establishment cause
	Terminating Conversational Call
	
	


Table 9.2.3.2.1a.3.3-6 Message TRACKING AREA UPDATE REQUEST (step 17, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	Old GUTI is included by UE if valid, IMSI otherwise.
	

	Last visited registered TAI
	TAI-2
	If available, the last TAI is included by UE and will be used to establish a good list of TAIs in subsequent ATTACH ACCEPT message.
	

	Old LAI
	LAI-2
	
	

	TMSI status
	Not present
	
	

	EPS update type
	010
	combined TA/LA updating with IMSI attach
	

	NonceUE
	Any allowed value
	
	

	Old P-TMSI signature
	Present
	
	

	Additional GUTI
	GUTI-1
	
	


Table 9.2.3.2.1a.3.3-7: Message TRACKING AREA UPDATE ACCEPT (step 18, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	Not present
	
	

	GUTI
	Not present
	This IE may be included to assign a new GUTI
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	00001000
	8 octets
	

	  Number of elements
	000001
	1 element
	

	  Type of list
	000
	One PLMN with non-consecutive TACs
	

	    MCC

    MNC
    TAC 1
	TAI-1
	
	

	LAC
	1 (LAI-1)
	
	

	MS identity
	Not present
	
	

	T3402 value
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	EMM cause
	Not present
	
	


Table 9.2.3.2.1a.3.3-8: Message PAGING TYPE 1 (step 24, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 7.1.2.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	Paging record list
	
	
	

	    Paging record
	
	
	

	      CN originator
	
	
	

	         Paging cause

         CN domain identity

         UE identity
	Terminating Speech Call
CS domain
TMSI-2
	
	


Table 9.2.3.2.1a.3.3-9: Message RRC CONNECTION REQUEST (step 25, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 9.1.1

	Information Element
	Value/Remark
	Comment
	Condition

	Initial UE identity
	
	
	

	  TMSI(GSM-MAP)

  LAI   (GSM-MAP)
	TMSI-2

LAI-1
	
	

	Establishment cause
	Terminating Conversational Call
	
	


Table 9.2.3.2.1a.3.3-10: Message TRACKING AREA UPDATE REQUEST (step 29, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-27

	Information Element
	Value/Remark
	Comment
	Condition

	Old GUTI
	GUTI-1
	Old GUTI is included by UE if valid, IMSI otherwise.
	

	Last visited registered TAI
	TAI-1
	If available, the last TAI is included by UE and will be used to establish a good list of TAIs in subsequent ATTACH ACCEPT message.
	

	Old LAI
	LAI-1
	
	

	TMSI status
	Not present
	
	

	EPS update type
	010
	combined TA/LA updating with IMSI attach
	

	NonceUE
	Any allowed value
	
	

	Old P-TMSI signature
	Present
	
	

	Additional GUTI
	GUTI-1
	
	


Table 9.2.3.2.1a.3.3-11: Message TRACKING AREA UPDATE ACCEPT (step 30, Table 9.2.3.2.1a.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EPS update result
	001
	"combined TA/LA"
	

	T3412 value
	Not present
	
	

	GUTI
	Not present
	This IE may be included to assign a new GUTI
	

	TAI list
	
	
	

	  Length of tracking area identity list contents
	00001000
	8 octets
	

	  Number of elements
	000001
	1 element
	

	  Type of list
	000
	One PLMN with non-consecutive TACs
	

	    MCC

    MNC

    TAC 1
	TAI-2
	
	

	LAC
	2(LAI-2)
	
	

	MS identity
	IMSI
	
	

	T3402 value
	Not present
	
	

	Equivalent PLMNs
	Not present
	
	

	EMM cause
	Not present
	
	


Table 9.2.3.2.1a.3.3-12: Message PAGING TYPE 1 (step 36, Table 9.2.3.2.1a.3.2-1)
	Derivation path: 34.108 sec 7.1.2.4.1

	Information Element
	Value/Remark
	Comment
	Condition

	Paging record list
	
	
	

	    Paging record
	
	
	

	      CN originator
	
	
	

	         Paging cause

         CN domain identity

         UE identity
	Terminating Speech Call
CS domain
TMSI (any value)
	
	


Table 9.2.3.2.1a.3.3-13: LOCATION UPDATING REQUEST (step 1, Table 9.2.3.2.1a.3.2-2 and step 1, Table 9.2.3.2.1a.3.2-3)

	Derivation Path: TS 36.508 Table 4.7B.2-4

	Information Element
	Value/remark
	Comment
	Condition

	Location updating type
	IMSI attach 
	
	


Table 9.2.3.2.1a.3.3-14: LOCATION UPDATING ACCEPT (step 4, Table 9.2.3.2.1a.3.2-2 and step 2, Table 9.2.3.2.1a.3.2-3)

	Derivation Path: TS 36.508 Table 4.7B.2-5

	Information Element
	Value/remark
	Comment
	Condition

	Mobile identity
	Not present
	
	


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" �� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" �http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" �http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm" �21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





