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Overview

This document lists TTCN changes needed to correct a problem in ATS ‘iwd-EUTRA-B2011-03_D11wk42’.
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Corrections
Change 1 – Correction to function ‘f_TC_7_1_3_9_EUTRA()’

Function name
f_TC_7_1_3_9_EUTRA

Reason for change
As per the TS 36.523-1 section 7, in all MAC and RLC handover test cases during the execution of generic test procedure defined in TS 36.508 section 4.5.3A, the specifc message content specified in table 7-1 should be used for RRC Connection Reconfiguration message transmitted at step 8 of TS 36.508 table 4.5.3.3-1.

Summary of change
The value of IE statusReportRequired is set to ‘FALSE’ in PDCP-Config-DRB-AM.

TTCN module
MAC_713.ttcn 

MCC160 Comment


Before:

  function f_TC_7_1_3_9_EUTRA ( ) runs on EUTRA_PTC
  { /* L2/MAC
     * 7.1.3.9 : MAC reset-DL
     */
    const HarqProcessId_Type tsc_HARQ_Process := 3; // selected the highest allowed HARQ process in TDD config 0
    var SubFrameTiming_Type v_Timing;
    var SubFrameTiming_Type v_Timing2;
    var SRB_COMMON_IND v_SRB_COMMON_IND;
    var SYSTEM_IND v_ReceivedSYSIND;
    var float v_HarqIndWindowSize;
    var EUTRA_SecurityParams_Type v_Auth_Params;
    //@sic R5s110576 sic@
var template (value) RadioBearerList_Type v_DRB :={cs_OneDRB_ConfigAM(tsc_DRB1, -,                                                                   

cs_RLC_Configuration_AM(cds_TX_AM_RLC_t_PollRetransmit(ms250)))};
    var template (value) DRB_ToAddModList v_DRB_ToAddModList := {cs_508_DRB_ToAddMod_Common (tsc_DRB1,
                                                                                            cs_508_PDCP_Config_DRB_AM,
                                                                                            cs_508_RLC_Config_DRB_AM(cds_TX_AM_RLC_t_PollRetransmit(ms250)),
                                                                                             cs_508_LogicalChannelConfig_DRB_AM)};
    timer t_Watchdog:=5.0; // General purpose wait timer
    ///////////////////////////////////////////////////////////////////////////////////
    //      PREAMBLE
    //////////////////////////////////////////////////////////////////////////////////
 

After:

  function f_TC_7_1_3_9_EUTRA ( ) runs on EUTRA_PTC
  { /* L2/MAC
     * 7.1.3.9 : MAC reset-DL
     */
    const HarqProcessId_Type tsc_HARQ_Process := 3; // selected the highest allowed HARQ process in TDD config 0
    var SubFrameTiming_Type v_Timing;
    var SubFrameTiming_Type v_Timing2;
    var SRB_COMMON_IND v_SRB_COMMON_IND;
    var SYSTEM_IND v_ReceivedSYSIND;
    var float v_HarqIndWindowSize;
    var EUTRA_SecurityParams_Type v_Auth_Params;
    //@sic R5s110576 sic@
    var template (value) RadioBearerList_Type v_DRB :={cs_OneDRB_ConfigAM(tsc_DRB1, cds_PDCP_Config_DRB_AM_NoPDCP_StatusReport,
                                                                          cs_RLC_Configuration_AM(cds_TX_AM_RLC_t_PollRetransmit(ms250)))};
    var template (value) DRB_ToAddModList v_DRB_ToAddModList := {cs_508_DRB_ToAddMod_Common (tsc_DRB1,
                                                                                            cds_PDCP_Config_DRB_AM_NoPDCP_StatusReport,
                                                                                            cs_508_RLC_Config_DRB_AM(cds_TX_AM_RLC_t_PollRetransmit(ms250)),
                                                                                             cs_508_LogicalChannelConfig_DRB_AM)};
    timer t_Watchdog:=5.0; // General purpose wait timer
    ///////////////////////////////////////////////////////////////////////////////////
    //      PREAMBLE
    //////////////////////////////////////////////////////////////////////////////////
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