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Overview

This document lists TTCN changes needed to correct a problem in ATS ‘iwd-EUTRA-B2011-03_D11wk42’.
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Corrections
Change 1 – Template cr_508_BearerResourceModReq

Template name
cr_508_BearerResourceModReq

Reason for change
As per TS 36.508 Table 4.7.3-8 for Bearer Resource Modification Request, the Required traffic flow QoS IE is ‘Not present or any allowed value. The Type Definition in TTCN did not cater for the possibility that this IE is not present.

Typo in the comments.

Summary of change
The Required traffic flow QoS IE in template cr_508_BearerResourceModReq is qualified with the ‘ifpresent’ qualifier.

Typo corrected

TTCN module
EPS_NAS_Templates.ttcn 

MCC160 Comment


Before:

      template NAS_UL_Message_Type cr_508_BearerResourceModReq(template (present) ProcedureTransactionIdentifier p_ProcTi,

                                                         EPS_BearerIdentity p_LinkedEpsBearerId,

                                                         template ESM_Cause p_Cause) :=

{ /* @status    APPROVED */

  bEARER_RESOURCE_MODIFICATION_REQUEST := {

    epsBearerId                    := '0'H,

    protocolDiscriminator          := tsc_PD_ESM,

    procedureTransactionIdentifier := p_ProcTi,

    messageType                    := tsc_MT_BearerResourceModificationRequest,

    spareHalfOctet                 := tsc_SpareHalfOctet,

    epsBearerIdentityforPacketFilter := cr_LinkedId(hex2bit(p_LinkedEpsBearerId)),   // of the associated dedicated bearer

    trafficFlowAgg                 := cr_Tft('100'B),  // Replace packet filters from existing TFT

    requiredTrafficFlowQoS         := cdr_EPS_QoS_Any_tlv, // @sic R%s100692 sic@

    esmCause                       := p_Cause,

    protocolConfigurationOptions   := cr_ProtocolConfigOptionsAny ifpresent

  }

}; 

After:

   template NAS_UL_Message_Type cr_508_BearerResourceModReq(template (present) ProcedureTransactionIdentifier p_ProcTi,

                                                         EPS_BearerIdentity p_LinkedEpsBearerId,

                                                         template ESM_Cause p_Cause) :=

{ /* @status    APPROVED */

  bEARER_RESOURCE_MODIFICATION_REQUEST := {

    epsBearerId                    := '0'H,

    protocolDiscriminator          := tsc_PD_ESM,

    procedureTransactionIdentifier := p_ProcTi,

    messageType                    := tsc_MT_BearerResourceModificationRequest,

    spareHalfOctet                 := tsc_SpareHalfOctet,

    epsBearerIdentityforPacketFilter := cr_LinkedId(hex2bit(p_LinkedEpsBearerId)),   // of the associated dedicated bearer

    trafficFlowAgg                 := cr_Tft('100'B),  // Replace packet filters from existing TFT

    requiredTrafficFlowQoS         := cdr_EPS_QoS_Any_tlv ifpresent, // @sic R5s100692 sic@

    esmCause                       := p_Cause,

    protocolConfigurationOptions   := cr_ProtocolConfigOptionsAny ifpresent

  }

};     
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