Page 1



3GPP TSG-RAN WG5 Meeting #54 
(
R5-120670
Dresden, Germany, 06 – 10 February 2012
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	1679
	(

rev
	-
	(

Current version:
	9.7.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	GCF Priority M1 - update of E-UTRA RRC test case 8.3.2.6 Measurement configuration control and reporting / Inter-RAT measurements / Simultaneous A2 and two B2 / Measurements of E-UTRAN, UTRAN and GERAN cells

	
	

	Source to WG:
(

	CMCC, CATT, Anite

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	02/02/2012

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	In Table 8.3.2.6.3.2-1 CPICH Ec and PCCPCH RSCP stay in the same blank. It is easy to bring confusion as the unit is dBm/3.84 MHz/dBm.

	
	

	Summary of change:
(

	The parameter of power has been updated for UTRA LCR TDD in the table corresponding to the time instances.

	
	

	Consequences if 
(

not approved:
	The power levels are not clear, which might lead to confusion for readers.

	
	

	Clauses affected:
(

	8.3.2.6.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	This is the update of R5-120213 and outcome of revision 1.
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Measurement configuration control and reporting / Inter-RAT measurements / Simultaneous A2 and two B2 / Measurements of E-UTRAN, UTRAN and GERAN cells

<< Unchanged sections omitted >>
8.3.2.6.3
Test description

8.3.2.6.3.1
Pre-test conditions

System Simulator:

-
Cell 1, Cell 5 and Cell 24. 

-
System information combination 10 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:

None.

Preamble:

-
The UE is in state Generic RB Established (state 3) on Cell 1 according to [18].

8.3.2.6.3.2
Test procedure sequence

Table 8.3.2.6.3.2-1 illustrates the downlink power levels to be applied for the cells at various time instants of the test execution. Row marked "T0" denotes the initial conditions after preamble, while columns marked "T1" is to be applied subsequently. The exact instants on which these values shall be applied are described in the texts in this clause.

Table 8.3.2.6.3.2-1: Power levels

	
	Parameter
	Unit
	Cell 1
	Cell 5
	Cell 24
	Remark

	T0
	RS EPRE
	dBm/15kHz
	-85
	-
	-
	Entry conditions for A2 and B2 events are not fulfilled.

	
	CPICH_Ec (UTRA FDD)
	dBm/3.84 MHz
	-
	-80
	-
	

	
	PCCPCH_Ec (UTRA LCR TDD)
	dBm/1.28 MHz
	-
	-80
	-
	

	
	GERAN Cell Power
	dBm
	-
	-
	-85
	

	T1
	RS EPRE
	dBm/15kHz
	-105
	-
	-
	Entry conditions for A2 and B2 events are fulfilled.

	
	CPICH_Ec (UTRA FDD)
	dBm/3.84 MHz
	-
	-60
	-
	

	
	PCCPCH_Ec (UTRA LCR TDD)
	dBm/1.28 MHz
	-
	-60
	-
	

	
	GERAN Cell Power
	dBm
	-
	-
	-65
	


Table 8.3.2.6.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message to setup intra and inter RAT measurements on Cell 1.
	<--
	RRCConnectionReconfiguration
	-
	-

	2
	The UE transmits an RRCConnectionReconfigurationComplete message.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	3
	Check: Does the UE transmit any MeasurementReport messages during the next 10s?
	-->
	MeasurementReport
	1
	F

	4
	The SS changes Cell 1, Cell 5 and Cell 24 parameters according to row “T1” in table 8.3.2.6.3.2-1.
	-
	-
	-
	-

	-
	EXCEPTION:
In parallel to step 5 the steps specified in Table 8.3.2.6.3.2-3 shall take place.
	-
	-
	-
	-

	5
	The SS waits for 10s.
	-
	-
	-
	-

	6
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.3 indicate that the UE is in E-UTRA RRC_CONNECTED state on Cell 1?
	-
	-
	1, 2, 3, 4
	-


Table 8.3.2.6.3.2-3: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	-
	EXCEPTION: The steps 1-3 may occur in any order.
	-
	-
	-
	-

	1
	Check: Does the UE transmit a MeasurementReport message to report event A2 for Cell 1 ?
	-->
	MeasurementReport
	2
	P

	2
	Check: Does the UE transmit a MeasurementReport message to report event B2 for Cell 5 ?
	-->
	MeasurementReport
	3
	P

	3
	Check: Does the UE transmit a MeasurementReport message to report event B2 for Cell 24 ?
	-->
	MeasurementReport
	4
	P


8.3.2.6.3.3
Specific message contents

Table 8.3.2.6.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.3.2.6.3.2-2)

	Derivation Path: 36.508 table 4.6.1-8 with condition MEAS


Table 8.3.2.6.3.3-2: MeasConfig (Table 8.3.2.6.3.3-1)

	Derivation path: 36.508 table 4.6.6-1 with condition INTER-RAT

	Information Element
	Value/Remark
	Comment
	Condition

	measConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	3 entries
	
	

	    measObjectId[1]
	IdMeasObject-EUTRA
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-UTRA
	
	

	    measObject[2]
	MeasObjectUTRA-f8
	
	

	    measObjectId[3]
	IdMeasObject-GERAN
	
	

	    measObject[3]
	MeasObjectGERAN-GENERIC(f11)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	3 entries
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A2(-95)
	
	

	    reportConfigId[2]
	IdReportConfig-B2-UTRA
	
	

	    reportConfig[2]
	ReportConfigInterRAT-B2-UTRA(-95, -70)
	
	

	    reportConfigId[3]
	IdReportConfig-B2-GERAN
	
	

	    reportConfig[3]
	ReportConfigInterRAT-B2-GERAN(-95,-75)
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	3 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-EUTRA
	
	

	    reportConfigId[1]
	IdReportConfig-A2
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-UTRA
	
	

	    reportConfigId[2]
	IdReportConfig-B2-UTRA
	
	

	    measId[3]
	3
	
	

	    measObjectId[3]
	IdMeasObject-GERAN
	
	

	    reportConfigId[3]
	IdReportConfig-B2-GERAN
	
	

	   }
	
	
	

	quantityConfig SEQUENCE {
	
	
	

	quantityConfigUTRA SEQUENCE {
	
	
	

	   measQuantityUTRA-FDD
	cpich-EcN0
	
	UTRA-FDD

	   measQuantityUTRA-TDD
	pccpch-RSCP
	
	UTRA-TDD

	   filterCoefficient
	fc4
	
	

	  }
	
	
	

	quantityConfigGERAN SEQUENCE {
	
	
	

	   measQuantityGERAN
	rssi
	
	

	   filterCoefficient
	fc2
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.3.2.6.3.3-3:  MeasObjectUTRA-f8 (Table 8.3.2.6.3.3-2)
	Derivation path: 36.508 table 4.6.6-3 MeasObjectUTRA-GENERIC(f8)

	Information Element
	Value/Remark
	Comment
	Condition

	MeasObjectUTRA-GENERIC(f8) ::= SEQUENCE {
	
	
	

	  carrierFreq
	UTRA DL carrier frequency of the cell 5
	
	

	cellsToAddModList CHOICE {
	
	
	

	    cellsToAddModListUTRA-FDD ::= SEQUENCE (SIZE (1.. maxCellMeas)) OF SEQUENCE {
	
	
	UTRA-FDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	    cellsToAddModListUTRA-TDD ::= SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	UTRA-TDD

	      cellIndex [1]
	1
	
	

	      physCellId [1]
	physicalCellIdentity – Cell 5
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA-FDD cell environment

	UTRA-TDD
	UTRA-TDD cell environment


Table 8.3.2.6.3.3-4: Void

Table 8.3.2.6.3.3-5: Void
Table 8.3.2.6.3.3-6: MeasurementReport (step 1 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultServCell ::= SEQUENCE {
	
	Report Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {}
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.6.3.3-7: MeasurementReport (step 2 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultServCell ::= SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	Report Cell 5
	

	            measResultListUTRA SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA SEQUENCE {
	1 entry
	
	

	               physCellId [1]
	physCellId of cell 5
	
	

	               cgi-Info [1]
	Not present
	
	

	               measResult [1] SEQUENCE {
	
	
	

	                 utra-RSCP
	(-5..91)
	
	UTRA-TDD

	                 utra-EcN0
	(0..49)
	
	UTRA-FDD

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.3.2.6.3.3-8: MeasurementReport (step 3 Table 8.3.2.6.3.2-3)

	Derivation path: 36.508 table 4.6.1-5

	Information Element
	Value/Remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults ::= SEQUENCE {
	
	
	

	          measId
	3
	
	

	          measResultServCell ::= SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	Report Cell 24
	

	            measResultListGERAN SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN SEQUENCE {
	1 entry
	
	

	             carrierFreq [1]
	Not checked
	
	

	             physCellId [1] 
	physCellId of cell 24
	
	

	             cgi-Info [1]
	Not present
	
	

	             measResult [1] SEQUENCE {
	
	
	

	               rssi
	(0..63)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< End of changed sections >>
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