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9.2.1LA
Enhanced Performance Requirements Type 3i - QPSK, Fixed Reference Channel (FRC) H-Set 6A 

9.2.1LA.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 8 and later releases to all types of UTRA for the FDD UE that support: DC-HSDPA UE capability categories 21-24, and the optional enhanced performance requirements type 3i.

The requirements and this test apply for Release 9 and later releases to all types of UTRA for the FDD UE that support DC-HSDPA UE capability categories 25-28 and the optional enhanced performance requirements type 3i.
9.2.1LA.2
Minimum requirements

The performance requirements for a particular UE belonging to a certain HS-DSCH category and supporting the optional enhanced performance requirements type 3i are determined according to the relevant part of Table 9.2.3E.

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of a minimum information bit throughput R for the DL reference channel H-Set 6A specified in Annex C.8.1.6 with the addition of the relevant parameters in Table 9.2.1LA.1 and the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1LA.2.
Table 9.2.1LA.1: Test Parameters for Testing QPSK FRCs H-Set 6A

	Parameter
	Unit
	Test 1
	Test 2

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2, 5, 6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1LA.2: Minimum requirement Enhanced requirement type 3i QPSK, Fixed Reference Channel (FRC) H-Set 6A

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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= 0 dB

DIP1 = -2.75 dB

DIP2 = -7.64 dB

(Note 1)

	1
	PB3
	-6
	691

	
	
	-3
	1359

	2
	VA30
	-6
	661

	
	
	-3
	1327

	Note 1: Ioc/Ioc’ is computed based on the relations shown in E.5E. (Information only Ioc/Ioc’ = -5.27 dB ) 

Note 2: The reference value R is for the Fixed Reference Channel (FRC) H-Set 6

Note 3: For FRC H-Set 6A the reference value should be scaled (multiplied by 2.0)


For DC-HSDPA, DB-DC-HSDPA or 4C-HSDPA tests which require more than 8 independent faders, the resulting propagation channel(s) shall be generated by considering a number of independent faders needed for one carrier and connecting them to the signal of randomly chosen carrier(s). The maximum number of channel faders on the test will be less than or equal to 8. The remaining carrier(s) shall be connected without a channel fader but with AWGN. The throughput shall be collected only for the carrier(s) connected to channel faders.

The test shall be repeated by choosing carrier(s) excluding already chosen carrier(s) until all the carrier(s) are tested under fading conditions. The sum of all the collected throughputs from each carrier shall be compared against the reference value in the requirements.

All supported carriers shall be configured and activated during the test.
The reference for this requirement is TS 25.101 [1] clauses 9.2.1.4 and C.5.4.

9.2.1LA.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1LA.4
Method of test

9.2.1LA.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.39 for UEs that support receive diversity 

2)
Set up an HSDPA call with according to TS 34.108 [3] clause 7.3.13 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for test 1-2 according to table  9.2.1LA.1 and levels according to tables  9.2.1LA.3 to 9.2.1LA.4 as appropriate for both the serving HS-DSCH cell and secondary serving HS-DSCH cell. The configuration of the downlink channels is defined as per E.5E and table E.5.1 for the serving HS-DSCH cell and for secondary serving HS-DSCH cell setup P-CPICH, HS-PDSCH and HS-SCCH channels as per E.5E and table E.5.1

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 6 (QPSK): The information bit payload block is 6438 bits long. Hence the PRBSequence must be at least 6438 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]

5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in table D.2.2.1A. 

9.2.1LA.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Table E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data on both the serving cells.For secondary serving HS-DSCH cell only P-CPICH, HS-PDSCH and HS-SCCH are configured.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in tables 9.2.1LA.3 to 9.2.1LA.4 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval on both the cells and decide pass or fail according to Annex F.6.3 table F.6.3.5.2.7D. Throughput is measured per cell in 2 part tests according to table 9.2.1LA.2A 
Table 9.2.1LA.2A: Part test configuration
	
	Part test 1
	Part test 2

	Serving cell, frq. 1
	SS signal faded according to Fig A.39.

Throughput measured and compared against table  F.6.3.5.2.7D
	SS signal delayed according to Fig A.39.

 Throughput

 ignored

	Secondary serving cell, frq. 2
	SS signal delayed according to Fig A.39.

 Throughput

 ignored
	SS signal faded according to Fig A.39.
Throughput measured and compared against table  F.6.3.5.2.7D


3) To swap from part test 1 to part test 2, terminate the call and  repeat the test,  starting from initial conditions step 1 with the other part test connection in A.39.
9.2.1LA.5
Test Requirements

Tables 9.2.1LA.3 to 9.2.1LA.4 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3, where the test time is applicable per part test. The sum of all the collected throughputs from each carrier shall be compared against the reference value in the test requirements, including note 3.
Table E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance to be applied on both the serving cells. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PB3, VA30) vary.

Table 9.2.1LA.3: Test Parameters for Testing QPSK FRCs H-Set 6A

	Parameter
	Unit
	Test 1
	Test 2

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1LA.4: Test requirement enhanced requirement type 3i QPSK at 
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= 0 dB, Fixed Reference Channel (FRC) H-Set 6A

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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= 0.76 dB

DIP1 = -2.58 dB

DIP2 = -7.47 dB

(Note 1)

	1
	PB3
	-5.9
	691

	
	
	-2.9
	1359

	2
	VA30
	-5.9
	661

	
	
	-2.9
	1327

	Note 1: Ioc/Ioc’ is computed based on the relations shown in E.5E. 

Note 2: The reference value R is for the Fixed Reference Channel (FRC) H-Set 6

Note 3: For FRC H-Set 6A the reference value should be scaled (multiplied by 2.0)


<< unchanged sections skipped>>
Annex A (informative):
Connection Diagrams

Definition of Terms

System Simulator or SS – A device or system, that is capable of generating simulated Node B signalling and analysing UE signalling responses on one or more RF channels, in order to create the required test environment for the UE under test. It will also include the following capabilities:

1.
Measurement and control of the UE Tx output power through TPC commands

2.
Measurement of Rx BLER and BER

3.
Measurement of signalling timing and delays

4.
Ability to simulate UTRAN and/or GERAN signalling

Test System – A combination of devices brought together into a system for the purpose of making one or more measurements on a UE in accordance with the test case requirements. A test system may include one or more System Simulators if additional signalling is required for the test case. The following diagrams are all examples of Test Systems.

NOTE:
The above terms are logical definitions to be used to describe the test methods used in this document (TS34.121), in practice, real devices called 'System Simulators' may also include additional measurement capabilities or may only support those features required for the test cases they are designed to perform.

[image: image10.wmf]SS

TX

RX

UE under Test

RX/TX

Ior

Îor


Figure A.1: Connection for basic single cell tests
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Figure A.2: Connection for Transmitter Intermodulation tests

Figure A.3: Void
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Figure A.4: Connection for Receiver tests with Interference
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Figure A.5: Connection for Receiver tests with Interference or additional CW signal
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Figure A.6: Connection for Receiver tests with additional CW signal
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Figure A.7: Connection for Receiver tests with both Interference and additional CW signal


[image: image16.wmf]SS

TX

RX

Spectrum

Analyzer

Ior

Îor

UE under Test

RX/TX


Figure A.8: Connection for tests with additional Spectrum Analyzer

[image: image17.wmf]I

or

SS

TX

RX

UE under Test

RX/TX

I

o

I

oc

Î

or

AWGN

Generator

ATT1

ATT2

ATT3

HYB


Figure A.9: Connection for single cell tests with static propagation
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Figure A.10: Connection for single cell tests with Multi-path Fading propagation
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Figure A.11: Connection for two cell tests with Multi-path Fading propagation
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Figure A.12: Connection for single cell tests with Multi-path Fading propagation and transmit diversity
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Figure A.12a: Connection for single cell tests with static propagation and transmit diversity


[image: image22.wmf]I

or1

SS #1

TX

RX

UE under Test

RX/TX

I

o

Î

or1

ATT1

HYB

I

or2

SS #2

TX

RX

Î

or2

ATT2


Figure A.13: Connection for basic two cell tests
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Figure A.14: Connection for multi-cell tests with static propagation
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Figure A.15: Connection for multi-carrier, multi-cell tests with static propagation

Figure A.16: Void

Figure A.17: Void
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Figure A.18: Connection for basic three cell tests

Figure A.19: Void

Figure A.20: Void
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Figure A.21: Connection for single cell tests with Multi-path Fading propagation and UE receive diversity
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Figure A.22: Connection for single cell tests with Multi-path Fading propagation, transmit diversity UE receive diversity and MIMO.
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Figure A.23: Connection for three cell tests with Multi-path fading propagation
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Figure A.24: Connection for two cell tests with Multi-path Fading propagation and UE receive diversity
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Figure A.25: Connection for three cell tests with Multi-path Fading propagation propagation and UE receive diversity
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Figure A.26: Connection for single cell tests with static propagation and UE receive diversity
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Figure A.27: Connection for two cell tests with static propagation and UE receive diversity
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Figure A.28: Connection for 3 cell tests with static propagation and UE receive diversity
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Figure A.29: Connection for single cell tests with Multi-path Fading propagation and UE receive diversity for Type 3i tests
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Figure A.30: Connection for basic DC-HSDPA and DB-DC-HSDPA receiver tests
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Figure A.31: Connection for DC-HSDPA and DB-DC-HSDPA receiver tests with interferer
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Figure A.32: Connection for DC-HSDPA and DB-DC-HSDPA receiver tests with interferer or additional CW signal
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Figure A.33: Connection for DC-HSDPA and DB-DC-HSDPA receiver tests with additional CW signal
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Figure A.34: Connection for DC-HSDPA and DB-DC-HSDPA receiver tests with both interferer and additional CW signal
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Figure A.35: Connection for Dual cell tests with Multi-path Fading propagation for DC-HSDPA and DB-DC-HSDPA type 2 performance requirements
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Figure A.36: Connection for Dual cell tests with Multi-path Fading propagation for DC-HSDPA and DB-DC-HSDPA CQI reporting test cases

[image: image42.jpg]Att#4 Fader
55#2 Tx
Ant1
ALt #5 Fader
AWGN Generator At #6 HYB
Attt Fader
Tx AWGN Generator Atti#3
Ant1
Att#2 Fader HYB
55#1
Atti7
Rx

UEUnder
Test

T/Rx

Splitter





Figure A.37: Connection for Dual cell tests with Multi-path Fading propagation for DC-HSDPA and DB-DC-HSDPA Type 3 Performance test cases
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Figure A.38: Connection for Dual cell tests with Static propagation for DC-HSDPA and DB-DC-HSDPA CQI reporting test cases
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A.39: Connection for DC-HSDPA, Type 3i.  6 faders.  1 delay, to compensate for the basic delay of the faders.  2 part test illustrated by “Frq 1(2 and Frq 2(1” Uplink not displayed.
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A.40: Connection for Dual cell tests with Multi-path Fading propagation for DC-HSDPA + MIMO Performance test cases
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Figure A.41: Connection for basic DC-HSUPA transmitter tests

<< unchanged sections skipped>>
F.5.5
Performance measurements (HSDPA)

Table F.5.5: Equipment accuracy for performance measurements (HSDPA)

	Clause
	Equipment accuracy
	Test conditions

	9.2.1A to 9.2.1LA Single Link Performance
	
[image: image48.wmf]or

c

I

E



±0.1 dB
	-12, -9, -6 and -3 dB

	9.2.1LA
Enhanced Performance Requirements Type 3i - QPSK, Fixed Reference Channel (FRC) H-Set 6A 


	Time alignment between DC-HSDPA cells:

±½ chip 

The (0 ns / 0 dB)-tap in the faded signal shall be (equally timed ±½ chip) compared to the delayed signal. 
Critical!
	

	9.2.2A to 9.2.2E Open loop diversity performance
	Same as 9.2.1A
	Same as 9.2.1A

	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.1A
	Same as 9.2.1A

	9.2.4A to 9.2.4H MIMO performance
	Same as 9.2.1A
	-1.5, -2 dB

	9.3.1 Single Link Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	Same as 9.2.1A
	

	9.3.1B Single Link Performance - AWGN propagation conditions, DC HSDPA requirements
	Same as 9.2.1A
	

	9.3.1C Single Link Performance - AWGN Propagation Conditions, Periodically Varying Radio Conditions
	Same as 9.2.1A

Additionally Ioc linearity 1dB
	-60dBm ≤ Ioc ≤ -50dBm

	9.3.2 Single Link Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.2A Single Link Performance - Fading propagation conditions, DC HSDPA requirements
	Same as 9.2.1A
	

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	Same as 9.2.1A
	

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	Same as 9.2.1A
	

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	Same as 9.2.1A
	

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions
	Same as 9.2.1A
	

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions
	Same as 9.2.1A
	

	9.3.7C MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20
	Same as 9.2.1A
	

	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	Same as 9.2.1A
	

	9.3.7E MIMO performance –Reporting of Channel Quality indicator - Dual stream static orhogonal conditions – UE categories 19-20
	Same as 9.2.1A
	

	9.3.7F MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions – Asymmetric CPICHs
	Same as 9.2.1A
	

	9.3.7G MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions – Asymmetric CPICHs
	Same as 9.2.1A
	

	9.3.7H MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20 – Asymmetric CPICHs
	Same as 9.2.1A
	

	9.3.7I MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20 – Asymmetric CPICHs
	Same as 9.2.1A
	

	9.3.7J MIMO performance –Reporting of Channel Quality indicator - Dual stream static orhogonal conditions – UE categories 19-20 – Asymmetric CPICHs
	Same as 9.2.1A
	

	9.5.1 HS-SCCH-less demodulation of HS-DSCH
	Same as 9.2.1A
	-6 dB

	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
	Same as 9.2.1A
	-9 dB

	9.6.1 Single link HS-DSCH Demodulation performance in CELL_FACH state
	Same as 9.2.1A
	

	9.6.2 Single link HS-SCCH Detection performance in CELL_FACH state
	Same as 9.2.1A
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