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5.7
Total Radiated Power (TRP) for TDD UE using LME
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Reverberation Chamber Method for this test is undefined

· The TRP Minimum Performance Requirement for this test are undefined

· The Procedure step 3[horizontally plugged into the horizontal]is not confirmed
· The parameters in Table 5.7.2 are not confirmed
· The Test Requirements for this test are undefined

· The Test Tolerances applicable to this test are undefined
5.7.1
Definition and applicability

The Total Radiated Power (TRP) is a measure of how much power the DUT actually radiates. The TRP is defined as the integral of the power transmitted in different directions over the entire radiation sphere:
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Where 
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 is the solid angle describing the direction, 
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 is frequency. 
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 are the orthogonal polarizations. 
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 are the actually transmitted power-levels in corresponding polarizations.

Thus
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In these formulas 
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 are the number of sampling intervals for theta and phi. 
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[image: image12.wmf]m

j

 are the measurement angles. The sampling intervals are discussed further in Section 5.1.2.

The requirements and this test apply to all types of UTRA for the TDD UE for Release 11 and later releases that support LME.

Note: This test case can be optionally executed for Release 8 and onward UE’s supporting LME feature.
5.7.2
Minimum Requirements

The average TRP of low, mid and high channel shall be higher than minimum performance requirements for roaming bands shown in Table 5.7.1. The averaging shall be done in linear scale for the TRP results.
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In addition the minimum TRP of each measured channel shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 5.7.1: TRP minimum performance requirement for TDD LME devices in the data transfers position 

	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	b
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	c
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	d
	 －
	－
	TBD
	TBD
	－
	－
	－
	－

	e
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	f
	 －
	－
	TBD
	TBD 
	－
	－
	－
	－

	NOTE 1: Applicable for dual-mode GSM/UTRA LCR TDD.

NOTE 2: Applicable for USB plug-in devices.


The normative reference for this clause is TS25.144 [12] section 6.2.1.3.

5.7.3
Test purpose

The purpose of this test is to verify that 
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 and 
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of the UE is not below specified values. A lower 
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decrease the coverage area.
5.7.4
Method of test

5.7.4.1
Initial conditions

The output power is a measure of the maximum power the UE can transmit in a bandwidth of at least (1+  times the chip rate of the radio access mode, for more information see TS 34.122 [13] clause 5.2. The period of measurement shall be at least one timeslot. Also care should be taken that the noise floor of the measurement receiver is not disturbing the power measurement. Normally, the receiving device should be set accordingly so that the receiving signal will be at least 30 dB higher than the system noise floor.
Test environment: normal; see TS 34.122 [13] clause G.2.1.

Frequencies to be tested: low range, mid range, high range; see TS 34.122 [13] clause G.2.4.

1)
Set the SS downlink physical channels according to settings in Table 5.7.2. Set the DPCH power such that there will not be transmission gaps due to too low signal strength throughout the measurement.

2)
Connect the plug-in UE to a laptop ground plane phantom. Power on the plug-in UE. The real functional laptop supplies power to the plug-in UE.

3)
A call is set up according to the Generic call setup procedure. The power control algorithm shall be set to Power Control Algorithm 2.
4)
Enter the UE into loopback test mode and start the loopback test.
5)
The measurement receiver shall be set to: zero span, video trigger and RMS detector. The RBW shall be at least (1+ times the chip rate of the radio access mode and the VBW at least 3 times bigger than the RBW. For 1.28Mcps TDD UE, the RBW shall be set to 3MHz, and VBW shall be set to 10MHz.
See TS 34.108 [10] and TS 34.109 [11] for details regarding generic call setup procedure and loopback test. 
Table 5.7.2: Downlink Physical Channels transmitted during a connection

	Physical Channel
	Power

	PCCPCH
	P-CCPCH_Ec / DPCH_Ec
  = [0 dB]

	SCCPCH
	S-CCPCH_Ec / DPCH_Ec
  = [0 dB]

	PICH
	PICH_Ec / DPCH_Ec

  = [0 dB]

	DL DPCH
	-75 dBm


5.7.4.2
Procedure

1)
Send continuously Up power control commands to the plug-in UE.

2)
As the plug-in UE reaches maximum power, start sending PN15 data pattern.

3)
Position the plug-in UE so that it is [horizontally plugged into the horizontal] USB connector.
4)
Measure the 
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 and 
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 with a sample step of 15° in theta (() and phi (() directions using a test system having characteristics as described in Annex A.1.2.

5)
Calculate TRP using equations from clause 5.7.1

NOTE 1:
The measurement procedure is based on the measurement of the spherical radiation pattern of the DUT. The power radiated by the DUT is sampled in far field in a group of points located on a spherical surface enclosing the DUT. The EIRP samples are taken using a constant sample step of 15° both in theta (() and phi (() directions. In some cases a different sampling grid may be used to speed up the measurements (See Section 5.1.2). All the EIRP samples are taken with two orthogonal polarizations, 
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- and 
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-polarisations.

NOTE 2:
The noise floor of the measurement receiver shall not disturb the power measurement.

NOTE 3:
Non Standard settings: To speed up sensitivity measurements, power measurements may be done with non standard modulation. However to obtain TRP result the measured EIRP figures shall be normalized by


[image: image23.wmf](

)

å

=

-

=

D

n

i

i

i

EIRPnstd

EIRPstd

n

EIRP

1

1


where 
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 is power measurement done with standard setting. 
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 is power measurement done with non standard modulation. 
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 is amount of reference measurement points.

To ensure accuracy of TRP, the amount of reference points measured should be at least 4. It is recommended to spread the reference measurements equally during the measurement time.

5.7.5
Test requirements

The average TRP of low, mid and high channel shall be higher than test performance requirements for roaming bands shown in Table 5.7.3. The averaging shall be done in linear scale for the TRP.
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In addition the minimum TRP of each measured channel shall be higher than minimum performance requirements shown in the columns “Min”.
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Table 5.7.3: TRP test requirement for TDD LME devices in the data transfers position
	Operating band 
	Power Class 1 
	Power Class 2 
	Power Class 3 
	Power Class 4 

	
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 
	Power (dBm) 

	
	Average 
	Min
	Average 
	Min
	Average 
	Min
	 Average 
	Min 

	a
	 －
	－
	TBD + TT
	TBD + TT 
	－
	－
	－
	－

	b
	 －
	－
	TBD + TT
	TBD + TT
	－
	－
	－
	－

	c
	 －
	－
	TBD + TT
	TBD + TT
	－
	－
	－
	－

	d
	 －
	－
	TBD + TT
	TBD + TT
	－
	－
	－
	－

	e
	 －
	－
	TBD + TT
	TBD + TT 
	－
	－
	－
	－

	f
	 －
	－
	TBD + TT
	TBD + TT 
	－
	－
	－
	－

	NOTE 1: Applicable for dual-mode GSM/UTRA LCR TDD.

NOTE 2: Applicable for USB plug-in devices.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
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