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1. Pre-condition
This agenda assumes RAN agreement on the RAN1/RAN2 recommendations captured in RP-120019 (Reply LS on Capability handling of LTE TDD and FDD modes: RAN2) as is, hence only the features without RAN1/2 consensus will be discussed in the adhoc.
The adhoc session will focus on the features and FGIs up to release-9 according to the agreed recommendation from the main session.

2. Discussion
2.0. General issue
RAN2 could not reach consensus on the split of some FGIs due to the fact that those FGIs are mandated to be set to “1” from release-9. This mandatory condition was added by RAN in RAN#49 and RAN#51. Should the RAN decisions be revisited?
RP-120261
On mandatory setting of FGIs

Qualcomm Inc

2.1. Open issues because RAN WG1 and RAN WG2 did not reach a consensus
The RAN1 and RAN2 adhoc could not agree on the following items. The plenary should decide whether a feature applies per mode or not.
RP-120248
Discussion of LTE FDD/TDD capabilities and FGIs
Nokia Corporation, Nokia Siemens Networks
	Release
	Feature
	Reason
	

	8
	UE Category (1..5)

	
	

	8
	FGI 30 (Handover between FDD and TDD)
	RAN2 could not decide whether it should be allowed to set FGI 30 (Handover between FDD and TDD) differently for TDD and FDD. Main concern from the proponents is that no IOT opportunities for two-way handover may be available.
	

	9
	intraFreqProximityIndication-r9
	RAN2 could not decide whether it should be allowed to set ProximityIndication differently for FDD and TDD. No real technical concerns but rather IOT opportunity. We will add the capabilities for proximity indication capabilities to the ASN.1 so that they could be set differently for FDD and TDD and we leave the final decision to RAN.
	

	9
	interFreqProximityIndication-r9
	
	

	9
	utran-ProximityIndication-r9
	
	

	10
	ue-Category-v1020 (6..8) 
	
	


2.2. Open issues because of existing 3GPP RAN decisions
The RAN1 and RAN2 ad hoc could not agree on the following items due to previous RAN decision to mandate setting of those FGIs The decision depends only on IOT availability and is therefore left to RAN. In addition, some of the FGI settings depend on a feature, like VoLTE. The plenary should decide whether a feature applies per mode or not.
RAN2 agreed in principle to split the existing FGI 25 into 1) intra-mode inter-frequency and 2) inter-mode inter-frequency measurements. However RAN2 was unable to agree on the final form of spliting. Company CRs are submitted for this RAN meeting (RP-120262, RP-120263, RP-120264). In this adhoc it is suggested to focus on the functionality. Thus those two types of inter-frequency measurement are indicated as FGI 25-a and FGI 25-b below.
	Release
	Feature
	Reason
	

	8
	FGI 3 (5bit RLC UM SN, 7bit PDCP SN)
	Rel 8: Can only be set to 1 if the UE has set FGI 7 to 1.

Rel 9: Set to Yes, if the UE supports VoLTE.
	

	8
	FGI 5 (Long DRX cycle, DRX command MAC control element)
	Rel 9: Set to Yes.
	

	8
	FGI 6 (Prioritised bit rate)
	Rel 9: Set to Yes.
	

	8
	FGI 8 (EUTRA RRC_CONNECTED to UTRA CELL_DCH PS handover)
	Rel 8: Can only be set to 1 if the UE has set bit number 22 to 1

Rel 9: Set to Yes, if the UE supports UTRA.
	

	8
	FGI 13 (Inter-frequency handover (within FDD or TDD))
	Rel 8: Can only be set to 1 if the UE has set bit number 25 to 1

Rel 9: Set to Yes, unless the UE only supports band 13.
	

	8
	FGI 16 (non-ANR intra-freq/inter-freq/inter-RAT periodical meas reporting)
	Rel 8: No restrictions.

Rel 9: Set to Yes.
	

	8
	FGI 17 (ANR intra freq)
	Rel 8: Can only be set to 1 if the UE has set bit number 5 to 1.

Rel 9: Set to Yes.
	

	8
	FGI 18 (ANR inter freq)
	Rel 8: Can only be set to 1 if the UE has set bit number 5 and bit number 25 to 1.

Rel 9: Set to Yes, unless UE only supports band 13.
	

	8
	FGI 22 (UTRAN measurements, reporting and measurement reporting event B2 in E-UTRA connected mode)
	Rel 8: No restrictions.

Rel 9: Set to Yes, if UE supports UTRA.
	

	8
	FGI 24 (1xRTT measurements, reporting and measurement reporting event B2 in E-UTRA connected mode)
	Rel 8: No restrictions.

Rel 9: Set to Yes, if UE supports enhanced 1xRTT CSFB.
	

	8
	FGI 25-a (Inter-frequency measurements and reporting in E-UTRA connected mode)
	Rel 8: No restrictions.

Rel 9: Set to Yes, unless UE only supports band 13.
	

	8
	FGI 25-b (Inter-frequency measurements and reporting for FDD while the UE is in E-UTRA TDD connected mode, and inter-frequency measurements and reporting for TDD while the UE is in E-UTRA FDD connected mode)
	To be decided
	

	8
	FGI 26 (HRPD measurements, reporting and measurement reporting event B2 in E-UTRA connected mode)
	Rel 8: No restrictions.

Rel 9: Set to Yes, if UE supports HRPD.
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