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	In the test case 8.2.4.9 when executed for the interband combination which involves different bandwidth does not transmit IE nRB-CQI. This parameter is configured as bandwidth dependent parameter as per 36.508 section 4.6.8. As during the handover UE will not read all the SIBs as per the latency requirement hence PUCCH_ConfigCommon should be included in RRC Connection Reconfiguration message in order to ensure UE uses correct value of nRB-CQI.
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4.6.3
Radio resource control information elements
<<Text Skipped>>

–
RadioResourceConfigCommon-DEFAULT
Table 4.6.3-13: RadioResourceConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  prach-Config
	PRACH-Config-DEFAULT
	
	

	  pdsch-ConfigCommon
	Not present
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  phich-Config
	Not present
	
	

	  pucch-ConfigCommon
	Not present
	
	SAME-BW

	
	PUCCH-ConfigCommon-DEFAULT
	
	DIFF-BW

	  soundingRSUL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	Not present
	
	

	  antennaInfoCommon
	Not present
	
	

	  antennaInfoCommon SEQUENCE {
	
	
	2TX

	    antennaPortsCount
	an2
	
	

	  }
	
	
	

	  p-Max
	Not present
	
	

	  tdd-Config
	Not present
	
	FDD

	
	TDD-Config-DEFAULT
	
	TDD

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	UplinkPowerControlCommon-v1020-DEFAULT
	
	FFS

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	2TX
	Used for cells with two antenna ports

	SAME-BW
	Source and target cell are configured with same bandwidth

	DIFF-BW
	Source and target cell are configured with different bandwidth
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