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	Reason for change:
(

	36.508, Table 6.2.1.2.1-1 has set the ratio of PDSCH EPRE to cell-specific Reference Signal EPRE to -3db, in order to reduce the interference of intra-freqeuncy cells. The UE receives the cell specific PDSCH-ConfigDedicated-DEFAULT for the radio -3 db when it enters in connected mode.

When the UE is in Idle mode, according to 36.331, 9.2.4, this ratio is specified per default as 0 db. In addition, the UE may assume that for 16QAM or 64QAM, the ratio is also set to 0 dB (36.213, 5.2). A discrepancy of the radio exists when the UE in idle mode between the SS and the UE. 
In Idle mode before any test cases can be progressed, a DL-CCCH message, RRCConectionSetup or RRCConnectionReestablishment, is normally expected. Depending on the length of the DL-CCCH message and the resource block size, QPSK, 16QAM or 64QAM can be applied. 16QAM and 64QAM are more power level sensitive. The UE may not correctly receive RRCConectionSetup message if it is in16QAM or 64QAM modulated and the EPRE radio -3db is applied at the SS side.
There is a need to distinguish the ratio of PDSCH EPRE to cell-specific Reference Signal EPRE on common channels from the dedicated channels.

	
	

	Summary of change:
(

	Added in table 6.2.1.2.1-1 the ratio of PDSCH EPRE to cell-specific Reference Signal EPRE for common channels to which 0 db is applied.
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not approved:
	UE will not correctly receive a longer RRCConectionSetup and cause the test fail.

	
	

	Clauses affected:
(

	6.2.1.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


6.2.1.2
Downlink physical channels and physical signals

Power allocation of downlink physical channels for Signalling test cases is specified in table 6.2.1.2-1.

Table 6.2.1.2-1: Power allocation for OFDM symbols and reference signals for Signalling test cases
	Physical Channel
	EPRE Ratio
	Comment

	PBCH
	PBCH_RA = 0 dB
	

	
	PBCH_RB = 0 dB
	

	PSS
	PSS_RA = 0 dB
	

	SSS
	SSS_RA = 0 dB
	

	PCFICH
	PCFICH_RB = 0 dB
	

	PDCCH
	PDCCH_RA = 0 dB
	

	
	PDCCH_RB = 0 dB
	

	PDSCH (BCCH, CCCH, PCCH)
	PDCCH_RA = 0 dB
	To be consistent with default physical channel configuration in 36.331 [17], 9.2.4

	
	PDCCH_RB = 0 dB
	

	PDSCH (DCCH, DTCH)
	PDSCH_RA = -3 dB
	To reduce interference from PDSCH of intra-frequency neighbour cells

	
	PDSCH_RB = -3 dB
	To reduce interference from PDSCH of intra-frequency neighbour cells

	PHICH
	PHICH_RB = 0 dB
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