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	Title:
(

	Correction to the template cs_508_UplinkPowerControlDedicated_Default

	
	

	Source to WG:
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	Anite
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	Work item code:
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	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
(

	As per 36.508 IE filter coefficient should be set to fc4. This IE in 36.331 is defined with a default value of fc4. Hence as result on ASN.1 PER encoding this IE should be set as OMIT as the value indicated matches the default value.

However due to ASN.1 tool limitation this IE is getting transmitted by the SS.

Hence as a temporarysolution for CAG#30 validations it is indicated that this IE is set as OMIT.

Note: Changing value of this to OMIT will result in same  encoding message output as it will be with setting this to default value of fc4.

	
	

	Summary of change:
(

	IE filter coefficient is set to OMIT.

	
	

	Consequences if 
(

not approved:
	Message transmitted by the SS will not be as expected.

	
	

	Clauses affected:
(

	cs_508_UplinkPowerControlDedicated_Default
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	Other comments:
(

	


Change 1

	Reason for change
	As per 36.508 IE filter coefficient should be set to fc4. This IE in 36.331 is defined with a default value of fc4. Hence as result on ASN.1 PER encoding this IE should be set as OMIT as the value indicated matches the default value.

However due to ASN.1 tool limitation this IE is getting transmitted by the SS.

Hence as a temporary solution for CAG#30 validations it is indicated that this IE is set as OMIT.

Note: Changing value of this to OMIT will result in same  encoding message output as it will be with setting this to default value of fc4.

	Summary of change
	IE filter coefficient is set to OMIT.

	Source of change
	EUTRA_RRC_Templates.ttcn


Before change:

	  template (value) UplinkPowerControlDedicated cs_508_UplinkPowerControlDedicated_Default :=

  { /* Default values according to 36.508 cl. 4.6.3 Table 4.6.3-26 */

    /* @status    APPROVED */

    p0_UE_PUSCH := 0,

    deltaMCS_Enabled := en0,

    accumulationEnabled := true,

    p0_UE_PUCCH := 0,

    pSRS_Offset := 3,

    filterCoefficient := fc4 

  };


After change:

	  template (value) UplinkPowerControlDedicated cs_508_UplinkPowerControlDedicated_Default :=

  { /* Default values according to 36.508 cl. 4.6.3 Table 4.6.3-26 */

    /* @status    APPROVED */

    p0_UE_PUSCH := 0,

    deltaMCS_Enabled := en0,

    accumulationEnabled := true,

    p0_UE_PUCCH := 0,

    pSRS_Offset := 3,

    filterCoefficient := omit
  };
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