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Corrections required for test case 9.2.1.1.18

Change 1

	Testcase name
	9.2.1.1.18

	Reason for change
	System information can not be configured for a switched off cell using f_EUTRA_ModifySysinfoUE_Off (eutra_CellB) as it requires the system timing. Hence, the solution proposed in R5s120130 has been used.

	Summary of change
	Configure the system information using f_EUTRA_SS_ConfigureSysinfo

	Source of change
	NAS_Attach_EOnly.ttcn


Before change:

	function f_TC_9_2_1_1_18_EUTRA() runs on EUTRA_PTC

  { /* @desc     Attach / Rejected / Not authorized for this CSG */

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cells

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_CellConfig_Def(eutra_CellC);

    f_UT_ConfigureEPSAttach (UT); // @sic R5s120262 sic@

    // delete the UE's CSG whitelist, supported per test case selection expression

    f_EUTRA_EmptyCSG_AllowedList (eutra_CellB);  // @sic R5s120102 sic@

    // modify system information for the CSG cell

    f_EUTRA_CellInfo_SetSysInfo_Csg_Ind ( eutra_CellB, true );

    f_EUTRA_CellInfo_SetSysInfo_Csg_Id ( eutra_CellB, v_CSG_Identity_CellB );

    f_EUTRA_ModifySysinfoUE_Off (eutra_CellB);
    // UE gets EPS attached and registers on cell B using manual CSG selection

    f_EUTRA_Manual_CSG_Selection (eutra_CellB, v_CSG_Identity_CellB); // @sic R5s120013 sic@  @sic R5s120102 sic@

    // Stop handling on DRB1 as it has been activated already and will be activated again

    // f_IP_Handling_Stop(IP); @sic R5s120065: not needed anymore sic@

    ………


After change:

	function f_TC_9_2_1_1_18_EUTRA() runs on EUTRA_PTC

  { /* @desc     Attach / Rejected / Not authorized for this CSG */

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c3);

    // create cells

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_CellConfig_Def(eutra_CellC);

    f_UT_ConfigureEPSAttach (UT); // @sic R5s120262 sic@

    // delete the UE's CSG whitelist, supported per test case selection expression

    f_EUTRA_EmptyCSG_AllowedList (eutra_CellB);  // @sic R5s120102 sic@

    // modify system information for the CSG cell

    f_EUTRA_CellInfo_SetSysInfo_Csg_Ind ( eutra_CellB, true );

    f_EUTRA_CellInfo_SetSysInfo_Csg_Id ( eutra_CellB, v_CSG_Identity_CellB );

    f_EUTRA_SS_ConfigureSysinfo (eutra_CellB); 
    // UE gets EPS attached and registers on cell B using manual CSG selection

    f_EUTRA_Manual_CSG_Selection (eutra_CellB, v_CSG_Identity_CellB); // @sic R5s120013 sic@  @sic R5s120102 sic@

    // Stop handling on DRB1 as it has been activated already and will be activated again

    // f_IP_Handling_Stop(IP); @sic R5s120065: not needed anymore sic@

  ………..  


Change 2

	Testcase name
	9.2.1.1.18

	Reason for change
	Acc to section  6.2.2 in 36.331, for a CSG cell, CSG indication in SIB1 must be set as TRUE. Then only UE is allowed to access the CSG cell.

	Summary of change
	Set the csg indication to true.


	Source of change
	EUTRA_CSG_Functions.ttcn


Before change:

	function f_EUTRA_EmptyCSG_AllowedList ( CellId_Type p_CSG_CellId ) runs on EUTRA_PTC

  {

    var integer i:=0;

    var GutiParameters_Type v_GutiParams:= f_EUTRA_CellInfo_GetGuti( p_CSG_CellId );

    var NAS_PlmnId v_PLMN:= f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var CSG_Identity v_CSG_Identity;

    timer t_ResponseTimer := 5.0;

    // Set CSG cell to serving cell

    f_EUTRA_SetCellPowerList ({cs_CellPower (p_CSG_CellId, tsc_ServingCellRS_EPRE)});

    // Repeat for CSG = 1 to 4

    for (i:=1; i<5; i:=i+1) {

      // Broadcast CSG Identity in Sysinfo

      v_CSG_Identity := int2bit (i, 27);

      f_EUTRA_CellInfo_SetSysInfo_Csg_Id ( p_CSG_CellId, v_CSG_Identity);

      f_EUTRA_ModifySysinfoUE_Off ( p_CSG_CellId );

……………


After change:

	function f_EUTRA_EmptyCSG_AllowedList ( CellId_Type p_CSG_CellId ) runs on EUTRA_PTC

  {

    var integer i:=0;

    var GutiParameters_Type v_GutiParams:= f_EUTRA_CellInfo_GetGuti( p_CSG_CellId );

    var NAS_PlmnId v_PLMN:= f_Asn2Nas_PlmnId (v_GutiParams.PLMN_Identity);

    var CSG_Identity v_CSG_Identity;

    timer t_ResponseTimer := 5.0;

    // Set CSG cell to serving cell

    f_EUTRA_SetCellPowerList ({cs_CellPower (p_CSG_CellId, tsc_ServingCellRS_EPRE)});

    // Repeat for CSG = 1 to 4

    for (i:=1; i<5; i:=i+1) {

      // Broadcast CSG Identity in Sysinfo

      v_CSG_Identity := int2bit (i, 27);

      f_EUTRA_CellInfo_SetSysInfo_Csg_Ind ( p_CSG_CellId, true ); 
      f_EUTRA_CellInfo_SetSysInfo_Csg_Id ( p_CSG_CellId, v_CSG_Identity);

      f_EUTRA_ModifySysinfoUE_Off ( p_CSG_CellId );

……………
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