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Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iWD-EUTRA-B2011-03_D12wk09’.
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Corrections 

Change 1 – Correction to fl_TC_9_2_3_1_16_Body
	Test case name
	fl_TC_9_2_3_1_16_Body

	Reason for change
	“Protocol configuration options” is an optional field within the PDN CONNECTIVITY REQUEST message. As the UE may not send this field, the variable v_Pco should be defined like var template (omit). Similar issue was reported and corrected in CR R5s100761.

	Summary of change
	v_Pco was defined like template (omit) to cater for the UE not sending this field.

	TTCN module
	NAS_TrackingArea_EOnly.ttcn

	MCC160 Comment
	


Before change:

	  function fl_TC_9_2_3_1_16_Body() runs on EUTRA_PTC

  {

    const EPS_BearerIdentity tsc_EpsBearerId := '5'H;

    var ProcedureTransactionIdentifier v_EPS_TI  := '01'O;

    var template (omit) AccessPointName v_APN := omit;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    // ==========================================================================

    // initialize component specific data structures

    // ==========================================================================

    // get all data which are required for a GUTI

    var GutiParameters_Type v_GutiC_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellC);

    var GutiParameters_Type v_GutiB_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    var boolean v_EIT_Flag := false;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (value) CellPowerList_Type v_CellPowerList;

    var NAS_PlmnId v_PLMN_CellC := f_Asn2Nas_PlmnId (v_GutiC_Params.PLMN_Identity);

    var TrackingAreaCode v_Tac_CellC := f_EUTRA_CellInfo_GetTAC ( eutra_CellC );

    var template (value) TrackingAreaIdList v_TaiList := cs_TAIListNonConsecutive_lv( v_PLMN_CellC, { bit2oct( v_Tac_CellC ) } );

    var NAS_MSG_Indication_Type v_NasInd;

    var ProtocolConfigOptions v_Pco;
    var boolean v_IPallocationViaNasFlag;

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(EPS_Only); // @sic R5s110176 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only); // @sic R5s110176 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@

    //@siclog "Step 1" siclog@


After change:

	 function fl_TC_9_2_3_1_16_Body() runs on EUTRA_PTC

  {

    const EPS_BearerIdentity tsc_EpsBearerId := '5'H;

    var ProcedureTransactionIdentifier v_EPS_TI  := '01'O;

    var template (omit) AccessPointName v_APN := omit;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    // ==========================================================================

    // initialize component specific data structures

    // ==========================================================================

    // get all data which are required for a GUTI

    var GutiParameters_Type v_GutiC_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellC);

    var GutiParameters_Type v_GutiB_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellB);

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    var boolean v_EIT_Flag := false;

    var template (omit) EPS_BearerContextStatus v_EpsBearerCtxtStatus;

    var template (value) CellPowerList_Type v_CellPowerList;

    var NAS_PlmnId v_PLMN_CellC := f_Asn2Nas_PlmnId (v_GutiC_Params.PLMN_Identity);

    var TrackingAreaCode v_Tac_CellC := f_EUTRA_CellInfo_GetTAC ( eutra_CellC );

    var template (value) TrackingAreaIdList v_TaiList := cs_TAIListNonConsecutive_lv( v_PLMN_CellC, { bit2oct( v_Tac_CellC ) } );

    var NAS_MSG_Indication_Type v_NasInd;

    var template (omit) ProtocolConfigOptions v_Pco;
    var boolean v_IPallocationViaNasFlag;

    var EPS_UpdateTypeValue v_UpdateType := f_GetEPSTAUType(EPS_Only); // @sic R5s110176 sic@

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (EPS_Only); // @sic R5s110176 sic@

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s110176 sic@

    //@siclog "Step 1" siclog@
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