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Introduction

Total Number of CRs agreed for this WI: 23. TSs being affected:

· 34.108 - 
  4 CR(s)

· 34.121-1 - 
  5 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.123-1 - 
11 CR(s)

· 34.123-2 - 
  3 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-121255
	34.108
	0890
	-
	F
	Rel-11
	11.1.0
	Introduction of default RRC messages for DC-HSUPA
	RANimp-DC_HSUPA_UEConTest

	R5-121355
	34.108
	0891
	-
	F
	Rel-11
	11.1.0
	Introduction of new reference radio bearer combination for DC-HSUPA MAC testing
	RANimp-DC_HSUPA_UEConTest

	R5-121953
	34.108
	0900
	-
	F
	Rel-11
	11.1.0
	Definition of default RB SETUP message for DC-HSUPA RF tests in section 9.2
	RANimp-DC_HSUPA_UEConTest

	R5-121993
	34.108
	0901
	-
	F
	Rel-11
	11.1.0
	RB SETUP message for DC-HSUPA RF tests
	RANimp-DC_HSUPA_UEConTest

	R5-121149
	34.121-1
	1415
	-
	F
	Rel-10
	10.2.1
	Addition of  a new section 6.1A:Reference input power adjustment for a dual band device
	RANimp-DC_HSUPA_UEConTest

	R5-121150
	34.121-1
	1416
	-
	F
	Rel-10
	10.2.1
	Correction to the Notes of Tables of the test cases 6.5C and 6.7C.
	RANimp-DC_HSUPA_UEConTest

	R5-121587
	34.121-1
	1427
	-
	F
	Rel-10
	10.2.1
	Corrections to TC 5.4.1A (Open Loop Power Control for DC-HSUPA)
	RANimp-DC_HSUPA_UEConTest

	R5-121590
	34.121-1
	1428
	-
	F
	Rel-10
	10.2.1
	Adding DC-HSDPA configuration into DC-HSUPA section 5 test cases
	RANimp-DC_HSUPA_UEConTest

	R5-121593
	34.121-1
	1429
	-
	F
	Rel-10
	10.2.1
	Adding DC-HSDPA configuration into Annex C.11A
	RANimp-DC_HSUPA_UEConTest

	R5-121259
	34.123-1
	3109
	-
	F
	Rel-10
	10.0.0
	Part 1: Marking DC_HSUPA test cases 7.1.9.3 and 7.1.9.4 as void
	RANimp-DC_HSUPA_UEConTest

	R5-121260
	34.123-1
	3110
	-
	F
	Rel-10
	10.0.0
	New DC-HSUPA RRC test case 8.2.2.78
	RANimp-DC_HSUPA_UEConTest

	R5-121261
	34.123-1
	3111
	-
	F
	Rel-10
	10.0.0
	Correction to DC-HSUPA RRC test case 8.2.2.76
	RANimp-DC_HSUPA_UEConTest

	R5-121262
	34.123-1
	3112
	-
	F
	Rel-10
	10.0.0
	Correction to DC-HSUPA RRC test case 8.2.2.77
	RANimp-DC_HSUPA_UEConTest

	R5-121263
	34.123-1
	3113
	-
	F
	Rel-10
	10.0.0
	Correction to DC-HSUPA RRC test case 8.3.4.20
	RANimp-DC_HSUPA_UEConTest

	R5-121264
	34.123-1
	3114
	-
	F
	Rel-10
	10.0.0
	New generic radio bearer test procedure for DC-HSUPA radio bearer combinations
	RANimp-DC_HSUPA_UEConTest

	R5-121265
	34.123-1
	3115
	-
	F
	Rel-10
	10.0.0
	Correction to DC-HSUPA RB test case 14.7.3b
	RANimp-DC_HSUPA_UEConTest

	R5-121266
	34.123-1
	3116
	-
	F
	Rel-10
	10.0.0
	Correction to DC-HSUPA RB test case 14.7.3c
	RANimp-DC_HSUPA_UEConTest

	R5-121815
	34.123-1
	3135
	-
	F
	Rel-10
	10.0.0
	Correction to DC-HSUPA MAC test case 7.1.9.1
	RANimp-DC_HSUPA_UEConTest

	R5-121816
	34.123-1
	3136
	-
	F
	Rel-10
	10.0.0
	Correction to DC-HSUPA MAC test case 7.1.9.5
	RANimp-DC_HSUPA_UEConTest

	R5-121817
	34.123-1
	3137
	-
	F
	Rel-10
	10.0.0
	New DC-HSUPA MAC test case 7.1.9.2
	RANimp-DC_HSUPA_UEConTest

	R5-121267
	34.123-2
	0587
	-
	F
	Rel-10
	10.0.0
	Applicability of new DC-HSUPA MAC test case 7.1.9.2
	RANimp-DC_HSUPA_UEConTest

	R5-121268
	34.123-2
	0588
	-
	F
	Rel-10
	10.0.0
	Applicability of new DC-HSUPA RRC test case 8.2.2.78
	RANimp-DC_HSUPA_UEConTest

	R5-121269
	34.123-2
	0589
	-
	F
	Rel-10
	10.0.0
	Correction to applicability for DC-HSUPA test cases
	RANimp-DC_HSUPA_UEConTest
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