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CRs for LTE Carrier Aggregation [LTE_CA-Core, LTE_CA-Perf]

	Spec
	CR
	Rev
	Cat
	Phase
	Subject
	Doc-2nd-Level
	Workitem
	Source-2nd-Level

	36.141
	320
	 
	B
	Rel-11
	Introduction of CA band combination Band1 + Band19 to TS 36.141
	R4-121492
	LTE_CA-core
	NTT DOCOMO

	36.141
	341
	 
	B
	Rel-11
	Introduction of CA band combination Band4 + Band13 to TS 36.141
	R4-123162
	LTE_CA-core
	Alcatel-Lucent

	36.133
	1293
	1
	A
	Rel-11
	Clarification on the number of monitoring layers for CA UEs
	R4-123480
	LTE_CA-Core
	NTT DOCOMO

	36.104
	280
	 
	B
	Rel-11
	Introduction of CA band combination Band1 + Band19 to TS 36.104
	R4-121491
	LTE_CA-core
	NTT DOCOMO

	36.133
	1292
	1
	F
	Rel-10
	Clarification on the number of monitoring layers for CA UEs
	R4-123479
	LTE_CA-Core
	NTT DOCOMO

	36.104
	298
	 
	B
	Rel-11
	Introduction of CA band combination Band4 + Band17 to TS 36.104
	R4-123167
	LTE_CA-core
	Alcatel-Lucent, AT&T

	36.104
	296
	 
	B
	Rel-11
	Introduction of CA band combination Band4 + Band13 to TS 36.104
	R4-123158
	LTE_CA-core
	Alcatel-Lucent

	36.101
	1120
	 
	B
	Rel-11
	Introduction of CA band combination Band1 + Band19 to TS 36.101
	R4-121632
	LTE_CA-Core
	NTT DOCOMO

	36.141
	342
	 
	B
	Rel-11
	Introduction of CA band combination Band4 + Band17 to TS 36.141
	R4-123169
	LTE_CA-core
	Alcatel-Lucent, AT&T

	36.133
	1222
	 
	F
	Rel-10
	Test case for event-triggered reporting on deactivated SCell with PCell interruption
	R4-121526
	LTE_CA-Perf
	CATT, Ericsson, ST-Ericsson

	36.101
	1154
	 
	F
	Rel-10
	Introduction of TDD CA Soft Buffer Limitation
	R4-122493
	LTE_CA-Perf
	CATT

	36.101
	1140
	 
	A
	Rel-11
	Addition of Maximum Throughput for R.30-1 TDD RMC
	R4-122032
	LTE_CA-Perf
	CATT

	36.133
	1223
	 
	A
	Rel-11
	Test case for event-triggered reporting on deactivated SCell with PCell interruption
	R4-121530
	LTE_CA-Perf
	CATT, Ericsson, ST-Ericsson

	36.101
	1093
	 
	F
	Rel-10
	Addition of Maximum Throughput for R.30-1 TDD RMC
	R4-121270
	LTE_CA-Perf
	CATT

	36.101
	1155
	 
	A
	Rel-11
	Introduction of TDD CA Soft Buffer Limitation
	R4-122495
	LTE_CA-Perf
	CATT

	36.101
	1225
	 
	A
	Rel-11
	CR on CA UE receiver timing window R11
	R4-123568
	LTE_CA-Perf
	DCM

	36.101
	1224
	 
	F
	Rel-10
	CR on CA UE receiver timing window R10
	R4-123567
	LTE_CA-Perf
	DCM
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