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<< Start of Changes >>
9.2.1.3
FDD (demodulation subframe overlaps with aggressor cell ABS)
The following requirements apply to UE Category 2-8. For the parameters specified in Table 9.2.1.3-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to Table TBD in subframes overlapping with aggressor cell ABS and non-ABS subframes shall be in the range of [±1] of the reported median more than [90%] of the time.  Other criterion is TBD.
Table 9.2.1.3-1: PUCCH 1-0 static test (FDD)
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	TBD

	Downlink power allocation
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	TBD
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	dB
	TBD

	Propagation condition and antenna configuration
	
	TBD
	TBD
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(Note 1)
	dB
	TBD
	[6]
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	dBm/15kHz
	[-102]
	N/A
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	dBm/15kHz
	[-98]
	N/A
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	dBm/15kHz
	[-94.8]
	N/A
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	 dB[mW/15kHz]
	TBD
	TBD

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN

	Cell Id
	
	0
	1

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	ABS pattern (Note 2)
	
	N/A
	[10101010
10101010
10101010
10101010]

	RLM/RRM Measurement Subframe Pattern (Note 4)
	
	TBD
	N/A

	CSI Subframe Sets (Note 3)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	3

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 5

	cqi-pmi-ConfigurationIndex
	
	6

	Note 1:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.
Note 2:
ABS pattern as defined in [9].

Note 3:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]
Note 4:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]
Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]
Note 6:     Cell 1 is the serving cell. Cell 2 is the aggressor cell.


Note:
If needed, the additional tests will be added at different SNR points.

9.2.1.4
TDD (demodulation subframe overlaps with aggressor cell ABS)
The following requirements apply to UE Category 1-8. For the parameters specified in Table 9.2.1.4-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to Table TBD in subframes overlapping with aggressor cell ABS and non-ABS subframes shall be in the range of [±1] of the reported median more than [90%] of the time. Other criterion is TBD.
Table 9.2.1.4-1: PUCCH 1-0 static test (TDD)
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	TBD

	Uplink downlink configuration
	
	[1]

	Special subframe configuration
	
	4

	Downlink power allocation
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	TBD
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	dB
	TBD

	Propagation condition and antenna configuration
	
	TBD
	TBD
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	TBD
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	dBm/15kHz
	[-102]
	N/A
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	dBm/15kHz
	[-98]
	N/A
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	dBm/15kHz
	[-94.8]
	N/A
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	 dB[mW/15kHz]
	TBD
	TBD

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN

	Cell Id
	
	0
	1

	Time Offset between Cells
	[(s]
	2.5 (synchronous cells)

	ABS pattern (Note 2)
	
	N/A
	TBD

	RLM/RRM Measurement Subframe Pattern
	
	TBD
	N/A

	CSI Subframe Sets (Note 3)
	CCSI,0
	
	TBD
	N/A

	
	CCSI,1
	
	TBD
	N/A

	Number of control OFDM symbols
	
	3

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	[PUSCH]

	PUCCH Report Type
	
	4

	Reporting periodicity
	ms
	[Npd = 5]

	cqi-pmi-ConfigurationIndex
	
	[3]

	ACK/NACK feedback mode
	
	[Multiplexing]

	Note 1:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.
Note 2:
ABS pattern as defined in [9].

Note 3:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 4:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7]

Note 5:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]
Note 6:     Cell 1 is the serving cell. Cell 2 is the aggressor cell.


Note:
If needed, the additional tests will be added at different SNR points.
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