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	Reason for change:
(

	The PPAC feature was introduced in CR3276. With the changes in the CR, in the scenario of network sharing, if the IE "Domain Specific Access Restriction List" of the IE "Domain Specific Access Restriction For Shared Network"or the IE "Paging Permission with Access Control List" of the IE "Paging Permission with Access Control For Shared Network" is indicated, the IE "Domain Specific Access Restriction Parameters For All" and the IE "Paging Permission with Access Control Parameters For All" will be ignored. 

In the case that the DSAC is configured for all the shared operators and PPAC is configured only for part of them, the IE "Paging Permission with Access Control List" will be indicated for the operators enabling the PPAC, and the DSAC configuration in IE "Domain Specific Access Restriction Parameters For All" will be ignored as per current specification, which means DSAC will not be available for all the shared operator in such case. It was not the intent of the CR

	
	

	Summary of change:
(

	Clarify that the DSAC configurations in the IE "Domain Specific Access Restriction Parameters For All" or the IE "Domain Specific Access Restriction List" are independent to PPAC configurations in the IE "Paging Permission with Access Control Parameters For All" or the IE "Paging Permission with Access Control List".
Impacted functionality:

Paging Permission with Access Control (PPAC). The change only affects the indicated functionality.

Inter-operability:

1)    If the UE is not implemented according to the CR and the NW is then the UE may still ignore the PPAC or DSAC configurations in IE "Domain Specific Access Restriction Parameters For All" and the IE "Paging Permission with Access Control Parameters For All" if the IE "Domain Specific Access Restriction List" or the IE "Paging Permission with Access Control List" is indicated, while the network may consider these PPAC or DSAC configurations are validated.
2)    If the NW is not implemented according to the CR and the UE is then the UE will apply PPAC and DSAC in the way as the NW expects. No compatibility issue could be seen in such case.
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not approved:
	UE may still ignore the PPAC or DSAC configurations in IE "Domain Specific Access Restriction Parameters For All" and the IE "Paging Permission with Access Control Parameters For All" if the IE "Domain Specific Access Restriction List" or the IE "Paging Permission with Access Control List" is indicated, while the network may consider these PPAC or DSAC configurations are validated. Hence NW will have to avoid configuring PPAC+DSAC in such way.
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8.1.1.6.3
System Information Block type 3
The UE should store all relevant IEs included in this system information block. The UE shall:

1>
if in connected mode, and System Information Block 4 is indicated as used in the cell:

2>
read and act on information sent in that block.

1>
if IE "Deferred measurement control reading support" is present:

2>
set variable DEFERRED_MEASUREMENT_STATUS to TRUE.

1>
else:

2>
set variable DEFERRED_MEASUREMENT_STATUS to FALSE.

With respect to Domain Specific Access Control and Paging Permission with Access Control, the UE shall:

1>
if the IE "Multiple PLMN List" is not included in the Master Information Block:

2>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

1>
else:

2>
if the PLMN specified by the IE "PLMN Identity" of the Master Information Block is chosen by the UE:

3>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

2>
else, if N-th (N=1..5) PLMN in the IE "Multiple PLMNs" contained in the IE "Multiple PLMN List" is chosen by the UE:

3>
if the IE "Domain Specific Access Restriction List" of the IE "Domain Specific Access Restriction For Shared Network" is indicated:
4>
if the IE "Domain Specific Access Restriction Parameters For OperatorN" is indicated:

5>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For OperatorN".
3>
else, 
4>
if the IE "Domain Specific Access Restriction Parameters For All" of the IE "Domain Specific Access Restriction For Shared Network" is indicated:

5> apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For All".
3>
if the IE "Paging Permission with Access Control List" of the IE "Paging Permission with Access Control For Shared Network" is indicated:
4>
if the IE "Paging Permission with Access Control Parameters For OperatorN" is indicated:

5>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For OperatorN".
3>
else, 


4>
if the IE "Paging Permission with Access Control Parameters For All" of the IE "Paging Permission with Access Control For Shared Network" is indicacted:

5>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For All".
The UE shall apply the following handling with respect to any Access Class Barring information:

1>
if in idle mode:

2>
if the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" or the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3, the UE shall:
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