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	< Start of Change>


9.2.1.31H
HS-DSCH Information To Modify

The HS-DSCH Information To Modify IE is used for modification of HS-DSCH information in a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>CHOICE Priority Queue
	M
	
	
	
	–
	

	>>Add Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	
	–
	

	>>>Associated HS-DSCH MAC-d Flow
	M
	
	HS-DSCH MAC-d Flow ID

9.2.1.31I
	Shall only refer to an HS-DSCH MAC-d flow already existing in the old configuration.

Multiple Priority Queues can be associated with the same HS-DSCH MAC-d Flow ID.
	–
	

	>>>Scheduling Priority Indicator
	M
	
	9.2.1.53H
	
	–
	

	>>>T1
	M
	
	9.2.1.56a
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>>>MAC-hs Window Size
	M
	
	9.2.1.38B
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	1..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.53I
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.38A
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>RLC Mode
	M
	
	9.2.1.52B
	
	–
	

	>>>Maximum MAC-d PDU Size Extended
	O
	
	MAC PDU Size Extended

9.2.1.38C
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.122
	
	Yes
	ignore

	>>Modify Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	>>>Scheduling Priority Indicator
	O
	
	9.2.1.53H
	
	–
	

	>>>T1
	O
	
	9.2.1.56a
	
	–
	

	>>>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>>>MAC-hs Window Size
	O
	
	9.2.1.38B
	
	–
	

	>>>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	>>>MAC-d PDU Size Index
	
	0..<maxnoofMACdPDUindexes>
	
	
	–
	

	>>>>SID
	M
	
	9.2.1.53I
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>>MAC-d PDU Size
	M
	
	9.2.1.38A
	Shall be ignored if Maximum MAC-d PDU Size Extended IE is present.
	–
	

	>>>Maximum MAC-d PDU Size Extended
	O
	
	MAC PDU Size Extended

9.2.1.38C
	
	YES
	reject

	>>>DL RLC PDU Size Format
	O
	
	9.2.1.122
	
	Yes
	ignore

	>>Delete Priority Queue
	
	
	
	
	
	

	>>>Priority Queue ID
	M
	
	9.2.1.49C
	Shall only refer to a Priority Queue already existing in the old configuration.
	–
	

	MAC-hs Reordering Buffer Size for RLC-UM
	O
	
	9.2.1.38Ab
	
	–
	

	CQI Feedback Cycle k
	O
	
	9.2.2.21B
	For FDD only
	–
	

	CQI Repetition Factor
	O
	
	9.2.2.4Cb
	For FDD only
	–
	

	ACK-NACK Repetition Factor
	O
	
	9.2.2.a
	For FDD only
	–
	

	CQI Power Offset
	O
	
	9.2.2.4Ca
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.23a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	For FDD only
	–
	

	Measurement Power Offset
	O
	
	9.2.2.21C
	For FDD only
	–
	

	HS-SCCH Code Change Grant
	O
	
	9.2.1.31L
	
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.18F
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	For FDD only
	YES
	ignore

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	UE Capabilities Information
	
	0..1
	
	
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	–
	

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Twocarrier Discontiguous, One-Two carrier Contiguous, Two-Two carrier Contiguous)
	Applicable to 1.28Mcps TDD only

This IE indicates the number of carrier(s) the UE can support at the same time, where ”x-y carrier” means x for the uplink, and y for the downlink.
One-Two carrier Discontiguous and Two-Two carrier Discontiguous mean that the UE is capable of supporting two non-adjacent carriers.

One-Two carrier Contiguous and Two-Two carrier Contiguous mean that the UE is only capable of supporting two adjacent carriers.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	Enumerated (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.xxx
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	HS-SICH TPC step size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-PDSCH Code Change Grant
	O
	
	9.2.1.31N
	For FDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.1.120
	For FDD and 1.28Mcps TDD only
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.31ID
	
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	For FDD only
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.117
	 
	YES
	ignore

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.123
	For FDD only
	YES
	reject

	Puncturing Handling in First Rate Matching Stage
	O
	
	9.2.2.149
	For FDD only
	YES
	ignore


	Condition
	Explanation

	NofSupportedCarriers
	This IE shall be present if the Number of Supported Carriers IE is equal to "One-Two carrier Discontiguous" or "Two-Two carrier Discontiguous" and the concerned cell and the UE support more than one RF band.


	Range Bound
	Explanation

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofPrioQueues
	Maximum number of Priority Queues

	maxnoofMACdPDUindexes
	Maximum number of different MAC-d PDU SIDs


9.2.1.31HA
HS-DSCH Information To Modify Unsynchronised
The HS-DSCH Information To Modify Unsynchronised IE is used for modification of HS-DSCH information in a Node B Communication Context with the Unsynchronised Radio Link Reconfiguration procedure.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information
	
	0..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	–
	

	>TNL QoS 
	O
	
	9.2.1.58A
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	Priority Queue Information
	
	0..<maxnoofPrioQueues>
	
	
	–
	

	>Priority Queue ID
	M
	
	9.2.1.49C
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.53H
	
	–
	

	>Discard Timer
	O
	
	9.2.1.24E
	
	–
	

	>MAC-hs Guaranteed Bit Rate
	O
	
	9.2.1.38Aa
	
	–
	

	CQI Power Offset
	O
	
	9.2.2.4Ca
	For FDD only 
	–
	

	ACK Power Offset
	O
	
	9.2.2.b
	For FDD only
	–
	

	NACK Power Offset
	O
	
	9.2.2.23a
	For FDD only
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	For FDD only
	–
	

	TDD ACK NACK Power Offset
	O
	
	9.2.3.18F
	For TDD only
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	For FDD only
	YES
	ignore

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	UE Capabilities Information
	
	0..1
	
	
	YES
	ignore

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	YES
	ignore

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Two carrier Discontiguous, One-Two carrier Contiguous, Two-Two carrier Contiguous)
	Applicable to 1.28Mcps TDD only

This IE indicates the number of carrier(s) the UE can support at the same time, where ”x-y carrier” means x for the uplink, and y for the downlink.
One-Two carrier Discontiguous and Two-Two carrier Discontiguous mean that the UE is capable of supporting two non-adjacent carriers.

One-Two carrier Contiguous and Two-Two carrier Contiguous mean that the UE is only capable of supporting two adjacent carriers.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	Enumerated (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only


	YES
	ignore

	>UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.xxx
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	HS-SICH TPC step size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	MIMO Mode Indicator
	O
	
	9.2.1.118
	For FDD and 1.28Mcps TDD only
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	For FDD only
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	For FDD only
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.117
	 
	YES
	ignore

	Single Stream MIMO Mode Indicator
	O
	
	9.2.2.123
	For FDD only
	YES
	reject

	Puncturing Handling in First Rate Matching Stage
	O
	
	9.2.2.149
	For FDD only
	YES
	ignore


	Condition
	Explanation

	NofSupportedCarriers
	This IE shall be present if the Number of Supported Carriers IE is equal to "One-Two carrier Discontiguous" or "Two-Two carrier Discontiguous" and the concerned cell and the UE support more than one RF band.


	Range Bound
	Explanation

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofPrioQueues
	Maximum number of Priority Queues


	< Sections Omitted >


9.2.2.18D
HS-DSCH FDD Information

The HS-DSCH FDD Information IE is used for initial addition of HS-DSCH information to a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.31IA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	–
	

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Not to be used. 
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Two carrier Discontiguous, One-Two carrier Contiguous, Two-Two carrier Contiguous)
	Not to be used.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	Not to be used.
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.xxx
	Not to be used.
	YES
	ignore

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.38Ab
	
	–
	

	CQI Feedback Cycle k
	M
	
	9.2.2.21B
	
	–
	

	CQI Repetition Factor
	C-CQICyclek
	
	9.2.2.4Cb
	
	–
	

	ACK-NACK Repetition Factor
	M
	
	9.2.2.a
	
	–
	

	CQI Power Offset 
	M
	
	9.2.2.4Ca
	
	–
	

	ACK Power Offset
	M
	
	9.2.2.b
	
	–
	

	NACK Power Offset
	M
	
	9.2.2.23a
	
	–
	

	HS-SCCH Power Offset
	O
	
	9.2.2.18I
	
	–
	

	Measurement Power Offset
	O
	
	9.2.2.21C
	
	–
	

	HARQ Preamble Mode
	O
	
	9.2.2.18a
	
	YES
	ignore

	MIMO Activation Indicator
	O
	
	9.2.1.119
	
	YES
	reject

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.31ID
	If not present, "Indexed MAC-d PDU Size" shall be used.
	YES
	reject

	Sixtyfour QAM Usage Allowed Indicator
	O
	
	9.2.2.74A
	
	YES
	ignore

	UE with enhanced HS-SCCH support indicator
	O
	
	NULL
	UE supports enhanced HS-SCCH functionality:

- UE supports different HS-SCCH in consecutive TTIs and

- in HS-SCCH-less operation mode the UE supports HS-SCCH orders
	YES
	ignore

	Enhanced HS Serving CC Abort
	O
	
	ENUMERATED (Abort Enhanced HS Serving CC, …)
	Shall be ignored in Radio Link Setup and Radio Link Addition procedures. 
	YES
	reject

	UE Support Indicator Extension
	O
	
	9.2.2.117
	
	YES
	ignore

	Single Stream MIMO Activation Indicator
	O
	
	9.2.2.123
	
	YES
	reject

	Puncturing Handling in First Rate Matching Stage
	O
	
	9.2.2.149
	
	YES
	ignore


	Condition
	Explanation

	CQICyclek
	The IE shall be present if the CQI Feedback Cycle k IE is set to a value greater than 0.


	< Sections Omitted >


9.2.3.5F
HS-DSCH TDD Information

The HS-DSCH TDD Information IE is used for initial addition of HS-DSCH information to a Node B Communication Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flows Information
	M
	
	9.2.1.31IA
	
	–
	

	UE Capabilities Information
	
	1
	
	
	–
	

	>HS-DSCH Physical Layer Category
	M
	
	9.2.1.31Ia
	
	–
	

	>1.28 Mcps TDD Uplink Physical Channel Capability
	O
	
	9.2.3.5Gc
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Number of Supported Carriers
	O
	
	ENUMERATED (

One-one carrier, One-three carrier, Three-three carrier, One-six carrier,

Three-six carrier,

Six-six carrier, ..., One-Two carrier Discontiguous, Two-Two carrier Discontiguous, One-Two carrier Contiguous, Two-Two carrier Contiguous)
	Applicable to 1.28Mcps TDD only

This IE indicates the number of carrier that UE can support at the same time, where ”One-three carrier” means the number of supported carrier is one for the uplink,and three for the downlink.
One-Two carrier Discontiguous and Two-Two carrier Discontiguous mean that the UE is capable of supporting two non-adjacent carriers.

One-Two carrier Contiguous and Two-Two carrier Contiguous mean that the UE is only capable of supporting two adjacent carriers.
	YES
	reject

	>Multi-carrier HS-DSCH Physical Layer Category
	O
	
	9.2.1.31Ia
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>MIMO SF Mode Supported For HS-PDSCH dual stream
	O
	
	Enumerated (SF1, SF1/SF16)
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>UE TS0 Capability LCR
	O
	
	9.2.3.110
	Applicable to 1.28Mcps TDD only. 
	YES
	ignore

	>UE RF Band Capability LCR
	C-NofSupportedCarriers
	
	9.2.3.xxx
	Applicable to 1.28Mcps TDD only.
	YES
	ignore

	MAC-hs Reordering Buffer Size for RLC-UM
	M
	
	9.2.1.38Ab
	
	–
	

	TDD ACK NACK Power Offset
	M
	
	9.2.3.18F
	
	–
	

	HS-SICH SIR Target
	O
	
	UL SIR

9.2.1.67A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-SICH TPC step size
	O
	
	9.2.3.21a
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-DSCH MAC-d PDU Size Format 
	O
	
	9.2.1.31ID
	If not present, "Indexed MAC-d PDU Size" shall be used.
	YES
	reject

	TSN-Length
	O
	
	9.2.3.5I
	Applicable for 1.28Mcps TDD when using multiple frequencies
	YES
	reject

	MIMO Activation Indicator
	O
	
	9.2.1.119
	
	YES
	reject


	Condition
	Explanation

	NofSupportedCarriers
	This IE shall be present if the Number of Supported Carriers IE is equal to "One-Two carrier Discontiguous" or "Two-Two carrier Discontiguous" and the concerned cell and the UE support more than one RF band.


	< Sections Omitted >


9.2.3.xxx
UE RF Band Capability LCR
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE RF Band Capability Info
	
	1..< maxFreqBandsTDD>
	
	

	>UE RF Band Capability
	M
	
	ENUMERATED (a,b,c,d,e,f,g,h,i,j,k,l,m,n,o,p,…)
	Corresponds to the radio bands definition (TS 25.105 [15]).


	< Sections Omitted >


9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,


maxNrOfEDCH-HARQ-PO-QUANTSTEPs,


maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,


maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDPCHs768,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,


maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,


maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,


maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,


maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,


maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,


maxNrOfE-AGCHs,


maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,


maxNrOfE-RGCHs-E-HICHs,


maxNrofSigSeqRGHI-1,


maxNoOfLogicalChannels,


maxNrOfEAGCHs,


maxNrOfRefBetas,


maxNrOfEAGCHCodes,


maxNrOfHS-DSCH-TBSs,


maxNrOfHS-DSCH-TBSs-HS-SCCHless,

maxNrOfEHICHCodes,

maxNrOfCommonMACFlows,

maxNrOfCommonMACFlows-1,

maxNrOfPagingMACFlow,


maxNrOfPagingMACFlow-1,

maxNrOfcommonMACQueues,


maxNrOfpagingMACQueues,


maxNrOfHS-DSCHTBSsE-PCH,

maxGANSSSat,


maxNoGANSS,

maxSgnType,

maxHSDPAFrequency,


maxHSDPAFrequency-1,


maxGANSSSatAlmanac,


maxGANSSClockMod,


maxNrOfEDCHRLs,


maxCellinNodeB,


maxERNTItoRelease,


maxNrOfCommonEDCH,


maxFrequencyinCell-1,

maxNrOfCommonMACFlowsLCR,

maxNrOfCommonMACFlowsLCR-1,

maxNrOfHSSCCHsLCR,


maxNrOfEDCHMACdFlowsLCR,


maxNrOfEDCHMACdFlowsLCR-1,


maxNrOfEAGCHsLCR,


maxNrOfEHICHsLCR,


maxnrofERUCCHsLCR,


maxNrOfHSPDSCHs,


maxFrequencyinCell,


maxNrOfHSDSCH-1,


maxNrOfHSDSCH,


maxGANSS-1,


maxNoOfTBSs-Mapping-HS-DSCH-SPS,


maxNoOfTBSs-Mapping-HS-DSCH-SPS-1,


maxNoOfHS-DSCH-TBSsLCR,

maxNoOfRepetition-Period-LCR,


maxNoOfRepetitionPeriod-SPS-LCR-1,


maxNoOf-HS-SICH-SPS,


maxNoOf-HS-SICH-SPS-1,


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH, 


maxNoOfNon-HS-SCCH-Assosiated-HS-SICH-Ext,


maxMBMSServiceSelect,

maxNrOfCellPortionsPerCellLCR,


maxNrOfCellPortionsPerCellLCR-1,

maxNrOfEDCH-1,


maxNoOfCommonH-RNTI,


maxNrOfCommonMACFlowsLCRExt,


maxofERNTI,


maxNrOfDCHMeasurementOccasionPatternSequence,

maxNrOfULCarriersLCR-1,

maxNrOfCommonHRNTI,


maxFreqBandsTDD,

id-BroadcastCommonTransportBearerIndication,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,

id-TUTRANGPSMeasurementThresholdInformation,


id-TypeOfError,

id-transportlayeraddress,


id-bindingID,

id-Angle-Of-Arrival-Value-LCR,

id-SyncDLCodeIdThreInfoLCR,


id-neighbouringTDDCellMeasurementInformationLCR,


id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,


id-Initial-DL-Power-TimeslotLCR-InformationItem,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,


id-Received-total-wide-band-power-For-CellPortion,


id-Received-total-wide-band-power-For-CellPortion-Value,


id-Transmitted-Carrier-Power-For-CellPortion,


id-Transmitted-Carrier-Power-For-CellPortion-Value,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHSTransmission,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortion,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCH-E-RGCHOrE-HICHTransmissionCellPortionValue,


id-HS-DSCHRequiredPowerValueInformation,


id-HS-DSCHProvidedBitRateValueInformation,


id-HS-DSCHRequiredPowerValue,


id-HS-DSCHRequiredPowerValue-For-Cell-Portion,


id-HS-DSCHRequiredPowerValueInformation-For-CellPortion,


id-HS-DSCHProvidedBitRateValueInformation-For-CellPortion,


id-HSDSCH-MACdPDUSizeFormat,

id-HS-PDSCH-Code-Change-Grant,


id-HS-PDSCH-Code-Change-Indicator,


id-HS-DSCH-SPS-Operation-Indicator,


id-Best-Cell-Portions-Value,


id-Unidirectional-DCH-Indicator,


id-SAT-Info-Almanac-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue,


id-HARQ-Preamble-Mode,


id-HARQ-Preamble-Mode-Activation-Indicator,

id-DLTransmissionBranchLoadValue,


id-E-DCHProvidedBitRateValueInformation,


id-E-DCH-Non-serving-Relative-Grant-Down-CommandsValue,


id-HSSICH-SIRTarget,


id-PLCCH-Information-UL-TimeslotLCR-Info,


id-neighbouringTDDCellMeasurementInformation768,


id-Rx-Timing-Deviation-Value-768,


id-hsSCCH-Specific-Information-ResponseTDD768,


id-Rx-Timing-Deviation-Value-384-ext,


id-E-DCH-PowerOffset-for-SchedulingInfo,


id-Extended-Round-Trip-Time-Value,


id-ExtendedPropagationDelay,

id-HSSICH-TPC-StepSize,


id-RTWP-CellPortion-ReportingIndicator,


id-Received-Scheduled-EDCH-Power-Share-Value,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion-Value,


id-Received-Scheduled-EDCH-Power-Share,


id-Received-Scheduled-EDCH-Power-Share-For-CellPortion,


id-ueCapability-Info,


id-ContinuousPacketConnectivityHS-SCCH-less-Information,


id-ContinuousPacketConnectivityHS-SCCH-less-Information-Response,


id-MIMO-ActivationIndicator,


id-MIMO-Mode-Indicator,


id-MIMO-N-M-Ratio,

id-Additional-failed-HS-SICH,

id-Additional-missed-HS-SICH,

id-Additional-total-HS-SICH,

id-Additional-HS-SICH-Reception-Quality-Measurement-Value,


id-LCRTDD-uplink-Physical-Channel-Capability,


id-SixteenQAM-UL-Operation-Indicator,


id-E-AGCH-Table-Choice,


id-E-TFCI-Boost-Information,


id-E-DPDCH-PowerInterpolation,

id-MaximumMACdPDU-SizeExtended,


id-GANSS-Common-Data,


id-GANSS-Information,

id-GANSS-Generic-Data,


id-TUTRANGANSSMeasurementThresholdInformation,


id-TUTRANGANSSMeasurementValueInformation,


id-Extended-RNC-ID,


id-HARQ-MemoryPartitioningInfoExtForMIMO,


id-Ext-Reference-E-TFCI-PO,


id-Ext-Max-Bits-MACe-PDU-non-scheduled,

id-TransportBearerNotSetupIndicator,

id-TransportBearerNotRequestedIndicator,

id-UARFCNforNt,


id-number-Of-Supported-Carriers,


id-multipleFreq-HSPDSCH-InformationList-ResponseTDDLCR,


id-tSN-Length,


id-multicarrier-number,


id-Extended-HS-SICH-ID,


id-Default-Serving-Grant-in-DTX-Cycle2,


id-SixtyfourQAM-UsageAllowedIndicator,

id-SixtyfourQAM-DL-UsageIndicator,


id-IPMulticastDataBearerIndication,


id-Extended-E-DCH-LCRTDD-PhysicalLayerCategory,

id-ContinuousPacketConnectivityHS-SCCH-less-Deactivate-Indicator,

id-Extended-E-HICH-ID-TDD,

id-E-DCH-MACdPDUSizeFormat,


id-MaximumNumber-Of-Retransmission-for-Scheduling-Info-LCRTDD,


id-E-DCH-RetransmissionTimer-for-SchedulingInfo-LCRTDD,


id-E-PUCH-PowerControlGAP,


id-HSDSCH-TBSizeTableIndicator,

id-E-DCH-DL-Control-Channel-Change-Information,

id-E-DCH-DL-Control-Channel-Grant-Information,


id-DGANSS-Corrections-Req,


id-UE-with-enhanced-HS-SCCH-support-indicator,


id-TransportBearerRequestIndicator,

id-EnhancedHSServingCC-Abort,

id-GANSS-Time-ID,


id-GANSS-AddIonoModelReq,


id-GANSS-EarthOrientParaReq,


id-GANSS-AddNavigationModelsReq,


id-GANSS-AddUTCModelsReq,


id-GANSS-AuxInfoReq,


id-GANSS-SBAS-ID,


id-GANSS-ID,


id-GANSS-Additional-Ionospheric-Model,


id-GANSS-Earth-Orientation-Parameters,


id-GANSS-Additional-Time-Models,


id-GANSS-Additional-Navigation-Models,


id-GANSS-Additional-UTC-Models,


id-GANSS-Auxiliary-Information,

id-GANSS-alm-keplerianNAVAlmanac,

id-GANSS-alm-keplerianReducedAlmanac,


id-GANSS-alm-keplerianMidiAlmanac,


id-GANSS-alm-keplerianGLONASS,


id-GANSS-alm-ecefSBASAlmanac,


id-EDCH-RACH-Report-Value,


id-EDCH-RACH-Report-IncrDecrThres,


id-EDCH-RACH-Report-ThresholdInformation,


id-MACes-Maximum-Bitrate-LCR,


id-E-AGCH-UE-Inactivity-Monitor-Threshold,


id-MultiCarrier-HSDSCH-Physical-Layer-Category,

id-MIMO-ReferenceSignal-InformationListLCR,


id-MIMO-SFMode-For-HSPDSCHDualStream,


id-MIMO-SFMode-Supported-For-HSPDSCHDualStream,


id-DL-RLC-PDU-Size-Format,


id-schedulingPriorityIndicator,

id-UE-SupportIndicatorExtension,


id-UE-AggregateMaximumBitRate-Enforcement-Indicator,


id-Single-Stream-MIMO-ActivationIndicator,

id-Single-Stream-MIMO-Mode-Indicator,

id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCHOrE-HICHTransmissionCellPortion,


id-ULTimeslotISCPValue-For-CellPortion,


id-UpPTSInterferenceValue-For-CellPortion,


id-Best-Cell-Portions-ValueLCR,


id-Transmitted-Carrier-Power-For-CellPortion-ValueLCR,

id-Received-total-wide-band-power-For-CellPortion-ValueLCR,

id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCH-HS-SCCH-E-AGCHOrE-HICHTransmissionCellPortionValue,


id-UL-TimeslotISCP-For-CellPortion-Value,

id-HS-DSCHRequiredPowerValueInformation-For-CellPortionLCR,

id-HS-DSCHProvidedBitRateValueInformation-For-CellPortionLCR,

id-E-DCHProvidedBitRateValueInformation-For-CellPortion,


id-UpPTSInterference-For-CellPortion-Value,


id-HS-DSCH-SPS-Reservation-Indicator,


id-E-DCH-SPS-Reservation-Indicator,


id-MultipleFreq-HARQ-MemoryPartitioning-InformationList,


id-DiversityMode,


id-TransmitDiversityIndicator,


id-NonCellSpecificTxDiversity,

id-RepetitionPeriodIndex,

id-MidambleShiftLCR,


id-MaxHSDSCH-HSSCCH-Power-per-CELLPORTION,


id-Additional-EDCH-Preconfiguration-Information,


id-EDCH-Indicator,


id-Ul-common-E-DCH-MACflow-Specific-InfoResponseListLCR-Ext,


id-E-RNTI-List-Request,


id-E-RNTI-List,


id-UL-Synchronisation-Parameters-For-FACHLCR,


id-UE-TS0-CapabilityLCR,


id-Add-To-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext,


id-Modify-Non-HS-SCCH-Associated-HS-SICH-Resource-Pool-LCR-PSCH-ReconfRqst-Ext,


id-DGNSS-ValidityPeriod,


id-AssociatedPhsicalChannelID,


id-PhysicalChannelID-for-CommonERNTI-RequestedIndicator,

id-Initial-DL-Transmission-Power,


id-Maximum-DL-Power,


id-Minimum-DL-Power,


id-Multicell-EDCH-InformationItemIEs,

id-Multicell-EDCH-RL-Specific-InformationItemIEs,


id-ContinuousPacketConnectivityDTX-DRX-Information,


id-Additional-E-DCH-Non-Serving-RL-Preconfiguration-Setup,


id-Additional-E-DCH-New-non-serving-RL-E-DCH-FDD-DL-Control-Channel-InfoList,


id-Ul-common-E-DCH-MACflow-Specific-InfoListLCR-Ext,


id-CommonMACFlow-Specific-InfoList-ResponseLCR-Ext,


id-Enabling-Delay-Ext-LCR,


id-OrdinalNumberOfFrequency,


id-Multicell-EDCH-Restriction,


id-completeAlmanacProvided,


id-ganss-Delta-T,


id-SNPL-Carrier-Group-Indicator,


id-HS-SCCH-Inactivity-Threshold-for-UE-DRX-Cycle-LCR-Ext,


id-Multi-Carrier-E-DCH-LCRTDD-PhysicalLayerCategory,


id-Common-HSDSCH-RNTI-List,


id-CommonEDCH-AdditionalTransmissionBackOff,


id-Puncturing-Handling-in-First-Rate-Matching-Stage,


id-UE-Status-Update-Confirm-Indicator,


id-AOA-per-CELL-Portion-LCR,


id-Affected-HSDSCH-Serving-Cell-List,


id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order,

id-UE-RF-Band-CapabilityLCR
FROM NBAP-Constants


Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


NBAP-PROTOCOL-IES,


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

	< Sections Omitted >


Number-Of-Supported-Carriers  ::= ENUMERATED {


one-one-carrier,


one-three-carrier,


three-three-carrier,

one-six-carrier,


three-six-carrier,


six-six-carrier,


...,




one-two-carrier-discontiguous,


two-two-carrier-discontiguous,


one-two-carrier-contiguous,


two-two-carrier-contiguous
}

	< Sections Omitted >


-- ==========================================

--
U

-- ==========================================

UARFCN ::= INTEGER (0..16383, ...)

-- corresponds to 0MHz .. 3276.6MHz

UC-Id ::= SEQUENCE {


rNC-ID



RNC-ID,


c-ID



C-ID,


iE-Extensions


ProtocolExtensionContainer { {UC-Id-ExtIEs} } OPTIONAL,


...

}

UC-Id-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-RNC-ID

CRITICALITY  reject

EXTENSION
Extended-RNC-ID
PRESENCE
optional},

...

}
UDRE ::= ENUMERATED {

    udre-minusequal-one-m,

    udre-betweenoneandfour-m,

    udre-betweenfourandeight-m,

    udre-greaterequaleight-m

}

UDREGrowthRate ::=




ENUMERATED { 












growth-1-point-5, 











growth-2,











growth-4,











growth-6,











growth-8,











growth-10,











growth-12,











growth-16
}

UDREValidityTime
::=




ENUMERATED {












val-20sec,












val-40sec,












val-80sec,












val-160sec,












val-320sec,












val-640sec,












val-1280sec,












val-2560sec
}
UE-AggregateMaximumBitRate ::= SEQUENCE {


uE-AggregateMaximumBitRateDownlink

UE-AggregateMaximumBitRateDownlink
OPTIONAL,


uE-AggregateMaximumBitRateUplink

UE-AggregateMaximumBitRateUplink
OPTIONAL,


...
}
UE-AggregateMaximumBitRateDownlink


::= INTEGER (1..1000000000)

-- Unit is bits per sec

UE-AggregateMaximumBitRateUplink


::= INTEGER (1..1000000000)

-- Unit is bits per sec

UE-AggregateMaximumBitRate-Enforcement-Indicator ::= NULL

UE-Capability-Information ::= SEQUENCE {


hSDSCH-Physical-Layer-Category

INTEGER (1..64,...),


iE-Extensions





ProtocolExtensionContainer { { UE-Capability-Information-ExtIEs } }


OPTIONAL,


...

}

UE-Capability-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ID id-LCRTDD-uplink-Physical-Channel-Capability
CRITICALITY ignore
EXTENSION LCRTDD-Uplink-Physical-Channel-Capability
PRESENCE optional}|

{ID id-number-Of-Supported-Carriers




CRITICALITY reject
EXTENSION Number-Of-Supported-Carriers

PRESENCE optional}|


{ID id-MultiCarrier-HSDSCH-Physical-Layer-Category
CRITICALITY ignore
EXTENSION LCRTDD-HSDSCH-Physical-Layer-Category
PRESENCE optional}|


{ID id-MIMO-SFMode-Supported-For-HSPDSCHDualStream
CRITICALITY ignore
EXTENSION MIMO-SFMode-For-HSPDSCHDualStream

PRESENCE optional}|


{ID id-UE-TS0-CapabilityLCR






CRITICALITY ignore
EXTENSION UE-TS0-CapabilityLCR


PRESENCE optional}|


{ID id-UE-RF-Band-CapabilityLCR





CRITICALITY ignore
EXTENSION UE-RF-Band-CapabilityLCR


PRESENCE conditional},


...

}
UE-RF-Band-CapabilityLCR ::= SEQUENCE (SIZE (1.. maxFreqBandsTDD)) OF Radio-Frequency-BandItem
Radio-Frequency-BandItem ::= SEQUENCE {

radio-Frequency-Band




Radio-Frequency-Band,


iE-Extensions






ProtocolExtensionContainer { { Radio-Frequency-BandItem-ExtIEs } }


OPTIONAL,

...

}
UE-TS0-CapabilityLCR ::= ENUMERATED {


uE-TS0-Capable,


uE-TS0-Not-Capable

}
Radio-Frequency-Band ::= Enumerated {


a,


b,


c,


d,


e,

f,

g,

h,

i,

j,

k,

l,

m,

n,

o,

p,
...

}

Radio-Frequency-BandItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
	< Sections Omitted >


9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

id-cellReconfiguration 








ProcedureCode ::= 4

id-cellSetup 










ProcedureCode ::= 5

id-cellSynchronisationInitiation





ProcedureCode ::= 45

id-cellSynchronisationReconfiguration




ProcedureCode ::= 46

id-cellSynchronisationReporting






ProcedureCode ::= 47

id-cellSynchronisationTermination





ProcedureCode ::= 48

id-cellSynchronisationFailure






ProcedureCode ::= 49

id-commonMeasurementFailure 






ProcedureCode ::= 6

id-commonMeasurementInitiation 






ProcedureCode ::= 7

id-commonMeasurementReport 







ProcedureCode ::= 8

id-commonMeasurementTermination 





ProcedureCode ::= 9

id-commonTransportChannelDelete 





ProcedureCode ::= 10

id-commonTransportChannelReconfigure 




ProcedureCode ::= 11

id-commonTransportChannelSetup 






ProcedureCode ::= 12

id-compressedModeCommand 







ProcedureCode ::= 14

id-dedicatedMeasurementFailure 






ProcedureCode ::= 16

id-dedicatedMeasurementInitiation 





ProcedureCode ::= 17

id-dedicatedMeasurementReport 






ProcedureCode ::= 18

id-dedicatedMeasurementTermination 





ProcedureCode ::= 19

id-downlinkPowerControl 







ProcedureCode ::= 20

id-downlinkPowerTimeslotControl 





ProcedureCode ::= 38

id-errorIndicationForCommon







ProcedureCode ::= 35

id-errorIndicationForDedicated






ProcedureCode ::= 21

id-informationExchangeFailure






ProcedureCode ::= 40

id-informationExchangeInitiation





ProcedureCode ::= 41

id-informationExchangeTermination





ProcedureCode ::= 42

id-informationReporting








ProcedureCode ::= 43

id-BearerRearrangement








ProcedureCode ::= 50

id-mBMSNotificationUpdate







ProcedureCode ::= 53

id-physicalSharedChannelReconfiguration 



ProcedureCode ::= 37

id-privateMessageForCommon







ProcedureCode ::= 36

id-privateMessageForDedicated






ProcedureCode ::= 22

id-radioLinkAddition 








ProcedureCode ::= 23

id-radioLinkDeletion 








ProcedureCode ::= 24

id-radioLinkFailure 








ProcedureCode ::= 25

id-radioLinkPreemption








ProcedureCode ::= 39
id-radioLinkRestoration 







ProcedureCode ::= 26

id-radioLinkSetup 









ProcedureCode ::= 27

id-reset











ProcedureCode ::= 13

id-resourceStatusIndication 






ProcedureCode ::= 28

id-cellSynchronisationAdjustment





ProcedureCode ::= 44

id-synchronisedRadioLinkReconfigurationCancellation

ProcedureCode ::= 29

id-synchronisedRadioLinkReconfigurationCommit


ProcedureCode ::= 30

id-synchronisedRadioLinkReconfigurationPreparation 

ProcedureCode ::= 31

id-systemInformationUpdate 







ProcedureCode ::= 32

id-unblockResource 









ProcedureCode ::= 33

id-unSynchronisedRadioLinkReconfiguration 



ProcedureCode ::= 34

id-radioLinkActivation








ProcedureCode ::= 51

id-radioLinkParameterUpdate







ProcedureCode ::= 52
id-uEStatusUpdate









ProcedureCode ::= 54

id-secondaryULFrequencyReporting





ProcedureCode ::= 55

id-secondaryULFrequencyUpdate






ProcedureCode ::= 56
id-uEStatusUpdateConfirmation






ProcedureCode ::= 57

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCodes



INTEGER ::= 10

maxNrOfDLTSs



INTEGER ::= 15

maxNrOfDLTSLCRs



INTEGER ::= 6

maxNrOfErrors



INTEGER ::= 256

maxNrOfTFs




INTEGER ::= 32

maxNrOfTFCs




INTEGER ::= 1024

maxNrOfRLs




INTEGER ::= 16

maxNrOfRLs-1



INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2



INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfRLSets



INTEGER ::= maxNrOfRLs

maxNrOfDPCHs



INTEGER ::= 240
maxNrOfDPCHsPerRL-1


INTEGER ::= 239 -- maxNrofCCTrCH*maxNrOfULTSs-1
maxNrOfDPCHLCRs



INTEGER ::= 240
maxNrOfDPCHsLCRPerRL-1

INTEGER ::= 95  -- maxNrofCCTrCH*maxNrOfULTSLCRs-1
maxNrOfDPCHs768



INTEGER ::= 480
maxNrOfDPCHs768PerRL-1

INTEGER ::= 479

maxNrOfSCCPCHs



INTEGER ::= 8

maxNrOfSCCPCHsinExt


INTEGER ::= 232

maxNrOfSCCPCHs768


INTEGER ::= 480

maxNrOfDCHs




INTEGER ::= 128

maxNrOfDSCHs



INTEGER ::= 32

maxNrOfFACHs



INTEGER ::= 8

maxNrOfCCTrCHs



INTEGER ::= 16

maxNrOfPDSCHs



INTEGER ::= 256

maxNrOfHSPDSCHs



INTEGER ::= 16

maxNrOfHSPDSCHs768


INTEGER ::= 32

maxNrOfPUSCHs



INTEGER ::= 256

maxNrOfPUSCHs-1



INTEGER ::= 255

maxNrOfPDSCHSets


INTEGER ::= 256

maxNrOfPRACHLCRs


INTEGER ::= 8

maxNrOfPUSCHSets


INTEGER ::= 256

maxNrOfSCCPCHLCRs


INTEGER ::= 8

maxNrOfSCCPCHsLCRinExt

INTEGER ::= 88

maxNrOfULTSs



INTEGER ::= 15

maxNrOfULTSLCRs



INTEGER ::= 6

maxNrOfUSCHs



INTEGER ::= 32

maxNrOfSlotFormatsPRACH

INTEGER ::= 8

maxCellinNodeB



INTEGER ::= 256

maxCCPinNodeB



INTEGER ::= 256

maxCTFC





INTEGER ::= 16777215

maxLocalCellinNodeB


INTEGER ::= maxCellinNodeB

maxFPACHCell



INTEGER ::= 8

maxRACHCell




INTEGER ::= maxPRACHCell

maxPLCCHCell



INTEGER ::= 16

maxPRACHCell



INTEGER ::= 16

maxSCCPCHCell



INTEGER ::= 32

maxSCCPCHCellinExt


INTEGER ::= 208
-- maxNrOfSCCPCHs + maxNrOfSCCPCHsinExt - maxSCCPCHCell

maxSCCPCHCellinExtLCR

INTEGER ::= 64
-- maxNrOfSCCPCHLCRs + maxNrOfSCCPCHsLCRinExt - maxSCCPCHCell

maxSCCPCHCell768


INTEGER ::= 480

maxSCPICHCell



INTEGER ::= 32

maxTTI-count



INTEGER ::= 4

maxIBSEG




INTEGER ::= 16

maxIB





INTEGER ::= 64

maxFACHCell 



INTEGER ::= 256
-- maxNrOfFACHs * maxSCCPCHCell

maxRateMatching



INTEGER ::= 256

maxHS-PDSCHCodeNrComp-1

INTEGER ::= 15

maxHS-SCCHCodeNrComp-1

INTEGER ::= 127

maxNrOfCellSyncBursts

INTEGER ::= 10

maxNrOfReceptsPerSyncFrame
INTEGER ::= 16

maxNrOfMeasNCell


INTEGER ::= 96

maxNrOfMeasNCell-1


INTEGER ::= 95
-- maxNrOfMeasNCell – 1
maxNrOfSF




INTEGER ::= 8

maxTGPS





INTEGER ::= 6
maxCommunicationContext

INTEGER ::= 1048575

maxNrOfLevels



INTEGER ::= 256

maxNoSat




INTEGER ::= 16

maxNoGPSItems



INTEGER ::= 8

maxNrOfHSSCCHs



INTEGER ::= 32

maxNrOfHSSICHs



INTEGER ::= 4
maxNrOfHSSICHs-1


INTEGER ::= 3

maxNrOfSyncFramesLCR

INTEGER ::= 512

maxNrOfReceptionsperSyncFrameLCR
INTEGER ::=
8

maxNrOfSyncDLCodesLCR

INTEGER ::= 32
maxNrOfHSSCCHCodes



INTEGER ::= 4

maxNrOfMACdFlows



INTEGER ::= 8

maxNrOfMACdFlows-1



INTEGER ::= 7
-- maxNrOfMACdFlows - 1

maxNrOfMACdPDUIndexes


INTEGER ::= 8

maxNrOfMACdPDUIndexes-1


INTEGER ::= 7
-- maxNoOfMACdPDUIndexes – 1

maxNrOfMACdPDUSize



INTEGER ::= 32
maxNrOfNIs





INTEGER ::= 256

maxNrOfPriorityQueues


INTEGER ::= 8

maxNrOfPriorityQueues-1


INTEGER ::= 7
-- maxNoOfPriorityQueues - 1

maxNrOfHARQProcesses


INTEGER ::= 8

maxNrOfContextsOnUeList


INTEGER ::= 16

maxNrOfCellPortionsPerCell

INTEGER ::= 64

maxNrOfCellPortionsPerCell-1
INTEGER ::= 63

maxNrOfPriorityClasses


INTEGER ::= 16

maxNrOfSatAlmanac-maxNoSat

INTEGER ::= 16  -- maxNrofSatAlmanac - maxNoSat

maxNrOfE-AGCHs




INTEGER ::= 32

maxNrOfEDCHMACdFlows


INTEGER ::= 8

maxNrOfEDCHMACdFlows-1


INTEGER ::= 7

maxNrOfE-RGCHs-E-HICHs


INTEGER ::= 32

maxNrOfEDCH-HARQ-PO-QUANTSTEPs
INTEGER ::= 6

maxNrOfEDCHHARQProcesses2msEDCH
INTEGER ::= 8

maxNrOfEDPCCH-PO-QUANTSTEPs

INTEGER ::= 8

maxNrOfBits-MACe-PDU-non-scheduled
INTEGER ::= 19982

maxNrOfRefETFCIs



INTEGER ::= 8

maxNrOfRefETFCI-PO-QUANTSTEPs
INTEGER ::= 29
maxNrofSigSeqRGHI-1



INTEGER ::= 39

maxNoOfLogicalChannels


INTEGER ::= 16 -- only maximum 15 can be used
maxNrOfCombEDPDCH



INTEGER ::= 12

maxE-RUCCHCell




INTEGER ::= 16

maxNrOfEAGCHCodes



INTEGER ::= 4

maxNrOfRefBetas




INTEGER ::= 8

maxNrOfE-PUCHSlots



INTEGER ::= 13

maxNrOfEAGCHs




INTEGER ::= 32

maxNrOfHS-DSCH-TBSs-HS-SCCHless
INTEGER ::= 4

maxNrOfHS-DSCH-TBSs



INTEGER ::= 90
maxNrOfEHICHCodes



INTEGER ::= 4
maxNrOfE-PUCHSlotsLCR


INTEGER ::= 5
maxNrOfEPUCHcodes



INTEGER ::= 16
maxNrOfEHICHs




INTEGER ::= 32
maxNrOfCommonMACFlows


INTEGER ::= 8

maxNrOfCommonMACFlows-1


INTEGER ::= 7

maxNrOfPagingMACFlow


INTEGER ::= 4 

maxNrOfPagingMACFlow-1


INTEGER ::= 3

maxNrOfcommonMACQueues


INTEGER ::= 8

maxNrOfpagingMACQueues


INTEGER ::= 8

maxNrOfHS-DSCHTBSsE-PCH


INTEGER ::= 2

maxGANSSSat





INTEGER ::= 64

maxNoGANSS





INTEGER ::= 8
maxSgnType





INTEGER ::= 8
maxFrequencyinCell



INTEGER ::= 12

maxFrequencyinCell-1


INTEGER ::= 11
maxHSDPAFrequency



INTEGER ::= 8

maxHSDPAFrequency-1



INTEGER ::= 7
maxNrOfHSSCCHsinExt



INTEGER ::= 224

maxGANSSSatAlmanac



INTEGER ::= 36

maxGANSSClockMod



INTEGER ::= 4

maxNrOfEDCHRLs




INTEGER ::= 4

maxERNTItoRelease



INTEGER ::= 256

maxNrOfCommonEDCH



INTEGER ::= 32

maxNrOfCommonHRNTI



INTEGER ::= 4

maxNrOfCommonMACFlowsLCR

INTEGER ::= 256

maxNrOfCommonMACFlowsLCR-1

INTEGER ::= 255

maxNrOfHSSCCHsLCR



INTEGER ::= 256
maxNrOfEDCHMACdFlowsLCR


INTEGER ::= 256

maxNrOfEDCHMACdFlowsLCR-1

INTEGER ::= 255

maxNrOfEAGCHsLCR



INTEGER ::= 256

maxNrOfEHICHsLCR



INTEGER ::= 256

maxnrofERUCCHsLCR



INTEGER ::= 32
maxNrOfHSDSCH-1




INTEGER ::= 32

maxNrOfHSDSCH




INTEGER ::= 33

maxGANSS-1





INTEGER ::= 7
maxNoOfTBSs-Mapping-HS-DSCH-SPS

INTEGER ::= 4

maxNoOfTBSs-Mapping-HS-DSCH-SPS-1
INTEGER ::= 3

maxNoOfHS-DSCH-TBSsLCR



INTEGER ::= 64
maxNoOfRepetition-Period-LCR

INTEGER ::= 4

maxNoOfRepetitionPeriod-SPS-LCR-1
INTEGER ::= 3

maxNoOf-HS-SICH-SPS




INTEGER ::= 4

maxNoOf-HS-SICH-SPS-1



INTEGER ::= 3

maxNoOfNon-HS-SCCH-Assosiated-HS-SICH
INTEGER ::= 4

maxNoOfNon-HS-SCCH-Assosiated-HS-SICH-Ext
INTEGER ::= 44
maxMBMSServiceSelect



INTEGER ::= 256 

maxNrOfCellPortionsPerCellLCR

INTEGER ::= 256

maxNrOfCellPortionsPerCellLCR-1

INTEGER ::= 255

maxNrOfEDCH-1





INTEGER ::= 32
maxNoOfCommonH-RNTI




INTEGER ::= 256
maxNrOfCommonMACFlowsLCRExt


INTEGER ::= 248 

-- maxNrOfCommonMACFlowsLCR-maxNrOfCommonMACFlows
maxofERNTI






INTEGER ::= 256

maxNrOfDCHMeasurementOccasionPatternSequence
INTEGER ::= 6

maxNrOfULCarriersLCR-1



INTEGER ::= 5

maxFreqBandsTDD





INTEGER ::= 16

	< Sections Omitted >


id-UE-RF-Band-CapabilityLCR

  









ProtocolIE-ID ::= 1217
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





