Page 1



3GPP TSG- RAN5 Meeting #56 
(
 R5-123328
Qingdao, China, 13 - 17 August 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.508
	CR
	0333
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update of NeighCellConfig for RRM tests

	
	

	Source to WG:
(

	Anritsu

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_RF
	
	Date: (

	2012-08-03

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	According to 6.3.6 of TS 36.331, NeighCellConfig is need to configure for TDD/FDD neighbour cell for FDD/TDD dual mode UE tests. 

	
	

	Summary of change:
(

	The conditions for NeighCellConfig are specfied in SIB5 and MeasObjectEUTRA-GENERIC exceptions. 

	
	

	Consequences if 
(

not approved:
	The test may not perfom correctly for FDD/TDD dual mode UE. 

	
	

	Clauses affected:
	7.2.1, 7.3.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


7
Test environment for RRM tests

This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test cases defined in TS 36.521-3 [34], TS 34.121-1 [50] and TS 34.122[51]. Exceptions specified in clause 7 overwrite the parameter settings of clause 4; exceptions defined within the test cases overwrite parameter settings of clause 4 and 7.

This clause describes UE test states which can be used in the initial condition for TS 36.521-3 [34], TS 34.121-1 [50] and TS 34.122[51].

7.1
Requirements of test equipment
<void>

7.2
RRM Reference system configurations

7.2.1
Common parameters for simulated E-UTRA cells
7.2.1.1

Combinations of system information blocks
<void>

7.2.1.2
Scheduling of system information blocks
<void>

7.2.1.3
Common contents of system information messages

- SystemInformationBlockType2

As defined in Table 4.4.3.3-1 with the following exceptions:

Table 7.2.1.3-1: SystemInformationBlockType2 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	  mbsfn-SubframeConfig ::= SEQUENCE {
	
	
	FDD

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	111111
	Subframe 1, 2, 3, 6, 7, 8 is used for MBSFN
	


- SystemInformationBlockType3

As defined in Table 4.4.3.3-2 with the following exceptions:

Table 7.2.1.3-2: SystemInformationBlockType3 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig
	‘10’B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell


- SystemInformationBlockType5

As defined in Table 4.4.3.3-3 with the following exceptions:

Table 7.2.1.3-3: SystemInformationBlockType5 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-4 SystemInformationBlockType5

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig[n]
	‘10’B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell

	
	‘11’B (Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell)
	
	FDD with E-UTRA TDD neighbour cell, 

TDD with E-UTRA FDD neighbour cell


<< Unchanged sections omitted >>
7.3.3
Measurement information elements
As defined in clause 4.6.6 with the following exceptions:
Table 7.3.4-1: MeasObjectEUTRA-GENERIC (Freq)

	Derivation Path: Clause 4.6.6, Table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	  neighCellConfig
	10'B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell

	
	‘11’B (Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell)
	
	FDD with E-UTRA TDD neighbour cell, 
TDD with E-UTRA FDD neighbour cell


<< End of changes >>
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