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	Reason for change:
(

	1) As per generic test procedure CS fallback to GERAN with redirection or CCO / MT call (DTM not supported) UE will transmit a GPRS Suspension Request first and then Paging Response.
However as per spec reference below related to this, for contention resolution the layer 3 service request (Paging Response etc) is sent in the layer 2 SABM frame which establishes the main signalling link, so is first thing sent. GPRS Suspension message comes after this:

44.018 sect 3.1.5 states:-

"Upon seizure of the assigned dedicated channel or group channel, the mobile station establishes the main signalling link on this channel by sending a layer 2 SABM frame containing a layer 3 service request message. The data link layer will store this message to perform the contention resolution. The service request message will be returned by the network in the UA frame."

The layer 3 service request message is typically one of the following:

-       CM SERVICE REQUEST;

-       LOCATION UPDATING REQUEST;

-
IMSI DETACH;

-
PAGING RESPONSE;
Hence UE can send Suspension Request after Paging Response as well.

The same is applicable for clause 6.4.3.8.2 “CS fallback to GERAN with redirection or CCO / MO call (DTM not supported)
2) As per 51.010-1 section 40.2.1 the System Information Type 3 has Early Classmark Sending Control enabled in SI3rest octets. According to 3GPP TS 44.018 clause 3.3.1.1.4.1 Early classmark sending is enabled then the UE will transmit Classmark change and a UE which supports UTRAN will send a UTRA Classmark Change message.
3) At the end of sequence it is indicated that RAU will be performed with update type set to RA update. However GERAN cell is configured for NMO I by default, hence UE will perform Combined RA/LA update procedure.
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2) Added handling for classmark change and UTRA classmark change.

3) Removed note at the end of expected sequence.

	
	

	Consequences if 
(

not approved:
	Conformant UE will fail the test case as it sends the GPRS suspension Request after CM service Request or paging response message.

	
	

	Clauses affected:
(

	6.4.3.8.1, 6.4.3.8.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	TTCN impact
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6.4.3.8.1
CS fallback to GERAN with redirection or CCO / MT call (DTM not supported)

Table 6.4.3.8.1-1: Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE transmits a CHANNEL REQUEST message.
	-->
	CHANNEL REQUEST
	-
	-

	2
	The SS transmits an IMMEDIATE ASSIGNMENT message.
	<--
	IMMEDIATE ASSIGNMENT
	-
	-

	3
	Void
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in step 4 to 19 the steps specified in table 6.4.3.8.1-2 takes place
	-
	-
	-
	-

	4
	Check: Does the UE transmit a PAGING RESPONSE message?
	-->
	PAGING RESPONSE
	-
	P

	4A
	The UE transmits a Classmark Change message 
	-->
	CLASSMARK CHANGE
	-
	-

	-
	EXCEPTION: Step 4B describes behaviour that depends on the UE capability.
	-
	-
	-
	-

	4B
	IF pc_UTRA then the UE transmits a Utran Classmark message
	-->
	UTRAN CLASSMARK CHANGE
	-
	-

	5-19
	Steps 5 to 19 of the generic test procedure in TS 51.010-1 sub clause 10.3.3 are performed NOTE: Mobile terminating CS call is established.
	-
	-
	-
	-

	20
	The SS transmits DISCONNECT.
	<--
	DISCONNECT
	-
	-

	21
	The UE transmits RELEASE..
	-->
	RELEASE
	-
	-

	22
	The SS transmits RELEASE COMPLETE.
	<--
	RELEASE COMPLETE
	-
	-

	23
	The SS transmits CHANNEL RELEASE, with GPRS Resumption Field set to 1
	<--
	CHANNEL RELEASE
	-
	-

	24-34
	Steps 1 to 11 of the generic test procedure in sub clause 6.4.2.9 are performed. 

	-
	-
	-
	-


Table 6.4.3.8.1-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE transmits a GPRS SUSPENSION REQUEST message.
	-->
	GPRS SUSPENSION REQUEST
	-
	-


6.4.3.8.2
CS fallback to GERAN with redirection or CCO / MO call (DTM not supported)

Table 6.4.3.8.2-1: Test procedure sequence

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE transmits a CHANNEL REQUEST message.
	-->
	CHANNEL REQUEST
	-
	-

	2
	The SS transmits an IMMEDIATE ASSIGNMENT message.
	<--
	IMMEDIATE ASSIGNMENT
	-
	-

	3
	Void
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in step 4 to 17 the steps specified in table 6.4.3.8.2-2 takes place
	-
	-
	-
	-

	4
	Check: Does the UE transmit a CM SERVICE REQUEST message?
	-->
	CM SERVICE REQUEST
	-
	P

	4A
	The UE transmits a Classmark Change message 
	-->
	CLASSMARK CHANGE
	-
	-

	-
	EXCEPTION: Step 4B describes behaviour that depends on the UE capability.
	-
	-
	-
	-

	4B
	IF pc_UTRA then the UE transmits a Utran Classmark message
	-->
	UTRAN CLASSMARK CHANGE
	-
	-

	5-17
	Steps 5 to 17 of the generic test procedure in TS 51.010-1 sub clause 10.2.3 are performed NOTE: Mobile originating CS call is established.
	-
	-
	-
	-

	18
	The SS transmits DISCONNECT.
	<--
	DISCONNECT
	-
	-

	19
	The UE transmits RELEASE..
	-->
	RELEASE
	-
	-

	20
	The SS transmits RELEASE COMPLETE.
	<--
	RELEASE COMPLETE
	-
	-

	21
	The SS transmits CHANNEL RELEASE, with GPRS Resumption Field set to 1
	<--
	CHANNEL RELEASE
	-
	-

	22-32
	Steps 1 to 11 of the generic test procedure in sub clause 6.4.2.9 are performed. 

	-
	-
	-
	-


Table 6.4.3.8.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE transmits a GPRS SUSPENSION REQUEST message.
	-->
	GPRS SUSPENSION REQUEST
	-
	-
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