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	1. For IR U TC 8.3.7.4, due to low GSM cell power level SS is not able to receive access burst during handover to GSM cell after adding test step ts_GSM_SetCellPowerLevel2Ch( tsc_GSM_CellA, tsc_PhyCh0 , tsc_PhyCh1, tsc_ChPwrLvl_Off) based on CR R5s120272
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	Consequences if 
(

not approved:
	A conformant UE may fail the testcase.

	
	

	Clauses affected:
(

	Test cases 8.3.7.4, 7.1.7.1, 13.3.1.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	ATS used is iwd-B2012-03_DfM12wk16


Change 1

	Test Case Name
	TC 8.3.7.4


	Reason for change
	Due to low GSM cell power level SS is not able to receive access burst during handover to GSM cell after adding test step ts_GSM_SetCellPowerLevel2Ch( tsc_GSM_CellA, tsc_PhyCh0 , tsc_PhyCh1, tsc_ChPwrLvl_Off) based on CR R5s120272

	Summary of change
	Added test step +ts_GSM_SetCellPowerLevel2Ch( tsc_GSM_CellA, tsc_PhyCh0 , tsc_PhyCh1, tsc_ChPwrLvl_High) in UTRAN TC 8.3.7.4.

Screen shot for TC 8.3.7.4 is shown below and change is similar to other test cases like TC’s 8.3.7.1, 8.3.7.5 , 8.3.7.7 as well.

	Source of change
	IWD Wk16r2
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Change 2

	Test Case Name
	TC 7.1.7.1


	Reason for change
	SIs are to be ignored after step 1 or step 2, as per test specification. This is not being done in present implementation consistently. Please refer below section from test specification,

“NOTE:
The UE may send an SI after step 1 or step 2 but these SI’s would only indicate data on LCH3, LCH2 or LCH2 and LCH3. These will be ignored.”

	Summary of change
	Instead of calling ts_RRC_Delay() in lt_SendPDUs, a timer is used for the same duration so that MAC_I_Default can receive and ignore SIs.

	Source of change
	IWD Wk16r2
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Change 3
	Test Case Name
	TC 13.3.1.6


	Reason for change
	Timer value for T3312 should be 2A instead of 24

	Summary of change
	tsc_T3212_ecall should contain a value of ‘2A’


	Source of change
	IWD Wk16r2
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Change 4
	Test Case Name
	TC 13.3.1.6


	Reason for change
	Tolerance time for t_dly3242 for 0.8% will not allow RRC Connection setup to happen.

	Summary of change
	Tolerance time for t_dly3242 is further reduced.

	Source of change
	IWD Wk16r2
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