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	Reason for change:
(

	In some test cases e.g. 6.1.1.3 the AT command sent to the UE is formatted to include an “F” character in the PLMN ID, e.g. “AT+COPS=1,2,”00101F”. As per 27.007 section 7.3, 3rd argument should be a numeric field and hence it should not contain any hex decimal value.

	 
	

	Summary of change:
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	Update the function fl_ConvertPLMN() to remove the “F” character from the PLMN ID.
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	A conformant UE may ignore the incorrectly formatted AT command.
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1.1 Change 1

	Testcase name
	Common

	Protocol
	Idle Mode

	Function Name
	fl_ConvertPLMN

	Reason for change
	In some test cases e.g. 6.1.1.3 the AT command sent to the UE is formatted to include an “F” character in the PLMN ID, e.g. “AT+COPS=1,2,”00101F”. As per 27.007 section 7.3, 3rd argument should be a numeric field and hence it should not contain any hex decimal value.

	Summary of change
	Update the function fl_ConvertPLMN() to remove the “F” character from the PLMN ID.

	Source of change
	UpperTesterFunctions.ttcn


Before:
	//----------------------------------------------------------------------------

  /*

   * @desc      To convert the PLMN in NAS format into that required by the AT command

   * @param     p_PLMN_ID

   * @return    charstring

   * @status    APPROVED

   */

  function fl_ConvertPLMN ( NAS_PlmnId p_PLMN_ID ) return charstring

  { /* @sic R5-106675 sic@ */

    var hexstring v_PLMN_Hex := oct2hex(p_PLMN_ID); // Now re-order it for the AT command

    var hexstring v_PLMN_ForAT := v_PLMN_Hex[1] & v_PLMN_Hex[0] & v_PLMN_Hex[3] & v_PLMN_Hex[5] & v_PLMN_Hex[4] & v_PLMN_Hex[2];

    return """" & hex2str(v_PLMN_ForAT) & """";

  }


After:
	//----------------------------------------------------------------------------

  /*

   * @desc      To convert the PLMN in NAS format into that required by the AT command

   * @param     p_PLMN_ID

   * @return    charstring

   * @status    APPROVED

   */

  function fl_ConvertPLMN ( NAS_PlmnId p_PLMN_ID ) return charstring

  { /* @sic R5-106675 sic@ */

    var hexstring v_PLMN_Hex := oct2hex(p_PLMN_ID); // Now re-order it for the AT command

    var hexstring v_PLMN_ForAT := v_PLMN_Hex[1] & v_PLMN_Hex[0] & v_PLMN_Hex[3] & v_PLMN_Hex[5] & v_PLMN_Hex[4] & v_PLMN_Hex[2];
    if (v_PLMN_Hex[2] != 'F'H) { 

      v_PLMN_ForAT := v_PLMN_ForAT & v_PLMN_Hex[2];

    }
    return """" & hex2str(v_PLMN_ForAT) & """";

  }
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