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Overview

This document lists TTCN changes needed to enhance decoding of GERAN Types in ATS ‘iWD-EUTRA-B2011-03_D12wk17’.
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Corrections 

Change 1 – Enhanced decoding of GERAN Types
	Function name
	n/a

	Reason for change
	In order to correctly decode GERAN Types, a qualifier similar to the mechanism which is already used for NAS Types and UTRAN Types would be helpful.

	Summary of change
	Encoding qualifier added at the end of the module similar to what has been done in case of “EPS_NAS_TypeDefs.ttcn” and other modules.

	TTCN module
	Geran_TypeDefs.ttcn

	MCC160 Comment
	


Before change

	/******************************************************************************/

// @copyright   Copyright Notification

//   No part may be reproduced except as authorized by written permission.

//   The copyright and the foregoing restriction extend to reproduction in all media.

//   Trademark 2012, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TTA, TTC).

//   All rights reserved.

// @version: LTE_IWD_12wk17

// $Date: 2012-04-25 17:02:09 +0200 (Wed, 25 Apr 2012) $

// $Rev: 6567 $

/******************************************************************************/

module GERAN_TypeDefs {

  import from CommonDefs all;

  import from NAS_CommonTypeDefs all;

  import from NAS_24008TypeDefs all;

… 

// =============================================================================

// ASP Type Definition

// The ASP is used to reassign RLC/MAC entity to the specified LLME identity.

// This ASP allows simulation of Intra-SGSN operations in tests.

// -----------------------------------------------------------------------------

type record G_CLLC_ReassignLLE_REQ {

  LLMEId          ILMEId,                // Logical Layer Management Entity Id

  integer          rLC_MAC_MappingInfo,   // This parameter indicates the RLC/MAC emulation module in the cell, not the cell itself

  TLLI            tLLI

};

} // end of group ASPTypes

}
 
	...

type record G_CLLC_ReassignLLE_REQ {

  LLMEId          ILMEId,                // Logical Layer Management Entity Id

  integer          rLC_MAC_MappingInfo,   // This parameter indicates the RLC/MAC emulation module in the cell, not the cell itself

  TLLI            tLLI

};

} // end of group ASPTypes

}
...


After change

	/******************************************************************************/

// @copyright   Copyright Notification

//   No part may be reproduced except as authorized by written permission.

//   The copyright and the foregoing restriction extend to reproduction in all media.

//   Trademark 2012, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TTA, TTC).

//   All rights reserved.

// @version: LTE_IWD_12wk17

// $Date: 2012-04-25 17:02:09 +0200 (Wed, 25 Apr 2012) $

// $Rev: 6567 $

/******************************************************************************/

module GERAN_TypeDefs {

  import from CommonDefs all;

  import from NAS_CommonTypeDefs all;

  import from NAS_24008TypeDefs all;

…

// =============================================================================

// ASP Type Definition

// The ASP is used to reassign RLC/MAC entity to the specified LLME identity.

// This ASP allows simulation of Intra-SGSN operations in tests.

// -----------------------------------------------------------------------------

type record G_CLLC_ReassignLLE_REQ {

  LLMEId          ILMEId,                // Logical Layer Management Entity Id

  integer          rLC_MAC_MappingInfo,   // This parameter indicates the RLC/MAC emulation module in the cell, not the cell itself

  TLLI            tLLI

};

} // end of group ASPTypes

} with { encode “GERAN Types” }
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