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H.4
Default RRC messages and information elements contents exceptions for Carrier Aggregation

This clause contains the default values of common RRC messages and information elements for Carrier Aggregation, other than those described in TS 36.508 [7].

H.4.1
RRC messages and information elements contents exceptions for E-UTRAN measurement configuration for CA
RRCConnectionReconfiguration: (FDD/TDD) to setup E-UTRAN Measurement Configuration for CA
Table H.4.1-1: RRCConnectionReconfiguration: E-UTRAN Measurement Configuration for CA
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	
	
	

	 
	MeasConfig -DEFAULT
	
	MEAS

	        mobilityControlInfo
	Not present
	
	

	        dedicatedInfoNASList
	Not present
	
	

	        radioResourceConfigDedicated
	Not present
	
	

	        securityConfigHO
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	Not present
	
	

	          lateNonCriticalExtension
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            otherConfig-r9
	Not present
	
	

	            fullConfig-r9
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToReleaseList-r10
	Not present
	
	

	              sCellToAddModList-r10
	
	
	

	              sCellToAddModList-r10 SEQUENCE (SIZE 

(1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	SCell_AddMod

	                sCellToAddMod[1]
	SCellToAddMod-r10-DEFAULT
	
	

	               }
	
	
	

	              nonCriticalExtension
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      } 
	
	
	

	     }
	
	
	

	   }
	
	
	

	 }
	
	
	


---------------------------------- NEXT CHANGED SECTION --------------------------
H.4.2
RRC messages and information elements contents exceptions for E-UTRAN RSRP and RSRQ Accuracy for CA
MeasConfig: (FDD/TDD) to perform Measurement Configuration for E-UTRAN intra frequency RSRP and RSRQ accuracy for CA
Table H.4.2-1: MeasConfig-DEFAULT: E-UTRAN intra frequency RSRP and RSRQ Accuracy for CA
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the PCell
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	Intra frequency cell of the PCC
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the SCell on the SCC and neighbouring cell on the SCC
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	intra frequency cell of the SCC
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-P
	
	

	     reportConfig
	ReportConfigEUTRA- PERIODICAL
	
	

	     }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-P
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	 

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


MeasConfig: (FDD/TDD) perform Measurement Configuration for E-UTRAN inter frequency RSRP and RSRQ accuracy for CA
Table H.4.2-2: MeasConfig-DEFAULT: E-UTRAN inter frequency RSRP and RSRQ Accuracy for CA
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the PCell
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the SCell on the SCC and neighbouring cell on the SCC
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	inter frequency cell 
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-P
	
	

	     reportConfig
	ReportConfigEUTRA- PERIODICAL
	
	

	     }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f2
	
	

	   reportConfigId
	idReportConfig-P
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	 

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


ReportConfigEUTRA-PEROIDICAL: (FDD/TDD) for periodical configuration reporting of E-UTRAN RSRP accuracy for CA
Table H.4.2-3: ReportConfigEUTRA-PERIODICAL: E-UTRAN RSRP Accuracy for CA
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7 ReportConfigEUTRA-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportStrongestCells
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	[ms1024 (1024 ms)]
	
	

	  reportAmount 
	Infinity
	
	

	}
	
	
	


ReportConfigEUTRA-PEROIDICAL: (FDD/TDD) for periodical configuration reporting of E-UTRAN RSRQ accuracy for CA
Table H.4.2-4: ReportConfigEUTRA-PERIODICAL: E-UTRAN RSRQ Accuracy for CA
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-7 ReportConfigEUTRA-PERIODICAL

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose
	reportStrongestCells
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrq
	
	

	  reportQuantity
	sameAsTriggerQuantity
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	[ms1024 (1024 ms)]
	
	

	  reportAmount 
	Infinity
	
	

	}
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