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Title
List of CRs from RAN WG1

Source
TSG RAN WG1

Agenda Item
8.1.1
Agenda Item                        8.1.3

RP-121836
CR to 25.214 to correct FDD Enhanced Uplink - Physical Layer
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	701
	-
	Rel-11
	Power scaling handling for Multi-RAB
	F
	11.3.0
	1- 125279
	EDCH-Phys, TEI11
	 


Agenda Item                        8.1.4.1
RP-121837
CRs to 36.213 and 36.214 to correct LTE Physical layer
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	394
	-
	Rel-10
	Correction of reference signal scrambling sequence initialization for SPS in transmission mode 7
	F
	10.7.0
	R1-125386
	LTE-Phys, TEI10
	 

	36.213
	395
	-
	Rel-11
	Correction of reference signal scrambling sequence initialization for SPS in transmission mode 7
	A
	11.0.0
	R1-125397
	LTE-Phys, TEI10
	 

	36.214
	19
	1
	Rel-11
	Correcting inconsistency between inter-RAT UTRA measurements and requirements
	F
	11.0.0
	R1-125399
	LTE-Phys, TEI10
	 


Agenda Item                        8.1.4.2

RP-121838
CR to 25.211 to correct inconsistency with 25.331 specification
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.211
	305
	1
	Rel-11
	Removal of the relative amplitude weighting factor between EAI and AI
	F
	11.1.0
	R1-125277
	RANimp-UplinkEnhState, TEI11
	 


Agenda Item                        8.1.6.1

RP-121839
CRs gathering a set of corrections related to CA and eDL MIMO
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	142
	-
	Rel-10
	Correction to the parameter ue-Category-v10xy
	F
	10.6.0
	R1-125337
	LTE_CA-Core
	 

	36.212
	143
	-
	Rel-11
	Correction to the parameter ue-Category-v10xy
	A
	11.0.0
	R1-125338
	LTE_CA-Core
	 

	36.213
	392
	-
	Rel-10
	Correction to the parameter ue-Category-v10xy
	F
	10.7.0
	R1-125339
	LTE_CA-Core
	 

	36.213
	393
	-
	Rel-11
	Correction to the parameter ue-Category-v10xy
	A
	11.0.0
	R1-125340
	LTE_CA-Core
	 

	36.211
	174
	-
	Rel-10
	Correction to assumed CSI-RS transmissions in secondary cells
	F
	10.5.0
	R1-125287
	LTE_eDL_MIMO-Core
	 

	36.211
	175
	-
	Rel-11
	Correction to assumed CSI-RS transmissions in secondary cells
	A
	11.0.0
	R1-125288
	LTE_eDL_MIMO-Core
	 

	36.212
	140
	-
	Rel-10
	Correction on bit sequence for channel coding of RI on PUCCH
	F
	10.6.0
	R1-124066
	LTE_eDL_MIMO-Core
	 

	36.213
	391
	-
	Rel-10
	Correction of codebook subsampling for PUCCH 2-1 to the duplicated description
	F
	10.7.0
	R1-124565
	LTE_eDL_MIMO-Core
	 


Agenda Item                        8.1.6.2

RP-121840
CR to 25.212 clarifying HS-SCCH order for MC-HSPA

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.212
	315
	1
	Rel-10
	Clarification of HS-SCCH order for MC-HSPA
	F
	10.3.0
	R1-124583
	4C_HSDPA-Core
	 

	25.212
	316
	1
	Rel-11
	Clarification of HS-SCCH order for MC-HSPA
	A
	11.3.0
	R1-124584
	4C_HSDPA-Core
	 


Agenda Item                        10.4.1.1

RP-121841
CRs to 25.214 clarifying Uplink TxD for HSPA
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	692
	-
	Rel-11
	Clarification of UE procedure for receiving HS-SCCH orders in the CELL_DCH state
	F
	11.3.0
	R1-124464
	HSPA_UL_TxDiv-CL-Core
	 

	25.214
	695
	-
	Rel-11
	Clarification of F-TPICH configuration
	F
	11.3.0
	R1-124524
	HSPA_UL_TxDiv-CL-Core
	 


Agenda Item                        10.4.3.1

RP-121842
CRs gathering a set of clarifications/corrections related to CELL_FACH enhancements

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.211
	307
	1
	Rel-11
	Clarification of TTI Alignment
	F
	11.1.0
	R1-125262
	Cell_FACH_enh-Core
	 

	25.211
	308
	-
	Rel-11
	Correction to common E-RGCH
	F
	11.1.0
	R1-125260
	Cell_FACH_enh-Core
	 

	25.212
	318
	1
	Rel-11
	Clarification of HS-SCCH order information
	F
	11.3.0
	R1-125263
	Cell_FACH_enh-Core
	 

	25.214
	697
	2
	Rel-11
	Clarification to the procedure of  NodeB Triggered HS-DPCCH
	F
	11.3.0
	R1-125278
	Cell_FACH_enh-Core
	 

	25.214
	700
	1
	Rel-11
	Clarification of the some aspects of Further Enhancements to CELL_FACH
	F
	11.3.0
	R1-125264
	Cell_FACH_enh-Core
	 


Agenda Item                        10.4.4.1

RP-121843
CRs for the introduction of 4 branch MIMO for HSDPA
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.211
	297
	6
	Rel-11
	Introduction of 4Tx_HSDPA in 25.211
	B
	11.1.0
	R1-125358
	4Tx_HSDPA-Core
	 

	25.212
	313
	5
	Rel-11
	Introduction of 4Tx_HSDPA in 25.212
	B
	11.3.0
	R1-125359
	4Tx_HSDPA-Core
	 

	25.213
	116
	6
	Rel-11
	Introduction of 4Tx_HSDPA in 25.213
	B
	11.3.0
	R1-125360
	4Tx_HSDPA-Core
	 

	25.214
	689
	5
	Rel-11
	Introduction of 4Tx_HSDPA in 25.214
	B
	11.3.0
	R1-125361
	4Tx_HSDPA-Core
	 


Agenda Item                        10.4.5.1
RP-121844
CRs gathering a set of clarifications/corrections related to HSDPA Multiflow
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.211
	306
	1
	Rel-11
	Clarifications and corrections to HSDPA Multiflow
	F
	11.1.0
	R1-125274
	HSDPA_MFTX-Core
	 

	25.212
	317
	1
	Rel-11
	Clarifications and corrections to HSDPA Multiflow
	F
	11.3.0
	R1-125275
	HSDPA_MFTX-Core
	 

	25.214
	699
	2
	Rel-11
	Clarifications and corrections to HSDPA Multiflow
	F
	11.3.0
	R1-125276
	HSDPA_MFTX-Core
	 


Agenda Item                        10.4.7.1

RP-121845
CRs for the introduction of MIMO with 64QAM for HSUPA
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.201
	40
	-
	Rel-11
	Introduction of uplink MIMO and 64QAM
	B
	11.0.0
	R1-125400
	MIMO_64QAM_HSUPA-Core
	 

	25.211
	296
	5
	Rel-11
	Introduction of uplink MIMO and 64QAM
	B
	11.1.0
	R1-125270
	MIMO_64QAM_HSUPA-Core
	 

	25.212
	312
	5
	Rel-11
	Introduction of uplink MIMO and 64QAM
	B
	11.3.0
	R1-125271
	MIMO_64QAM_HSUPA-Core
	 

	25.213
	115
	6
	Rel-11
	Introduction of uplink MIMO and 64QAM
	B
	11.3.0
	R1-125272
	MIMO_64QAM_HSUPA-Core
	 

	25.214
	688
	5
	Rel-11
	Introduction of uplink MIMO and 64QAM
	B
	11.3.0
	R1-125273
	MIMO_64QAM_HSUPA-Core
	 


Agenda Item                        10.6

RP-121846
CRs to the introduction of Rel-11 features
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.201
	7
	-
	Rel-11
	Introduction of Rel-11 features
	B
	11.0.0
	R1-125401
	COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core
	 

	36.211
	176
	-
	Rel-11
	Finalisation for introducing Rel-11 features
	C
	11.0.0
	R1-125402
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	 

	36.212
	144
	-
	Rel-11
	Finalisation for introducing Rel-11 features
	C
	11.0.0
	R1-125403
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	 

	36.213
	396
	-
	Rel-11
	Finalisation for introducing Rel-11 features
	C
	11.0.0
	R1-125404
	LTE_CA_enh-Core, COMP_LTE_UL-Core, COMP_LTE_DL-Core, LTE_enh_dl_ctrl-Core, eICIC_enh_LTE-Core
	 


Agenda Item                        10.8

RP-121847
CR to 25.224 for a clarification to be made for 1.28Mcps TDD
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.224
	272
	2
	Rel-11
	Clarification about the frequency on which UE initiates uplink synchronization in enhanced CELL_PCH state for 1.28Mcps TDD
	F
	11.0.0
	R1-125265
	TEI11
	 


End of document
