3GPP TSG RAN#58
RP-121516
Barcelona, Spain, 4th - 7th December 2012
Title
List of CRs from RAN WG3
Source
TSG RAN WG3

Agenda Item
8.3.1

8.3.4.2
Other Closed Work Items and Small Technical Enhancements & Improvements [TEI8]
RP-121723: Closed Rel-8 WI CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121723
	R3-122437
	Correction to DL control channel power control for E-DCH in Cell_FACH
	25.433
	1964
	-
	F
	8.12.0
	RANimp-UplinkEnhState
	Rel-8

	RP-121723
	R3-122438
	Correction to DL control channel power control for E-DCH in Cell_FACH
	25.433
	1965
	-
	A
	9.8.0
	RANimp-UplinkEnhState
	Rel-9

	RP-121723
	R3-122439
	Correction to DL control channel power control for E-DCH in Cell_FACH
	25.433
	1966
	-
	A
	10.7.0
	RANimp-UplinkEnhState
	Rel-10

	RP-121723
	R3-122440
	Correction to DL control channel power control for E-DCH in Cell_FACH
	25.433
	1967
	-
	A
	11.2.0
	RANimp-UplinkEnhState
	Rel-11

	RP-121723
	R3-122430
	Introduction of Common E-DCH Implicit Release Timer
	25.433
	1960
	-
	F
	8.12.0
	TEI8
	Rel-8

	RP-121723
	R3-122432
	Introduction of Common E-DCH Implicit Release Timer
	25.433
	1961
	-
	A
	9.8.0
	TEI8
	Rel-9

	RP-121723
	R3-122433
	Introduction of Common E-DCH Implicit Release Timer
	25.433
	1962
	-
	A
	10.7.0
	TEI8
	Rel-10

	RP-121723
	R3-122434
	Introduction of Common E-DCH Implicit Release Timer
	25.433
	1963
	-
	A
	11.2.0
	TEI8
	Rel-11


8.3.6.2
Other Closed Work Items and Small Technical Enhancements & Improvements [TEI10]
RP-121724: Closed Rel-10 WI CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121724
	R3-122473
	Add missing cause values for Iurh support
	25.469
	0090
	-
	A
	11.0.0
	HNB-HENB_mob_enh-Core
	Rel-11

	RP-121724
	R3-122934
	Add missing cause values for Iurh support
	25.469
	0095
	-
	F
	10.2.0
	HNB-HENB_mob_enh-Core
	Rel-10

	RP-121724
	R3-122872
	Adding restriction on Management Based MDT Allowed IE propagation
	25.413
	1207
	1
	F
	10.7.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-121724
	R3-122795
	Correction of missing EI in figure 2B of HS-DSCH Data Frame Type 2
	25.435
	0291
	-
	F
	10.4.0
	TEI10
	Rel-10

	RP-121724
	R3-122796
	Correction of missing EI in figure 2B of HS-DSCH Data Frame Type 2
	25.435
	0292
	-
	A
	11.0.0
	TEI10
	Rel-11

	RP-121724
	R3-122806
	Correction of MBMS Session Start Partial Success
	36.444
	0043
	1
	F
	10.3.0
	TEI10
	Rel-10

	RP-121724
	R3-122807
	Correction of MBMS Session Start Partial Success
	36.444
	0044
	1
	A
	11.3.0
	TEI10
	Rel-11


10.4.3.1
Further Enhancements to CELL_FACH - Core Part [510120, Cell_FACH_enh-Core, 12/2012 exception]
RP-121725: Cell_FACH CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121725
	R3-122549
	Introduction of Further Enhancements to CELL_FACH feature
	25.425
	0165
	-
	B
	11.0.0
	Cell_FACH_enh-Core
	Rel-11

	RP-121725
	R3-122876
	2nd DRX cycle and fallback to PRACH R99
	25.425
	0167
	1
	B
	11.0.0
	Cell_FACH_enh-Core
	Rel-11

	RP-121725
	R3-122877
	2nd DRX cycle and fallback to PRACH R99
	25.435
	0290
	1
	B
	11.0.0
	Cell_FACH_enh-Core
	Rel-11

	RP-121725
	R3-122878
	Introduction of Further Enhancements to CELL_FACH feature
	25.433
	1972
	2
	B
	11.2.0
	Cell_FACH_enh-Core
	Rel-11

	RP-121725
	R3-122879
	Introduction of Further Enhancements to CELL_FACH feature
	25.435
	0284
	2
	B
	11.0.0
	Cell_FACH_enh-Core
	Rel-11

	RP-121725
	R3-122885
	Introduction of Further Enhancements to CELL_FACH feature
	25.423
	1771
	2
	B
	11.3.1
	Cell_FACH_enh-Core
	Rel-11


10.4.4.1
Four Branch MIMO transmission  for HSDPA - Core Part [530135, 4Tx_HSDPA-Core, 12/2012 exception]
RP-121726: Four Branch MIMO for HSDPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121726
	R3-122445
	Supporting MIMO with four transmit antennas
	25.423
	1767
	-
	B
	11.3.1
	4Tx_HSDPA-Core
	Rel-11

	RP-121726
	R3-122446
	Supporting MIMO with four transmit antennas
	25.433
	1968
	-
	B
	11.2.0
	4Tx_HSDPA-Core
	Rel-11

	RP-121726
	R3-122785
	ESCC support in MIMO with four transmit antennas
	25.423
	1780
	-
	B
	11.3.1
	4Tx_HSDPA-Core
	Rel-11

	RP-121726
	R3-122786
	ESCC support in MIMO with four transmit antennas
	25.433
	1975
	-
	B
	11.2.0
	4Tx_HSDPA-Core
	Rel-11


10.4.5.1
HSDPA Multiflow Data Transmission - Core Part [530134, HSDPA_MFTX-Core, 12/2012 exception]
RP-121727: HSDPA Multiflow CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121727
	R3-122874
	Supporting Multi Flow Operation
	25.425
	0166
	2
	B
	11.0.0
	HSDPA_MFTX-Core
	Rel-11

	RP-121727
	R3-122875
	Supporting Multi Flow Operation
	25.435
	0289
	2
	B
	11.0.0
	HSDPA_MFTX-Core
	Rel-11

	RP-121727
	R3-122889
	Introduction of Multiflow in TS 25.433
	25.433
	1970
	3
	B
	11.2.0
	HSDPA_MFTX-Core
	Rel-11

	RP-121727
	R3-122890
	Introduction of Multiflow in TS 25.423
	25.423
	1768
	3
	B
	11.3.1
	HSDPA_MFTX-Core
	Rel-11

	RP-121727
	R3-122921
	Merge of all changes from CRs to Figure 21B and corresponding descriptions
	25.435
	0293
	-
	B
	11.0.0
	HSDPA_MFTX-Core, Cell_FACH_enh-Core
	Rel-11


10.4.6.1
UTRAN aspects of Single Radio Voice Call Continuity from UTRAN/GERAN to E-UTRAN/HSPA  - Core Part [530801, rSRVCC-RAN_UTRA-Core, 12/2012 exception]
RP-121728: rSRVCC CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121728
	R3-122451
	Introduction of rSRVCC
	25.413
	1198
	-
	B
	11.1.0
	rSRVCC-RAN_UTRA-Core
	Rel-11

	RP-121728
	R3-122888
	Introduction of the support for rSRVCC network sharing
	25.413
	1202
	2
	B
	11.1.0
	rSRVCC-RAN_UTRA-Core
	Rel-11


10.4.7.1
MIMO with 64QAM for HSUPA - Core Part [540109, MIMO_64QAM_HSUPA-Core, 12/2012 exception]
RP-121729: MIMO with 64QAM for HSUPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121729
	R3-122843
	Introduction of Uplink MIMO and 64QAM in TS 25.433
	25.433
	1971
	2
	B
	11.2.0
	MIMO_64QAM_HSUPA-Core
	Rel-11

	RP-121729
	R3-122844
	Introduction of Uplink MIMO and 64QAM in TS 25.423
	25.423
	1769
	2
	B
	11.3.1
	MIMO_64QAM_HSUPA-Core
	Rel-11


10.5.1.1
Enhancement of Minimization of Drive Tests for E-UTRAN and UTRAN - Core Part [530133, eMDT_UMTSLTE-Core, 12/2012 exception]
RP-121730: eMDT CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121730
	R3-122762
	Introduction of UPH in dedicated measurement procedure
	25.433
	1959
	1
	B
	11.2.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-121730
	R3-122834
	Introduction of UPH in dedicated measurement procedure
	25.423
	1766
	2
	B
	11.3.1
	eMDT_UMTSLTE-Core
	Rel-11

	RP-121730
	R3-122897
	Introduction of new MDT measurements
	36.413
	1048
	3
	B
	11.1.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-121730
	R3-122898
	Introduction of new MDT measurements
	36.423
	0549
	3
	B
	11.2.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-121730
	R3-122899
	Multi-PLMN MDT
	36.413
	1061
	2
	B
	11.1.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-121730
	R3-122900
	Multi-PLMN MDT
	36.423
	0552
	2
	B
	11.2.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-121730
	R3-122901
	Multi-PLMN MDT
	25.413
	1204
	2
	B
	11.1.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-121730
	R3-122932
	Introduction of new MDT measurements
	25.413
	1209
	2
	B
	11.1.0
	eMDT_UMTSLTE-Core
	Rel-11

	RP-121730
	R2-125988
	Multi-PLMN MDT
	37.320
	0055
	-
	B
	11.1.0
	eMDT_UMTSLTE-Core
	Rel-11


10.5.2.1
Further Self Optimizing Networks (SON) enhancements - Core Part [530130, SONenh2_LTE_UTRA-Core, 12/2012 exception]
RP-121731: SON enhancement CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121731
	R3-122428
	Addition of Mobility Information
	36.423
	0548
	-
	B
	11.2.0
	SONenh2_LTE_UTRA-Core
	Rel-11

	RP-121731
	R3-122685
	Clarification on successful handover for HO report procedure
	36.423
	0564
	-
	F
	11.2.0
	SONenh2_LTE_UTRA-Core
	Rel-11

	RP-121731
	R3-122884
	Introduce support for Inter-RAT MRO
	36.413
	1068
	2
	B
	11.1.0
	SONenh2_LTE_UTRA-Core
	Rel-11


10.5.6.1
Further enhancements to H(e)NB mobility - Part 1 - Core Part [560113, EHNB_enh1-Core, 12/2012 exception]
RP-121732: Enhancements to H(e)NB mobility 1 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121732
	R3-122816
	Introduction of connectivity between HNB and RNC via HNB-GW for RNSAP signaling: Enhanced Relocation between HNB and RNC
	25.413
	1208
	1
	B
	11.1.0
	EHNB_enh1-Core
	Rel-11

	RP-121732
	R3-122823
	Introduction of connectivity between HNB and RNC via HNB-GW for RNSAP signaling: Enhanced Relocation between HNB and RNC
	25.467
	0188
	2
	B
	11.0.0
	EHNB_enh1-Core
	Rel-11

	RP-121732
	R3-122863
	Introduction of connectivity between HNB and RNC via HNB-GW for RNSAP signalling: soft handover between HNB and RNC
	25.467
	0185
	2
	B
	11.0.0
	EHNB_enh1-Core
	Rel-11

	RP-121732
	R3-122922
	Membership verification during Path Switch Request procedure (Option A)
	36.413
	1052
	2
	B
	11.1.0
	EHNB_enh1-Core
	Rel-11

	RP-121732
	R3-122925
	HeNB mobility enhancement when target is hybrid HeNB
	36.423
	0550
	1
	B
	11.2.0
	EHNB_enh1-Core
	Rel-11

	RP-121732
	R2-125991
	Membership Verification for HeNB Enhanced Mobility
	36.300
	0542
	-
	B
	11.3.0
	EHNB_enh1-Core
	Rel-11


10.5.7.1
Further enhancements to H(e)NB mobility - Part 2 - Core Part [560114, EHNB_enh2-Core, 12/2012 exception]
RP-121733: Enhancements to H(e)NB mobility 2 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121733
	R3-122822
	Support of the Target HNB Cell Disambiguation at the HNB-GW
	25.467
	0193
	-
	B
	11.0.0
	EHNB_enh2-Core
	Rel-11

	RP-121733
	R3-122886
	Support or Legacy UEs hand-in
	25.467
	0189
	1
	B
	11.0.0
	EHNB_enh2-Core
	Rel-11


10.6.1.1
Network-Based Positioning Support for LTE - Core Part [430111, LCS_LTE-NBPS-Core, 12/2012 exception]
RP-121734: NBPS CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121734
	R3-122927
	Network Based Positioning Support in LTE
	36.455
	0039
	4
	B
	11.0.0
	LCS_LTE-NBPS-Core
	Rel-11

	RP-121734
	R2-125987
	Network Based Positioning Support SRS Update for intra-MME handover
	36.305
	0054
	-
	B
	11.1.0
	LCS_LTE-NBPS-Core
	Rel-11


10.7.3.1.1
New Band LTE Downlink FDD 716-728MHz - Core part [510128, LTE_DL_FDD700-Core, 12/2012 exception]
RP-121735: New Band LTE Downlink FDD 716-728 MHz CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121735
	R3-122891
	Introduction of Band 29 into TS 25.461
	25.461
	0083
	1
	B
	11.1.0
	LTE_DL_FDD700-Core
	Rel-11

	RP-121735
	R3-122892
	Introduction of Band 29 into TS 25.466
	25.466
	0050
	1
	B
	11.2.0
	LTE_DL_FDD700-Core
	Rel-11


10.8


Small Technical Enhancements and Improvements for Rel-11 [TEI11]

RP-121736: TEI11 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121736
	R3-122455
	Introduction of band 22 in TS 25.461
	25.461
	0082
	-
	F
	11.1.0
	RlnImp8-UMTSLTE3500, TEI11
	Rel-11

	RP-121736
	R3-122456
	Introduction of band 22 in TS 25.466
	25.466
	0049
	-
	F
	11.2.0
	RlnImp8-UMTSLTE3500, TEI11
	Rel-11

	RP-121736
	R3-122431
	Clarification of target HNB behaviour in case of Relocation Failure
	25.467
	0184
	-
	F
	11.0.0
	TEI11
	Rel-11

	RP-121736
	R3-122443
	Correction on Uncertainty Altitude
	36.455
	0036
	-
	F
	11.0.0
	TEI11
	Rel-11

	RP-121736
	R3-122444
	ASN.1 correction
	25.413
	1196
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122447
	Improved granularity for the time UE stayed in cell for enhanced relocation
	25.413
	1197
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122458
	Verification of HeNB
	36.413
	1049
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122570
	Correction of Capacity Match Request
	36.413
	1062
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122818
	Add M3 Setup and Configure Update function
	36.440
	0009
	1
	F
	11.0.0
	TEI11
	Rel-11

	RP-121736
	R3-122826
	Clarification of E-UTRAN Service Handover IE for inter-RAT roaming restrictions
	25.413
	1214
	2
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122852
	Documenting the Description of Extended S-RNTI and RNC-ID operation
	25.401
	0140
	2
	F
	11.0.0
	TEI11
	Rel-11

	RP-121736
	R3-122906
	Addition of TCE IP in UPLINK INFORMATION EXCHANGE REQUEST message
	25.413
	1205
	1
	F
	11.1.0
	TEI11
	Rel-11

	RP-121736
	R3-122908
	Establishment of UE-associated logical S1-connection in eNB
	36.413
	1075
	1
	F
	11.1.0
	TEI11
	Rel-11


RP-121737: TEI11 CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121737
	R3-122474
	Editorial and minor corrections
	25.433
	1969
	-
	F
	11.2.0
	TEI11
	Rel-11

	RP-121737
	R3-122475
	Editorial and minor corrections
	25.469
	0091
	-
	F
	11.0.0
	TEI11
	Rel-11

	RP-121737
	R3-122476
	Editorial and minor corrections
	25.471
	0006
	-
	F
	11.0.0
	TEI11
	Rel-11

	RP-121737
	R3-122477
	Editorial and minor corrections
	25.468
	0041
	-
	F
	11.0.0
	TEI11
	Rel-11

	RP-121737
	R3-122509
	Rapporteur editorial corrections
	25.413
	1203
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121737
	R3-122512
	Rapporteur correction of constants' names
	36.413
	1057
	-
	F
	11.1.0
	TEI11
	Rel-11

	RP-121737
	R3-122514
	Rapporteur editorial corrections
	36.443
	0064
	-
	F
	11.0.0
	TEI11
	Rel-11

	RP-121737
	R3-122760
	Specification cleanup before freeze
	25.423
	1779
	1
	F
	11.3.1
	TEI11
	Rel-11

	RP-121737
	R3-122864
	Rapporteur editorial cleanup
	36.421
	0002
	1
	D
	11.0.0
	TEI11
	Rel-11

	RP-121737
	R3-122865
	Rapporteur editorial corrections
	36.413
	1056
	1
	F
	11.1.0
	TEI11
	Rel-11

	RP-121737
	R3-122866
	Rapporteur update of 36.401
	36.401
	0059
	1
	F
	11.0.0
	TEI11
	Rel-11

	RP-121737
	R3-122871
	X2AP Rapporteur Update
	36.423
	0569
	2
	F
	11.2.0
	TEI11
	Rel-11


RP-121739: Technically endorsed BBAI CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121739
	R3-122912
	New Information for BBF access
	25.413
	1211
	2
	B
	11.1.0
	BBAI
	Rel-11

	RP-121739
	R3-122913
	New Information for BBF access
	25.469
	0093
	2
	B
	11.0.0
	BBAI
	Rel-11

	RP-121739
	R3-122914
	New Information for BBF access
	25.467
	0190
	2
	B
	11.0.0
	BBAI
	Rel-11

	RP-121739
	R3-122915
	New Information for BBF access
	36.300
	0543
	-
	B
	11.3.0
	BBAI
	Rel-11

	RP-121739
	R3-122916
	New Information for BBF access
	36.413
	1074
	2
	B
	11.1.0
	BBAI
	Rel-11


12.1


Closed study items
RP-121738: Enhanced inter-CSG HeNB CR
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-121738
	R3-122933
	Scope of Enhanced inter-CSG HeNB
	37.803
	0002
	1
	F
	11.0.0
	FS_EHNB_enh
	Rel-11
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