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< First Modified Section >
9.2.1.1.1b
Attach Procedure / Success / Last visited TAI, TAI list and equivalent PLMN list handling / Single Frequency operation
9.2.1.1.1b.1
Test Purpose (TP)

Same Test Purpose as in clause 9.2.1.1.1a.1

9.2.1.1.1b.2
Conformance requirements

Same Conformance requirements as in clause 9.2.1.1.1a.2

9.2.1.1.1b.3
Test description

9.2.1.1.1b.3.1
Pre-test conditions

System Simulator:
-
Eight intra-frequency cells with the PLMNs identified in the test by the identifiers in Table 9.2.1.1.1b-1.
NOTE:
while this test describes the uses of 8 cells, it is intended that this test only requires 2 cells to be active at any one instant.

Table 9.2.1.1.1b-1: Cell TAI values

	Cell
	MCC
	MNC
	TAC (hex)
	Remark
	Freq
	Remark

	A
	001
	01
	0002
	2 digit MNC
	f1
	HPLMN

	I
	310
	102
	0002
	3 digit MNC 
	f1
	

	B
	001
	01
	0001
	
	f1
	HPLMN

	C
	001
	01
	0027
	
	f1
	HPLMN

	G
	004
	07
	fff0
	
	f1
	

	H
	004
	07
	fff9
	
	f1
	

	K
	316
	002
	0003
	3 digit MNC
	f1
	

	E
	004
	02
	0003
	
	f1
	


-
System information combination 2 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

-
with the exception of the Physical Cell Identity, all other parameters for these cells are the same as defined for cell 1 in TS 36.508 [18];

-
the power level of cell A is the Serving Cell level defined in table 6.2.2.1-1 of TS 36.508 [18];

-
the power levels of cells B to K are set to the Non-suitable Off level defined in table 6.2.2.1-1 of TS 36.508 [18].

Table 9.2.1.1.1b-2: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell A
	Cell I
	Cell B
	Cell C
	Cell G
	Cell H
	Cell K
	Cell E

	T0
	Cell-specific RS EPRE
	dBm/

15kHz
	-85
	Off
	Off
	Off
	Off
	Off
	Off
	Off

	T1
	Cell-specific RS EPRE
	dBm/

15kHz
	-91
	-85
	Off
	Off
	Off
	Off
	Off
	Off

	T2
	Cell-specific RS EPRE
	dBm/

15kHz
	Off
	Off
	-85
	Off
	Off
	Off
	Off
	Off

	T3 (N=3)
	Cell-specific RS EPRE
	dBm/

15kHz
	Off
	Off
	-91
	-85
	Off
	Off
	Off
	Off

	T3 (N=4)
	Cell-specific RS EPRE
	dBm/

15kHz
	Off
	Off
	Off
	-91
	-85
	Off
	Off
	Off

	T3 (N=5)
	Cell-specific RS EPRE
	dBm/

15kHz
	Off
	Off
	Off
	Off
	-91
	-85
	Off
	Off

	T3 (N=6)
	Cell-specific RS EPRE
	dBm/

15kHz
	Off
	Off
	Off
	Off
	Off
	-91
	-85
	Off

	T3 (N=7)
	Cell-specific RS EPRE
	dBm/

15kHz
	Off
	Off
	Off
	Off
	Off
	Off
	-91
	-85

	T4
	Cell-specific RS EPRE
	dBm/

15kHz
	Off
	-85
	Off
	Off
	Off
	Off
	Off
	-91

	T5
	Cell-specific RS EPRE
	dBm/

15kHz
	-85
	Off
	Off
	Off
	Off
	Off
	Off
	-91


UE:

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.1b.3.2
Test procedure sequence

Same Test procedure sequence as in clause 9.2.1.1.1a.3.2

9.2.1.1.1b.3.3
Specific message contents

Same Specific message contents as in clause 9.2.1.1.1a.3.3
< Next Modified Section >

9.2.1.1.15a
Attach / Rejected / Roaming not allowed in this tracking area / Single Frequency operation
9.2.1.1.15a.1
Test Purpose (TP)

Same test purpose as in clause 9.2.1.1.15a.1.

9.2.1.1.15a.2
Conformance requirements

Same conformance requirements as in clause 9.2.1.1.15a.2

9.2.1.1.15a.3
Test description

9.2.1.1.15a.3.1
Pre-test conditions

System Simulator:

-
Three intra-frequency cells.
-
cell C (home PLMN), cell B (visited PLMN, TAI-9) and cell A (same visited PLMN, TAI-12), but at most two cells are simultaneously activated.
NOTE 1:
The requirement in 3GPP TS 24.301 to store at least 40 entries in the list of "forbidden tracking areas for roaming" is not fully tested.

NOTE 2:
Different types of UE may use different methods to periodically clear the list of forbidden areas (e.g. every day at 12 am) for roaming. If the list is cleared while the test is being run, it may be necessary to re-run the test.

UE:

-
the UE is configured to initiate EPS attach;

-
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell B using default message contents according to TS 36.508 [18].

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.15a.3.2
Test procedure sequence

Table 9.2.1.1.15a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

Cell B as the "Serving cell".

cell A as a " Non-Suitable Off cell",

cell C as a "Non-Suitable Off cell".
	- 
	-
	-
	-

	-
	The following messages are to be observed on cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	4
	The SS transmits an ATTACH REJECT message, EMM cause = "roaming not allowed in this tracking area ".

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	5
	The SS releases the RRC connection.
	-
	-
	-
	-

	6
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds?
	-->
	ATTACH REQUEST
	1,5 
	F

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds?
	-->
	ATTACH REQUEST
	1,5
	F

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	8A
	The SS configures:

Cell B as the "Serving cell".

Cell A as a "Suitable Neighbour intrafrequency cell",

Cell C as a "Non-Suitable Off cell".
	- 
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message on Cell A as specified?

Note: according to TS 24.301, the UE has the choice to enter "LIMITED-SERVICE" or "PLMN- SEARCH" state. But in any case it shall do a PLMN selection.  In the first option, the UE shall apply reselection so it will select cell A and then attempt to attach; in the second option it will select the same PLMN again and exclude cells from forbidden TAs so it will select cell A.
	-->
	ATTACH REQUEST
	1, 2
	P

	10
	The SS transmits an ATTACH REJECT message, EMM cause = "roaming not allowed in this tracking area".

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9 and TAI-12)
	<--
	ATTACH REJECT
	-
	-

	11
	The SS releases the RRC connection.
	-
	-
	-
	-

	12
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on Cell B or Cell A?
	-->
	ATTACH REQUEST
	1, 3
	F

	13
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	14
	The SS reconfigures:

Cell B as the "Serving cell",

Cell A as a "Non-Suitable Off cell",

Cell C as a "Non-Suitable Off cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	15
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	16
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified.
	-->
	ATTACH REQUEST
	4
	P

	17
	The SS transmits an ATTACH REJECT message, EMM cause = "roaming not allowed in this tracking area ".

(The list of "forbidden tracking areas for roaming" in the UE should now contain TAI-9)
	<--
	ATTACH REJECT
	-
	-

	18
	The SS reconfigures:

Cell B as the " Suitable neighbour intrafrequency cell",

Cell A as a "Non-Suitable Off cell",

Cell C as a " Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell C unless explicitly stated otherwise.
	-
	-
	-
	-

	19
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified? 
	-->
	ATTACH REQUEST
	5
	P

	20-32
	The attach procedure is completed and the RRC connection released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.15a.3.3
Specific message contents

Same specific message contents as clause 9.2.1.1.15.3.3

< Next Modified Section >

9.2.1.1.16a
Attach / Rejected / EPS services not allowed in this PLMN / Single Frequency operation
9.2.1.1.16a.1
Test Purpose (TP)

Same test purpose as in clause 9.2.1.1.16.1

9.2.1.1.16a.2
Conformance requirements

Same conformance requirements as in clause 9.2.1.1.16.2

9.2.1.1.16a.3
Test description

9.2.1.1.16a.3.1
Pre-test conditions

System Simulator:
-
cell A(TAI-7), Cell B(TAI-8) and cell C(TAI-9) are intra-frequency cells configured according to Table 6.3.2.2-1 in; [18].

-
cell A and Cell B with MCC-1/MNC-2 (visited PLMN, different TAs)

-
Cell C with MCC-2/MNC-101 (visited PLMN)

-
the cells may not be simultaneously activated.

UE:

- 
the UE is configured to initiate EPS attach;

- 
the UE is previously registered on E-UTRAN, and when on E-UTRAN, the UE is last authenticated and registered on cell A using default message contents according to TS 36.508 [18];

-
the "forbidden PLMNs for GPRS service list" is empty.

-
the different cells may not be simultaneously activated (at most 2 cells are active simultaneously).

Preamble:

-
the UE is in state Switched OFF (state 1) according to TS 36.508 [18].

9.2.1.1.16a.3.2
Test procedure sequence
Table 9.2.1.1.16a.3.2-1: Main Behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell A as the "Serving cell".

- Cell B as a "Non-Suitable cell".

- Cell C as a "Non-Suitable off cell".
	- 
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	Void
	-
	-
	-
	-

	3
	The UE is switched on.
	-
	-
	-
	-

	4
	The UE transmits an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	-
	-

	5
	The SS transmits an ATTACH REJECT message including EMM cause = "EPS services not allowed in this PLMN".
	<--
	ATTACH REJECT
	-
	-

	6
	The SS releases the RRC connection.
	-
	-
	-
	-

	7
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds?
	-->
	ATTACH REQUEST
	1
	F

	8
	The SS configures:

Cell A as a "Non-Suitable cell".

Cell B as the "Serving cell".

Note: Cell A and Cell B are in the different TAI – same PLMN.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	9
	Void
	-
	-
	-
	-

	10
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds?
	-->
	ATTACH REQUEST
	2
	F

	11
	The SS configures:

Cell B as a "Non-Suitable off cell".

Cell C as the "Serving cell".

Note: Cell A and Cell C are different PLMNs.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell C unless explicitly stated otherwise.
	-
	-
	-
	-

	12
	Void
	-
	-
	-
	-

	13
	Check: Does the UE transmit an ATTACH REQUEST message including and a PDN CONNECTIVITY REQUEST message as specified?
	-->
	ATTACH REQUEST
	3
	P

	13A
	The SS completes the attach procedure successfully and then releases the RRC -connection by executing steps 5 to 17 of UE registration procedure in TS 36.508 clause 4.5.2.3.
	
	
	
	

	14 - 20
	Void
	-
	-
	-
	-

	21
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	22
	The SS configures

- Cell C as a "Non-Suitable cell".

- Cell A as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	23
	The UE is brought back to operation or the USIM is inserted.
	
	
	
	

	24
	Void
	-
	-
	-
	-

	25
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?
	-->
	ATTACH REQUEST
	4
	P

	26
	The SS transmits an ATTACH REJECT message including EMM cause = "EPS services not allowed in this PLMN".
	<--
	ATTACH REJECT
	-
	-

	26A
	SS releases the RRC connection. 
	-
	-
	-
	-

	27
	The user sets the UE in manual PLMN selection mode or requests a PLMN search.
	
	
	
	

	28
	The user selects PLMN of cell A
	
	
	
	

	29
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message as specified? 
	-->
	ATTACH REQUEST
	5
	P

	30-42
	The attach procedure is completed and the RRC connection released by executing steps 5 to 17 of the UE registration procedure in TS 36.508 clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508.
	-
	-
	-
	-


9.2.1.1.16a.3.3
Specific message contents

Same specific message contents as in clause 9.2.1.1.16.3.3

< Next Modified Section >

9.2.3.1.15a
Normal tracking area update / Rejected / PLMN not allowed / Single Frequency operation
9.2.3.1.15a.1
Test Purpose (TP)

Same test purpose as in clause 9.2.3.1.15.1

9.2.3.1.15a.2
Conformance requirements

Same conformance requirements as in clause 9.2.3.1.15.2

9.2.3.1.15a.3
Test description

9.2.3.1.15a.3.1
Pre-test conditions

System Simulator:
-
Three intra-frequency E-UTRA cells Cell A, Cell B, and Cell C; 
-
cell A (belongs to TAI-7, visited PLMN, MCC = MCC in USIM  MNC=02) and is set to ''Serving cell'';

-
cell B (belongs to TAI-8, visited PLMN, MCC = MCC in USIM  MNC=02) is set to ''Non-suitable cell";

-
cell C (belongs to TAI-9, visited PLMN, MCC=002 MNC=101) is set to ''Non-suitable “off” cell'';

-
If (px_RATComb_Tested = EUTRA_UTRA OR px_RATComb_Tested = EUTRA_GERAN);

-
if pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA, cell 5 (UTRAN, belongs to RAI-1) is set to "Non-suitable “off” cell";

-
if pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN, cell 24 (GERAN, belongs to RAI-1) is set to "Non-suitable “off” cell".

-
system information combination 10 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells;

-
If (px_RATComb_Tested = EUTRA_Only):

-
neither cell 5 nor cell 24 is configured;

-
system information combination 1 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells;

UE:

- 
the UE is configured to initiate EPS attach.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18].

9.2.3.1.15a.3.2
Test procedure sequence

Table 9.2.3.1.15a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 

Set the cell type of cell B to the ''Serving cell''.

Note: cell A and cell B are in the same PLMN.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''PLMN not allowed''.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell B?
	-->
	ATTACH REQUEST
	1
	F

	6
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	7
	Set the cell type of cell A to the ''Serving cell''.

Set the cell type of cell B to the ''Non-Suitable cell''.

Note: cell A and cell B are in the same PLMN.
	-
	-
	-
	-

	8
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	9
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell A?
	-->
	ATTACH REQUEST
	2
	F

	10
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	11
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell A?
	-->
	ATTACH REQUEST
	2
	F

	12
	Set the cell type of cell A to the ''Non-Suitable cell''.

If px_RATComb_Tested = EUTRA_UTRA set the cell type of cell 5 to the ''Serving cell'' or if px_RATComb_Tested = EUTRA_GERAN set cell 24 to the ''Serving cell''.

Note: Cell A and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 13a1 to 13a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	-
	-
	-
	-

	13a1
	IF pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA OR pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	13a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	14
	The following messages are sent and shall be received on cell C.
	-
	-
	-
	-

	15
	If px_RATComb_Tested = EUTRA_UTRA set the cell type of cell 5 to the ''Non-Suitable cell'' or if px_RATComb_Tested = EUTRA_GERAN set cell 24 to the ''Non-Suitable cell''. 

Set the cell type of cell C to the ''Serving cell'',

Set the cell type of cell B to the ''Non-Suitable “off” cell''.

Note: cell 5 or 24 and cell C are in different PLMNs.
	-
	-
	-
	-

	16
	Check: Does the UE transmit ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN?
	-->
	ATTACH REQUEST
	3
	P

	17
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	18
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	19
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	20
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 20Aa1 to 20Aa2 describe behaviour that depends on UE configuration; the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	20Aa1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	20Aa2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	21
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	22
	The UE transmits an ATTACH COMPLETE message including an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message.
	-->
	ATTACH COMPLETE
	-
	-

	23
	The SS releases the RRC connection.
	-
	-
	-
	-

	24
	If possible (see ICS) switch off is performed or the USIM is removed.

Otherwise the power is removed.
	-
	-
	-
	-

	-
	EXCEPTION: Step 25 describes behaviour that depends on the UE capability.
	
	
	
	

	25
	If pc_SwitchOnOff or pc_USIM_Removal then the UE transmit a DETACH REQUEST.
	-->
	DETACH REQUEST
	-
	-

	26
	The following messages are sent and shall be received on cell A.
	-
	-
	-
	-

	27
	Set the cell type of cell A to the '' Serving cell''.

Set the cell type of cell C to the '' Non-Suitable cell''.

Note: Cell A belongs to the forbidden PLMN. 
	-
	-
	-
	-

	28
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	29
	The UE is switched to manual PLMN selection mode and is made to select the forbidden PLMN.
	-
	-
	-
	-

	30
	Check: Does the UE transmit ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN?
	-->
	ATTACH REQUEST
	4
	P

	31-42
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.2.3.1.15a.3.3
Specific message contents

Same specific message contents as in clause 9.2.3.1.15.3.3

< Last Modified Section >

9.2.3.1.18a
Normal tracking area update / Rejected / EPS services not allowed in this PLMN / Single Frequency operation
9.2.3.1.18a.1
Test Purpose (TP)

Same test purpose as in clause 9.2.3.1.18.1

9.2.3.1.18a.2
Conformance requirements

Same conformance requirements as in clause 9.2.3.1.18.2

9.2.3.1.18a.3
Test description

9.2.3.1.18a.3.1
Pre-test conditions

System Simulator:

-
Three intra-frequency E-UTRA cells Cell A, Cell B, and Cell C; 
-
cell A belongs to TAI-7(visited PLMN, MCC = MCC in USIM  MNC=02) and is set to ''Serving cell'';

-
cell B belongs to TAI-8(visited PLMN, MCC = MCC in USIM  MNC=02 another TAC) and is set to ''Non-suitable cell'';

-
cell C belongs to TAI-9(visited PLMN, MCC=002 MNC=101) and is set to ''Non-suitable “off” cell'';

-
If (px_RATComb_Tested = EUTRA_UTRA OR px_RATComb_Tested = EUTRA_GERAN);

-
if pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA, cell 5 (belongs to RAI-8, visited PLMN) is set to "Non-suitable “off” cell";

-
if pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN, cell 24 (belongs to RAI-8, visited PLMN) is set to "Non-suitable “off” cell";

- 
system information combination 10 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells;

-
system information indicate that NMO 1 is used;

-
If (px_RATComb_Tested = EUTRA_Only):

-
neither cell 5 nor cell 24 is configured;

-
system information combination 1 as defined in TS 36.508[18] clause 4.4.3.1 is applied in E-UTRA cells;
UE:

- 
the UE is configured to initiate EPS attach.

Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18].

9.2.3.1.18a.3.2
Test procedure sequence

Table 9.2.3.1.18a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Set the cell type of cell A to the ''Non-Suitable cell''. 

Set the cell type of cell B to the ''Serving cell''.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause = ''EPS services not allowed in this PLMN'' as specified.
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	
	
	
	

	5
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell B?
	-->
	ATTACH REQUEST
	1
	F

	6
	Set the cell type of cell A to the ''Serving cell''. 

Set the cell type of cell B to the ''Non-Suitable cell''.

Note: cell A and cell B are in the same PLMN.
	-
	-
	-
	-

	7
	The user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	8
	Check: Does the UE transmit an ATTACH REQUEST message in the next 90 seconds on cell A?
	-->
	ATTACH REQUEST
	2
	F

	9
	Set the cell type of cell A to the ''Non-Suitable cell''.

Set the cell type of cell B to the ''Non-Suitable “off” cell''.

If px_RATComb_Tested = EUTRA_UTRA set the cell type of cell 5 to the ''Serving cell'' or if px_RATComb_Tested = EUTRA_GERAN set cell 24 to the ''Serving cell''.

Note: Cell A and Cell 5 or 24 are in the same PLMN.
	-
	-
	-
	-

	
	EXCEPTION: Steps 10a1 to 10a2 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if a capability is supported
	
	
	
	

	10a1
	IF pc_UTRA AND px_RATComb_Tested = EUTRA_UTRA OR pc_GERAN AND px_RATComb_Tested = EUTRA_GERAN THEN the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	10a2
	Check: Does the UE transmit an ATTACH REQUEST message in the next 30 seconds on cell 5 or 24?
	-->
	ATTACH REQUEST
	1
	F

	
	The following messages are sent and shall be received on cell C.
	-
	-
	-
	-

	11
	If px_RATComb_Tested = EUTRA_UTRA set the cell type of cell 5 to the ''Non-Suitable cell' or if px_RATComb_Tested = EUTRA_GERAN set cell 24 to the ''Non-Suitable cell''. 

Set the cell type of cell C to the ''Serving cell''.

Note: cell 5 or 24 and cell C are in different PLMNs.
	-
	-
	-
	-

	12
	Check: Does the UE send ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN? 
	-->
	ATTACH REQUEST
	3
	P

	13
	The SS starts an authentication procedure
	<--
	AUTHENTICATION REQUEST
	-
	-

	14
	The UE responds properly to the authentication procedure
	-->
	AUTHENTICATION RESPONSE
	-
	-

	15
	The SS starts a NAS security mode command procedure to perform NAS integrity protection.
	<--
	SECURITY MODE COMMAND
	-
	-

	16
	The UE responds properly to the NAS security mode command procedure
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 17a1 to 17a2 describe behaviour that depends on UE configuration;

the "lower case letter" identifies a step sequence that take place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	17a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	ESM INFORMATION REQUEST
	-
	-

	17a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	ESM INFORMATION RESPONSE
	-
	-

	18
	The SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ATTACH ACCEPT
	-
	-

	-
	EXCEPTION: In parallel to the event described in step 19 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	
	
	
	

	19
	The UE transmits an ATTACH COMPLETE message.
	-->
	ATTACH COMPLETE
	-
	-

	20
	The SS releases the RRC connection.
	-
	-
	-
	-

	21
	If possible (see ICS) switch off is performed or the USIM is removed.
Otherwise the power is removed.
	-
	-
	-
	-

	-
	EXCEPTION: Step 22 describes behaviour that depends on the UE capability.
	
	
	
	

	22
	If pc_SwitchOnOff or pc_USIM_Removal then the UE transmit a DETACH REQUEST.
	-->
	DETACH REQUEST
	-
	-

	
	The following messages are sent and shall be received on cell A.
	
	
	
	

	23
	Set the cell type of cell A to the '' Serving cell''. 

Set the cell type of cell C to the '' Non-Suitable cell''.

Note: Cell A belongs to the forbidden PLMNs for GPRS service. 
	
	
	
	

	24
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	25
	Check: Does the UE send ATTACH REQUEST message with a PDN CONNECTIVITY REQUEST message to request PDN connectivity to the default PDN? 
	-->
	ATTACH REQUEST
	4
	P

	26-37
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-


9.2.3.1.18a.3.3
Specific message contents

Same specific message contents as in clause 9.2.3.1.18.3.3

< End of Modified Section >
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